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42.2.4.2
Fixed Allocation/ Downlink Transfer with Uplink TBF Establishment/ Packet Uplink Assignment

42.2.4.2.1
Fixed Allocation/ Downlink Transfer with Uplink TBF Establishment/Packet Uplink Assignment/ Non half-duplex

42.2.4.2.1.1
Definition and applicability

This test case applies to all MSs supporting GPRS.

42.2.4.2.1.2
Conformance Requirement

The mobile station may request establishment of an uplink transfer during a downlink TBF by including a Channel Request Description information element in the PACKET DOWNLINK ACK/NACK message Initiation is triggered by a request from upper layers to transfer a LLC PDU. The request from upper layers specifies a Radio Priority to be associated with the packet transfer. Upon such a request:

-
if access to the network is allowed, according to the latest values for authorized special access classes that the mobile station has received (see subclause 7.1.1), the mobile station shall initiate the packet access procedure.

-
otherwise, the RR sublayer in the mobile station shall reject the request.

The mobile station initiates the packet access procedure by sending the Channel Request Description information element in the PACKET DOWNLINK ACK/NACK message on the PACCH and starting timer T3168.

On receipt of a PACKET UPLINK ASSIGNMENT or PACKET TIMESLOT RECONFIGURE message the mobile station shall follow the procedure below. On reception of a complete uplink assignment the mobile station shall stop timer T3168.

If the mobile station is not assigned to operate half duplex mode, the mobile station shall, after expiry of the TBF starting time, if present, act upon the complete uplink assignment.

The mobile station shall then switch to the assigned uplink PDCHs and begin to send RLC data blocks on the assigned PDCH(s). The TLLI shall not be included in any of the uplink RLC data blocks in that case.

References

3GPP TS 04.60, subclause 8.1.2.5.

42.2.4.2.1.3
Test purpose

Verify that during a downlink TBF, when the MS requests uplink resources, that the MS obeys the uplink assignment while maintaining the downlink TBF.

42.2.4.2.1.4
Method of test

Initial Conditions

System Simulator:


2 cells, GPRS supported, PCCCH present.

Mobile Station:

The MS is in the state "idle, GMM-registered" with a P-TMSI allocated, SPLIT PG CYCLE negotiated, and PDP context 3 activated.

Related PICS/PIXIT Statement(s)

-
Support GPRS service.

Test Procedure

1.
MS receives a PACKET DOWNLINK ASSIGNMENT message on its assigned PCCCH, containing no starting time.

2.
SS transmits downlink RLC data blocks for the downlink allocation, 1 in 10 specifying RRBP field (polling).

3.
MS responds by sending PACKET DOWNLINK ACK/NACK messages in response to the polls.

4.
MS is triggered to begin an uplink transfer.

5.
MS sends next PACKET DOWNLINK ACK/NACK message with a Channel Request Description field.

6.
MS receives a PACKET UPLINK ASSIGNMENT message.

7.
MS acts on the PACKET UPLINK ASSIGNMENT, and enters a concurrent TBF.

Maximum Duration of Test

5 minutes.

Expected Sequence

	Step
	Direction
	Message
	Comments

	1
	SS -> MS
	PACKET DOWNLINK ASSIGNMENT
	Triggers the MS to switch to assigned PDCH. (no starting time)

	2
	SS -> MS
	RLC DATA BLOCKS
	Starting 3 blocks after the previous message, on assigned PDCH, addressed to MS, 1 in 10 with valid RRBP field (polling).

	3
	MS -> SS
	PACKET DOWNLINK ACK/NACK
	MS acknowledges the previously received RLC data blocks.

	4
	
	
	Steps 2 and 3 are repeated throughout until step 8.

	5
	MS
	
	MS is triggered to begin an uplink data transfer.

	6
	MS -> SS
	PACKET DOWNLINK ACK/NACK
	Message contains Channel Request Description IE.

- MS starts timer T3168

	7
	
	
	Steps 2 and 3 are repeated until the next Channel Request Description is sent in step 8.

	8
	SS -> MS
	PACKET UPLINK ASSIGNMENT
	Sent (0.5*T3168) seconds after step 7.

Allocates one uplink PDCH.

	9
	MS -> SS
	RLC DATA BLOCK
	Verify MS sends data block on uplink resource assigned in step 8 at the starting time.

	10
	SS -> MS
	RLC DATA BLOCK
	In same block as step 9: with valid RRBP field (polling)

	11
	MS -> SS
	RLC DATA BLOCKS
	Verify MS sends data block on uplink resource assigned in step 8 (next block following step 9).

	12
	MS -> SS
	PACKET DOWNLINK ACK/NACK
	In block specified by step 10. (4th block of allocation assigned in step 8)

	13
	SS
	
	Verify no uplink data sent by MS in 5th and 6th blocks of allocation assigned in step 8.

	14
	MS -> SS
	RLC DATA BLOCK
	Sent in 7th block of uplink allocation assigned in step 8.

	15
	SS -> MS
	RLC DATA BLOCK
	Sent in 7th block of allocation (same block as step 14) With valid RRBP field (polling).

	16
	MS -> SS
	RLC DATA BLOCK
	Sent in 8th and 9th block of uplink allocation assigned in step 8.

	17
	MS -> SS
	PACKET DOWNLINK ACK/NACK
	Sent in 10th block of allocation, in response to poll from step 15.


 PACKET DOWNLINK ASSIGNMENT message in step 1:

	TIMESLOT_ALLOCATION
	10000000

	TBF STARTING TIME
	<IE not present>


PACKET UPLINK ASSIGNMENT message in step 8:

	TBF STARTING TIME
	<some suitable value within 100 frames of current frame>

	Fixed allocation
	

	- TIMESLOT ALLOCATION
	10000000

	- BLOCKS_OR_BLOCK_PERIODS
	0 – blocks

	- ALLOCATION_BITMAP_LENGTH
	10

	- ALLOCATION_BITMAP
	0111000011


DOWNLINK RLC DATA BLOCK in step 10 and 15:

	RRBP
	00 – Response shall be sent by MS in N+13 frames.

	S/P 
	1 – RRBP field is valid


42.2.4.2.2
Fixed Allocation/ Downlink Transfer with Uplink TBF Establishment/Packet Uplink Assignment/ Half-duplex

42.2.4.2.2.1
Definition and applicability

This test case applies to all MSs supporting GPRS multi-slot classes 19-29.

42.2.4.2.2.2
Conformance Requirement

The mobile station may request establishment of an uplink transfer during a downlink TBF by including a Channel Request Description information element in the PACKET DOWNLINK ACK/NACK message Initiation is triggered by a request from upper layers to transfer a LLC PDU. The request from upper layers specifies a Radio Priority to be associated with the packet transfer. Upon such a request:

-
if access to the network is allowed, according to the latest values for authorized special access classes that the mobile station has received (see subclause 7.1.1), the mobile station shall initiate the packet access procedure;

-
otherwise, the RR sublayer in the mobile station shall reject the request.

The mobile station initiates the packet access procedure by sending the Channel Request Description information element in the PACKET DOWNLINK ACK/NACK message on the PACCH and starting timer T3168.

On receipt of a PACKET UPLINK ASSIGNMENT or PACKET TIMESLOT RECONFIGURE message the mobile station shall follow the procedure below. On reception of a complete uplink assignment the mobile station shall stop timer T3168.

If the mobile station is assigned to operate in half duplex mode, the mobile station shall, after expiry of the TBF starting time, if present, stop the downlink TBF, save the RLC state variables associated with the downlink TBF and save the state of the following timers:

T3190 - Wait for Valid Downlink Data Received from the Network.

T3192 - Wait for Release of the TBF after reception of the final block.

The mobile station shall then switch to the assigned uplink PDCHs and begin to send RLC data blocks on the assigned PDCH(s). The TLLI shall not be included in any of the uplink RLC data blocks in that case.

References

3GPP TS 04.60, subclause 8.1.2.5.

42.2.4.2.2.3
Test purpose

Verify that during a downlink TBF, when the MS requests additional resources, that the MS stops the downlink TBF when the uplink TBF is assigned to operate in half-duplex mode.

42.2.4.2.2.4
Method of test

Initial Conditions

System Simulator:


2 cells, GPRS supported, PCCCH present.

Mobile Station:

The MS is in the state "idle, GMM-registered" with a P-TMSI allocated, SPLIT PG CYCLE negotiated, and PDP context 3 activated.

Related PICS/PIXIT Statement(s)

-
Support GPRS service.

Test Procedure

1.
MS receives a PACKET DOWNLINK ASSIGNMENT message on its assigned PCCCH, containing no starting time.

2.
SS transmits downlink RLC data blocks for the downlink allocation, 1 in 10 specifying RRBP field (polling).

3.
MS responds by sending PACKET DOWNLINK ACK/NACK messages in response to each poll.

4.
MS is triggered to begin an uplink transfer.

5.
MS sends next PACKET DOWNLINK ACK/NACK message with a Channel Request Description field.

6.
MS receives a PACKET UPLINK ASSIGNMENT message.

7.
MS acts on the PACKET UPLINK ASSIGNMENT, by stopping the downlink TBF, and starting the uplink TBF.

Maximum Duration of Test

5 minutes.

Expected Sequence

	Step
	Direction
	Message
	Comments

	1
	SS -> MS
	PACKET DOWNLINK ASSIGNMENT
	Triggers the MS to switch to assigned PDCH. (no starting time)

	2
	SS -> MS
	RLC DATA BLOCKS
	Starting 3 blocks after the previous message, on assigned PDCH, addressed to MS, 1 in 10 with valid RRBP field (polling).

	3
	MS -> SS
	PACKET DOWNLINK ACK/NACK
	MS acknowledges the previously received RLC data blocks.

	4
	
	
	Steps 2 and 3 are repeated throughout until step 8.

	5
	MS
	
	MS is triggered to begin an uplink data transfer.

	6
	MS -> SS
	PACKET DOWNLINK ACK/NACK
	Message contains Channel Request Description IE 

- MS starts timer T3168

	7
	
	
	Steps 2 and 3 are repeated as often as necessary until step 8.

	8
	SS -> MS
	PACKET UPLINK ASSIGNMENT
	Sent (.5*T3168) seconds after step 7.

Allocates one uplink PDCH.

	9
	MS -> SS
	RLC DATA BLOCK
	Verify MS sends data block on uplink resource assigned in step 8 at the starting time.

	10
	SS -> MS
	RLC DATA BLOCK
	In same block as step 9: with valid RRBP field (polling)

	11
	MS -> SS
	RLC DATA BLOCK
	Verify MS sends data block on uplink resource assigned in step 8 (next block following step 9).

	12
	SS
	
	Verify MS does not send DOWNLINK ACK/NACK in response to downlink data block in step 10.

	13
	SS
	
	Verify no uplink data sent by MS in 5th and 6th blocks of allocation assigned in step 8.

	14
	MS -> SS
	RLC DATA BLOCK
	Sent in 7th block of uplink allocation assigned in step 8.

	15
	SS -> MS
	RLC DATA BLOCK
	Sent in 7th block of allocation (same block as step 14) With valid RRBP field (polling).

	16
	MS -> SS
	RLC DATA BLOCKS
	Sent in 8th and 9th block of uplink allocation assigned in step 8.

	17
	SS
	
	Verify MS does not send DOWNLINK ACK/NACK in response to downlink data block in step 15.


 PACKET DOWNLINK ASSIGNMENT message in step 1:

	TIMESLOT_ALLOCATION
	10000000

	TBF STARTING TIME
	<IE not present>


PACKET UPLINK ASSIGNMENT message in step 8:

	TBF STARTING TIME
	<some suitable value within 100 frames of current frame>

	Fixed allocation
	

	- HALF_DUPLEX_MODE
	1 – MS operates in half-duplex mode

	- TIMESLOT ALLOCATION
	10000000

	- BLOCKS_OR_BLOCK_PERIODS
	0 – blocks

	- ALLOCATION_BITMAP_LENGTH
	10

	- ALLOCATION_BITMAP
	0111000011 


DOWNLINK RLC DATA BLOCK in step 10 and 15:

	RRBP
	00 – Response shall be sent by MS in N+13 frames.

	S/P 
	1 – RRBP field is valid


42.2.4.3
Fixed Allocation/ Downlink Transfer with Uplink TBF Establishment/Packet Timeslot Reconfigure

42.2.4.3.1
Fixed Allocation/ Downlink Transfer with Uplink TBF Establishment/Packet Timeslot Reconfigure/Starting time with AFN encoding

42.2.4.3.1.1
Definition and applicability

This test case applies to all MSs supporting GPRS.

42.2.4.3.1.2
Conformance Requirement

The mobile station may request establishment of an uplink transfer during a downlink TBF by including a Channel Request Description information element in the PACKET DOWNLINK ACK/NACK message Initiation is triggered by a request from upper layers to transfer a LLC PDU. The request from upper layers specifies a Radio Priority to be associated with the packet transfer. Upon such a request:

-
if access to the network is allowed, according to the latest values for authorized special access classes that the mobile station has received (see subclause 7.1.1), the mobile station shall initiate the packet access procedure;

-
otherwise, the RR sublayer in the mobile station shall reject the request.

The mobile station initiates the packet access procedure by sending the Channel Request Description information element in the PACKET DOWNLINK ACK/NACK message on the PACCH and starting timer T3168.

On receipt of a PACKET UPLINK ASSIGNMENT or PACKET TIMESLOT RECONFIGURE message the mobile station shall follow the procedure below. On reception of a complete uplink assignment the mobile station shall stop timer T3168.

If the mobile station is not assigned to operate half duplex mode, the mobile station shall, after expiry of the TBF starting time, if present, act upon the complete uplink assignment.

The mobile station shall then switch to the assigned uplink PDCHs and begin to send RLC data blocks on the assigned PDCH(s). The TLLI shall not be included in any of the uplink RLC data blocks in that case.

References

3GPP TS 04.60, subclause 8.1.2.5.

42.2.4.3.1.3
Test purpose

Verify that during a downlink TBF, when the MS requests uplink resources, that the MS obeys the PACKET TIMESLOT RECONFIGURE message at the starting time and enters the uplink TBF.

42.2.4.3.1.4
Method of test

Initial Conditions

System Simulator:


2 cells, GPRS supported, PCCCH present.

Mobile Station:

The MS is in the state "idle, GMM-registered" with a P-TMSI allocated, SPLIT PG CYCLE negotiated, and PDP context 3 activated.

Related PICS/PIXIT Statement(s)

-
Support GPRS service.

Test Procedure

1.
MS receives a PACKET DOWNLINK ASSIGNMENT message on its assigned PCCCH, containing no starting time.

2.
SS transmits downlink RLC data blocks for the downlink allocation, 1 in 10 specifying RRBP field (polling).

3.
MS responds by sending PACKET DOWNLINK ACK/NACK messages in response to each poll.

4.
MS is triggered to begin an uplink transfer.

5.
MS sends next PACKET DOWNLINK ACK/NACK message with a Channel Request Description field.

6.
MS receives a PACKET TIMESLOT RECONFIGURE message.

7.
MS acts on the PACKET TIMESLOT RECONFIGURE at the appropriate starting time and enters a concurrent TBF.

Maximum Duration of Test

5 minutes.

Expected Sequence

	Step
	Direction
	Message
	Comments

	1
	SS -> MS
	PACKET DOWNLINK ASSIGNMENT
	Triggers the MS to switch to assigned PDCH. (no starting time)

	2
	SS -> MS
	RLC DATA BLOCKS
	Starting 3 blocks after the previous message, on assigned PDCH, addressed to MS, 1 in 10 with valid RRBP field (polling).

	3
	MS -> SS
	PACKET DOWNLINK ACK/NACK
	MS acknowledges the previously received RLC data blocks.

	4
	
	
	Steps 2 and 3 are repeated throughout until step 8.

	5
	MS
	
	MS is triggered to begin an uplink data transfer.

	6
	MS -> SS
	PACKET DOWNLINK ACK/NACK
	Message contains Channel Request Description IE.

- MS starts timer T3168

	7
	
	
	Steps 2 and 3 are repeated as often as necessary until step 8.

	8
	SS -> MS
	PACKET TIMESLOT RECONFIGURE
	Sent (0.5*T3168) seconds after step 7.

Allocates one uplink PDCH.

	9
	MS -> SS
	RLC DATA BLOCK
	Verify MS sends data block on uplink resource assigned in step 8 at the starting time.

	10
	SS -> MS
	RLC DATA BLOCK
	In same block as step 9: with valid RRBP field (polling)

	11
	MS -> SS
	RLC DATA BLOCK
	Verify MS sends data block on uplink resource assigned in step 8 (next block following step 9).

	12
	MS -> SS
	PACKET DOWNLINK ACK/NACK
	In block specified by step 10. (4th block of allocation assigned in step 8)

	13
	SS
	
	Verify no uplink data sent by MS in 5th and 6th blocks of allocation assigned in step 8.

	14
	MS -> SS
	RLC DATA BLOCK
	Sent in 7th block of uplink allocation assigned in step 8.

	15
	SS -> MS
	RLC DATA BLOCK
	Sent in 7th block of allocation (same block as step 14) With valid RRBP field (polling).

	16
	MS -> SS
	RLC DATA BLOCKS
	Sent in 8th and 9th block of uplink allocation assigned in step 8.

	17
	MS -> SS
	PACKET DOWNLINK ACK/NACK
	Sent in 10th block of allocation, in response to poll from step 15.


PACKET DOWNLINK ASSIGNMENT message in step 1:

	TIMESLOT_ALLOCATION
	10000000

	TBF STARTING TIME
	<IE not present>

	
	


PACKET TIMESLOT RECONFIGURE message in step 8:

	TBF STARTING TIME
	0 – AFN encoding 

	- AFN
	<some AFN within 50 frames of current AFN>

	Fixed allocation
	

	- TIMESLOT ALLOCATION
	10000000

	- BLOCKS_OR_BLOCK_PERIODS
	0 – blocks

	- ALLOCATION_BITMAP_LENGTH
	10

	- ALLOCATION_BITMAP
	0111000011 

	Downlink Allocation
	Same as already assigned


DOWNLINK RLC DATA BLOCK in step 10 and 15:

	RRBP
	00 – Response shall be sent by MS in N+13 frames.

	S/P 
	1 – RRBP field is valid


42.2.4.3.2
Fixed Allocation/ Downlink Transfer with Uplink TBF Establishment/Packet Timeslot Reconfigure/Starting time with relative encoding

42.2.4.3.2.1
Definition and applicability

This test case applies to all MSs supporting GPRS.

42.2.4.3.2.2
Conformance Requirement

The mobile station may request establishment of an uplink transfer during a downlink TBF by including a Channel Request Description information element in the PACKET DOWNLINK ACK/NACK message Initiation is triggered by a request from upper layers to transfer a LLC PDU. The request from upper layers specifies a Radio Priority to be associated with the packet transfer. Upon such a request:

-
if access to the network is allowed, according to the latest values for authorized special access classes that the mobile station has received (see subclause 7.1.1), the mobile station shall initiate the packet access procedure;

-
otherwise, the RR sublayer in the mobile station shall reject the request.

The mobile station initiates the packet access procedure by sending the Channel Request Description information element in the PACKET DOWNLINK ACK/NACK message on the PACCH and starting timer T3168.

On receipt of a PACKET UPLINK ASSIGNMENT or PACKET TIMESLOT RECONFIGURE message the mobile station shall follow the procedure below. On reception of a complete uplink assignment the mobile station shall stop timer T3168.

If the mobile station is not assigned to operate half duplex mode, the mobile station shall, after expiry of the TBF starting time, if present, act upon the complete uplink assignment.

The mobile station shall then switch to the assigned uplink PDCHs and begin to send RLC data blocks on the assigned PDCH(s). The TLLI shall not be included in any of the uplink RLC data blocks in that case. 

References

3GPP TS 04.60, subclause 8.1.2.5.

42.2.4.3.2.3
Test purpose

Verify that during a downlink TBF, when the MS requests uplink resources, that the MS obeys the PACKET TIMESLOT RECONFIGURE message at the starting time and enters the uplink TBF.

42.2.4.3.2.4
Method of test

Initial Conditions

System Simulator:


2 cells, GPRS supported, PCCCH present.

Mobile Station:

The MS is in the state "idle, GMM-registered" with a P-TMSI allocated, SPLIT PG CYCLE negotiated, and PDP context 3 activated.

Related PICS/PIXIT Statement(s)

-
Support GPRS service.

Test Procedure

1.
MS receives a PACKET DOWNLINK ASSIGNMENT message on its assigned PCCCH, containing no starting time.

2.
SS transmits downlink RLC data blocks for the downlink allocation, 1 in 10 specifying RRBP field (polling).

3.
MS responds by sending PACKET DOWNLINK ACK/NACK messages in response to each poll.

4.
MS is triggered to begin an uplink transfer.

5.
MS sends next PACKET DOWNLINK ACK/NACK message with a Channel Request Description field.

6.
MS receives a PACKET TIMESLOT RECONFIGURE message.

7.
MS acts on the PACKET TIMESLOT RECONFIGURE message at the starting time and enters a concurrent TBF.

Maximum Duration of Test

5 minutes.

Expected Sequence

	Step
	Direction
	Message
	Comments

	1
	SS -> MS
	PACKET DOWNLINK ASSIGNMENT
	Triggers the MS to switch to assigned PDCH. (no starting time)

	2
	SS -> MS
	RLC DATA BLOCKS
	Starting 3 blocks after the previous message, on assigned PDCH, addressed to MS, 1 in 10 with valid RRBP field (polling).

	3
	MS -> SS
	PACKET DOWNLINK ACK/NACK
	MS acknowledges the previously received RLC data blocks.

	4
	
	
	Steps 2 and 3 are repeated throughout until step 8.

	5
	MS
	
	MS is triggered to begin an uplink data transfer.

	6
	MS -> SS
	PACKET DOWNLINK ACK/NACK
	Message contains Channel Request Description IE.

- MS starts timer T3168

	7
	
	
	Steps 2 and 3 are repeated as often as necessary until step 8.

	8
	SS -> MS
	PACKET TIMESLOT RECONFIGURE
	Sent (0.5*T3168) seconds after step 7.

Allocates one uplink PDCH.

	9
	MS -> SS
	RLC DATA BLOCKS
	Verify MS sends data block on uplink resource assigned in step 8 at the starting time.

	10
	SS -> MS
	RLC DATA BLOCK
	In same block as step 9: with valid RRBP field (polling)

	11
	MS -> SS
	RLC DATA BLOCK
	Verify MS sends data block on uplink resource assigned in step 8 (next block following step 9).

	12
	MS -> SS
	PACKET DOWNLINK ACK/NACK
	In block specified by step 10. (4th block of allocation assigned in step 8)

	13
	SS
	
	Verify no uplink data sent by MS in 5th and 6th blocks of allocation assigned in step 8.

	14
	MS -> SS
	RLC DATA BLOCK
	Sent in 7th block of uplink allocation assigned in step 8.

	15
	SS -> MS
	RLC DATA BLOCK
	Sent in 7th block of allocation (same block as step 14) With valid RRBP field (polling).

	16
	MS -> SS
	RLC DATA BLOCKS
	Sent in 8th and 9th block of uplink allocation assigned in step 8.

	17
	MS -> SS
	PACKET DOWNLINK ACK/NACK
	Sent in 10th block of allocation, in response to poll from step 15.


 PACKET DOWNLINK ASSIGNMENT message in step 1:

	TIMESLOT_ALLOCATION
	10000000

	TBF STARTING TIME
	<IE not present>


PACKET TIMESLOT RECONFIGURE message in step 8:

	TBF STARTING TIME
	1 – Relative FN encoding

	- AFN
	<some AFN within 50 frames of current AFN>

	Fixed allocation
	

	- TIMESLOT ALLOCATION
	10000000

	- BLOCKS_OR_BLOCK_PERIODS
	0 – blocks

	- ALLOCATION_BITMAP_LENGTH
	10

	- ALLOCATION_BITMAP
	0111000011 


DOWNLINK RLC DATA BLOCK in step 10 and 15:

	RRBP
	00 – Response shall be sent by MS in N+13 frames.

	S/P 
	1 – RRBP field is valid


42.2.4.4
Void 

































	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


	
	
	
	


	
	
	
	

	
	
	
	

	
	
	
	




	
	

	
	



	
	

	
	

	
	

































	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	



	
	

	
	



	
	

	
	






























	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


	
	
	
	

	
	
	
	

	
	
	
	



	
	

	
	



	
	

	
	

	
	



























































�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" ��Document numbers� are allocated by the Working Group Secretary.  


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least three digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


�PAGE \# "'Page: '#'�'"  �� Enter the source of the CR. This is either (a) one or several companies or, (b) if a (sub)working group has already reviewed and agreed the CR, then list the group as the source.


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, B & C CRs for release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See � HYPERLINK "http://www.3gpp.org/ftp/information/work_plan/" ��http://www.3gpp.org/ftp/information/work_plan/� .�The list is also included in a MS Excel file included in the zip file containing the CR cover sheet template.


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2002.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed below. For more detailed help on interpreting these categories, see the Technical Report � HYPERLINK "http://www.3gpp.org/ftp/Specs/archive/21_series/21.900/" ��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR was to be rejected. It is necessary to complete this section only if the CR is of category "F" (i.e. correction).


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.


�PAGE \# "'Page: '#'�'"  �� This is an example of pop-up text.





3GPP


