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10.5.2.25c
RR Packet Uplink Assignment

The RR Packet Uplink Assignment information element is sent by the network to the mobile station to indicate the assigned uplink resources.

The RR Packet Uplink Assignment information element is coded as shown in tables 10.5.2.25c.1/3GPP TS 44.018 and 10.5.2.25c.2/3GPP TS 44.018.

The RR Packet Uplink Assignment is a type 4 information element.

Table 10.5.2.25c.1/3GPP TS 44.018: RR Packet UPlink ASSIGNMENT information element

	< RR Packet Uplink Assignment IE > ::=

< LENGTH_IN_OCTETS : bit (8) >


< CHANNEL_CODING_COMMAND : bit (2) >


< TLLI_BLOCK_CHANNEL_CODING : bit (1) >


< Packet Timing Advance : Packet Timing Advance IE >


{01 <Dynamic Allocation : Dynamic Allocation struct>


| 10 <Single Block Allocation : Single Block Allocation struct>


| 11 <reserved>

-- The value '11' was allocated in an earlier version of the protocol and shall not be used.

| 00 < Extension > }


{ null








-- Receiver compatible with earlier release

|









-- Additions for R99


{ 0 | 1 < EGPRS_MCS_MODE : bit (4) >




< RESEGMENT : bit (1) >




< EGPRS Window Size : < EGPRS Window Size IE >> }



{ 0 | 1 < Packet Extended Timing Advance : bit (2) > }



< SPARE_BITS : bit ** > } ;



	< Extension > ::=






-- Future extension can be done by modifying this structure


null ;



	<Dynamic Allocation struct > ::=



< Extended Dynamic Allocation : bit(1)>



{0 | 1 < P0 : bit (4) >




< PR_MODE : bit (1) > }



< USF_GRANULARITY : bit (1) >



{ 0 | 1 < UPLINK_TFI_ASSIGNMENT : bit (5) > }



0 -- The value '1' was allocated in an earlier version of the protocol and shall not be used.



{ 0 







-- Timeslot Allocation





{ 0 | 1 < USF_TN0 : bit (3) > }





{ 0 | 1 < USF_TN1 : bit (3) > }





{ 0 | 1 < USF_TN2 : bit (3) > }





{ 0 | 1 < USF_TN3 : bit (3) > }





{ 0 | 1 < USF_TN4 : bit (3) > }





{ 0 | 1 < USF_TN5 : bit (3) > }





{ 0 | 1 < USF_TN6 : bit (3) > }





{ 0 | 1 < USF_TN7 : bit (3) > }




 | 1 






-- Timeslot Allocation with Power Control Parameters





< ALPHA : bit (4) >





{ 0 | 1 < USF_TN0 : bit (3) >






< GAMMA_TN0 : bit (5) > }





{ 0 | 1 < USF_TN1 : bit (3) >






< GAMMA_TN1 : bit (5) > }





{ 0 | 1 < USF_TN2 : bit (3) >






< GAMMA_TN2 : bit (5) > }





{ 0 | 1 < USF_TN3 : bit (3) >






< GAMMA_TN3 : bit (5) > }





{ 0 | 1 < USF_TN4 : bit (3) >






< GAMMA_TN4 : bit (5) > }





{ 0 | 1 < USF_TN5 : bit (3) >






< GAMMA_TN5 : bit (5) > }





{ 0 | 1 < USF_TN6 : bit (3) >






< GAMMA_TN6 : bit (5) > }





{ 0 | 1 < USF_TN7 : bit (3) >






< GAMMA_TN7 : bit (5) > } } ;



	<Single Block Allocation struct > ::=



< TIMESLOT_NUMBER : bit (3) >



{ 0 | 1 < ALPHA : bit (4) >




< GAMMA_TN : bit (5) > }



{ 0 | 1 < P0 : bit (4) >





0 


-- The value '1' was allocated in an earlier version of the protocol and shall not be used.




< PR_MODE : bit (1) > } ;


Table 10.5.2.25c.2/3GPP TS 44.018: RR Packet UPlink ASSIGNMENT information element details

	LENGTH_IN_OCTETS (8 bit field)
This field encodes (in binary) the number that is equal to one eighth of the number of bits in the RR Packet Uplink Assignment information element that follow the end of this field.

	TIMESLOT_ALLOCATION (8 bit field)
This field is encoded as the TIMESLOT_ALLOCATION field in the PACKET UPLINK ASSIGNMENT message in 3GPP TS 44.060.

	CHANNEL_CODING_COMMAND (2 bit field)
This field is encoded as the CHANNEL_CODING_COMMAND field in the PACKET UPLINK ASSIGNMENT message in 3GPP TS 44.060.

	EGPRS_MCS_MODE (4 bit field)
For backward compatibility reasons, the receiver of this message shall consider the case that the EGPRS_MCS_MODE parameter may not be present in the message. EGPRS_MCS_MODE is present for EGPRS only and if present the CHANNEL_CODING_COMMAND which is for GPRS mobiles is not valid. This field is coded as the EGPRS Modulation and Coding Scheme IE in the PACKET UPLINK ASSIGNMENT message in 3GPP TS 44.060.

	RESEGMENT (1 bit field)
This field is coded as the RESEGMENT bit in the PACKET UPLINK ASSIGNMENT message in 3GPP TS 44.060.

	EGPRS Window Size IE
This field is encoded as the EGPRS window size IE in the PACKET DOWNLINK ASSIGNMENT message in 3GPP TS 44.060.

	TLLI_BLOCK_CHANNEL_CODING (1 bit field)
This field is encoded as the TLLI_BLOCK_CHANNEL_CODING field in the PACKET UPLINK ASSIGNMENT message in 3GPP TS 44.060.

	Packet Timing Advance IE
This field is encoded as the Packet Timing Advance IE in the PACKET UPLINK ASSIGNMENT message in 3GPP TS 44.060.

	Dynamic Allocation struct
This information element contains parameters necessary to define the radio resources of a dynamic allocation or an extended dynamic allocation.

	Extended Dynamic Allocation (1 bit field)
This information field indicates the medium access mode to be used during the TBF.
0
Dynamic Allocation
1
Extended Dynamic Allocation

	UPLINK_TFI_ASSIGNMENT (5 bit field)
If present, this field is encoded as the UPLINK_TFI_ASSIGNMENT information element in the PACKET UPLINK ASSIGNMENT message in 3GPP TS 44.060.

	Power Control Parameters IE
If present, this field is encoded as the Power Control Parameters IE in the PACKET UPLINK ASSIGNMENT message in 3GPP TS 44.060.

	

	USF for Timeslot Number 0 (TN0) (3 bit field)
USF for Timeslot Number 1 (TN1) (3 bit field)
USF for Timeslot Number 2 (TN2) (3 bit field)
USF for Timeslot Number 3 (TN3) (3 bit field)
USF for Timeslot Number 4 (TN4) (3 bit field)
USF for Timeslot Number 5 (TN5) (3 bit field)
USF for Timeslot Number 6 (TN6) (3 bit field)
USF for Timeslot Number 7 (TN7) (3 bit field)
If present, these fields are encoded as the USF for Timeslot Number X field (where 0=<X<8) in the PACKET UPLINK ASSIGNMENT message in 3GPP TS 44.060.

	Single Block Allocation struct
This information element contains parameters necessary to define the radio resources of a Single Block allocation. For example for sending of a PACKET RESOURCE REQUEST message in a two phase access or a Measurement report.

	ALPHA (4 bit field)
The ALPHA Power control parameter field is coded according to the following table:
bits
4 3 2 1
0 0 0 0

a = 0.0
0 0 0 1

a = 0.1
 : : :
1 0 0 1

a = 0.9
1 0 1 0

a = 1.0
All other values are reserved in this version of the protocol and shall be interpreted by the mobile station as ( = 1.0.

	TIMESLOT_NUMBER (3 bit field)
If present, this field is encoded as the TIMESLOT_NUMBER field in the PACKET UPLINK ASSIGNMENT message in 3GPP TS 44.060.

	GAMMA_TN (5 bit field)
The GAMMA_TN field is the binary representation of the parameter GCH for MS output power control in units of 2 dB, see 3GPP TS 45.008.

	P0 and PR_MODE fields
These fields are optional downlink power control parameters and are encoded as in the PACKET UPLINK ASSIGNMENT message in 3GPP TS 44.060.

	Packet Extended Timing Advance (2 bit field) 
This bit field is used to support Extended Timing Advance.

Bit
1
bit 7 of the Timing Advance IE defined in sub-clause 10.5.2.40
2
bit 8 of the Timing Advance IE defined in sub-clause 10.5.2.40

	Extension and Message escape fields
For mobile stations implemented according to this version of the protocol, those fields shall be considered as reserved values.
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