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	GP-041282
	CR 04.18-A285 Correction of the CSN.1 coding of the SI10 Rest Octets to be used for ASCI (R99)
	Alcatel
	7.2.3.2
	CR
	TEI
	04.18
	A285
	
	F
	R99
	8.22.0

	GP-041283
	CR 04.31-A102 rev 3 Correction of inconsistencies between RRLP and MAP specification (R98)
	Qualcomm Europe S.A.R.L.
	7.2.3.2
	CR
	TEI
	04.31
	A102
	3
	F
	R98
	7.14.0

	GP-041284
	CR 04.31-A103 rev 3 Correction of inconsistencies between RRLP and MAP specification (R99)
	Qualcomm Europe S.A.R.L.
	7.2.3.2
	CR
	TEI
	04.31
	A103
	3
	A
	R99
	8.13.0

	GP-041285
	CR 04.31-A104 Correction of A-GPS Doppler0, Doppler1, Azimuth, Elevation (R98)
	Siemens AG
	7.2.3.2
	CR
	TEI
	04.31
	A104
	
	F
	R98
	7.14.0

	GP-041286
	CR 04.31-A105 Correction of A-GPS Doppler0, Doppler1, Azimuth, Elevation (R99)
	Siemens AG
	7.2.3.2
	CR
	TEI
	04.31
	A105
	
	A
	R99
	8.13.0

	GP-041287
	CR 44.018-316 rev 3 Release dedicated channel of talker in Voice group call (Rel-6)
	Motorola
	7.2.3.2
	CR
	TEI6
	44.018
	316
	3
	
	Rel-6
	6.7.0

	GP-041288
	CR 44.018-331 Correction of the CSN.1 coding of the SI10 Rest Octets to be used for ASCI (Rel-6)
	Alcatel
	7.2.3.2
	CR
	TEI6
	44.018
	331
	
	F
	Rel-6
	6.7.0

	GP-041289
	CR 44.018-332 rev 1 Editorial corrections on Notification List Number and NLN status (Rel-6)
	Alcatel
	7.2.3.2
	CR
	TEI6
	44.018
	332
	1
	D
	Rel-6
	6.7.0

	GP-041290
	CR 44.018-333 Correction of the CSN.1 coding of the SI10 Rest Octets to be used for ASCI (Rel-4)
	Alcatel
	7.2.3.2
	CR
	TEI
	44.018
	333
	
	A
	Rel-4
	4.17.0

	GP-041291
	CR 44.018-334 Correction of the CSN.1 coding of the SI10 Rest Octets to be used for ASCI (Rel-5)
	Alcatel
	7.2.3.2
	CR
	TEI
	44.018
	334
	
	A
	Rel-5
	5.17.0

	GP-041292
	CR 44.031-099 rev 3 Correction of inconsistencies between RRLP and MAP specification (R4)
	Qualcomm Europe S.A.R.L.
	7.2.3.2
	CR
	TEI
	44.031
	099
	3
	A
	R4
	4.9.0

	GP-041293
	CR 44.031-102 rev 3 Correction of inconsistencies between RRLP and MAP specification (R5)
	Qualcomm Europe S.A.R.L.
	7.2.3.2
	CR
	TEI
	44.031
	102
	3
	A
	R5
	5.8.0

	GP-041294
	CR 44.031-103 rev 3 Correction of inconsistencies between RRLP and MAP specification (R6)
	Qualcomm Europe S.A.R.L.
	7.2.3.2
	CR
	TEI
	44.031
	103
	3
	A
	R6
	6.3.0

	GP-041295
	CR 44.031-104 Correction of A-GPS Doppler0, Doppler1, Azimuth, Elevation (Rel-4)
	Siemens AG
	7.2.3.2
	CR
	TEI
	44.031
	104
	
	A
	Rel-4
	4.9.0

	GP-041296
	CR 44.031-105 Correction of A-GPS Doppler0, Doppler1, Azimuth, Elevation (Rel-5)
	Siemens AG
	7.2.3.2
	CR
	TEI
	44.031
	105
	
	A
	Rel-5
	5.8.0

	GP-041297
	CR 44.031-106 Correction of A-GPS Doppler0, Doppler1, Azimuth, Elevation (Rel-6)
	Siemens AG
	7.2.3.2
	CR
	TEI
	44.031
	106
	
	A
	Rel-6
	6.3.0

	GP-041298
	CR 44.060-519 rev 2 Introduction of extended RLC/MAC control message segmentation (Rel-6)
	Nokia
	7.2.3.2
	CR
	SCSAGB
	44.060
	519
	2
	B
	Rel-6
	6.7.0

	GP-041299
	CR 44.118-100 rev 1 One TFC for signaling on HR channels (Rel-6)
	Nokia
	7.2.3.2
	CR
	FLOGER-SigPro
	44.118
	100
	1
	C
	Rel-6
	6.2.0

	GP-041300
	CR 44.118-105 FLO capability indication in the MS GERAN Iu mode Radio Access Capability IE (Rel-6)
	Nokia
	7.2.3.2
	CR
	FLOGER
	44.118
	105
	
	F
	Rel-6
	6.2.0

	GP-041301
	CR 44.160-082 rev 1 One TFC for signaling on HR channels (Rel-6)
	Nokia
	7.2.3.2
	CR
	FLOGER-SigPro
	44.160
	082
	1
	C
	Rel-6
	6.4.0

	GP-041302
	CR 48.006-005 rev 2 Clarification to Notification Response (Rel-6)
	Motorola
	7.2.3.2
	CR
	TEI6
	48.006
	005
	2
	F
	Rel-6
	5.0.1

	GP-041303
	CR 48.008-114 rev 4 VGCS queuing and preemption handling (Rel-6)
	Motorola
	7.2.3.2
	CR
	TEI6
	48.008
	114
	4
	
	Rel-6
	6.5.0

	GP-041304
	CR 48.016-012 rev 3 Correction of SNS PDUs for IP support (Rel-4)
	Ericsson
	7.2.3.2
	CR
	TEI4
	48.016
	012
	3
	F
	Rel-4
	4.3.0

	GP-041305
	CR 48.016-013 rev 3 Correction of SNS PDUs for IP support (Rel-5)
	Ericsson
	7.2.3.2
	CR
	TEI4
	48.016
	013
	3
	A
	Rel-5
	5.2.0


