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Forward SRNS context procedure:

The Forward SRNS procedure is inserted for the handover from UTRAN to GERAN A/Gb and for the handover from GERAN A/Gb to UTRAN. 

In the 3G ( 2G case the SRNC will initiate this procedure as in the Combined Hard Handover and SRNS relocation case and the new SGSN needs to be prepared to receive the Forward SRNS context message.  

In the 3G ( 2G the target RNC will expect the Forward SRNS message from the old SGSN (via the new SGSN).

Sequence number conversion for signalling:

· 2G ( 2G Handover:  Not included in this version of the CR.

· 2G ( 3G Handover:  Not included in this version of the CR. 

· 3G ( 2G Handover: The SRNC sends PDCP sequence numbers to the new SGSN. 

Sequence number conversion for user data:

· 2G ( 2G Handover:  The old SGSN sends GTP-PDUs with N-PDU numbers associated to the target RNC (no conversion necessary).

· 2G ( 3G Handover: The old SGSN sends GTP-PDUs with N-PDU numbers associated to the target RNC (The RNC is already capable to receive such PDUs in case of RAU).

· 3G ( 2G Handover: The SRNC sends GTP-PDUs with PDCP sequence numbers associated to the new SGSN.

Delivery order required:

Not covered in this version of the CR.

Data forwarding:

2G ( 2G: Data is forwarded from the old SGSN to the new SGSN.

2G ( 3G: Data is forwarded from the old SGSN to the target RNC.

3G ( 2G: Data is forwarded from the SRNC to the new SGSN.
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