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	Reason for change:
(

	Between two consecutive executions (for k and k+1), the SS must wait long enough to guarantee that the MS is in service (listening to its paging subchannel). Earlier this delay was 8s. However, some phones take longer.

	
	

	Summary of change:
(

	Modify TTCN Script to wait for 15 sec to guarantee that the MS is in service.

Step 13: T _dly ( C _T _Wait+ 3000) to T _dly ( C _T _Wait+10000)
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not approved:
	Correctly implemented phones may unfairly fail the test case.

	
	

	Clauses affected:
(

	26.2.1.3

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
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	This change is applicable to Phase 2 and later phones


How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at http://www.3gpp.org/specs/CR.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.

	Test Case Dynamic Behaviour

	Test Case Name
	TC _26 _2 _1 _3

	Group
	Rel5 _GSM _L3 _MS _v530/InitialTest/

	Test Purpose
	To verify that an MS produces different random references for a CHANNEL REQUEST . If a MS always produces the same random reference, it makes possible that different MSs of the same product series produce the same random reference . 

	Defaults
	OtherEventsFail

	Nr
	Label
	Behaviour
	Cref
	Verdict
	Comments

	1
	 
	START T _guard (360) 
	 
	 
	 

	2
	 
	 
+IdleUpdated ( C _E _default, C _CellA, C _SCH _A, C _BCCH _A _1, C _Immass, C _S0, C _SlotNU, C _SlotNU, C _SlotNU, C _BCC, C _TxInt _5, C _Max _1, C _NECI _0, C _ATT _0, TimingAdv ( 0) , C _BABR _0, C _cch _1nonComb, C _BPM _3, C _T3212 _1, C _ci _cellA, C _MCC _1, C _PLMN _1, C _LAC _1, CellOpt _01, CellChDes _Omit, CellChDes _Omit, C _CellReselectHys12, C _MaxPwrLvlG, C _MaxPwrLvlD, BcchFreqLst _45, BcchFreqLst _02, BcchFreqLst _03, BcchFreqLst _04, C _Restablishment, C _BCC, C _NCC, C _Start _Tmsi, TSPX _SDCCH4SubDef, TSPX _CKSNDef, TSPX _RANDDef, C _arfcnA, C _arfcnAd, TSPX _IMSI, C _Test _nfh, C _NCCP _2) 

	 
	 
	 

	3
	 
	 
+localtree

	 
	 
	 

	 
	 
	localtree
	 
	 
	 

	4
	 
	(TCV _Cnt : = 0) 
	 
	 
	 

	5
	body
	 
REPEAT localtree1 UNTIL 
[TCV _Cnt = 7] 

	 
	 
	 

	6
	 
	 
(TCV _Res : = OC _SaveAndProc3 ( TCV _Rr, C _PROC, TCV _Cnt) ) 

	 
	 
	1 . 

	7
	L _0047
	 
[TCV _Res ] 

	 
	P
	 

	8
	L _0048
	 
[NOT TCV _Res] 

	 
	F
	2 . 

	 
	 
	localtree1
	 
	 
	 

	9
	 
	L!DL _UdatRqPg1Rq
	PgReq1 (TCV _PgCh, TCV _Pgg, PgReqTp1 _01) 
	 
	 

	10
	 
	 
L?DL _RacInChRq 
(TCV _Rr : = DL _RacInChRq .msg .ecau _rrf) 

	ChReq ( ChRequest _17) 
	 
	 

	11
	 
	 
(TCV _Null : = OC _SaveAndProc3 ( TCV _Rr, C _SAVE, TCV _Cnt) ) 

	 
	 
	3 . 

	12
	 
	 
L?DL _RacInChRq

	ChReq ( ChRequest _17) 
	 
	4 . 

	13
	 
	 
START T _dly ( C _T _Wait+ 10000) 

	 
	 
	5 . 

	14
	 
	 
(TCV _Cnt : = TCV _Cnt+1) 

	 
	 
	 

	15
	 
	 
?TIMEOUT T _dly

	 
	 
	 

	Detailed Comments: 
	1 . To analyse the distribution of the random references . 
2 . The random references are not randomly distributed . 
3 . To record the random reference . 
4 . The MS retransmits the channel request once more . 
5 . To wait long enough to guarantee that the MS is in service . 
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