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	Reason for change:
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	The specification contains references to PTM services. However, the PTM-M service and the PTM-G service have been removed from the Stage 1 specification (TS 22.060) since Release 99, and are not implemented in Rel-6.
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	References to the PTM-M service are removed. The consequence is that the PNCH and the CPNCH channels are not used for any service.
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Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.
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With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.

7.1.2
Common Control Channel

A common control channel is a point-to-multipoint bi-directional control channel. Common control channels are physically sub-divided into the Common Control CHannel (CCCH), the Packet Common Control CHannel (PCCCH), and the Compact Packet Common Control CHannel (CPCCCH).

CCCH, PCCCH, and CPCCCH are primarily intended to carry signalling information necessary for access management functions (e.g., allocation of dedicated channels or radio resource on a packet data traffic channel). The CCCH can be used for other signalling purposes.

CCCH, PCCCH, and CPCCCH use a layered protocol according to Technical Specifications in 3GPP TS 04-Series. In particular the multipoint to point management is achieved through random access techniques.

The following terms may be used when the context requires it:

-
The RACH (Random Access CHannel) is the uplink (MS to network) part of the CCCH.

-
The PRACH (Packet Random Access CHannel) is the uplink part of the PCCCH.

-
The CPRACH (Compact Packet Random Access CHannel) is the uplink part of the CPCCCH.

-
The AGCH (Access Grant CHannel) is the part of the downlink (network to MS) part of the CCCH reserved for assignment messages.

-
The PAGCH (Packet Access Grant CHannel) is the part of the downlink part of the PCCCH used for assignment messages.

-
The CPAGCH (Compact Packet Access Grant CHannel) is the part of the downlink part of the CPCCCH used for assignment messages.

-
The NCH (Notification CHannel) is the part of the downlink part of the CCCH reserved for voice group and/or voice broadcast calls notification messages.

-
The PNCH (Packet Notification CHannel) is defined in the downlink part of the PCCCH, but is not used in this release of the specifications.

-
The CPNCH (Compact Packet Notification CHannel) is defined in the downlink part of the CPCCCH, but is not used in this release of the specifications.

-
PCH (Paging CHannel) is the remaining part of the downlink part of the CCCH.

-
PPCH (Packet Paging CHannel) is the remaining part of the downlink part of the PCCCH.

-
CPPCH (Compact Packet Paging CHannel) is the remaining part of the downlink part of the CPCCCH.
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