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1.1
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The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
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· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies.  In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications ".

[2]
3GPP TS 23.003: "Numbering, addressing and identification".

[3]
3GPP TS 23.034: “High Speed Circuit Switched Data (HSCSD) – Stage 2”.

[4]
3GPP TS 43.052: "GSM Cordless Telephony System (CTS), Phase 1; Lower layers of the CTS Radio Interface; Stage 2".

[5]
3GPP TS 43.059: “Functional stage 2 description of Location Services (LCS) in GERAN”.

[6]
3GPP TS 43.064: "General Packet Radio Service (GPRS); Overall description of the GPRS Radio Interface; Stage 2".
[7]
3GPP TS 43.246: "Multimedia Broadcast Multicast Service (MBMS) in the GERAN; Stage 2".
[8]
3GPP TS 44.003: "Mobile Station - Base Station System (MS - BSS) interface Channel structures and access capabilities".

[9]
3GPP TS 44.006: "Mobile Station - Base Station System (MS - BSS) interface Data Link (DL) layer specification".

[10]
3GPP TS 44.018: "Mobile radio interface layer 3 specification, Radio Resource Control Protocol".

[11]
3GPP TS 44.060: "General Packet Radio Service (GPRS); Mobile Station (MS) - Base Station System (BSS interface; Radio Link Control (RLC) and Medium Access Control (MAC) Layer Specification".

[12]
3GPP TS 44.056: "GSM Cordless Telephony System (CTS), Phase 1; CTS radio interface layer 3 specification".

[13]
3GPP TS 45.003: "Channel coding".

[14]
3GPP TS 45.004: "Modulation".

[15]
3GPP TS 45.005: "Radio transmission and reception".

[16]
3GPP TS 45.008: "Radio subsystem link control".

[17]
3GPP TS 45.010: "Radio subsystem synchronization".

[18]
3GPP TS 45.056: "GSM Cordless Telephony System (CTS), Phase 1; CTS-FP radio subsystem".

[19]
3GPP TR 45.902: “Flexible Layer One”.

[20]
3GPP TS 46.031: “Discontinuous Transmission (DTX) for full rate speech traffic channels”.

**** next modified subclause ****

3
Logical channels

3.1
General

This subclause describes the logical channels that are supported by the radio subsystem.

3.2
Traffic channels

3.2.1
General

Traffic channels (TCH's) are intended to carry either encoded speech or user data in circuit switched mode. Five general forms of traffic channel are defined:

i)
Full rate traffic channel (TCH/F). This channel carries information at a gross rate of 22,8 kbit/s.

ii)
Half rate traffic channel (TCH/H). This channel carries information at a gross rate of 11,4 kbit/s.

iii)
Enhanced circuit switched full rate traffic channel (E-TCH/F). This channel carries information at a gross rate of 69,6 kbit/s including the stealing symbols.

iv)
8-PSK full rate traffic channel (O-TCH/F). This channel carries information at a gross rate of 68,4 kbit/s.

v)
8-PSK half rate traffic channel (O-TCH/H). This channel carries information at a gross rate of 34,2 kbit/s.

Packet data traffic channels (PDTCH's) are intended to carry user data in packet switched mode. For the purpose of this EN, any reference to traffic channel does not apply to PDTCH unless explicitly stated.

All traffic channels are bi-directional unless otherwise stated. Unidirectional downlink full rate channels, TCH/FD, are defined as the downlink part of the corresponding TCH/F.

Multiple full rate channels can be allocated to the same MS. This is referred to as multislot configurations, which is defined in subclause 6.4.2.1.

Multiple packet data traffic channels can be allocated to the same MS or, in the case of point-to-multipoint transmission, a group of MSs. This is referred to as multislot packet configurations, as defined in subclause 6.4.2.2 and subclause 6.4.2.3a.

A combination of a half rate traffic channel and a half rate packet data traffic channel on the same basic physical channel can be allocated to the same MS as defined in subclause 6.4.2.3.

A combination of a traffic channel and one or more full rate packet data traffic channels can be allocated to the same MS.

The specific traffic channels available in the categories of speech and user data are defined in the subclauses following.

**** next modified subclause ****

3.2.4
Packet data traffic channels (PDTCH)

A PDTCH/F corresponds to the resource allocated to a single MS or, in the case of point-to-multipoint transmission, to multiple MSs on one physical channel for user data transmission. Due to the dynamic multiplexing onto the same physical channel of different logical channels (see subclause 6.3.2), a PDTCH/F using GMSK modulation carries information at an instantaneous bit rate ranging from 0 to 22,8 kbit/s. A PDTCH/F using 8PSK modulation carries information (including stealing symbols) at an instantaneous bit rate ranging from 0 to 69,6 kbit/s.

A PDTCH/H corresponds to the resource allocated to a single MS on half a physical channel for user data transmission. The maximum instantaneous bit rate for a PDTCH/H is half that for a PDTCH/F.

All packet data traffic channels are uni-directional, either uplink (PDTCH/U), for a mobile originated packet transfer or downlink (PDTCH/D) for a mobile terminated packet transfer.
In the case of point-to-multipoint transmission, a PDTCH/D can be used for communication with multiple MSs.
**** next modified subclause ****

3.3.3
Common control type channels

3.3.3.1
Common control type channels, known when combined as a common control channel (CCCH)
i)
Paging channel (PCH): Downlink only, used to page mobiles.

ii)
Random access channel (RACH): Uplink only, used to request allocation of a SDCCH.

iii)
Access grant channel (AGCH): Downlink only, used to allocate a SDCCH or directly a TCH.

iv)
Notification channel (NCH): Downlink only, used to notify mobile stations of voice group and voice broadcast calls.

3.3.3.2
Packet Common control channels

3.3.3.2.1
Packet Common Control Channels (PCCCH)

i)
Packet Paging channel (PPCH): Downlink only, used to page MS.

ii)
Packet Random access channel (PRACH): Uplink only, used to request allocation of one or several PDTCHs (for uplink or downlink direction).

iii)
Packet Access grant channel (PAGCH): Downlink only, used to allocate one or several PDTCH.

iv)
Packet Notification channel (PNCH): Downlink only, used to notify MS of PTM-M call.

If a PCCCH is not allocated, the information for packet switched operation is transmitted on the CCCH. If a PCCCH is allocated, it may transmit information for circuit switched operation.

The PCCCH channel of a cell shall be allocated on the same frequency band (see 3GPP TS 45.005) as the BCCH channel of that cell.

3.3.3.2.2
COMPACT Common Control Channels (CPCCCH)

i)
Packet Paging channel (CPPCH): Downlink only, used to page MS.

ii)
Packet Random access channel (CPRACH): Uplink only, used to request allocation of one or several PDTCHs (for uplink or downlink direction).

iii)
Packet Access grant channel (CPAGCH): Downlink only, used to allocate one or several PDTCH.

iv)
Packet Notification channel (CPNCH): Downlink only, used to notify MS of PTM-M call. 

3.3.3.2.3
MBMS Common Control Channels

i)
MBMS Packet Random access channel (MPRACH): Uplink only, used during the initial counting procedure for MBMS (see 3GPP TS 44.060).

**** next modified subclause ****

6.3
Mapping in time of logical channels onto physical channels

[…]

6.3.2 Mapping in time of packet logical channels onto physical channels

[…]

6.3.2.2
Mapping of the uplink channels

[…]

6.3.2.2.4
Mapping of the MBMS uplink MPRACH

The mapping of the MPRACH is defined in clause 7 table 6, where the possible blocks are indicated. The MPRACH is dynamically allocated in groups of four MPRACH blocks By (y=4x+i, i=0 ,.., 3) corresponding to one PDCH block Bx (x=0,...,11), indicated by a value of the USF, in the same way as defined for PDTCH/U (see subclause 6.3.2.2.1). The value of the USF is signalled in the MBMS notification message (see 3GPP TS 44.060).
**** next modified subclauses ****

6.4.1
Permitted channel combinations onto a basic physical channel

The following are the permitted ways, as defined by 3GPP TS 44.003, in which channels can be combined onto basic physical channels for one or several MSs.

The following definitions are used in the list of combinations below. 

	Combination designation
	Channel combination

	SUB_TA
	TCH/H + FACCH/H + SACCH/TH

	SUB_T
	TCH/H

	SUB_PA
	PDTCH/H + PACCH/H

	SUB_TE
	TCH/H + FACCH/H + SACCH/TPH + EPCCH/H

	SUB_OTA
	O-TCH/H + O-FACCH/H + SACCH/TH

	SUB_OT
	O-TCH/H

	SUB_OTE
	O-TCH/H + O-FACCH/H + SACCH/TPH + EPCCH/H


Numbers appearing in parenthesis after channel designations indicate sub‑channel numbers. (0..n) shall be interpreted as subchannel 0, 1,…,n-1 and n. Channels and sub‑channels need not necessarily be assigned.

i) TCH/F + FACCH/F + SACCH/TF

ii) O-TCH/F + O-FACCH/F + SACCH/TF

iii) FCCH + SCH + BCCH + CCCH

iv) FCCH + SCH + BCCH + CCCH + SDCCH/4(0..3) + SACCH/C4(0..3)

v) BCCH + CCCH

vi) SDCCH/8(0 .7) + SACCH/C8(0 . 7)

vii) TCH/F + FACCH/F + SACCH/M

viii) TCH/F + SACCH/M

ix) TCH/FD + SACCH/MD

x) PBCCH + PCCCH + PDTCH/F + PACCH/F + PTCCH/F

xi) PCCCH + PDTCH/F + PACCH/F + PTCCH/F

xii) PDTCH/F + PACCH/F + PTCCH/F

xiii) CTSBCH + CTSPCH + CTSARCH + CTSAGCH

xiv) CTSPCH + CTSARCH + CTSAGCH

xv) CTSBCH

xvi) CTSBCH + TCH/F + FACCH/F + SACCH/CTS

xvii) E-TCH/F + E-IACCH/F + E-FACCH/F + SACCH/TF

xviii) E-TCH/F + E-IACCH/F + E-FACCH/F + SACCH/M

xix) E-TCH/F + E-IACCH/F + SACCH/M

xx) E-TCH/FD + E-IACCH/F + SACCH/MD

xxi) CFCCH + CSCH + CPBCCH + CPCCCH + PDTCH/F + PACCH/F + PTCCH/F

xxii) CPCCCH + PDTCH/F + PACCH/F + PTCCH/F

xxiii) O-TCH/F + O-FACCH/F + SACCH/TPF + EPCCH/F

xxiv) TCH/F + FACCH/F + SACCH/TPF + EPCCH/F

xxv) TCH/F + FACCH/F + SACCH/MP + EPCCH/M

xxvi) TCH/F + SACCH/MP + EPCCH/M

xxvii) TCH/FD + SACCH/MPD + EPCCH/MD

xxix)
PDTCH/F + PACCH/F + SACCH/TF

xxx)
PDTCH/F + PACCH/F + SACCH/TPF + EPCCH/F

xxxi)
PDTCH/F + PACCH/F + SACCH/M

xxxii)
PDTCH/FD + PACCH/FD + SACCH/MD

xxxiii)
PDTCH + PACCH/F + SACCH/M + EPCCH/M

xxxiv)
PDTCH + PACCH/F + SACCH/M + EPCCH/MD

xxxv)
PRACH + PDTCH/U + PACCH/U + PTCCH/U + MPRACH
xxxvi)
PDTCH/U + PACCH/U + PTCCH/U + MPRACH
The following combinations of half rate channels are allowed on a basic physical channel for a single mobile, where the second half rate channel need not be allocated:

a1)
SUB_TA + SUB_T
(Lm + Lm configuration)

a2)
SUB_TA + SUB_OT
(Lm + Lm configuration)

a3)
SUB_TA + SUB_PA
(DTM single slot)

a4)
SUB_TE + SUB_T
(Lm + Lm configuration)

a5)
SUB_TE + SUB_OT
(Lm + Lm configuration)

a6)
SUB_TE + SUB_PA
(DTM single slot)

a7)
SUB_OTA + SUB_OT
(Lm + Lm configuration)

a8)
SUB_OTA + SUB_T
(Lm + Lm configuration)

a9)
SUB_OTA + SUB_PA
(DTM single slot)

a10)
SUB_OTE + SUB_OT
(Lm + Lm configuration)

a11)
SUB_OTE + SUB_T
(Lm + Lm configuration)

a12)
SUB_OTE + SUB_PA
(DTM single slot)

The following combinations of half rate channels are allowed on a basic physical channel for two mobiles:

b1)
SUB_TA + SUB_TA

b2)
SUB_TA + SUB_TE

b3)
SUB_TA + SUB_OTA

b4)
SUB_TA + SUB_OTE

b5)
SUB_TE + SUB_TE

b6)
SUB_TE + SUB_OTA

b7)
SUB_TE + SUB_OTE

b8)
SUB_OTA + SUB_OTA

b9)
SUB_OTA + SUB_OTE

b10)
SUB_OTE + SUB_OTE

NOTE 0: 
CCCH = PCH+ RACH + AGCH + NCH.

PCCCH = PPCH+PRACH+PAGCH+PNCH

CPCCCH = CPPCH + CPRACH + CPAGCH + CPNCH

NOTE 1:
Where the SMSCB is supported, the CBCH replaces SDCCH number 2 in cases v) and vii) above.

NOTE 2:
A combined CCCH/SDCCH allocation (case v) above) may only be used when no other CCCH channel is allocated.

NOTE 3:
Combinations viii), ix), x), xix), xx), xxi), xxix), xxx), xxxi) and xxxii) are used without EPC in multislot configurations as defined in subclause 6.4.2.

NOTE 4:
Combinations xiv), xv), xvi) and xvii) shall be used in CTS; combinations xiv), xvi) and xvii) shall be mutually exclusive; combinations xiv) and xv) shall also be mutually exclusive.

NOTE 5:
Combinations xxii) and xxiii) shall be used for COMPACT on serving time groups.

NOTE 6:
Combinations i), ii), xiii), xxv), xxiv) or any of a1) to a12) shall be used for single timeslot operation in DTM.

NOTE 7:
A unidirectional TCH combination i), viii), ix) or x) may be combined with the corresponding E-TCH combination xviii), xix), xx) or xxi) respectively in the other direction.

NOTE 8:
Combinations xxvi), xxvii), xxviii) , xxxii), xxxiii) and xxxiv) are used with EPC in multislot configurations as defined in subclause 6.4.2.

NOTE 9:
The basic physical channel onto which channels can be combined according to combinations i), ii), viii), ix), x), xviii), xix), xx), xxi), xxiv), xxv), xxvi), xxvii), xxviii), xxix), xxx), xxxi), xxxii), xxxiii) and xxxiv) is referred to as dedicated basic physical subchannel full rate (DBPSCH/F) in Iu mode.

NOTE 10:
The basic physical channel onto which channels can be combined according to combinations xi), xii) and xiii) is referred to as shared basic physical subchannel full rate (SBPSCH/F) in Iu mode.

NOTE 11:
The part of the basic physical channel onto which channels can be combined according to combinations SUB_TA, SUB_T, SUB_PA, SUB_TE, SUB_OTA, SUB_OT, SUB_OTE is referred to as dedicated basic physical subchannel half rate (DBPSCH/H) in Iu mode.

NOTE 12:
The part of the basic physical channel onto which channels can be combined according to combination SUB_PA is referred to as shared basic physical subchannel half rate (SBPSCH/H) in Iu mode.

NOTE 13:
The parts of the basic physical channel onto which SDCCH and SACCH can be combined according to combination v) are referred to as dedicated basic physical subchannels for SDCCH/4 and SACCH/C4 (DBPSCH/S4) in Iu mode.

NOTE 14:
The parts of the basic physical channel onto which SDCCH and SACCH can be combined according to combination vii) are referred to as dedicated basic physical subchannels for SDCCH/8 and SACCH/C8 (DBPSCH/S8) in Iu mode.
NOTE 15:
Combinations xxxv) and xxxvi) are used only for MBMS.
6.4.2
Multislot configurations

A multislot configuration consists of multiple circuit or packet switched traffic channels together with associated control channels, allocated to the same MS or, in the case of point-to-multipoint transmission, a group of MSs. The multislot configuration occupies up to 8 basic physical channels, with different timeslots numbers (TN) but with the same frequency parameters (ARFCN or MA, MAIO and HSN) and the same training sequence (TSC).

**** next modified subclause ****

6.4.2.3a
Multislot configurations for MBMS in A/Gb mode
In A/Gb mode, the network may allocate several PDTCH/Ds for one broadcast/multicast session (see 3GPP TS 44.060). The total number of allocated PDTCH/Ds for one broadcast/multicast session shall not exceed 4. In this context allocation refers to the list of PDCH given in the assignment message and that may dynamically carry the PDTCHs. The PACCH may be mapped onto any of the allocated PDCHs.
Additionally, up to one uplink timeslot may be allocated for PACCH/U. The timeslot allocated for transmission shall have the same TN as one of the timeslots used for reception.
While in broadcast/multicast receive mode, an MBMS-capable MS shall be capable of receiving, in addition to the timeslots allocated for data transfer, on at least one timeslot in order to read the BCCH and CCCH or the PBCCH and PCCCH. The maximum number of timeslots that an MS is required to receive upon within a TDMA frame is 5. The number of PDTCH/Ds allocated and their TN shall be such that all MSs receiving a broadcast/multicast session shall be able to read the BCCH and CCCH or the PBCCH and PCCCH without interrupting the reception of the broadcast/multicast session. Depending on the number of CCCH or PCCCH allocated in the cell, the network may need to restrict the number of PDTCH/Ds allocated to one broadcast/multicast session.
For a multislot class type 1 MS supporting MBMS, the values of Tta, Ttb, Tra and Trb shall be equal to or lower than the corresponding values for a Class 12 MS (see Annex B).
**** next modified subclause ****

6.5.1
General

i)
A base transceiver station must transmit a burst in every timeslot of every TDMA frame in the downlink of radio frequency channel C0 of the cell allocation (to allow mobiles to make power measurements of the radio frequency channels supporting the BCCH, see 3GPP TS 45.008). In order to achieve this requirement a dummy burst is defined in subclause 5.2.6 which shall be transmitted by the base transceiver station on all timeslots of all TDMA frames of radio frequency channel C0 for which no other channel requires a burst to be transmitted.

ii)
Timeslot number 0 of radio frequency channel C0 of the cell allocation must support either channel combinations iv) or v) in subclause 6.4.1. No other timeslot or allocated channel from the cell allocation is allowed to support channel combinations iv) or v) in subclause 6.4.1.

iii)
The parameter BS_CC_CHANS in the BCCH defines the number of basic physical channels supporting common control channels (CCCHs). All shall use timeslots on radio frequency channel C0 of the cell allocation. The first CCCH shall use timeslot number 0, the second timeslot number 2, the third timeslot number 4 and the fourth timeslot number 6. Each CCCH carries its own CCCH_GROUP of mobiles in idle mode. Mobiles in a specific CCCH_GROUP will listen for paging messages and make random accesses only on the specific CCCH to which the CCCH_GROUP belongs. The method by which a mobile determines the CCCH_GROUP to which it belongs is defined in subclause 6.5.2.

iv)
The parameter BS_CCCH_SDCCH_COMB in the BCCH (see subclause 3.3.2) defines whether the common control channels defined are combined with SDCCH/4(0.3) + SACCH/C4(0.3) onto the same basic physical channel. If they are combined then the number of available random access channel blocks (access grant channel blocks and paging channel blocks; see following), are reduced as defined in table 5 of clause 7.

v)
The PCH, AGCH, NCH and BCCH Ext may share the same TDMA frame mapping (considered modulo 51) when combined onto a basic physical channel. The channels are shared on a block by block basis, and information within each block, when de‑interleaved and decoded allows a mobile to determine whether the block contains paging messages, notification message, system information messages or access grants. However, to ensure a mobile satisfactory access to the system a variable number of the available blocks in each 51-multiframe can be reserved for access grants and system information messages, only. The number of blocks not used for paging (BS_AG_BLKS_RES) starting from, and including block number 0 is broadcast in the BCCH (see subclause 3.3.2). As above the number of paging blocks per 51-multiframe considered to be "available" shall be reduced by the number of blocks reserved for access grant messages.


If system information messages are sent on BCCH Ext, BS_AG_BLKS_RES shall be set to a value greater than zero.


Table 5 of clause 7 defines the access grant blocks and paging blocks available per 51-multiframe.

vi)
Another parameter in the BCCH, BS_PA_MFRMS indicates the number of 51-multiframes between transmissions of paging messages to mobiles in idle mode of the same paging group. The "available" paging blocks per CCCH are then those "available" per 51-multiframe on that CCCH (determined by the two above parameters) multiplied by BS_PA_MFRMS. Mobiles are normally only required to monitor every Nth block of their paging channel, where N equals the number of "available" blocks in total (determined by the above BCCH parameters) on the paging channel of the specific CCCH which their CCCH_GROUP is required to monitor. Other paging modes (e.g. page reorganize or paging overload conditions described in 3GPP TS 44.018) may require the mobile to monitor paging blocks more frequently than this. All the mobiles listening to a particular paging block are defined as being in the same PAGING_GROUP. The method by which a particular mobile determines to which particular PAGING_GROUP it belongs and hence which particular block of the available blocks on the paging channel is to be monitored is defined in subclause 6.5.2.

vii)
An MS which has its membership of at least one voice group or voice broadcast call group set to the active state shall, in addition to monitoring the paging blocks as described above, monitor the notification channel, NCH. This logical channel is always mapped onto contiguous blocks reserved for access grants, in a position and number as given by the parameter NCP, defined in 3GPP TS 44.018, broadcast on the BCCH. The channel may be present when a cell supports voice group or voice broadcast calls. The coding of the various structural parameters described above in this subclause is not changed. Information within a block, when deinterleaved and decoded, allows the MS to determine whether the block contains access grant messages or notification messages.

viii)
In presence of PCCCH, the parameter BS_PCC_CHANS in the PBCCH defines the number of physical channels for packet data (PDCH) carrying PCCCH. The (P)BCCH shall in addition indicate the physical description of those channels. Each PCCCH carries its own PCCCH_GROUP of MSs in GPRS attached mode. MS in a specific PCCCH_GROUP will listen for paging messages and make random accesses only on the specific PCCCH to which the PCCCH_GROUP belongs. The method by which an MS determines the PCCCH_GROUP to which it belongs is defined in subclause 6.5.6. 

ix)
In CTS, the CTSBCH (CTSBCH-SB and CTSBCH-FB) shall always be transmitted by the CTS-FP according to the rules defined in Clause 6 and Clause 7 Table 8.


In CTS idle mode, a CTS-MS shall be assigned a CTS_PAGING_GROUP, as specified in subclause 6.5.7. Several CTS-MS can be assigned the same CTS_PAGING_GROUP. The CTS-MS shall determine the specific 52-multiframe where a paging block may be sent to it according to the rule defined in subclause 6.5.7, and shall listen to the CTSBCH of the previous 52-multiframe. In this 52-multiframe, the CTS-MS shall decode the CTSBCH-SB information bits : if the flag indicating the presence of a CTSPCH in the next 52-multiframe is properly set (see 3GPP TS 44.056), the CTS-MS shall listen to the next CTSPCH and read the paging block. With this method, it is not necessary to maintain on the physical channel the CTSPCH : the CTSPCH shall only be transmitted when a paging message shall be addressed to one or several CTS-MS in a CTS paging group.


When using the CTSARCH, the CTS-MS shall send two bursts on the CTSARCH: these two bursts shall be sent on two successive frames and shall fulfil the mapping defined in subclause 7 Table 8, with the requirement of the first burst being sent in a TDMA frame with even FN. They shall contain the same access request message, which is specified in 3GPP TS 44.056. The first sent burst can be used by the CTS-FP to assess the path loss between the CTS-MS and itself, in order to effectively decode the second burst.

x)
For COMPACT, the base transceiver station shall transmit a burst in a PDCH allocated to carry CPBCCH, in all TDMA Frames where CPBCCH, CFCCH, CSCH is allocated or where CPPCH can appear. In TDMA Frames where CPPCH can appear on the physical channel where CPBCCH is allocated, the base transceiver station shall transmit a dummy block in case no block is required to be transmitted.

xi)
For COMPACT, a base station does not transmit a burst in every timeslot of every TDMA frame in the downlink of the COMPACT control carrier (i.e., discontinuous transmission is used).

xii)
For COMPACT, inter base station time synchronization is required. Timeslot number (TN) = i (i = 0 to 7) and frame number (FN) with FN mod 208 =0  shall occur at the same time in all cells.

xiii)
For the primary COMPACT carrier, timeslot numbers (TN) 1, 3, 5, and 7 shall support channel combination xxii) in subclause 6.4.1. TNs 0, 2, 4, and 6 shall support channel combination xiii).

xiv)
For the secondary COMPACT carrier(s) carrying CPCCCH, timeslot numbers (TN) 1, 3, 5, and 7 shall support channel combination xxiii) in subclause 6.4.1. TNs 0, 2, 4, and 6 shall support channel combination xiii). CPCCCHs on secondary COMPACT carrier(s) shall be allocated on same time group as for primary COMPACT carrier.

xv)
For the secondary COMPACT carrier(s) not carrying CPCCCH, timeslot numbers (TN) 0 through 7 shall support channel combination xiii) in subclause 6.4.1.

xvi)
For COMPACT, BS_PAG_BLKS_RES shall be less than or equal to 8 and less than or equal to 10-BS_PBCCH_BLKS.

xvii)
For COMPACT, CFCCH, CSCH, CPBCCH, and CPCCCH are rotated as described in subclause 6.3.2.1. PDTCH, PACCH, and PTCCH do not rotate.

xviii)
For COMPACT, the parameters NIB_CCCH_0, NIB_CCCH_1, NIB_CCCH_2, and NIB_CCCH_3 shall not be broadcast for a serving time group.

xix)
For the COMPACT, NIB_CCCH_0, NIB_CCCH_1, NIB_CCCH_2, and NIB_CCCH_3 blocks shall be idle for non-serving time groups and rotate in accordance with the non-serving time groups.


The downlink position of the NIB_CCCH idle blocks is based on the ordered list as defined in subclause 6.3.2.1. The MS shall ignore these downlink idle blocks and shall interpret this action as not having detected an assigned USF value on an assigned PDCH.

xx)
For COMPACT large cells, NIB_CCCH_0, NIB_CCCH_1, NIB_CCCH_2, and NIB_CCCH_3 blocks shall be idle on timeslots immediately preceding and succeeding non-serving time groups and rotate in accordance with the non-serving time groups. The MS shall ignore these downlink idle blocks and shall interpret this action as not having detected an assigned USF value on an assigned PDCH.


The downlink position of the NIB_CCCH idle blocks is based on the ordered list as defined in subclause 6.3.2.1.

xxi)
For COMPACT, the MS attempts uplink random access on its designated serving time group (TG) by monitoring for USF=FREE in every downlink block.


For dynamic allocation, while in the uplink transfer state, the MS monitors all of the downlink non-idle blocks of its assigned PDCH for uplink assignments. The MS shall ignore downlink idle blocks and shall interpret this action as not having detected an assigned USF value on an assigned PDCH.


USF should be set equal to FREE for downlink non-idle blocks B0 on timeslot numbers (TN) 1, 3, 5, and 7.

xxii)
While in broadcast/multicast receive mode (see 3GPP TS 45.008), the MS shall continue to monitor system information either on the BCCH or, if present, on the PBCCH. Additionally, the MS shall read paging messages either from the CCCH or, if the PBCCH is present, from the PCCCH. The MS shall monitor the same paging group as in packet idle mode, i.e. shall determine the paging blocks to monitor using the methods described in subclause 6.5.2 or subclause 6.5.6.
**** next modified subclause ****

Clause 7 Table 6 of 9: Mapping of logical channels onto physical channels (see subclauses 6.3, 6.4, 6.5) - 
	Channel designation
	Sub-channel number
	Direction
	Allowable time-slot assignment
	Allowable RF channel assignment
	Burst type
	Repeat length in TDMA frames 
	Interleaved block TDMA frame mapping

	PDTCH/F, PACCH/F
	
	D&U
	0...7
	C0...Cn
	NB1
	52
	B0(0...3), B1(4...7), B2(8...11), B3(13...16), B4(17...20), B5(21..24), B6(26...29), B7(30...33), B8(34...37), B9(39...42), B10(43...46), B11(47...50)

	PDTCH/H, PACCH/H
	0

1
	D&U

D&U
	0...7

0…7
	C0... Cn

C0…Cn
	NB1
NB1
	52

52
	B0(0,2,4,6), B1(8,10,13,15), B2(17,19,21,23), B3(26,28,30,32), B4(34,36,39,41), B5(43,45,47,49)

B0(1,3,5,7), B1(9,11,14,16), B2(18,20,22,24), B3(27,29,31,33), B4(35,37,40,42), B5(44,46,48,50)

	
	
	
	
	
	
	
	

	PBCCH
	
	D
	0...7
	C0...Cn
	NB
	52
	B0(0... 3), B3(13...16), B6(26...29), B9(39...42)

	
	
	
	
	
	
	
	

	PRACH
	
	U
	0...7
	C0...Cn
	AB
	52
	B0(0)...B11(11), B12(13)...B23(24), 
B24(26)... B35(37), B36(39)...B47(50)

	MPRACH
	
	U
	0...7
	C0...Cn
	AB
	52
	B0(0)...B11(11), B12(13)...B23(24), 
B24(26)... B35(37), B36(39)...B47(50)

	
	
	
	
	
	
	
	

	PPCH, PNCH
	
	D
	0...7
	C0...Cn
	NB
	52
	B1(4 ... 7), B2(8...11), B3(13...16), B4(17...20), B5(21..24), B6(26...29), B7(30...33), B8(34...37), B9(39...42), B10(43...46), B11(47...50)

	PAGCH
	
	D
	0...7
	C0...Cn
	NB
	52
	B0(0...3), B1(4 ... 7), B2(8...11), B3(13...16), B4(17...20), B5(21..24), B6(26...29), B7(30...33), B8(34...37), B9(39...42), B10(43...46), B11(47...50)

	
	
	
	
	
	
	
	

	PTCCH/D
	
	D
	0...7
	C0...Cn
	NB
	416
	B0(12,38,64,90), B1(116,142,168,194), B2(220,246,272,298), B3(324,350,376,402)

	PTCCH/U
	0

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15
	U
	0...7
	C0...Cn
	AB
	416
	B0(12)

B0(38)

B0(64)

B0(90)

B0(116)

B0(142)

B0(168)

B0(194)

B0(220)

B0(246)

B0(272)

B0(298)

B0(324)

B0(350)

B0(376)

B0(402)


NOTE 1:
An Access Burst (AB) may be used on the uplink as polling response.

�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" ��Document numbers� are allocated by the Working Group Secretary.  


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least three digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


�PAGE \# "'Page: '#'�'"  �� Enter the source of the CR. This is either (a) one or several companies or, (b) if a (sub)working group has already reviewed and agreed the CR, then list the group as the source.


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, B & C CRs for release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See � HYPERLINK "http://www.3gpp.org/ftp/information/work_plan/" ��http://www.3gpp.org/ftp/information/work_plan/� .�The list is also included in a MS Excel file included in the zip file containing the CR cover sheet template.


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2002.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed below. For more detailed help on interpreting these categories, see the Technical Report � HYPERLINK "http://www.3gpp.org/ftp/Specs/archive/21_series/21.900/" ��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR was to be rejected. It is necessary to complete this section only if the CR is of category "F" (i.e. correction).


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.


�PAGE \# "'Page: '#'�'"  �� This is an example of pop-up text.





CR page 2

