Page 1



3GPP TSG-GERAN Meeting #23
Tdoc (
GP-050131

Tampa, Florida (U.S.A.), 24-28 January 2005

	CR-Form-v7.1

	CHANGE REQUEST

	

	(

	44.060
	CR
	606
	(

rev
	-
	(

Current version:
	6.10.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	X
	Core Network
	


	

	Title:
(

	Definition of broadcast/multicast receive mode

	
	

	Source:
(

	Ericsson, Nokia, Nortel, Qualcomm, Siemens, Telecom Italia S.p.A., Vodafone

	
	

	Work item code:
(

	MBMS
	
	Date: (

	17/12/2004

	
	
	
	
	

	Category:
(

	B
	
	Release: (

	Rel-6

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Ph2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)

     Rel-7
(Release 7)



	
	

	Reason for change:
(

	A new state for an MS listening to a p-t-m transmission has been defined both in the Stage 2 specification for MBMS (TS 43.246). It has also been used in the Stage 3 specification under the responsibility of WG1. However, no definition of this state has been included in TS 44.060.

	
	

	Summary of change:
(

	The definition of “broadcast/multicast receive mode” is added in TS 44.060. It is clarified that this state is a sub-state of packet idle mode.

	
	

	Consequences if 
(

not approved:
	Misalignment between Stage 2 and Stage 3 for MBMS.

	
	

	Clauses affected:
(

	1.3, 3.1, 3.2, 5.1, 5.3, 5.3.1 (new)

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at http://www.3gpp.org/specs/CR.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.

1.3
Use of logical control channels

3GPP TS 45.002 defines three similar sets of logical control.

The first set consists of the following logical control channels:

-
Broadcast Control Channel (BCCH): downlink only, used to broadcast Cell specific information;

-
Paging Channel (PCH): downlink only, used to send page requests to Mobile Stations (MSs);

-
Random Access Channel (RACH): uplink only, used to request GPRS resources or a Dedicated Control Channel;

-
Access Grant Channel (AGCH): downlink only, used to allocate GPRS resources or a Dedicated Control Channel;

The second set consists of the following logical control channels (Packet Control Channels):

-
Packet Broadcast Control Channel (PBCCH): downlink only, used to broadcast Cell specific information;

-
Packet Paging Channel (PPCH): downlink only, used to send page requests to Mobile Stations (MSs);

-
Packet Random Access Channel (PRACH): uplink only, used to request GPRS resources;

-
Packet Access Grant Channel (PAGCH): downlink only, used to allocate GPRS resources;

-
Packet Associated Control Channel (PACCH): bi-directional, associated with a Temporary Block Flow (TBF);

-
Packet Timing advance control channel uplink (PTCCH/U): used to transmit random access bursts to allow estimation of the timing advance for one MS in transfer state;

· Packet Timing advance control channel downlink (PTCCH/D): used to transmit timing advance updates for several MS. One PTCCH/D is paired with several PTCCH/U's.

· MBMS Packet Random Access Channel (MPRACH): uplink only, used during the initial counting procedure for MBMS.

The third set consists of the following logical control channels (COMPACT control channels):

-
COMPACT Packet Broadcast Control Channel (CPBCCH): downlink only, used to broadcast Cell specific information; This channel broadcasts the same information as the PBCCH, but has a different physical structure (see 3GPP TS 45.002);

-
COMPACT Packet Paging Channel (CPPCH): downlink only, used to send page requests to Mobile Stations (MSs) on a COMPACT control channel;;

-
COMPACT Packet Random Access Channel (CPRACH): uplink only, used to request GPRS resources on a COMPACT control channel; 

-
COMPACT Packet Access Grant Channel (CPAGCH): downlink only, used to allocate GPRS resources on a COMPACT control channel; 

-
Packet Associated Control Channel (PACCH): see above;

-
Packet Timing advance control channel uplink (PTCCH/U): see above;

-
Packet Timing advance control channel downlink (PTCCH/D): see above.

**** next modified subclauses ****

3.1
Definitions

This document uses the following definitions:

A/Gb mode: mode of operation of the MS when connected to the Core Network via GERAN and the A and/or Gb interfaces.

Block period: block period is the sequence of four timeslots on a PDCH used to convey one radio block

Broadcast/multicast receive mode: In broadcast/multicast receive mode, the mobile station is receiving upper layer PDUs on packet data physical channels used for point-to-multipoint transmission (see sub-clause 5.3.1); it is not allocated any additional radio resource on packet data physical channels. Broadcast/multicast receive mode is a sub-state of packet idle mode. The mobile station listens to the PBCCH and PCCCH or, if those are not provided by the network, to the BCCH and CCCH.
Cell Change Notification (CCN): See sub-clause 5.5.1.1a.

Dual transfer mode: In dual transfer mode, the mobile station is allocated radio resources providing an RR connection (3GPP TS 44.018) and one or more Temporary Block Flows on one or more packet data physical channels. The allocation of radio resource for the RR connection and the Temporary Block Flow(s) is co-ordinated by the network in agreement with the capabilities of the mobile station in dual transfer mode.

EGPRS: Enhanced GPRS enables higher data rates through usage of 8PSK modulation in addition to GMSK. EGPRS also enables Incremental Redundancy operation.

EGPRS TBF mode: refers to a TBF utilising the EGPRS enhancements, e.g. Incremental Redundancy and possibly 8-PSK. 

EGPRS-GMSK only TBF mode: refers to a TBF in EGPRS TBF mode but making only use of MCS-1 to MCS-4 modulation and coding schemes. The number of PDCHs allocated to an EGPRS-GMSK only TBF can be extended to the maximum number of timeslots compatible with the GPRS multislot class of the MS. This mode is determined by the mobile station based on the aggregate timeslot allocation assigned by the network. In the case the aggregate timeslot allocation is not within the indicated EGPRS multislot class, but is within the indicated GPRS multislot class, a mobile station supporting this mode shall consider the TBF to be in EGPRS-GMSK only mode (see sub-clause 9.1.9.2). This mode is only applicable in packet transfer mode.

Extended uplink TBF mode: In the extended uplink TBF mode, the uplink TBF may be maintained during temporary inactive periods, where the mobile station has no RLC information to send. The network determines the release of the uplink TBF (see sub-clause 9.3.1b). 

MS multislot class: refers to GPRS multislot class in case of a GPRS TBF mode or EGPRS-GMSK only TBF mode. In case of EGPRS TBF mode, MS multislot class refers to EGPRS multislot class.

GPRS multislot class / EGPRS multislot class: refers to the different mobile station capabilities to transmit and receive on different combinations of multiple PDCHs. The multislot classes are defined in 3GPP TS 45.002. Note that the mobile station may indicate different multislot classes for circuit mode services for GPRS and for EGPRS (see 3GPP TS 24.008). Different multislot class mobile stations are capable of supporting different medium access modes (see sub-clause 5.2.4).

GPRS TBF mode: a TBF not utilising EGPRS enhancements.

IR: Incremental redundancy, enables higher data rates through combining information from different transmissions of RLC data blocks when decoding. Also known as Hybrid Type II/III ARQ.

Iu mode: mode of operation of the MS when connected to the Core Network via GERAN or UTRAN and the Iu interface.

MAC-dedicated state: a MAC-control-entity state where a DBPSCH is assigned and no SBPSCH is assigned. This state only applies in Iu mode.

MAC-DTM state: a MAC-control-entity state where at least one DBPSCH and one SBPSCH are assigned. This state only applies in Iu mode.

MAC-idle state: a MAC-control-entity state where no basic physical subchannels are assigned. This state only applies in Iu mode.

MAC-shared state: a MAC-control-entity state where at least one SBPSCH is assigned. This state only applies in Iu mode.

MCS: Modulation and Coding Scheme. 

Multiple TBF procedures:  A mobile station that supports multiple TBF procedures can support one or more concurrent TBFs in either direction while in packet transfer mode (A/Gb mode). A network that supports multiple TBF procedures can support one or more concurrent TBFs in either direction for a mobile station that supports multiple TBF procedures in packet transfer mode (A/Gb mode).

Non-extended uplink TBF mode: Where a distinction is needed, an uplink TBF, not operating in the extended uplink TBF mode, is referred as operating in the non-extended uplink TBF mode.

Packet flow context: Packet Flow Context (PFC) procedures are described in 3GPP TS 23.060. A Packet Flow Identifier (PFI) is used to identify a PFC. 

Packet idle mode: In packet idle mode, the mobile station is prepared to transfer LLC PDUs on packet data physical channels (see sub-clause 5.3). The mobile station is not allocated any radio resource on a packet data physical channel; it listens to the PBCCH and PCCCH or, if those are not provided by the network, to the BCCH and the CCCH.

Packet transfer mode: In packet transfer mode, the mobile station is prepared to transfer LLC PDUs on packet data physical channels (see sub-clause 5.4). The mobile station is allocated radio resource on one or more packet data physical channels for the transfer of LLC PDUs. 

Radio block: A radio block is the sequence of four normal bursts carrying one RLC/MAC protocol data units (see 3GPP TS 44.004). (The one exception is a radio block occasionally used on PACCH consisting of a sequence of four access bursts, each carrying a repetition of one short RLC/MAC block.)

Random values: In a number of places in this Technical Specification, it is mentioned that some value must take a “random” value, in a given range, or more generally with some statistical distribution. For such random values refer to 3GPP TS 44.018.

RLC/MAC block: A RLC/MAC block is the protocol data unit exchanged between RLC/MAC entities (see clause 10 and 3GPP TS 44.004).

RLC/MAC control block: A RLC/MAC control block is the part of an RLC/MAC block carrying a control message between RLC/MAC entities (see sub-clause 10.3).

RLC data block: A RLC data block is the part of a RLC/MAC block carrying user data or signalling data received from an upper layer (see sub-clause 10.2).

RR connection: An RR connection is a physical connection established between a mobile station and the network to support the upper layers’ exchange of information flows. An RR connection is maintained and released by the two peer entities.

RRC connection: An RRC connection is a point-to-point, bi-directional, logical connection between RRC peer entities in the mobile station and the GERAN characterised by the allocation of a G-RNTI. A mobile station has either zero or one RRC connections. RRC connections only apply in Iu mode.

TBF abort: The term “abort” as applied to TBF is used when the TBF is abruptly stopped without using the Release of TBF procedures defined in clause 9.

TBF release: The term “release” as applied to TBF is used when the TBF is stopped using one of the Release of TBF procedures defined in clause 9.

Temporary Block Flow (TBF): A Temporary Block Flow is, in A/Gb mode, a physical connection used by the two RR peer entities to support the unidirectional transfer of LLC PDUs on packet data physical channels (see sub-clause 5.2.1). In Iu mode, a TBF is a logical connection offered by two MAC entities to support the unidirectional transfer of RLC PDUs on basic physical subchannels.

Timer Expiry: A started timer has run the time specified.

Timer Restart: A timer that may already be running is stopped and then started again to run the time specified.

Timer Start: A timer is started to run the time specified.

Timer Stop: A started timer is stopped and its value is then undefined.

Uplink control timeslot: refers to the timeslot number of the timeslot where the PACCH/U for the MS is located. This parameter is set to the value of the Uplink Control timeslot IE in an assignment message. Otherwise, this parameter is unassigned

Uplink State Flag (USF): The Uplink State Flag (USF) is used on PDCH channel(s) to allow multiplexing of uplink Radio blocks from different TBFs belonging to the same or different mobile stations (see sub-clause 5.2.3, clause 10 and 3GPP TS 45.002).

Upper-layer PDU: An upper-layer PDU is, in A/Gb mode, an LLC PDU and, in Iu mode, an RRC message, a PDCP PDU or a PDU from the NAS user plane.

3.2
Abbreviations

This document uses abbreviations from 3GPP TR 21.905 and 3GPP TS 43.064. It also uses the following abbreviations:

ARI
Access Request Identifier

ARQ
Automatic Repeat reQuest

AS
Access Stratum

BCCH
Broadcast Control CHannel

BSS
Base Station Subsystem

CBCH
Cell Broadcast CHannel

CC
Call Control

CCCCH
Compact CCCH

CCCH
Common Control CHannel

CCN
Cell Change Notification

CN
Core Network

CPBCCH
Compact PBCCH

CS-i
GPRS Coding Scheme i
DC
Dedicated Control

DLC
Data Link Control

DBPSCH
Dedicated Basic Physical Sub CHannel

ECSD
Enhanced Circuit Switched Data

EDGE
Enhanced Data rates for Global Evolution

E-FACCH
Enhanced FACCH

EGPRS
Enhanced General Packet Radio Service

E-TCH
Enhanced TCH

FACCH
Fast Associated Control CHannel

GC
General Control

GERAN
Gsm/Edge Radio Access Network

GPRS
General Packet Radio Service

GRA
Geran Registration Area

G-RNTI
Geran Radio Network Temporary Identity

GSM
Global System for Mobile communications

IETF
Internet Engineering Task Force

IMSI
International Mobile Subscriber Identity

IP
Internet Protocol

LCS
LoCation Services

LLC
Logical Link Control

MAC
Medium Access Control

MCS-i
EGPRS Modulation and Coding Scheme i
MM
Mobility Management

MPRACH
MBMS Packet Random Access Channel
MS
Mobile Station

NAS
Non Access Stratum

NSAPI
Network-layer SAPI

Nt
Notification

O-FACCH
Octal FACCH

O-TCH
Octal TCH

PBCCH
Packet BCCH

PDCH
Packet Data CHannel

PDCP
Packet Data Convergence Protocol

PDP
Packet Data Protocol

PDTCH
Packet Data TCH

PDU
Protocol Data Unit

PFC
Packet Flow Context

PFI
Packet Flow Identifier

PLMN
Public Land Mobile Network

PTCCH
Packet Timing-advance Control CHannel

p-t-m
point-to-multipoint

P-TMSI
Packet TMSI

QoS
Quality of Service

RAB
Radio Access Bearer

RANAP
Radio Access Network Application Part

RB
Radio Bearer

RLC
Radio Link Control

RNC
Radio Network Controller

RNS
Radio Network Subsystem

RNSAP
Radio Network Subsystem Application Part

ROHC
Robust Header Compression

RR
Radio Resource

RRC
Radio Resource Control

RTP
Real Time Protocol

SACCH
Slow Associated Control CHannel

SAP
Service Access Point

SAPI
Service Access Point Identifier

SDCCH
Stand-alone Dedicated Control CHannel

SDU
Service Data Unit

SBPSCH
Shared Basic Physical Sub CHannel

TBF
Temporary Block Flow

TCH
Traffic Channel

TCP
Transmission Control Protocol

TLLI
Temporary Logical Link Identifier

TMSI
Temporary Mobile Subscriber Identity

UDP
User Datagram Protocol 

UMTS
Universal Mobile Telecommunication System

USF
Uplink State Flag

UTRAN
UMTS Terrestrial Radio Access Network

**** next modified subclause(s) ****

5.1
General

The Medium Access Control procedures include the functions related to the management of the shared transmission resources, e.g. the packet data physical channels and the radio link connections on packet data physical channels.

The Medium Access Control procedures support the provision of Temporary Block Flows (TBFs) that allow the point-to-point transfer of signalling and user data within a cell between the network and a mobile station. The MAC procedures also support the provision of MBMS radio bearers that allow the point-to-multipoint transfer of signalling and user data within a cell between the network and one (or more) mobile station(s).
Moreover, the Medium Access Control procedures include the procedures for reception of PBCCH and PCCCH, which permits autonomous cell reselection performed by the mobile station (see 3GPP TS 45.008).

**** next modified subclauses ****

5.3
Packet idle mode

In packet idle mode no temporary block flow (TBF) exists.

In packet idle mode, the mobile station monitors the relevant paging subchannels on PCCCH, if such is present in the cell. If a PCCCH is not present in the cell, the mobile station monitors the relevant paging subchannels on CCCH.

In packet idle mode, upper layers may require the transfer of a upper layer PDU, which implicitly triggers the establishment of a TBF and the transition to packet transfer mode.

In packet idle mode, upper layers may require the establishment of an RR connection. When the mobile station enters dedicated mode (see 3GPP TS 44.018), it may leave the packet idle mode, if the mobile station limitations make it unable to handle the RR connection and the procedures in packet idle mode simultaneously.
In packet idle mode, if a mobile station starts listening to an MBMS radio bearer, it shall enter broadcast/multicast receive mode (see sub-clause 5.3.1).
5.3.1
Broadcast/multicast receive mode
In broadcast/multicast receive mode, the mobile station listens to an MBMS radio bearer.
Broadcast/multicast receive mode can only be entered by a mobile station when in packet idle mode; when leaving broadcast/multicast receive mode, the mobile station shall return to packet idle mode.
Whenever a mobile station leaves broadcast/multicast receive mode to enter packet transfer mode, upon returning to packet idle mode it may re-enter broadcast/multicast receive mode to resume the reception of the ongoing MBMS session(s).
In this specification, requirements for mobile stations in packet idle mode apply also to mobile stations in broadcast/multicast receive mode unless stated otherwise.
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