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Table B.1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Status
	Supported

	…
	
	
	
	
	

	….
	
	
	
	
	

	44.2.1.1.1
	GPRS attach/accepted
	R97
	All GPRS MS
	C215
	

	44.2.1.1.2
	GPRS attach/rejected/IMSI invalid/illegal MS
	R97
	All GPRS MS
	C215
	

	44.2.1.1.3
	GPRS attach/rejected/IMSI invalid/GPRS services not allowed
	R97
	All GPRS MS
	C215
	

	44.2.1.1.4
	GPRS attach/rejected/PLMN not allowed
	R97
	All GPRS MS
	C215
	

	44.2.1.1.5
	GPRS attach/rejected/roaming not allowed in this location area
	R97
	All GPRS MS
	C215
	

	44.2.1.1.6
	GPRS attach/abnormal cases/access barred due to access class control
	R97
	All GPRS MS
	C215
	

	44.2.1.1.7
	GPRS attach/abnormal cases/change of cell into new routing area
	R97
	All GPRS MS
	C215
	

	44.2.1.1.8
	GPRS attach/abnormal cases/power off
	R97
	GPRS MS that supports On/Off switch
	C317
	

	44.2.1.1.9
	GPRS attach/abnormal cases/GPRS detach procedure collision
	R97
	 GPRS MS and Class B Mode of Operation
	C221
	

	44.2.1.1.10
	GPRS attach / rejected / GPRS services not allowed in this PLMN
	R97
	All GPRS MS
	C215
	

	44.2.1.2.1
	Combined GPRS attach/GPRS and non-GPRS attach accepted
	R97
	GPRS MS and Class B Mode of Operation
	C221
	

	44.2.1.2.2
	Combined GPRS attach/GPRS only attach accepted
	R97
	 GPRS MS and Class B Mode of Operation
	C221
	

	44.2.1.2.3
	Combined GPRS attach/GPRS attach while IMSI attach
	R97
	GPRS MS which do not auto GPRS attach on power up or switch on
	C236
	

	44.2.1.2.4
	Combined GPRS attach/rejected/IMSI invalid/illegal ME
	R97
	 GPRS MS and Class B Mode of Operation
	C221
	

	44.2.1.2.5
	Combined GPRS attach/rejected/GPRS services and non-GPRS services not allowed
	R97
	 GPRS MS and Class B Mode of Operation
	C221
	

	44.2.1.2.6
	Combined GPRS attach/rejected/GPRS services not allowed
	R97
	 GPRS MS and Class B Mode of Operation
	C221
	

	44.2.1.2.7
	Combined GPRS attach/rejected/location area not allowed
	R97
	 GPRS MS and Class B Mode of Operation
	C221
	

	44.2.1.2.8
	Combined GPRS attach/abnormal cases/attempt counter check/miscellaneous reject causes
	R97
	 GPRS MS and Class B Mode of Operation
	C221
	

	44.2.1.2.9
	Combined GPRS attach/abnormal cases/GPRS detach procedure collision
	R97
	 GPRS MS and Class B Mode of Operation
	C221
	

	44.2.2.1.1
	GPRS detach/power off/accepted
	R97
	All GPRS MS
	C215
	

	44.2.2.1.2
	GPRS detach/accepted
	R97
	All GPRS MS
	C215
	

	44.2.2.1.3
	GPRS detach/abnormal cases/attempt counter check/procedure timeout
	R97
	All GPRS MS
	C215
	

	44.2.2.1.4
	GPRS detach/abnormal cases/GMM common procedure collision
	R97
	All GPRS MS
	C215
	

	44.2.2.1.5
	GPRS detach/power off/accepted
	R97
	 GPRS MS and Class B Mode of Operation
	C221
	

	44.2.2.1.6
	GPRS detach/accepted/GPRS/IMSI detach
	R97
	All GPRS MS supporting user requested combined circuit switch and packet switch detach without power off.
	C274
	

	44.2.2.1.7
	GPRS detach/accepted/IMSI detach
	R97
	All GPRS MS supporting user requested non-GPRS detach.
	C275
	

	44.2.2.1.8
	GPRS detach/abnormal cases/change of cell into new routing area
	R97
	All GPRS MS supporting user requested combined circuit switch and packet switch detach without power off.
	C274
	

	44.2.2.1.9
	GPRS detach/abnormal cases/GPRS detach procedure collision
	R97
	All GPRS MS supporting user requested combined circuit switch and packet switch detach without power off.
	C274
	

	44.2.2.2.1
	GPRS detach/re-attach not required/accepted
	R97
	All GPRS MS
	C215
	

	44.2.2.2.2
	GPRS detach/rejected/IMSI invalid/GPRS services not allowed
	R97
	All GPRS MS
	C215
	

	44.2.2.2.3
	GPRS detach/IMSI detach/accepted
	R97
	 GPRS MS and Class B Mode of Operation
	C221
	

	44.2.2.2.4
	GPRS detach/re-attach requested/accepted
	R97
	 GPRS MS and Class B Mode of Operation
	C221
	

	44.2.2.2.5
	GPRS detach/rejected/location area not allowed
	R97
	 GPRS MS and Class B Mode of Operation
	C221
	

	44.2.2.2.6
	GPRS detach / rejected / GPRS services not allowed in this PLMN
	R97
	All GPRS MS
	C215
	

	44.2.3.1.1
	Routing area updating/accepted
	R97
	All GPRS MS
	C215
	

	44.2.3.1.1a
	Routing area updating/accepted / old P-TMSI
	R97
	All GPRS MS
	C215
	

	44.2.3.1.2
	Routing area updating/rejected/IMSI invalid/illegal ME
	R97
	All GPRS MS
	C215
	

	44.2.3.1.3
	Routing area updating/rejected/MS identity cannot be derived by the network
	R97
	All GPRS MS
	C215
	

	44.2.3.1.4
	Routing area updating/rejected/location area not allowed
	R97
	All GPRS MS
	C215
	

	44.2.3.1.5
	Routing area updating/abnormal cases/attempt counter check/miscellaneous reject causes
	R97
	All GPRS MS
	C215
	

	44.2.3.1.6
	Routing area updating/abnormal cases/change of cell into new routing area
	R97
	All GPRS MS
	C215
	

	44.2.3.1.7
	Routing area updating/abnormal cases/change of cell during routing area updating procedure
	R97
	All GPRS MS
	C215
	

	44.2.3.1.8
	Routing area updating/abnormal cases/P-TMSI reallocation procedure collision
	R97
	All GPRS MS
	C215
	

	44.2.3.2.1
	Combined routing area updating/combined RA/LA accepted
	R97
	 GPRS MS and Class B Mode of Operation
	C221
	

	44.2.3.2.2
	Combined routing area updating/MS in CS operation at change of RA
	R97
	All GPRS MS supporting CS operation
	C210
	

	44.2.3.2.3-p1
	Combined routing area updating/RA only accepted
	R97
	 GPRS MS and Class B Mode of Operation
	C221
	

	44.2.3.2.3-p2
	Combined routing area updating/RA only accepted
	R97
	 GPRS MS and Class B Mode of Operation
	C221
	

	44.2.3.2.4
	Combined routing area updating/rejected/PLMN not allowed
	R97
	 GPRS MS and Class B Mode of Operation
	C221
	

	44.2.3.2.5
	Combined routing area updating/rejected/roaming not allowed in this location area
	R97
	 GPRS MS and Class B Mode of Operation
	C221
	

	44.2.3.2.6
	Combined routing area updating/abnormal cases/access barred due to access class control
	R97
	 GPRS MS and Class B Mode of Operation
	C221
	

	44.2.3.2.7
	Combined routing area updating/abnormal cases/attempt counter check/procedure timeout
	R97
	 GPRS MS and Class B Mode of Operation
	C221
	

	44.2.3.2.8
	Combined routing area updating/abnormal cases/change of cell into new routing area
	R97
	 GPRS MS and Class B Mode of Operation
	C221
	

	44.2.3.2.9
	Combined routing area updating/abnormal cases/change of cell during routing area updating procedure
	R97
	 GPRS MS and Class B Mode of Operation
	C221
	

	44.2.3.2.10
	Combined routing area updating/abnormal cases/GPRS detach procedure collision
	R97
	 GPRS MS and Class B Mode of Operation
	C221
	

	44.2.3.3.1
	Periodic routing area updating/accepted
	R97
	All GPRS MS
	C215
	

	44.2.3.3.2
	Periodic routing area updating/accepted/T3312 default value
	R97
	 GPRS MS and Class B Mode of Operation
	C221
	

	44.2.3.3.3
	Periodic routing area updating/no cell available/network mode I
	R97
	 GPRS MS and Class B Mode of Operation
	C221
	

	44.2.3.3.4
	Periodic routing area updating/no cell available
	R97
	All GPRS MS
	C215
	

	44.2.4
	P-TMSI reallocation
	R97
	All GPRS MS
	C215
	

	44.2.5.1.1
	Authentication accepted
	R97
	All GPRS MS
	C215
	

	44.2.5.1.2
	Authentication rejected
	R97
	All GPRS MS
	C215
	

	44.2.5.2.1
	Ciphering mode/start ciphering
	R97
	All GPRS MS
	C215
	

	44.2.5.2.2
	Ciphering mode/stop ciphering
	R97
	All GPRS MS
	C215
	

	44.2.5.2.3
	Ciphering mode/IMEISV request
	R97
	All GPRS MS
	C215
	

	44.2.6.1
	General Identification
	R97
	All GPRS MS
	C215
	

	44.2.7
	GMM READY timer handling
	R97
	All GPRS MS
	C215
	

	44.2.8.1.1
	Change of cell between two LAs in idle mode / RAU completes first
	R99
	All DTM/GPRS capable MS
	C305
	

	44.2.8.1.2
	Change of cell between two LAs in idle mode / LAU completes first / SS releases channel
	R99
	All DTM/GPRS capable MS
	C305
	

	44.2.8.1.3
	Change of cell between two LAs in idle mode / LAU completes first / SS maintains channel
	R99
	All DTM/GPRS capable MS
	C305
	

	44.2.8.2 
	Void
	
	
	
	

	44.2.9.1.1
	NITZ / GPRS / Timezone, Time and DST Handling
	R97
	All NITZ and GPRS capable MS
	C334
	

	44.2.9.1.2
	NITZ / GPRS / NITZ Parameters / Storage / Deletion
	R97
	All NITZ and GPRS capable MS
	C334
	

	44.2.9.1.3
	NITZ / GPRS / MM and GMM Signaling
	R97
	All NITZ and GPRS capable MS
	C334
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