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1. Overall Description:

RAN2 requests SA2 to inform RAN2 if its understanding of the use of TMGI for broadcast services is incorrect.

SA2 want to confirm that TMGI is used for MBMS broadcast services. Service announcements indicate the TMGI related to the announced MBMS broadcast service to the interested UEs. MBMS session start procedure transfers the TMGI related to the MBMS broadcast bearer service to the RAN for MBMS notification.

Extract from 3GPP TS 23.246 on TMGI is shown below

“6.4
Temporary Mobile Group Identity

Temporary Mobile Group Identity (TMGI) is used for MBMS notification purpose. The BM-SC allocates a globally unique TMGI per MBMS bearer service. The TMGI contains two parts: Globally unique MCC/MNC (PLMN ID) and a local MBMS bearer service identity that is unique within the PLMN. For Multicast MBMS bearer services the TMGI will be transmitted to UE via the MBMS Multicast Service Activation procedure. For Broadcast Service the TMGI can be obtained via service announcement see “ Service Announcement”.

The TMGI is a radio resource efficient MBMS bearer service identification, which is equivalent to the MBMS bearer service identification consisting of IP multicast address and APN.”

2. Actions:

To RAN2, CN1, SA4 groups.

ACTION: 
Please note the usage of the TMGI for MBMS broadcast bearer services and take it into account.
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