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5
Elements of Components

5.1
ASN.1 Description

The following ASN.1 code defines the elements of components. See the Annex A for further description of the contents of components and their elements.

Table 5.1.a: ASN.1 Description

	-- add these defintions to RRLP-Components module

-- Position instructions

PositionInstruct ::= SEQUENCE {


-- Method type


methodType



MethodType,



positionMethod


PositionMethod,


measureResponseTime

MeasureResponseTime,




useMultipleSets


UseMultipleSets,




environmentCharacter
EnvironmentCharacter
OPTIONAL,


velocityRequested

VelocityRequested

OPTIONAL
}



	--

MethodType ::= CHOICE {


msAssisted

AccuracyOpt,
-- accuracy is optional


msBased


Accuracy,

-- accuracy is mandatory


msBasedPref

Accuracy,

-- accuracy is mandatory


msAssistedPref
Accuracy 

–- accuracy is mandatory

}



	-- Accuracy of the location estimation

AccuracyOpt ::= SEQUENCE {


accuracy

Accuracy
OPTIONAL

}



	-- The values of this field are defined in 3GPP TS 23.032 (Uncertainty code)

Accuracy ::= INTEGER (0..127)



	-- Position Method

PositionMethod ::= ENUMERATED {


eotd (0),


gps (1),


gpsOrEOTD (2)

}



	-- Measurement request response time

MeasureResponseTime ::= INTEGER (0..7)



	-- useMultiple Sets, FFS!

UseMultipleSets ::= ENUMERATED {


multipleSets (0),

-- multiple sets are allowed


oneSet (1)



-- sending of multiple is not allowed

}



	-- Environment characterization

EnvironmentCharacter ::= ENUMERATED {


badArea (0),

-- bad urban or suburban, heavy multipath and NLOS


notBadArea (1),

-- light multipath and NLOS


mixedArea (2),

-- not defined or mixed environment


...

}



	-- VelocityRequested::= ENUMERATED {


Do not report Velocity (0)


Report Velocity if available (1)
}


	-- E-OTD reference BTS for Assitance data IE

ReferenceAssistData ::= SEQUENCE {


bcchCarrier

BCCHCarrier,





-- BCCH carrier


bsic


BSIC,







-- BSIC


timeSlotScheme
TimeSlotScheme, 




-- Timeslot scheme


btsPosition

BTSPosition


OPTIONAL

}



	-- ellipsoid point and

-- ellipsoid point with altitude and uncertainty ellipsoid shapes are supported

BTSPosition ::= Ext-GeographicalInformation



	-- RF channel number of BCCH

BCCHCarrier ::= INTEGER (0..1023)



	-- Base station Identity Code

BSIC ::= INTEGER (0..63)



	-- Timeslot scheme

TimeSlotScheme ::= ENUMERATED {


equalLength (0),


variousLength (1)

}



	-- Time slot (modulo)

ModuloTimeSlot ::= INTEGER (0..3)



	-- E-OTD measurement assistance data IE

-- The total number of neighbors in this element (MsrAssistData)

-- and in SystemInfoAssistData element (presented neighbors

-- can be at a maximum 15!)

MsrAssistData ::= SEQUENCE {


 msrAssistList SeqOfMsrAssistBTS

}

SeqOfMsrAssistBTS ::= SEQUENCE (SIZE(1..15)) OF MsrAssistBTS

MsrAssistBTS ::= SEQUENCE {


bcchCarrier


BCCHCarrier,

-- BCCH carrier


bsic



BSIC,



-- BSIC


multiFrameOffset
MultiFrameOffset, 
-- multiframe offset


timeSlotScheme

TimeSlotScheme,

-- Timeslot scheme


roughRTD


RoughRTD,


-- rough RTD value


-- Location Calculation Assistance data is moved here


calcAssistanceBTS
CalcAssistanceBTS
OPTIONAL

}



	-- Multiframe offset

MultiFrameOffset ::= INTEGER (0..51)

-- The Multiframe Offset value 51 shall not be encoded by the transmitting entity and
-- shall be treated by the receiving entity as 0.



	-- Rough RTD value between one base station and reference BTS

RoughRTD ::= INTEGER (0..1250)

-- The RoughRTD value 1250 shall not be encoded by the transmitting entity and shall
-- be treated by the receiving entity as 0.



	-- E-OTD Measurement assistance data for system information List IE

-- The total number of base stations in this element (SystemInfoAssistData

-- presented neighbors) and in MsrAssistData element can be at a maximum 15.

SystemInfoAssistData ::= SEQUENCE {


systemInfoAssistList 
SeqOfSystemInfoAssistBTS

}

SeqOfSystemInfoAssistBTS::= SEQUENCE (SIZE(1..32)) OF SystemInfoAssistBTS



	-- whether n.th is present or not ?

SystemInfoAssistBTS ::= CHOICE {


notPresent

NULL,


present


AssistBTSData

}



	-- Actual assistance data for system information base station

AssistBTSData ::= SEQUENCE {


bsic



BSIC,



-- BSIC


multiFrameOffset
MultiFrameOffset,
-- multiframe offset


timeSlotScheme

TimeSlotScheme,

-- Timeslot scheme


roughRTD


RoughRTD,


-- rough RTD value


-- Location Calculation Assistance data


calcAssistanceBTS
CalcAssistanceBTS
OPTIONAL

}



	-- E-OTD Location calculation assistance data,

-- CalcAssistanceBTS element is optional not subfields

CalcAssistanceBTS ::= SEQUENCE {


fineRTD



FineRTD,

-- fine RTD value between base stations


referenceWGS84

ReferenceWGS84
-- reference coordinates

}



	-- Coordinates of neighbour BTS, WGS-84 ellipsoid

ReferenceWGS84 ::= SEQUENCE {


relativeNorth
RelDistance,



-- relative distance (south negative)


relativeEast
RelDistance,



-- relative distance (west negative)


-- Relative Altitude is not always known


relativeAlt

RelativeAlt

OPTIONAL
-- relative altitude

}



	-- Fine RTD value between this BTS and the reference BTS


FineRTD ::= INTEGER (0..255)



	-- Relative north/east distance

RelDistance ::= INTEGER (-200000..200000)



	-- Relative altitude

RelativeAlt ::= INTEGER (-4000..4000)



	-- Measure position response IEs

-- Reference Identity

-- Multiple sets

MultipleSets ::= SEQUENCE {


-- number of reference sets


nbrOfSets


INTEGER (2..3),




-- This field actually tells the number of reference BTSs


nbrOfReferenceBTSs
INTEGER (1..3),


-- This field is conditional and included optionally only if


-- nbrOfSets is 3 and number of reference BTSs is 2.


referenceRelation

ReferenceRelation

OPTIONAL

}



	-- Relation between refence BTSs and sets

ReferenceRelation ::= ENUMERATED {


secondBTSThirdSet (0),
-- 1st BTS related to 1st and 2nd sets


secondBTSSecondSet (1),
-- 1st BTS related to 1st and 3rd sets


firstBTSFirstSet (2)
-- 1st BTS related to 1st set

}



	-- Reference BTS Identity, this element contains number of

-- BTSs told nbrOfReferenceBTSs field in Multiple sets element)

ReferenceIdentity ::= SEQUENCE {


-- Reference BTS list


refBTSList

SeqOfReferenceIdentityType

}

SeqOfReferenceIdentityType ::= SEQUENCE (SIZE(1..3)) OF ReferenceIdentityType



	-- Cell identity

ReferenceIdentityType ::= CHOICE {


bsicAndCarrier
BSICAndCarrier,

-- BSIC and Carrier


ci



CellID,



-- Cell ID, LAC not needed


requestIndex
RequestIndex,

-- Index to Requested Neighbor List


systemInfoIndex
SystemInfoIndex,
-- Index to System info list, this type of ref. identity











-- shall not be used by the MS unless it has received











-- the SystemInfoAssistData from the SMLC for this cell.


ciAndLAC

CellIDAndLAC

-- CI and LAC

}

BSICAndCarrier ::= SEQUENCE {


carrier
BCCHCarrier,


bsic

BSIC

}

RequestIndex ::= INTEGER (1..16)

SystemInfoIndex ::= INTEGER (1..32)

CellIDAndLAC ::= SEQUENCE {


referenceLAC
LAC,



-- Location area code


referenceCI

CellID



-- Cell identity

}

CellID ::= INTEGER (0..65535)

LAC ::= INTEGER (0..65535)



	-- OTD-MeasureInfo

OTD-MeasureInfo ::= SEQUENCE {


-- Measurement info elements, OTD-MsrElement is repeated number of times


-- told in nbrOfReferenceBTSs in MultipleSets, default value is 1


otdMsrFirstSets

OTD-MsrElementFirst,


-- if more than one sets are present this element is repeated


-- NumberOfSets - 1 (-1 = first set)


otdMsrRestSets

SeqOfOTD-MsrElementRest

OPTIONAL

}

SeqOfOTD-MsrElementRest ::= SEQUENCE (SIZE(1..2)) OF OTD-MsrElementRest



	-- OTD measurent information for 1 set

OTD-MsrElementFirst ::= SEQUENCE {


refFrameNumber


INTEGER (0..42431), 



-- Frame number modulo 42432


referenceTimeSlot

ModuloTimeSlot,


toaMeasurementsOfRef
TOA-MeasurementsOfRef
OPTIONAL,


stdResolution


StdResolution,


taCorrection


INTEGER (0..960)

OPTIONAL,
-- TA correction


-- measured neighbors in OTD measurements


otd-FirstSetMsrs 

SeqOfOTD-FirstSetMsrs 
OPTIONAL

}

SeqOfOTD-FirstSetMsrs ::= SEQUENCE (SIZE(1..10)) OF OTD-FirstSetMsrs



	-- OTD measurent information 2 and 3 sets if exist

OTD-MsrElementRest ::= SEQUENCE {


refFrameNumber


INTEGER (0..42431), 




-- Frame number modulo 42432


referenceTimeSlot

ModuloTimeSlot,


toaMeasurementsOfRef
TOA-MeasurementsOfRef

OPTIONAL,


stdResolution


StdResolution,


taCorrection


INTEGER (0..960)


OPTIONAL,
-- TA correction


-- measured neighbors in OTD measurements


otd-MsrsOfOtherSets 
SeqOfOTD-MsrsOfOtherSets
OPTIONAL

}

SeqOfOTD-MsrsOfOtherSets ::= SEQUENCE (SIZE(1..10)) OF OTD-MsrsOfOtherSets



	-- Standard deviation of the TOA measurements from the reference BTS

TOA-MeasurementsOfRef ::= SEQUENCE {


refQuality


RefQuality,


numOfMeasurements
NumOfMeasurements

}

RefQuality ::= INTEGER (0..31)


-- St Dev of TOA of reference as defined in annex

NumOfMeasurements ::= INTEGER (0..7)
-- No. of measurements for RefQuality as defined in annex

StdResolution ::= INTEGER (0..3)

-- Values of resolution are defined in annex

OTD-FirstSetMsrs ::= OTD-MeasurementWithID



	-- Neighbour info in OTD measurements 0-10 times in TD measurement info

OTD-MsrsOfOtherSets ::= CHOICE {


identityNotPresent
OTD-Measurement,



identityPresent

OTD-MeasurementWithID

}



	-- For this OTD measurement identity is same as the identity of BTS

-- in the first set with same sequence number

OTD-Measurement ::= SEQUENCE {


nborTimeSlot
ModuloTimeSlot,


eotdQuality

EOTDQuality,


otdValue

OTDValue

}



	-- This measurement contains the BTS identity and measurement

OTD-MeasurementWithID ::=SEQUENCE {


neighborIdentity
NeighborIdentity,


nborTimeSlot

ModuloTimeSlot,


eotdQuality


EOTDQuality,


otdValue


OTDValue

}

EOTDQuality ::= SEQUENCE {


nbrOfMeasurements
INTEGER
(0..7),


stdOfEOTD


INTEGER (0..31)

}

NeighborIdentity ::= CHOICE {


bsicAndCarrier

BSICAndCarrier,

-- BSIC and Carrier


ci




CellID,



-- Cell ID, LAC not needed


multiFrameCarrier
MultiFrameCarrier, 
-- MultiFrameOffest and BSIC


requestIndex

RequestIndex,

-- Index to Requested Neighbor List


systemInfoIndex

SystemInfoIndex,
-- Index to System info list, this type of neighbour












-- identity shall not be used by the MS unless it has












-- received the SystemInfoAssistData from the SMLC for












-- this cell.


ciAndLAC


CellIDAndLAC

-- CI and LAC

}



	-- Multiframe and carrier

MultiFrameCarrier ::= SEQUENCE {


bcchCarrier


BCCHCarrier,


multiFrameOffset
MultiFrameOffset

}



	-- OTD measurement value for neighbour

OTDValue ::= INTEGER (0..39999)



	-- Location information IE

LocationInfo ::= SEQUENCE {


refFrame

INTEGER (0..65535),


-- Reference Frame number


-- If refFrame is within (42432..65535), it shall be ignored by the receiver


-- in that case the MS should provide GPS TOW if available


gpsTOW


INTEGER (0..14399999)
OPTIONAL,
-- GPS TOW


fixType


FixType,


-- Note that applicable range for refFrame is 0 - 42431


-- Possible shapes carried in posEstimate are


-- ellipsoid point,


-- ellipsoid point with uncertainty circle


-- ellipsoid point with uncertainty ellipse


-- ellipsoid point with altitude and uncertainty ellipsoid


posEstimate

Ext-GeographicalInformation,

    velEstimate  VelocityEstimate          OPTIONAL,
    -- Horizontal Velocity
    -- Horizontal with Vertical Velocity
    -- Horizontal Velocity with Uncertainty
    -- Horizontal with Vertical Velocity and Uncertainty
}

FixType ::= INTEGER {


twoDFix (0),


threeDFix (1)

} (0..1)

VelocityEstimate::= OCTET STRING (SIZE (1..5))


-- Refers to Velocity description defined in 3GPP TS 23.032.


-- This is composed of 1 or more octets with an internal structure according to


-- 3GPP TS 23.032


-- Octet 1: Type of velocity, only the following types in 3GPP TS 23.032 are allowed:


--

(a) Horizontal Velocity

--

(b) Horizontal Velocity with Vertical Velocity

--

(c) Horizontal Velocity with uncertainty

--

(d) Horizontal Velocity with Vertical Velocity and Uncertainty

-- Any other value in octet 1 shall be treated as invalid


-- Octets 2 to 4 for case (a) Horizontal velocity:


--

Bearing



1 octet


--

Horizontal Speed



2 octets

-- Octets 2 to 5 for case (b) – Horizontal velocity with Vertical Velocity:


--

Bearing



1 octet


--

Horizontal Speed



2 octets


--

Vertical Speed



1 octet

-- Octets 2 to 5 for case (c) – Horizontal velocity with uncertainty:


--

Bearing



1 octet


--

Horizontal Speed



2 octets

--

Uncertainty Speed



1 octet

-- Octets 2 to 6 for case (d) – Horizontal with Vertical Velocity and uncertainty:


--

Bearing



1 octet


--

Horizontal Speed



2 octets

--

Vertical Speed



1 octet

--

Uncertainty Horizontal Speed


1 octet

--

Uncertainty Vertical Speed



1 octet


	-- GPS-Measurement information

GPS-MeasureInfo ::= SEQUENCE {


-- Measurement info elements


-- user has to make sure that in this element is number of elements


-- defined in reference BTS identity


gpsMsrSetList
SeqOfGPS-MsrSetElement


}

SeqOfGPS-MsrSetElement ::= SEQUENCE (SIZE(1..3)) OF GPS-MsrSetElement




= = = = = = =   End of First Section Changed = = = = = = =

= = = = = = =   Last Section Changed = = = = = = =

A.3.2.4
Location Information Element

The purpose of Location Information element is to provide the location estimate from the MS to the network, if the MS is capable of determining its own position. Optionally, the element may contain the velocity parameters computed by the MS.

This element is optional. This element contains the following fields.

Reference Frame

This field specifies the reference BTS Reference Frame number during which the location estimate was calculated. This field is mandatory. However, if the Reference Frame number is within (42432..65535), the value of this field shall be ignored and in that case the MS should provide GPS TOW if available.

Table A.3: Reference Frame field contents

	Parameter
	# of Bits
	Resolution
	Range
	Units

	Reference Frame
	16
	---
	0 - 65535
	frames


Note that expected values for Reference Frame are in range 0 – 42431.

GPS TOW

This field specifies the GPS TOW during which the location estimate was calculated. This field is optional.

Table A.4: GPS TOW field contents

	Parameter
	# of Bits
	Resolution
	Range
	Units

	GPS TOW
	24
	1 ms
	0 – 14399999
	ms


The 24 bits of GPS TOW are the least significant bits. The most significant bits shall be derived by the Serving Mobile Location Center to unambiguously derive the GPS TOW.

Fix Type

This field contains an indication as to the type of measurements performed by the MS: 2D or 3D. This field is mandatory.

'0' = 2D fix.

'1' = 3D fix.

Position Estimate

This field contains the calculated position estimate in the format defined in 3GPP TS 23.032. The allowed shapes are:

-
ellipsoid Point;

-
ellipsoid point with uncertainty circle;

-
ellipsoid point with uncertainty ellipse;

-
ellipsoid point with altitude and uncertainty ellipsoid.

Velocity Estimate
This field contains the calculated velocity estimate in the format defined in 3GPP TS 23.032. The allowed encodings are:

- Horizontal Velocity 
- Horizontal with Vertical Velocity

- Horizontal Velocity with uncertainty

- Horizontal with Vertical Velocity and uncertainty

= = = = = = =   End of Last Section Changed = = = = = = =
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