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 A.4.2
Types of Mobile Stations

Table A.1: Types of Mobile Stations

	148
	DTM/GPRS Multislot Class 11
	3GPP TS 05.02, 6.4

3GPP TS 45.002, 6.4
	R99
	O
	
	TSPC_DTM/GPRS_Multislot_Class_11

	149
	GPRS Multislot Class30
	3GPP TS 45.002, B.1
	Rel-5
	O
	
	TSPC_Type_GPRS_Multislot_Class30

	150
	GPRS Multislot Class31
	3GPP TS 45.002, B.1
	Rel-5
	O
	
	TSPC_Type_GPRS_Multislot_Class31

	151
	GPRS Multislot Class32
	3GPP TS 45.002, B.1
	Rel-5
	O
	
	TSPC_Type_GPRS_Multislot_Class32

	152
	GPRS Multislot Class33
	3GPP TS 45.002, B.1
	Rel-5
	O
	
	TSPC_Type_GPRS_Multislot_Class33

	153
	GPRS Multislot Class34
	3GPP TS 45.002, B.1
	Rel-5
	O
	
	TSPC_Type_GPRS_Multislot_Class34

	154
	GPRS Multislot Class35
	3GPP TS 45.002, B.1
	Rel-5
	O
	
	TSPC_Type_GPRS_Multislot_Class35

	155
	GPRS Multislot Class36
	3GPP TS 45.002, B.1
	Rel-5
	O
	
	TSPC_Type_GPRS_Multislot_Class36

	156
	GPRS Multislot Class37
	3GPP TS 45.002, B.1
	Rel-5
	O
	
	TSPC_Type_GPRS_Multislot_Class37

	157
	GPRS Multislot Class38
	3GPP TS 45.002, B.1
	Rel-5
	O
	
	TSPC_Type_GPRS_Multislot_Class38

	158
	GPRS Multislot Class39
	3GPP TS 45.002, B.1
	Rel-5
	O
	
	TSPC_Type_GPRS_Multislot_Class39

	159
	GPRS Multislot Class40
	3GPP TS 45.002, B.1
	Rel-5
	O
	
	TSPC_Type_GPRS_Multislot_Class40

	160
	GPRS Multislot Class41
	3GPP TS 45.002, B.1
	Rel-5
	O
	
	TSPC_Type_GPRS_Multislot_Class41

	161
	GPRS Multislot Class42
	3GPP TS 45.002, B.1
	Rel-5
	O
	
	TSPC_Type_GPRS_Multislot_Class42

	162
	GPRS Multislot Class43
	3GPP TS 45.002, B.1
	Rel-5
	O
	
	TSPC_Type_GPRS_Multislot_Class43

	163
	GPRS Multislot Class44
	3GPP TS 45.002, B.1
	Rel-5
	O
	
	TSPC_Type_GPRS_Multislot_Class44

	164
	GPRS Multislot Class45
	3GPP TS 45.002, B.1
	Rel-5
	O
	
	TSPC_Type_GPRS_Multislot_Class45

	165
	EGPRS Multislot Class30
	3GPP TS 45.002, B.1
	Rel-5
	O
	
	TSPC_Type_EGPRS_Multislot_Class30

	166
	EGPRS Multislot Class31
	3GPP TS 45.002, B.1
	Rel-5
	O
	
	TSPC_Type_EGPRS_Multislot_Class31

	167
	EGPRS Multislot Class32
	3GPP TS 45.002, B.1
	Rel-5
	O
	
	TSPC_Type_EGPRS_Multislot_Class32

	168
	EGPRS Multislot Class33
	3GPP TS 45.002, B.1
	Rel-5
	O
	
	TSPC_Type_EGPRS_Multislot_Class33

	169
	EGPRS Multislot Class34
	3GPP TS 45.002, B.1
	Rel-5
	O
	
	TSPC_Type_EGPRS_Multislot_Class34

	170
	EGPRS Multislot Class35
	3GPP TS 45.002, B.1
	Rel-5
	O
	
	TSPC_Type_EGPRS_Multislot_Class35

	171
	EGPRS Multislot Class36
	3GPP TS 45.002, B.1
	Rel-5
	O
	
	TSPC_Type_EGPRS_Multislot_Class36

	172
	EGPRS Multislot Class37
	3GPP TS 45.002, B.1
	Rel-5
	O
	
	TSPC_Type_EGPRS_Multislot_Class37

	173
	EGPRS Multislot Class38
	3GPP TS 45.002, B.1
	Rel-5
	O
	
	TSPC_Type_EGPRS_Multislot_Class38

	174
	EGPRS Multislot Class39
	3GPP TS 45.002, B.1
	Rel-5
	O
	
	TSPC_Type_EGPRS_Multislot_Class39

	175
	EGPRS Multislot Class40
	3GPP TS 45.002, B.1
	Rel-5
	O
	
	TSPC_Type_EGPRS_Multislot_Class40

	176
	EGPRS Multislot Class41
	3GPP TS 45.002, B.1
	Rel-5
	O
	
	TSPC_Type_EGPRS_Multislot_Class41

	177
	EGPRS Multislot Class42
	3GPP TS 45.002, B.1
	Rel-5
	O
	
	TSPC_Type_EGPRS_Multislot_Class42

	178
	EGPRS Multislot Class43
	3GPP TS 45.002, B.1
	Rel-5
	O
	
	TSPC_Type_EGPRS_Multislot_Class43

	179
	EGPRS Multislot Class44
	3GPP TS 45.002, B.1
	Rel-5
	O
	
	TSPC_Type_EGPRS_Multislot_Class44

	180
	EGPRS Multislot Class45
	3GPP TS 45.002, B.1
	Rel-5
	O
	
	TSPC_Type_EGPRS_Multislot_Class45


[…]
	C103
	ÎF A.2/41 AND (A.1/67 OR A.1/68 OR A.1/69 OR A.1/70 OR A.1/71 OR A.1/72 OR A.1/73 OR A.1/74 OR A.1/75 OR A.1/76 OR A.1/77 OR A.1/78 OR A.1/79 OR A.1/80 OR A.1/81 OR A.1/82 OR A.1/83 OR A.1/84 OR A.1/85 OR A.1/86 OR A.1/87 OR A.1/88 OR A.1/89 OR A.1/90 OR A.1/91 OR A.1/92 OR A.1/93 OR A.1/94 OR A.1/95 OR A1.149 OR A1.150 OR A1.151 OR A1.152 OR A1.153 OR A1.154 OR A1.155 OR A1.156 OR A1.157 OR A1.158 OR A1.159 OR A1.160 OR A1.161 OR A1.162 OR A1.163 OR A1.164) THEN M ELSE N/A
	-- (TSPC_Type_GPRS_Multislot_Class1 OR ...OR Type_GPRS_Multislot_Class45) AND TSPC_GPRS

	C104
	ÎF A.2/42 AND (A.1/96 OR A.1/97 OR A.1/98 OR A.1/99 OR A.1/100 OR A.1/101 OR A.1/102 OR A.1/103 OR A.1/104 OR A.1/105 OR A.1/106 OR A.1/107 OR A.1/108 OR A.1/109 OR A.1/110 OR A.1/111 OR A.1/112 OR A.1/113 OR A.1/114 OR A.1/115 OR A.1/116 OR A.1/117 OR A.1/118 OR A.1/119 OR A.1/120 OR A.1/121 OR A.1/122 OR A.1/123 OR A.1/124 OR A1.165 OR A1.166 OR A1.167 OR A1.168 OR A1.169 OR A1.170 OR A1.171 OR A1.172 OR A1.173 OR A1.174 OR A1.175 POR A1.176 OR A1.177 OR A1.178 OR A1.179 OR A1.180) THEN M ELSE N/A
	-- (TSPC_Type_EGPRS_Multislot_Class1 OR ...OR Type_EGPRS Multislot_Class45) AND TSPC_EGPRS


[…]
A.4.3
Mobile Station Features

Table A.2: Mobile Station Features

	Item
	Mobile Station Feature
	Ref.
	Release
	Status
	Support
	Mnemonic


	69
	Support of DTM/EGPRS
	3GPP TS 24.008 10.5.1.7
	R99
	C213
	
	TSPC_DTM/EPGRS

	70
	Support of Extended dynamic allocation
	3GPP TS 45.002, B.1
	R97
	C214
	
	TSPC_Extended_Dynamic_Allocation

	C201
	IF A.3/1 OR A.3/2 OR A.4/20 OR A.4/21 THEN M ELSE N/A
	-- TSPC_Serv_TS11 OR TSPC_Serv_TS12 OR TSPC_Serv_BS61 OR TSPC_Serv_BS81

	C202
	IF A.2/27 THEN M ELSE N/A
	-- TSPC_Feat_Alphanum_Display 

	C203
	IF A.2/27 OR A.2/28 THEN M ELSE N/A
	-- TSPC_AlphaNum_Display OR TSPC_Other_Means_of_Display

	C204
	IF A.2/29 THEN M ELSE N/A
	-- TSPC_Speech_Indicator

	C205
	IF A.2/26 OR A.2/40 THEN M ELSE N/A
	-- TSPC_Feat_Autocall

	C206
	IF A.1/16 OR A.1/17 THEN M ELSE N/A
	-- TSPC_Feat_Ext_TA

	C207
	IF A.2/41 OR A.2/42 THEN M ELSE N/A
	-- TSPC_GPRS OR TSPC_EGPRS

	C208
	IF A.2/41 THEN O ELSE N/A
	-- TSPC_GPRS

	C209
	IF A.2/41 or A.2/42 THEN at least one of these items shall be supported ELSE N/A
	-- TSPC_GPRS OR TSPC_EGPRS

	C210
	IF A.2/42 THEN O ELSE N/A
	-- TSPC_EGPRS

	C211
	IF A.3/2 THEN M ELSE N/A
	-- TSPC_Serv_TS12

	C212
	IF A.2/41 THEN O ELSE N/A
	-- TSPC_GPRS

	C213
	IF A.2/42 THEN O ELSE N/A
	-- TSPC_EGPRS

	C214
	IF (A.2/41 OR A2/42) AND A1/51 AND A1/57 AND A2/70 THEN O ELSE N/A
	-- TSPC_Extended_Dynamic_Allocation


[…]
Annex B (normative):
Applicability of the individual test

[…]
Table B.1: Applicability of tests

	42.8.5
	Dynamic Allocation/ Downlink Transfer with Uplink TBF Establishment/T3168/Packet Access Reject/With Polling
	R97
	All GPRS MS
	C215
	

	42.9.2.1.1
	Extended Dynamic Allocation / Uplink Transfer / Normal / Successful
	R97
	All GPRS MS supporting Multislot classes: 3,5,6,7,9 to 29, 31 to 34, 36 to 45)
	C356
	

	43.1.1.1
	Acknowledged mode/Uplink TBF/Send state variable V(S)
	R97
	All GPRS MS
	C215
	


[…]
	52.8.1.12
	One phase access/PBCCH absent/CONTENTION_RESOLUTION_TLLI/ Contention resolution / Successful Resource Reallocation
	R99
	All EGPRS MS
	C216
	

	52.9.2.1.1
	Extended Dynamic Allocation / Uplink Transfer / Normal / Successful
	R99
	All EGPRS MS supporting Multislot classes: 3,5,6,7,9 to 29, 31 to 34, 36 to 39, 41 to 45)
	C357
	

	53.1.1.1
	Acknowledged Mode/ Uplink TBF/ Send State Variable V(S)
	R99
	All EGPRS MS
	C216
	


[…]
	C347
	IF (A.25/2 OR A.25/3) AND IF NOT (A25/79 OR A25/112) THEN A ELSE N/A
	-- TSPC_AddInfo_Full_rate_version_1 OR TSPC_AddInfo_Half_rate_version_1

IF NOT
TSPC_AddInfo_Full_rate_version_3 OR
TSPC_AddInfo_Half_rate_version_3

	C356
	IF A.2/70 AND (A.1/71 OR A.1/72 OR A.1/73 OR A.1/75 A.1/76 OR A.1/77 OR A.1/78 OR A.1/79 OR A.1/80 OR A.1/81 OR A.1/82 OR A.1/83 OR A.1/84 OR A.1/85 OR A.1/86 OR A.1/87 OR A.1/88 OR A.1/89 OR A.1/90 OR A.1/91 OR A.1/92 OR A.1/93 OR A.1/94 OR A.1/95 OR A1.150 OR A1.151 OR A1.152 OR A1.153 OR A1.155 OR A1.156 OR A1.157 OR A1.158 OR A1.160 OR A1.161 OR A1.162 OR A1.163 OR A1.164) THEN A ELSE N/A
	-- TSPC_ExtendedDynamic_Allocation GPRS AND (TSPC_Type_GPRS_Multislot_Class3 OR TSPC_Type_GPRS_Multislot_Class5 OR TSPC_Type_GPRS_Multislot_Class6 OR TSPC_Type_GPRS_Multislot_Class7 OR TSPC_Type_GPRS_Multislot_Class9 OR...OR TSPC_Type_GPRS_Multislot_Class29 OR TSPC_Type_GPRS_Multislot_Class31 OR...OR TSPC_Type_GPRS_Multislot_Class34 OR TSPC_Type_GPRS_Multislot_Class36 OR...OR TSPC_Type_GPRS_Multislot_Class39 OR TSPC_Type_GPRS_Multislot_Class41 OR...OR TSPC_Type_GPRS_Multislot_Class45 OR)

	C357
	IF A.2/70 AND (A.1/71 OR A.1/72 OR A.1/73 OR A.1/75 A.1/76 OR A.1/77 OR A.1/78 OR A.1/79 OR A.1/80 OR A.1/81 OR A.1/82 OR A.1/83 OR A.1/84 OR A.1/85 OR A.1/86 OR A.1/87 OR A.1/88 OR A.1/89 OR A.1/90 OR A.1/91 OR A.1/92 OR A.1/93 OR A.1/94 OR A.1/95 OR A1.166 OR A1.167 OR A1.168 OR A1.169 OR A1.171 OR A1.172 OR A1.173 OR A1.174 OR A1.176 OR A1.177 OR A1.178 OR A1.179 OR A1.180) THEN A ELSE N/A
	-- TSPC_ExtendedDynamic_Allocation GPRS AND (TSPC_Type_GPRS_Multislot_Class3 OR TSPC_Type_GPRS_Multislot_Class5 OR TSPC_Type_GPRS_Multislot_Class6 OR TSPC_Type_GPRS_Multislot_Class7 OR TSPC_Type_GPRS_Multislot_Class9 OR...OR TSPC_Type_GPRS_Multislot_Class29 OR TSPC_Type_GPRS_Multislot_Class31 OR...OR TSPC_Type_GPRS_Multislot_Class34 OR TSPC_Type_GPRS_Multislot_Class36 OR...OR TSPC_Type_GPRS_Multislot_Class39 OR TSPC_Type_GPRS_Multislot_Class41 OR...OR TSPC_Type_GPRS_Multislot_Class45 OR)


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least three digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


�PAGE \# "'Page: '#'�'"  �� Enter the source of the CR. This is either (a) one or several companies or, (b) if a (sub)working group has already reviewed and agreed the CR, then list the group as the source.


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, B & C CRs for release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See � HYPERLINK "http://www.3gpp.org/ftp/information/work_plan/" ��http://www.3gpp.org/ftp/information/work_plan/� .�The list is also included in a MS Excel file included in the zip file containing the CR cover sheet template.


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2002.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed below. For more detailed help on interpreting these categories, see the Technical Report � HYPERLINK "http://www.3gpp.org/ftp/Specs/archive/21_series/21.900/" ��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR was to be rejected. It is necessary to complete this section only if the CR is of category "F" (i.e. correction).


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





