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2.1
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 apply.

2.1.1
Random values

In a number of places in the present document, it is mentioned that some value must take a "random" value, in a given range, or more generally with some statistical distribution. Such cases interest only the Mobile Station.

It is required that there is a low probability that two MSs in the same conditions (including the case of two MSs of the same type from the same manufacturer) will choose the same value. Moreover, it is required that, if it happens that two MSs in similar conditions choose the same value, the probability of their choices being identical at the next occasion is the same as if their first choices had been different.

The meaning of such a specification is that any statistical test for these values, done on a series of similar events, will obtain a result statistically compatible with the specified distribution. This shall hold even in the cases where the tests are conducted with a subset of possible events, with some common parameters. Moreover, basic tests of independence of the values within the series shall pass.

Data against which correlation with the values shall not be found are the protocol state, or the IMSI, or identities or other unrelated information broadcast by the network, or the current TDMA frame number.

2.1.2
Vocabulary

The following terms are used in this Technical Specification:

-
idle mode: In this mode, the mobile station is not allocated any dedicated channel; it listens to the CCCH and the BCCH.

-
group receive mode: (only applicable for mobile stations supporting VGCS listening or VBS listening) In this mode, the mobile station is not allocated a dedicated channel with the network; it listens to the downlink of a voice broadcast channel or voice group call channel allocated to the cell. Occasionally, the mobile station has to listen to the BCCH of the serving cell as defined in 3GPP TS 23.022 and 3GPP TS 45.008.

-
dedicated mode: In this mode, the mobile station is allocated at least two dedicated channels, only one of them being a SACCH.

-
group transmit mode: (only applicable for mobile stations supporting VGCS talking) In this mode, one mobile station of a voice group call is allocated two dedicated channels, one of them being a SACCH. These channels can be allocated to one mobile station at a time but to different mobile stations during the voice group call.

-
packet idle mode: (only applicable for mobile stations supporting GPRS) In this mode, mobile station is not allocated any radio resource on a packet data physical channel; it listens to the PBCCH and PCCCH or, if those are not provided by the network, to the BCCH and the CCCH, see 3GPP TS 44.060.

-
packet transfer mode: (only applicable for mobile stations supporting GPRS) In this mode, the mobile station is allocated radio resource on one or more packet data physical channels for the transfer of LLC PDUs.

-
dual transfer mode: (only applicable for mobile stations supporting GPRS and DTM) In this mode, the mobile station is allocated radio resources providing an RR connection and one or more Temporary Block Flow (3GPP TS 44.060) on one or more physical channels. The allocation of radio resource for the RR connection and the Temporary Block Flows is co-ordinated by the network to comply with the capabilities of the mobile station in dual transfer mode.

-
main DCCH: In Dedicated mode and group transmit mode, only two channels are used as DCCH, one being a SACCH, the other being a SDCCH or a FACCH; the SDCCH or FACCH is called here "the main DCCH".

-
A channel is activated if it can be used for transmission, in particular for signalling, at least with UI frames. On the SACCH, whenever activated, it must be ensured that a contiguous stream of layer 2 frames is sent.

-
A TCH is connected if circuit mode user data can be transferred. A TCH cannot be connected if it is not activated. A TCH which is activated but not connected is used only for signalling, i.e. as a DCCH.

-
The data link of SAPI 0 on the main DCCH is called the main signalling link. Any message specified to be sent on the main signalling link is sent in acknowledged mode except when otherwise specified.

-
The term "to establish" a link is a short form for "to establish the multiframe mode" on that data link. It is possible to send UI frames on a data link even if it is not established as soon as the corresponding channel is activated. Except when otherwise indicated, a data link layer establishment is done without an information field.

-
"channel set" is used to identify TCHs that carry related user information flows, e.g., in a multislot configuration used to support circuit switched connection(s), which therefore need to be handled together.

-
A temporary block flow (TBF) is a physical connection used by the two RR peer entities to support the uni-directional transfer of LLC PDUs on packet data physical channels, see 3GPP TS 44.060.

-
RLC/MAC block: A RLC/MAC block is the protocol data unit exchanged between RLC/MAC entities, see 3GPP TS 44.060.

-
A GMM context is established when a GPRS attach procedure is successfully completed.

-
Network operation mode

The three different network operation modes I, II, and III are defined in 3GPP TS 23.060.


The network operation mode shall be indicated as system information. For proper operation, the network operation mode should be the same in each cell of one routing area.

-
GPRS MS operation mode

The three different GPRS MS operation modes A, B, and C are defined in 3GPP TS 23.060.

-
Repeated Downlink FACCH mode

This mode of operation, defined in 3GPP TS 44.006, allows the BSS to repeat any downlink LAPDm frame sent over the radio interface to enhance the FACCH signalling performance while in dedicated mode or dual transfer mode.
3
Radio Resource management procedures

3.1
Overview/General

3.1.1
General

Radio Resource management procedures include the functions related to the management of the common transmission resources, e.g. the physical channels and the data link connections on control channels.

The general purpose of Radio Resource procedures is to establish, maintain and release RR connections that allow a point-to-point dialogue between the network and a mobile station. This includes the cell selection/reselection and the handover procedures. Moreover, Radio Resource management procedures include the reception of the uni-directional BCCH and CCCH when no RR connection is established. This permits automatic cell selection/reselection.

If VGCS listening or VBS listening are supported, the radio resource management also includes the functions for the reception of the voice group call channel or the voice broadcast channel, respectively, and the automatic cell reselection of the mobile station in Group receive mode.

If VGCS talking is supported, the radio resource management also includes the functions for the seizure and release of the voice group call channel.

If GPRS point-to-point services are supported, the radio resource management procedures includes functions related to the management of transmission resources on packet data physical channels. This includes the broadcast of system information to support a mobile station in packet idle and packet transfer modes, see also 3GPP TS 44.060.

NOTE 1:
This chapter includes some procedures used for multislot operation and for the TCH/H + TCH/H configuration which need not be supported by simple mobile stations.

NOTE 2:
The procedures and the information content relating to the TCH/H + TCH/H configuration in RR messages is for further study.

If dedicated mode MBMS Notification is supported, the radio resource management procedures includes functions to allow the announcement of the starting MBMS services. 

If Repeated Downlink FACCH mode (see 3GPP TS 44.006) is supported by the BSS, the radio resource management procedures allow the BSS to inform a mobile station of whether or not it will be used on an allocated TCH. The Repeated Downlink FACCH mode is only applicable on a TCH/F channel (excluding O-TCH and E-TCH channels) not operating in signalling-only mode.
Next Modified Section 

3.4.3.1
Channel assignment initiation

The network initiates the channel assignment procedure by sending an ASSIGNMENT COMMAND message to the mobile station on the main signalling link. It then starts timer T3107.

NOTE:
The network should take into account limitations of certain mobile stations to understand formats used in the Frequency List IE and Cell Channel Description IE used in the ASSIGNMENT COMMAND message, see sub-clause 10.5.2.13 and sub-clause 10.5.2.1b.

When sending this message on the network side, and when receiving it on the mobile station side, all transmission of signalling layer messages except for those RR messages needed for this procedure and for abnormal cases is suspended until resumption is indicated. These RR messages can be deduced from sub-clauses 3.4.3 and 8.8 Radio Resource management.

Upon receipt of the ASSIGNMENT COMMAND message, the mobile station initiates a local end release of link layer connections and packet resources, if in dual transfer mode, disconnects the physical channels, commands the switching to the assigned channels and initiates the establishment of lower layer connections (this includes the activation of the channels, their connection and the establishment of the main signalling links).

The ASSIGNMENT COMMAND message contains the description of the new configuration, including for the multislot configuration and the TCH/H + TCH/H + ACCHs configuration, the exact ACCHs to be used and a power command. The power level defined in this power command shall be used by the mobile station for the initial power on the new channel(s). It shall not affect the power used on the old channel(s). The message may also contain definitions of the channel mode to be applied for one or several channel sets. If a previously undefined channel set is defined by the ASSIGNMENT COMMAND message, a definition of the channel mode for the new channel set shall be included in the message.

If the channel mode to be applied corresponds to an initial assignment of a multi-rate speech codec, the ASSIGNMENT COMMAND message shall contain the MultiRate Configuration IE, which defines the set of codec modes and related information to use on the new channel. 

If the assignment is related to an intra-cell handover from a multi-rate speech codec to a multi-rate speech codec, the MultiRate Configuration IE shall be included in the case of full rate to half rate. If not included in this case, the mobile station shall behave as if the MultiRate Configuration IE was inconsistent. If not included in other cases, the MS shall use on the new channel the AMR configuration it was using on the old channel when it received the ASSIGNMENT COMMAND message.

An ASSIGNMENT COMMAND message may indicate a frequency change in progress, with a starting time and possibly alternative channel descriptions.

In the case of the reception of an ASSIGNMENT COMMAND message which contains only the description of a channel to be used after the starting time, the mobile station shall wait up to the starting time before accessing the channel. If the starting time has already elapsed, the mobile shall access the channel as an immediate reaction to the reception of the message (see 3GPP TS 45.010 for the timing constraints).

If the message contains both the description of a channel to be used after the indicated time and of a channel to be used before, the mobile station accesses a channel as an immediate reaction to the reception of the message. If the moment the mobile station is ready to access is before the indicated time, the mobile station accesses the channels described for before the starting time. The mobile station then changes to the channel described for after the starting time at the indicated time. New parameters can be frequency list, MAIO and HSN. Other parameters describing the allocated channels must be identical to the parameters described for before the starting time. If the moment the mobile station is ready to access is after the starting time, the mobile station accesses the channel described for after the starting time.

If frequency hopping is applied, the cell allocation if present in the message is used to decode the mobile allocation. If the cell allocation is not included, the mobile station uses its current cell allocation, the current CA is the last CA received on the BCCH. Afterward, the current CA may be changed by some messages sent on the main signalling link containing a CA (the possible messages are: ASSIGNMENT COMMAND, HANDOVER COMMAND and FREQUENCY REDEFINITION). Note that there are cases in which the current CA is undefined, see sub-clause 3.4.3.3.

The ASSIGNMENT COMMAND message may contain a cipher mode setting IE. In that case, this ciphering mode has to be applied on the new channel. If no such information is present, the ciphering mode is the same as on the previous channel. In either case the ciphering key shall not be changed. The ASSIGNMENT COMMAND message shall not contain a cipher mode setting IE that indicates "start ciphering" unless a CIPHERING MODE COMMAND message has been transmitted earlier in the RR connection: if such an ASSIGNMENT COMMAND message is received it shall be regarded as erroneous, an ASSIGNMENT FAILURE with cause "Protocol error unspecified" message shall be returned immediately, and no further action taken. In the case of UMTS to GSM handover, the HANDOVER COMMAND message, which is sent transparently via RNC from BSS to the mobile station, shall always contain the cipher mode setting IE.

In a voice group call, the ASSIGNMENT COMMAND message may contain a VGCS target mode information element defining which RR mode is to be used on the new channel (i.e. dedicated mode or group transmit mode). If this information element is not present, the mode shall be assumed to be the same as on the previous channel. When the VGCS target mode information element indicates that the RR mode of the new channel is group transmit mode the information element shall also indicate the group cipher key number for the group cipher key to be used on the new channel or if the new channel is non ciphered. If the information element is not present, the ciphering mode and group cipher key shall be the same as on the previous channel. Additionally, when the RR mode of the new channel is group transmit mode and the group cipher key indicates that the new channel is ciphered (ie group key is non zero), then the VGCS Ciphering Parameters Information Element shall be included to provide the VSTK_RAND and Cell_Global_Count. Mobile stations not supporting VGCS talking shall ignore the ASSIGNMENT COMMAND message if the VGCS target mode information element or the VGCS Ciphering Parameters Information Element are included in the message and shall send an RR STATUS message to the network with cause #96. If the ASSIGNMENT COMMAND message contains a cipher mode setting information element together with either a VGCS target mode information element indicating a RR mode of group transmit mode, or a VGCS Ciphering Parameters information element, then a mobile station supporting VGCS talking shall regard the message as erroneous, an ASSIGNMENT FAILURE message with cause "Protocol error unspecified" shall be returned immediately, and no further action taken. 

If the case that the ASSIGNMENT COMMAND message assigns a VGCS mobile station to  a dedicated channel, then the message may contain a cipher mode setting IE. In that case, this ciphering mode has to be applied on the new channel. If no such information is present, the ciphering mode is the same as on the previous channel, provided that the previous channel was also a dedicated channel. In either case the ciphering key shall not be changed when assigned a dedicated channel. The ASSIGNMENT COMMAND message shall not contain a cipher mode setting IE that indicates "start ciphering" unless a CIPHERING MODE COMMAND message has been transmitted earlier in the RR connection. If an ASSIGNMENT COMMAND message is received that contains a cipher mode setting IE indicating "start ciphering" and a CIPHERING MODE COMMAND message has not been received by the mobile station earlier in the RR connection, then it shall be considered as erroneous, the mobile station shall send an ASSIGNMENT FAILURE with cause "Protocol error unspecified", and no further action taken.

When the VGCS Ciphering Parameters are included in the Assignment Command the MS shall adjust and maintain the Cell Global Count using the procedure described in sub-clause 3.3.3.1. The MS shall then calculate the ciphering keys as described in 3GPP TS 43.020. Also, the MS shall fetch from the USIM the identity of its ciphering algorithm to use on the resource, as described in 3GPP TS 43.020.

If included in the ASSIGNMENT COMMAND message, the Additional Description of the Channel IE shall be ignored by a mobile station that does not support Repeated Downlink FACCH mode or if Repeated Downlink FACCH mode is not applicable (see sub-clause 3.1.1) to the channel mode resulting from the channel assignment procedure. Otherwise, if the Repeated Downlink FACCH mode is applicable to the channel mode resulting from the channel assignment procedure, an MS that supports Repeated Downlink FACCH mode shall consider the Repeated Downlink FACCH mode of the channel as:

-
enabled if the Additional Description of the Channel IE is included and indicates that Repeated Downlink FACCH mode is to be used;

-
disabled if the Additional Description of the Channel IE is either not included or is included but indicates that Repeated Downlink FACCH mode is not to be used. 
Note:  After enabling the Repeated Downlink FACCH mode of the channel the mobile station shall consider it to be in effect for the duration of the TCH allocation unless otherwise indicated by a subsequent CHANNEL MODE MODIFY message received for that TCH.
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3.4.4.1
Handover initiation

The network initiates the handover procedure by sending a HANDOVER COMMAND message to the mobile station on the main DCCH. It then starts timer T3103.

If the HANDOVER COMMAND message refers to a cell to which the mobile station is not synchronised to, this shall not be considered as an error (see 3GPP TS 45.008).

NOTE:
The network should take into account limitations of certain mobile stations to understand formats used in the Frequency List IE, Frequency Short List IE, and Cell Channel Description IE used in the HANDOVER COMMAND message, see sub-clause 10.5.2.13, sub-clause 10.5.2.14, and sub-clause 10.5.2.1b.

When sending this message on the network side, and when receiving it on the mobile station side, all transmission of signalling layer messages except for those RR messages needed for this procedure and for abnormal cases, is suspended until resuming is indicated. These RR messages can be deduced from sub-clauses 3.4.3 and 8.5.1 "Radio Resource management".

Upon receipt of the HANDOVER COMMAND message, the mobile station initiates, as described in sub-clause 3.1.4, the release of link layer connections, disconnects the physical channels (including the packet resources, if in class A mode of operation), commands the switching to the assigned channels and initiates the establishment of lower layer connections (this includes the activation of the channels, their connection and the establishment of the data links).

The HANDOVER COMMAND message contains:

-
The characteristics of the new channels, including for the multislot configuration and the TCH/H + TCH/H + ACCHs configuration the exact ACCHs to be used. The message may also contain definitions of the channel mode to be applied for one or several channel sets. If a previously undefined channel set is defined by the HANDOVER COMMAND message, a definition of the channel mode for the new channel set shall be included in the message.

-
The characteristics of the new cell that are necessary to successfully communicate (e.g. frequency list in the case of slow frequency hopping), including the data that allows the mobile station to use the pre-knowledge about synchronization it acquires by the measurement process (i.e. BSIC + BCCH frequency).

-
A power command (cf. 3GPP TS 45.008). The power level defined in this power command shall be used by the mobile station for the initial power on the new channel(s). It shall not affect the power used on the old channel(s).

-
An indication of the physical channel establishment procedure to be used.

-
A handover reference, used as specified in the following sub-clause. The choice of the handover reference by the network is out of the scope of this specification and left to the manufacturers.

-
Optionally a timing advance to be used on the new cell.

-
Optionally a cipher mode setting. In that case, this ciphering mode has to be applied on the new channel. If no such information is present, the ciphering mode is the same as on the previous channel. In either case the ciphering key shall not be changed. In the case of GERAN A/Gb mode to GERAN A/Gb mode handover, the HANDOVER COMMAND message shall not contain a cipher mode setting IE that indicates "start ciphering" unless a CIPHERING MODE COMMAND message has been transmitted previously in this instance of the dedicated mode: if such a HANDOVER COMMAND message is received it shall be regarded as erroneous, a HANDOVER FAILURE message with cause "Protocol error unspecified" shall be returned immediately, and no further action taken. In the case of UTRAN to GERAN A/Gb mode handover or GERAN Iu mode to GERAN A/Gb mode handover, the HANDOVER COMMAND message, which is sent transparently via RNC/BSC from BSS to the mobile station, shall always contain the cipher mode setting IE to indicate the ciphering mode to be used in GERAN A/Gb mode. In the case of CDMA2000 to GERAN A/Gb mode handover, the HANDOVER COMMAND message, which is sent transparently via RNC from BSS to the mobile station, shall always contain the cipher mode setting IE.

-
Optionally, in a voice group call, a VGCS target mode information element defining which RR mode is to be used on the new channel (i.e. dedicated mode or group transmit mode). If this information element is not present, the mode shall be assumed to be the same as on the previous channel. When the RR mode on the new channel is group transmit mode, the VGCS target mode information element shall also indicate the group cipher key number for the group cipher key to be used on the new channel or if the new channel is non ciphered. Additionally, when the RR mode is group transmit mode and the group cipher key is non zero, then the VGCS Ciphering Parameters information element shall contain the CELL_GLOBAL_COUNTand optionally contain the VSTK_RAND, the target cell identity, the cell’s location area. If the VGCS target mode information element is not present, the ciphering mode and ciphering key shall be the same as on the previous channel. Mobile stations not supporting VGCS talking shall ignore the HANDOVER COMMAND message if the VGCS target mode information element or VGCS Ciphering Parameters information element is included in the message and shall send an RR STATUS message to the network with cause #96. If the HANDOVER COMMAND message contains a cipher mode setting information element together with either  a VGCS target mode information element indicating a RR mode of group transmit mode, or a VGCS Ciphering Parameters information element, , then a mobile station supporting VGCS talking shall regard the message as erroneous, an HANDOVER FAILURE message with cause "Protocol error unspecified" shall be returned immediately, and no further action taken.

-
Optionally, when the channel mode indicates that a multi-rate speech codec must be applied, the MultiRateconfiguration to be used in the new cell. The MultiRate Configuration IE defines the set of codec mode and related information to use after the handover. When accessing the new channel, the mobile station shall use for the Initial Codec Mode the mode specified in the MultiRate Configuration IE, if present, or apply by default the implicit rule defined in 3GPP TS 45.009.

-
Optionally, if the network supports dedicated mode MBMS notification and the mobile previously completed the service information sending to the network, an indication of whether the service information sending should be completed on the main DCCH of the new cell.

In addition, a HANDOVER COMMAND message may indicate a frequency change in progress, with a starting time and possibly alternative channel descriptions.

In the case of the reception of a HANDOVER COMMAND message which contains only the description of a channel to be used after the starting time, the mobile station shall wait up to the starting time before accessing the channel. If the starting time has already elapsed, the mobile shall access the channel as an immediate reaction to the reception of the message (see 3GPP TS 45.010 for the timing constraints).

In the case of a handover towards a GERAN cell to which the mobile station is not synchronised to and in the case of an intersystem handover to GERAN, at the reception of a HANDOVER COMMAND message which contains only the description of a channel to be used after the starting time, the mobile station shall wait up to the starting time before accessing the new channel. If the starting time has already elapsed, the mobile shall access the new channel as an immediate reaction to the reception of the message (see 3GPP TS 45.010 for the timing constraints). Between the reception of the HANDOVER COMMAND and the starting time there is no requirement for the mobile station to receive or transmit on the old channel.

NOTE:
This case may result to a long interruption and should not be used.

If the message contains both the description of a channel to be used after the indicated time and of a channel to be used before, the mobile station accesses a channel as an immediate reaction to the reception of the message. If the moment the mobile station is ready to access is before the indicated time, the mobile station accesses the channels described for before the starting time. The mobile station then changes to the channel described for after the starting time at the indicated time. New parameters can be frequency list, MAIO and HSN. Other parameters describing the allocated channels must be identical to the parameters described for before the starting time. If the moment the mobile station is ready to access is after the starting time, the mobile station accesses the channel described for after the starting time.

If the channel mode indicates that a multi-rate speech codec must be applied, and the MultiRateConfiguration IE is not included in the HANDOVER COMMAND message, then the mobile station shall use on the new channel the AMR configuration it was using on the old channel when it received the HANDOVER COMMAND message. The MultiRate Configuration IE shall be included in the case of full rate channel to half rate channel handover. If not included in this case, the mobile station shall behave as if the MultiRate Configuration IE was inconsistent.

In the case of a VGCS talker that is handed over to a ciphered VGCS group channel  the MS shall calculate the voice group ciphering keys from the following parameters, as described in 3GPP TS 43.020:

-
VSTK_RAND

-
CGI
(as supplied in the Handover Command)

-
CELL_GLOBAL_COUNT  (value of parameter in the target cell, as supplied in the Handover Command)

-
Group Cipher Key Number  (value obtained via the Handover Command)

-
B22_COUNT – Bit 22 of COUNT ( as defined in 3GPP TS 43.020)

The Handover Command message shall provide the VGCS talker with the above parameters if the values have changed on handover or if the MS was not using VGCS/VBS ciphering prior to handover.  

When the VGCS talker is handed over to a channel that is ciphered with VGCS ciphering, the talker adjust and maintain the CELL_GLOBAL_COUNT provided in the Handover Command message as described in sub-clause 3.3.3.1. Also, this talker shall fetch from the USIM the identity of its ciphering algorithm to use on the new resource, as described in 3GPP TS 43.020.

In the case of a VGCS talker that is handover a dedicated channel, the setting of the Cipher Mode IE in the Handover Command message shall indicate if the dedicated resource  is ciphered. If the new resource is ciphered then the MS shall assume the following:

-
the Cipher Mode Setting IE shall indicate the identity of the ciphering algorithm to use on the dedicated channel;. If this information is not present the MS shall use the algorithm that was last used when on a ciphered dedicated channel.

-
the ciphering key sequence number shall be the same value as when the MS was last used on a ciphered dedicated channel

If included in the HANDOVER COMMAND message, the Additional Description of the Channel IE shall be ignored by a mobile station that does not support Repeated Downlink FACCH mode or if Repeated Downlink FACCH mode is not applicable (see sub-clause 3.1.1) to the channel mode resulting from the handover procedure. Otherwise, if the Repeated Downlink FACCH mode is applicable to the channel mode resulting from the handover procedure, an MS that supports Repeated Downlink FACCH mode shall consider the Repeated Downlink FACCH mode of the channel as:

-
enabled if the Additional Description of the Channel IE is included and indicates that Repeated Downlink FACCH mode is to be used.;

-
disabled if the Additional Description of the Channel IE is either not included or is included but indicates that Repeated Downlink FACCH mode is not to be used;

Note:  After enabling the Repeated Downlink FACCH mode of the channel the mobile station shall consider it to be in effect for the duration of the TCH allocation unless otherwise indicated by a subsequent CHANNEL MODE MODIFY message received for that TCH.
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3.4.6.1
Normal channel mode modify procedure

3.4.6.1.1
Initiation of the channel mode modify procedure

The network initiates the procedure by sending a CHANNEL MODE MODIFY message to the mobile station. This message contains:

-
a channel description of the channel(s) on which the mode in the CHANNEL MODE MODIFY message shall be applied; and

-
the mode to be used on that channel, or on all the channels of a channel set in a multislot configuration.

-
Optionally, when the channel mode indicates that a multi-rate speech codec must be applied, the MultiRateconfiguration to be used. The MultiRateConfiguration IE defines the set of codec modes and related information to use after the mode modify procedure.

-
Optionally, the Additional Description of the Channel IE to indicate whether or not the Repeated Downlink FACCH mode (see 3GPP TS 44.006) is to be used on an allocated TCH. 

If the channel mode is changed from a non multi-rate speech codec to a multi-rate speech codec, the CHANNEL MODE MODIFY message shall contain the MultiRate Configuration IE, which defines the set of codec modes and related information to use as a new mode.

If the old channel mode and the new channel mode are both multi-rate speech codec, the MultiRate Configuration IE may not be present. If not present, the MS shall go on with the current multi-rate speech configuration.
If included in the CHANNEL MODE MODIFY message, the Additional Description of the Channel IE shall be ignored by an MS that does not support Repeated Downlink FACCH mode or if Repeated Downlink FACCH mode is not applicable (see sub-clause 3.1.1) to the channel mode resulting from the channel mode modify procedure. Otherwise, if the Repeated Downlink FACCH mode is applicable to the channel mode resulting from the channel mode modify procedure, an MS that supports Repeated Downlink FACCH mode shall consider the Repeated Downlink FACCH mode of the channel as:
-
enabled if the Additional Description of the Channel IE is included and indicates that Repeated Downlink FACCH mode is to be used;
-
disabled if the Additional Description of the Channel IE is included and indicates that Repeated Downlink FACCH mode is not to be used;
-
unchanged if the Additional Description of the Channel IE is not included.
Note:  After enabling the Repeated Downlink FACCH mode of the channel the mobile station shall consider it to be in effect for the duration of the TCH allocation unless otherwise indicated by a subsequent CHANNEL MODE MODIFY message received for that TCH.
3.4.6.1.2
Completion of channel mode modify procedure

When it has received the CHANNEL MODE MODIFY message, the mobile station sets the mode for the indicated channel, and if that is in a multislot configuration, for the whole channel set, updates the Repeated Downlink FACCH mode as indicated if applicable to the resulting channel mode and then replies by a CHANNEL MODE MODIFY ACKNOWLEDGE message indicating the ordered channel mode.

This applies whether the mode commanded by the CHANNEL MODE MODIFY is different from the one used by the mobile station or whether it is already in use.

Next Modified Section

3.4.22.1.1
Entering the dual transfer mode

While in dedicated mode, the establishment of an uplink packet resource may be initiated by the RR entity of the mobile station using the packet request procedure. The procedure is triggered by a request from upper layers to transfer an LLC PDU; see 3GPP TS 24.007. The request from upper layers specifies:

-
TLLI;

-
radio priority;

-
RLC mode associated with the packet transfer;

-
LLC frame type;

-
establishment cause;

-
QoS information for the requested packet session; and

-
optionally, the PFI.

Upon such a request, the RR entity of the mobile station:

-
if access to the network is allowed (sub-clause 3.4.22.1.1.1), it initiates the packet request procedure as defined in sub-clause 3.4.22.1.1.2;

-
otherwise, it rejects the request.

If the request from upper layers indicates any signalling procedure the acknowledged RLC mode shall be used.

3.4.22.1.1.1
Permission to access the network

Access to the network is allowed if dual transfer mode is supported in the cell.

NOTE:
belonging to an authorised access class or special class, radio priority level and LSA permission are not considered since they only apply to a mobile station in idle mode.

3.4.22.1.1.2
Initiation of establishment of the packet request procedure

The mobile station initiates the establishment the packet resource by sending a DTM REQUEST message on the main DCCH.

The DTM REQUEST message contains:

-
TLLI;

-
Channel Request Description 2;

-
Packet establishment cause which indicates, as applicable, a request to send user data, cell update, page response or a mobility management message; and

-
PFI, if a PFC exists for the LLC data to be transferred.

Having sent the DTM REQUEST message, the mobile station starts timer T3148.

3.4.22.1.1.3
Answer from the network

3.4.22.1.1.3.1
Packet assignment

On receipt of a DTM REQUEST message the network may allocate an uplink packet resource. The packet uplink resource is assigned to the mobile station in one of the DTM assignment messages:

-
DTM ASSIGNMENT COMMAND; or

-
PACKET ASSIGNMENT.

These messages are sent in acknowledged mode. The DTM ASSIGNMENT COMMAND message may be sent on the SDCCH and on the FACCH. The PACKET ASSIGNMENT message shall be sent only on FACCH. If frequency hopping is applied, the mobile station shall use the cell allocation defined for the cell to decode the mobile allocation.

The allocation of the uplink packet resource may imply the reallocation of the resource for the RR connection. In this case, the DTM ASSIGNMENT COMMAND message is used and the timer T3107 is started on the network side. The DTM ASSIGNMENT COMMAND message shall not be used to change to a dependent configuration.

When sending the DTM ASSIGNMENT COMMAND message on the network side, and when receiving it on the mobile station side, all transmission of signalling layer messages except for those RR messages needed for this procedure and for abnormal cases is suspended until resumption is indicated. These RR messages can be deduced from sub-clauses 3.4.22.1 and 8.8 Radio Resource management.

The PACKET ASSIGNMENT message is only used when the packet resource is a PDCH and no reallocation of the RR connection is needed.

On receipt of:

-
DTM ASSIGNMENT COMMAND message; or

-
PACKET ASSIGNMENT message;

the mobile station shall stop T3148.

If the received DTM ASSIGNMENT COMMAND or PACKET ASSIGNMENT message includes uplink packet resources, the mobile station shall proceed with the packet access. If the received message includes downlink packet resources and no uplink packet resources, the mobile station shall abort the packet access procedure and proceed with the procedure specified in sub-clause 3.4.22.3, and then attempt an establishment of uplink TBF, using the applicable procedure specified in 3GPP TS 44.060.

If the network supports multiple TBF procedures, it shall indicate this support in the Multiple TBF Capability field in the GPRS Cell Options IE included in the DTM Assignment Command and the Packet Assignment messages. 

Upon receipt of the DTM ASSIGNMENT COMMAND message, the mobile station initiates a local end release of link layer connections, disconnects the physical channels, commands the switching to the assigned channel and initiates the establishment of lower layer connection (this includes the activation of the channel, their connection and the establishment of the main signalling link).

If the channel mode to be applied corresponds to an initial assignment of a multi-rate speech codec, the DTM ASSIGNMENT COMMAND message shall contain the MultiRate Configuration IE, which defines the set of codec modes and related information to use on the new channel.

If the assignment is related to an assignment from a multi-rate speech codec to a multi-rate speech codec, the MultiRate Configuration IE shall be included in the DTM ASSIGNMENT COMMAND message in the case of full rate to half rate change. If not included in this case, the mobile station shall behave as if the MultiRate Configuration IE was inconsistent. If not included in other cases, the MS shall use on the new channel the AMR configuration it was using on the old channel when it received the DTM ASSIGNMENT COMMAND message.

If included in the DTM ASSIGNMENT COMMAND message, the Additional Description of the Channel IE shall be ignored by an MS that does not support Repeated Downlink FACCH mode or if Repeated Downlink FACCH mode is not applicable (see sub-clause 3.1.1) to the channel mode resulting from the packet access procedure. Otherwise, if the Repeated Downlink FACCH mode is applicable to the channel mode resulting from the packet access procedure, an MS that supports Repeated Downlink FACCH mode shall consider the Repeated Downlink FACCH mode of the channel as:

-
enabled if the Additional Description of the Channel IE is included and indicates that Repeated Downlink FACCH mode is to be used;

-
disabled if the Additional Description of the Channel IE is included and indicates that Repeated Downlink FACCH mode is not to be used;
-
unchanged if the Additional Description of the Channel IE is not included.

Note:  After enabling the Repeated Downlink FACCH mode of the channel the mobile station shall consider it to be in effect for the duration of the TCH allocation unless otherwise indicated by a subsequent CHANNEL MODE MODIFY message received for that TCH.
Next Modified Section 

9.1.2
Assignment command

This message is sent on the main DCCH by the network to the mobile station to change the channel configuration to another independent dedicated channel configuration, when no timing adjustment is needed. See table 9.1.2.1.

Message type:
ASSIGNMENT COMMAND

Significance:
dual

Direction:
network to mobile station

Table 9.1.2.1: ASSIGNMENT COMMAND message content

	IEI
	Information element
	Type / Reference
	Presence
	Format
	length

	
	RR management
Protocol Discriminator
	Protocol Discriminator
10.2
	M
	V
	½

	
	Skip Indicator
	Skip Indicator
10.3.1
	M
	V
	½

	
	Assignment command
Message Type
	Message Type
10.4
	M
	V
	1

	
	Description of the First Channel, after time
	Channel Description 2
10.5.2.5a
	M
	V
	3

	
	Power Command
	Power Command
10.5.2.28
	M
	V
	1

	05
	Frequency List, after time
	Frequency List
10.5.2.13
	C
	TLV
	4-132

	62
	Cell Channel Description
	Cell Channel Description
10.5.2.1b
	O
	TV
	17

	10
	Description of the multislot configuration
	Multislot Allocation
10.5.2.21b
	C
	TLV
	3-12

	63
	Mode of the First Channel (Channel Set 1)
	Channel Mode
10.5.2.6
	O
	TV
	2

	11
	Mode of Channel Set 2
	Channel Mode
10.5.2.6
	O
	TV
	2

	13
	Mode of Channel Set 3
	Channel Mode
10.5.2.6
	O
	TV
	2

	14
	Mode of Channel Set 4
	Channel Mode
10.5.2.6
	O
	TV
	2

	15
	Mode of Channel Set 5
	Channel Mode
10.5.2.6
	O
	TV
	2

	16
	Mode of Channel Set 6
	Channel Mode
10.5.2.6
	O
	TV
	2

	17
	Mode of Channel Set 7
	Channel Mode
10.5.2.6
	O
	TV
	2

	18
	Mode of Channel Set 8
	Channel Mode
10.5.2.6
	O
	TV
	2

	64
	Description of the Second Channel, after time
	Channel Description
10.5.2.5
	O
	TV
	4

	66
	Mode of the Second Channel
	Channe l Mode 2
10.5.2.7
	O
	TV
	2

	72
	Mobile Allocation, after time
	Mobile Allocation
10.5.2.21
	C
	TLV
	3-10

	7C
	Starting Time
	Starting Time
10.5.2.38
	O
	TV
	3

	19
	Frequency List, before time
	Frequency List
10.5.2.13
	C
	TLV
	4-132

	1C
	Description of the First Channel, before time
	Channel Description 2
10.5.2.5a
	O
	TV
	4

	1D
	Description of the Second Channel, before time
	Channel Description
10.5.2.5
	O
	TV
	4

	1E
	Frequency channel sequence before time
	Frequency channel sequence
10.5.2.12
	C
	TV
	10

	21
	Mobile Allocation, before time
	Mobile Allocation
10.5.2.21
	C
	TLV
	3-10

	9-
	Cipher Mode Setting
	Cipher Mode Setting
10.5.2.9
	O
	TV
	1

	01
	VGCS target mode Indication
	VGCS target mode Indication
10.5.2.42a
	O
	TLV
	3

	03
	Multi-Rate configuration
	MultiRate configuration
10.5.2.21aa
	O
	TLV
	4-8

	04
	VGCS Ciphering Parameters
	VGCS Ciphering Parameters

10.5.2.42b
	O
	TLV
	3-15

	C-
	Additional Description of the Channel
	Additional Channel Description
10.5.2.5b
	O
	TV
	1


Next Modified Section
9.1.5
Channel mode modify

This message is sent on the main DCCH by the network to the mobile station to request the setting of the mode for the indicated channel(s). The message can be used to change the channel mode of a Multislot Configuration which only contains one channel set. See table 9.1.5.1.

Message type:
CHANNEL MODE MODIFY

Significance:
local

Direction:
network to mobile station

Table 9.1.5.1: CHANNEL MODE MODIFY message content

	IEI
	Information element
	Type / Reference
	Presence
	Format
	length

	
	RR management
Protocol Discriminator
	Protocol Discriminator
10.2
	M
	V
	1/2

	
	Skip Indicator
	Skip Indicator
10.3.1
	M
	V
	1/2

	
	Channel Mode Modify
Message Type
	Message Type
10.4
	M
	V
	1

	
	Channel Description
	Channel Description 2
10.5.2.5a
	M
	V
	3

	
	Channel Mode
	Channel Mode
10.5.2.6
	M
	V
	1

	01
	VGCS target mode Indication
	VGCS target mode Indication
10.5.2.42a
	O
	TLV
	3

	03
	Multi-Rate 
configuration
	MultiRate configuration
10.5.2.21aa
	O
	TLV
	4-8

	04
	VGCS Ciphering Parameters
	VGCS Ciphering Parameters

10.5.2.42b
	O
	TLV
	3-15

	C-
	Additional Description of the Channel
	Additional Channel Description
10.5.2.5b
	O
	TV
	1


Next Modified Section
9.1.12e
DTM Assignment Command

This message is sent on the main DCCH or encapsulated in the PACKET CS COMMAND message on the PACCH (see 3GPP 44.060) by the network to the mobile station to change the channel configuration to a configuration with CS and packet connections when no timing adjustment is needed and reallocation of the CS timeslot is required. See table 9.1.12e.1.

Message type:
DTM ASSIGNMENT COMMAND

Significance:
dual

Direction:
network to mobile station

Table 9.1.12e.1: DTM ASSIGNMENT COMMAND message content

	IEI
	Information element
	Type / Reference
	Presence
	Format
	Length

	
	RR management Protocol Discriminator
	Protocol Discriminator
10.2
	M
	V
	1/2

	
	Skip Indicator
	Skip Indicator
10.3.1
	M
	V
	1/2

	
	DTM Assignment Command Message Type
	Message Type
10.4
	M
	V
	1

	
	CS Power Command
	Power Command
10.5.2.28
	M
	V
	1

	
	Description of the CS Channel
	Channel Description
10.5.2.5
	M
	V
	3

	
	GPRS broadcast information
	GPRS broadcast information
10.5.2.14d
	M
	LV
	7 - n

	10
	Cell Channel Description
	Cell Channel Description
10.5.2.1b
	O
	TV
	17

	11
	Channel mode
	Channel mode
10.5.2.6
	O
	TV
	2

	12
	Frequency List
	Frequency List
10.5.2.13
	C
	TLV
	4 - 132

	13
	Mobile Allocation
	Mobile Allocation
10.5.2.21
	C
	TLV
	3 - 10

	15
	Description of the Uplink Packet Channel Assignment
	RR Packet Uplink Assignment
10.5.2.25c
	O
	TLV
	3 - n

	16
	Description of the Downlink Packet Channel Assignment
	RR Packet Downlink Assignment
10.5.2.25d
	O
	TLV
	3 - n

	17
	Multi-Rate configuration
	MultiRate configuration
10.5.2.21aa
	O
	TLV
	4-8

	C-
	Additional Description of the Channel
	Additional Channel Description

10.5.2.5b
	O
	TV
	1


Next Modified Section
9.1.15
Handover command

This message is sent on the main DCCH by the network to the mobile station to change the dedicated channel configuration, timing adjustment needed. See table 9.1.15.1.

Message type:
HANDOVER COMMAND

Significance:
dual

Direction:
network to mobile station

Table 9.1.15.1: HANDOVER COMMAND message content

	IEI
	Information element
	Type / Reference
	Presence
	Format
	length

	
	RR management Protocol Discriminator
	Protocol Discriminator
10.2
	M
	V
	1/2

	
	Skip Indicator
	Skip Indicator
10.3.1
	M
	V
	1/2

	
	Handover Command Message Type
	Message Type
10.4
	M
	V
	1

	
	Cell Description
	Cell description
10.5.2.2
	M
	V
	2

	
	Description of the first channel, after time
	Channel Description 2
10.5.2.5a
	M
	V
	3

	
	Handover Reference
	Handover Reference
10.5.2.15
	M
	V
	1

	
	Power Command and Access type
	Power Command and Access type
10.5.2.28a
	M
	V
	1

	D-
	Synchronization Indication
	Synchronization Indication
10.5.2.39
	O
	TV
	1

	02
	Frequency Short List, after time
	Frequency Short List
10.5.2.14
	C
	TV
	 10

	05
	Frequency List, after time
	Frequency List
10.5.2.13
	C
	TLV
	 4-131

	62
	Cell Channel Description
	Cell Channel Description
10.5.2.1b
	C
	TV
	17

	10
	Description of the multislot configuration
	Multislot Allocation
10.5.2.21b
	C
	TLV
	 3-12

	63
	Mode of the First Channel(Channel Set 1))
	Channel Mode
10.5.2.6
	O
	TV
	 2

	11
	Mode of Channel Set 2
	Channel Mode
10.5.2.6
	O
	TV
	 2

	13
	Mode of Channel Set 3
	Channel Mode
10.5.2.6
	O
	TV
	 2

	14
	Mode of Channel Set 4
	Channel Mode
10.5.2.6
	O
	TV
	 2

	15
	Mode of Channel Set 5
	Channel Mode
10.5.2.6
	O
	TV
	 2

	16
	Mode of Channel Set 6
	Channel Mode
10.5.2.6
	O
	TV
	 2

	17
	Mode of Channel Set 7
	Channel Mode
10.5.2.6
	O
	TV
	 2

	18
	Mode of Channel Set 8
	Channel Mode
10.5.2.6
	O
	TV
	 2

	64
	Description of the Second Channel, after time
	Channel Description
10.5.2.5
	O
	TV
	 4

	66
	Mode of the Second Channel
	Channel Mode 2
10.5.2.7
	O
	TV
	 2

	69
	Frequency Channel Sequence, after time
	Frequency Channel Sequence
10.5.2.12
	C
	TV
	10

	72
	Mobile Allocation, after time
	Mobile Allocation
10.5.2.21
	C
	TLV
	3-10

	7C
	Starting Time
	Starting Time
10.5.2.38
	O
	TV
	 3

	7B
	Real Time Difference
	Time Difference
10.5.2.41
	C
	TLV
	 3

	7D
	Timing Advance
	Timing Advance
10.5.2.40
	C
	TV
	 2

	12
	Frequency Short List, before time
	Frequency Short List
10.5.2.14
	C
	TV
	10

	19
	Frequency List, before time
	Frequency List
10.5.2.13
	C
	TLV
	 4-131

	1C
	Description of the First Channel, before time
	Channel Description 2
10.5.2.5a
	O
	TV
	 4

	1D
	Description of the Second Channel, before time
	Channel Description
10.5.2.5
	O
	TV
	 4

	1E
	Frequency channel sequence before time
	Frequency channel sequence
10.5.2.12
	C
	TV
	10

	21
	Mobile Allocation, before time
	Mobile Allocation
10.5.2.21
	C
	TLV
	3-10

	9-
	Cipher Mode Setting
	Cipher Mode Setting
10.5.2.9
	O
	TV
	 1

	01
	VGCS target mode Indication
	VGCS target mode Indication
10.5.2.42a
	O
	TLV
	 3

	03
	Multi-Rate configuration
	MultiRate configuration
10.5.2.21aa
	O
	TLV
	 4-8

	76
	Dynamic ARFCN Mapping
	Dynamic ARFCN Mapping 10.5.2.11b
	O
	TLV
	6-34

	04
	VGCS Ciphering Parameters
	VGCS Ciphering Parameters

10.5.2.42b
	O
	TLV
	3-15

	51
	Dedicated Service Information
	Dedicated Service Information
10.5.2.59
	O
	TV
	2

	C-
	Additional Description of the Channel
	Additional Channel Description
10.5.2.5b
	O
	TV
	1


Next Modified Section

10.5.2.5b
Additional Channel Description

The purpose of Additional Channel Description information element is to give additional description of an allocated channel. 
The Additional Channel Description information element is coded as shown in figure 10.5.2.5b.1 and table 10.5.2.5b.1.

The Additional Channel Description is a type 1 information element.

	8
	7
	6
	5
	4
	3
	2
	1
	

	
	Additional Ch. Descr. IEI
	Spare
	FACCH  mode
	octet 1


Figure 10.5.2.5b.1: Additional Channel Description information element

Table 10.5.2.5b.1: Additional Channel Description information element

	FACCH mode (Octet 1 bit 1)

The FACCH mode field indicates whether the channel shall be set up in Repeated Downlink FACCH mode (see 3GPP TS 44.006). It is coded as follows:
Value

0
Channel shall not be set up in Repeated Downlink FACCH mode
1
Channel shall be set up in Repeated Downlink FACCH mode
The Repeated Downlink FACCH mode is only applicable on a TCH/F channel (excluding O-TCH and E-TCH channels) not operating in signalling-only mode. 
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