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A.4.3
Mobile Station Features

Table A.2: Mobile Station Features

	Item
	Mobile Station Feature
	Ref.
	Release
	Status
	Support
	Mnemonic

	70
	Support of GAN
	3GPP TS 44.318
	Rel-6
	C359
	
	TSPC_GAN


A.4.5
Bearer Services

The supplier of the implementation shall state the support of the implementation for each of the bearer services given in the table below.

Table A.4: Bearer Services

	Item
	Bearer Service
	Ref.
	Release
	Status
	Support
	Mnemonic

	2
	Bluetooth data rate
	3GPP TS 44.318
	Rel-6
	O
	
	TSPC_Serv_BS71

	3
	WLAN data rate
	3GPP TS 44.318
	Rel-6
	O
	
	TSPC_Serv_BS72


Table B.1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Status
	Supported

	83.1.1.1
	MS initiated GA-PSR TC activation
	Rel-6
	Applicable to all MSs supporting GAN
	C359
	

	83.1.2.1
	GA-PSR TC activation collision
	Rel-6
	Applicable to all MSs supporting GAN
	C359
	

	83.1.2.2
	UNC rejects GA-PSR TC activation
	Rel-6
	Applicable to all MSs supporting GAN
	C359
	

	83.1.3.1
	Processing of the GA-PSR TC activation request by the MS
	Rel-6
	Applicable to all MSs supporting GAN
	C359
	

	83.1.4.1
	GA-PSR TC activation collision
	Rel-6
	Applicable to all MSs supporting GAN
	C359
	

	83.1.4.2
	MS rejects GA-PSR TC activation when GPRS service is suspended
	Rel-6
	Applicable to all MSs supporting GAN
	C359
	

	83.1.4.3
	MS receives GA-PSR TC activation request while GA-PSR TC active
	Rel-6
	Applicable to all MSs supporting GAN
	C359
	

	83.1.5.1
	GA-PSR TC deactivation initiation by the MS
	Rel-6
	Applicable to all MSs supporting GAN
	C359
	

	83.1.6.1
	Uplink user data transfer while GA-PSR TC deactivation is in progress
	Rel-6
	Applicable to all MSs supporting GAN
	C359
	

	83.1.6.2
	Downlink user data transfer while GA-PSR TC deactivation is in progress
	Rel-6
	Applicable to all MSs supporting GAN
	C359
	

	83.1.6.3
	Unexpected GA-PSR-DEACTIVATE-UTC-ACK response
	Rel-6
	Applicable to all MSs supporting GAN
	C359
	

	83.1.6.4
	Unexpected GA-PSR-ACTIVATE-UTC-REQ
	Rel-6
	Applicable to all MSs supporting GAN
	C359
	

	83.1.7.1
	GA-PSR TC deactivation initiation by the UNC
	Rel-6
	Applicable to all MSs supporting GAN
	C359
	

	83.1.8.1
	MS rejects GA-PSR TC deactivation
	Rel-6
	Applicable to all MSs supporting GAN
	C359
	

	83.1.8.2
	Uplink user data transfer is received while GA-PSR TC deactivation is in progress
	Rel-6
	Applicable to all MSs supporting GAN
	C359
	

	83.2.1.1
	MS initiates uplink GPRS user data transfer
	Rel-6
	Applicable to all MSs supporting GAN
	C359
	

	83.2.1.2
	UNC initiates downlink GPRS user data transfer
	Rel-6
	Applicable to all MSs supporting GAN
	C359
	

	83.2.2.1
	MS receives a downlink message and the GA-PSR TC is not active
	Rel-6
	Applicable to all MSs supporting GAN
	C359
	

	83.2.2.2
	MS receives a downlink message and the GA-PSR TC activation procedure is in progress
	Rel-6
	Applicable to all MSs supporting GAN
	C359
	

	83.3.1.1
	PS paging request processed by the MS
	Rel-6
	Applicable to all MSs supporting GAN
	C359
	

	83.4.1.1
	GPRS suspension initiation by the MS
	Rel-6
	Applicable to all MSs supporting GAN
	C359
	

	83.5.1.1
	Initiation of the downlink flow control and processing of the TU4003 timer expiry by the MS
	Rel-6
	Applicable to all MSs supporting GAN
	C359
	

	83.6.1.1
	Processing of the uplink flow control request by the MS
	Rel-6
	Applicable to all MSs supporting GAN
	C359
	

	83.6.2.1
	GA-PSR TC is not active
	Rel-6
	Applicable to all MSs supporting GAN
	C359
	


	C359
	IF A.2/70 THEN A ELSE N/A
	-- TSPC_GAN
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