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	CR 44.018-0479 rev 1: Correction of reference (Rel. 7)
	Vodafone
	7.2.5.4.5

	GP-052268
	CR 44.018-0497 rev 2: Editorial corrections to 44.018 (Rel-7)
	NEC
	7.2.5.4.5

	GP-052269
	CR 44.060-0692 rev 1: Clarification to expiry of T3170 and starting of timer T3182 (Rel-7)
	NEC
	7.2.5.4.5

	GP-052270
	CR 44.018-0499 rev 1: Clarification to expiry of T3146 (Rel-7)
	NEC
	7.2.5.4.5

	GP-052271
	CR 48.018-0157: Handling of START PS and UE RAC during PS Handover (Rel-6)
	Ericsson
	7.2.5.2.3, 7.1.5.4

	GP-052272
	CR 43.129-0008 rev 2: Transferring of UE RAC and START PS from the MS to the BSC (Rel-6)
	Ericsson
	7.2.5.2.3, 7.1.5.4

	GP-052273
	CR 48.018-0158: Handling of START PS and UE RAC during PS Handover (Rel-7)
	Ericsson
	7.2.5.2.3, 7.1.5.4

	GP-052274
	CR 44.060-0726: Removal of Establishment cause, Single block MBMS access” from EPCR (Rel-6)
	NEC
	7.2.5.4.5

	GP-052275
	CR 04.60-B142: CSN.1 Encoding of EGPRS ACK/NACK Description (R99)
	Siemens
	7.2.5.4.5

	GP-052276
	CR 44.060-0722: CSN.1 Encoding of EGPRS ACK/NACK Description (Rel-4)
	Siemens
	7.2.5.4.5

	GP-052277
	CR 44.060-0723: CSN.1 Encoding of EGPRS ACK/NACK Description (Rel-5)
	Siemens
	7.2.5.4.5

	GP-052278
	CR 44.060-0724: CSN.1 Encoding of EGPRS ACK/NACK Description (Rel-6)
	Siemens
	7.2.5.4.5

	GP-052279
	CR 44.060-0725: CSN.1 Encoding of EGPRS ACK/NACK Description (Rel-7)
	Siemens
	7.2.5.4.5

	GP-052280
	CR 48.018-0147 rev 1: Corrections to IMEI and Velocity Data IEs description (Rel-7)
	Nortel
	7.2.5.4.5

	GP-052281
	RF Test reduction WP
	Nokia
	

	GP-052282
	LS to PTCRB/GCF on current status of RF Test Reduction WP
	WG3
	

	GP-052283
	LS to PTCRB/GCF on WP test development on Extended Dynamic Allocation WITHDRAWN
	WG3
	

	GP-052284
	LS to PTCRB/GCF on status of WP for 8PSK AMR
	WG3
	

	GP-052285
	CR 51.010-1-3076 rev 2 Section 41.5.2.3 – MO CS Establishment whilst in packet transfer mode with uplink and downlink TBFs established (Rel-6)
	Rohde & Schwarz
	

	GP-052286
	CR 51.010-2-0285 rev 1 New 8-PSK AMR signalling test (Rel-6)
	Wavecom
	

	GP-052287
	CR 51.010-2-0287 rev 1 Annex B: Missing applicability for Extended Dynamic Allocation (Rel-6)
	Ericsson
	

	GP-052288
	Response to PTCRB on the development of tests for future features
	WG3
	

	GP-052289
	CR 51.010-1-3120 rev 1 Correction to sections 52.6.3 and 52.6.4 (EGPRS Packet Access for signalling / PCCCH case) (Rel-6)
	setcom
	

	GP-052290
	LS on WB AMR work plan
	WG3
	

	GP-052291
	CR 51.010-2-0298 rev 2 Introduction of a new RRLP Error Handling test cases for MS-based A-GPS Clause 70.9.4.x
	Qualcomm Europe
	

	GP-052252
	WG3#26 Meeting report
	WG3 Secretary
	

	GP-052293
	WG3#26 Chairman's report
	WG3 Chairman
	

	GP-052294
	G2-26 Chairmans Presentation
	Chairman
	8.2.1

	GP-052295
	G2-26 Meeting Report
	MCC
	8.2.1

	GP-052296
	Presentation from TSG GERAN WG1 (slides)
	Chairman WG1
	8.1.1

	GP-052297
	Report of TSG GERAN WG1 meeting during TSG GERAN #26
	MCC
	8.1.1

	GP-052298
	TR 50.099 GERAN Project plan v 0.46
	Rapporteur
	10

	GP-052299
	Output of drafting session on GERAN Evolution
	Rapporteur
	8.1.3

	GP-052300
	TR 50.099 GERAN Project plan v 0.47
	Rapporteur
	10

	GP-052301
	CR 44.031-0141: Means for selecting between different position determination approaches (Rel-7)
	Motorola
	7.2.5.2.4

	GP-052302
	CR 48.018-0156 rev 1: Incorrect MBMS Session Duration IE Coding (Rel-7)
	Vodafone
	7.2.5.2.2

	GP-052303
	CR 44.060-0692 rev 2: Clarification to expiry of T3170 and starting of timer T3182 (Rel-7) WITHDRAWN
	NEC
	7.2.5.4.5

	GP-052304
	CR 48.018-0157 rev 1: Handling of START PS and UE RAC during PS Handover (Rel-6)
	Ericsson
	7.2.5.2.3, 7.1.5.4

	GP-052305
	CR 48.018-0158 rev 1: Handling of START PS and UE RAC during PS Handover (Rel-7)
	Ericsson
	7.2.5.2.3, 7.1.5.4

	GP-052306
	CR 44.060-0709 rev 2: Alignment to stage 2 for support of the different types of PS handover  (Rel-6)
	Alcatel
	7.2.5.3.2

	GP-052307
	CR 44.060-0710 rev 2: Alignment to stage 2 for support of the different types of PS handover  (Rel-7)
	Alcatel
	7.2.5.3.2

	GP-052308
	CR 44.018-0483 rev 1: Indication of status of emergency mode in Notification/NCH (Rel-7)
	Siemens
	7.2.5.4.2

	GP-052309
	CR 44.018-0485 rev 2: Corrections to VGCS Additional Information (Rel-7)
	Siemens
	7.2.5.4.2

	GP-052310
	LS on Permeable-Layer Receiver
	G2
	7.2.6

	GP-052311
	CR 43.129-0017 rev 3 Clarification on the sending of PS Handover Access messages (Rel-6)
	Ericsson
	7.1.5.4

	GP-052312
	CR 43.318-0008 rev 1 Inter RAT Handover to GAN (Rel-6) WITHDRAWN
	Vodafone
	7.1.5.14

	GP-052313
	CR 45.008-0268 rev 1 Clarification of RXQUAL_EPC measurements (Rel-5)
	Ericsson
	7.1.5.16

	GP-052314
	CR 45.008-0269 rev 1 Clarification of RXQUAL_EPC measurements (Rel-6)
	Ericsson
	7.1.5.16

	GP-052315
	CR 43.055-0041 rev 2 Alignment of DTM stage 2 with stage 3 (Rel-6)
	NEC
	7.1.5.15, 7.2.5.4.5

	GP-052316
	CR 43.064-0031 rev 1 GPRS stage 2 alignment with stage 3 for 2 phase access procedure (Rel-6),
	NEC
	7.1.5.15

	GP-052317
	Not used
	
	

	GP-052318
	Not used
	
	

	GP-052319
	Not used
	
	

	GP-052320
	Not used
	
	

	GP-052321
	CR 44.060-0681 rev 3: Introduction of MBMS DOWNLINK ACK/NACK message (Rel-6)
	Nokia
	7.2.5.2.2

	GP-052322
	CR 44.060-0708 rev 2: Introduction of MBMS DOWNLINK ACK/NACK message (Rel-7)
	Nokia
	7.2.5.2.2

	GP-052323
	CR 44.018-0480 rev 2: Ciphering of VGCS subsequent talker (Rel-7)
	Siemens
	7.2.5.2.4

	GP-052324
	CR 44.018-0481 rev 2: Segmented notifications (Rel-6)
	Siemens
	7.2.5.2.4

	GP-052325
	CR 44.018-0482 rev 2: Segmented notifications (Rel-7)
	Siemens
	7.2.5.2.4

	GP-052326
	
	
	

	GP-052327
	
	
	

	GP-052328
	
	
	

	GP-052329
	
	
	

	GP-052330
	
	
	

	GP-052331
	
	
	

	GP-052332
	
	
	

	GP-052333
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