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14.4.8
Co-channel rejection - TCH/AFS

[…]
Table 14-52: Statistical test limits for DCS 1 800 and PCS 1 900 TU high with FH

	TU high FH



	1.8 and 1.9GHz
	frames per s
	Orig. BER
	Derived
	Target number
	Target test
	Target test time

	
	Channel
	bits per sec
	clas1b per s
	requirement
	test limit
	of samples
	 time (s)
	  (hh:mm:ss)

	AFS 12.2
	frames
	12200
	50
	0,027000
	0,033318
	10355
	207
	00:03:27

	
	Class1b
	12200
	8150
	0,016000
	0,019744
	17474
	2
	00:00:02

	AFS 10.2
	Frames
	10200
	50
	0,009800
	0,012093
	28528
	571
	00:09:31

	
	Class1b
	10200
	6950
	0,001700
	0,002098
	164458
	24
	00:00:24

	AFS 7.4
	Frames
	7400
	50
	0,000830
	0,001024
	336842
	6737
	01:52:17

	
	Class1b
	7400
	4350
	0,000200
	0,000247
	1397893
	321
	00:05:21

	AFS 6.7
	Frames @-3dB
	6700
	50
	0,008200
	0,010188
	34094
	682
	00:11:22

	
	Class1b@-3dB
	6700
	3950
	0,005100
	0,006293
	54819
	14
	00:00:14

	AFS 5.15
	Frames @-3dB
	5150
	50
	0,002600
	0,003208
	107530
	2151
	00:35:51

	
	Class1b@-3dB
	5150
	2700
	0,000720
	0,000888
	388304
	144
	00:02:24
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