Page 1



3GPP TSG-GERAN Meeting #27 
Tdoc (
GP-052502
Atlanta, US, Nov. 7-11

	CR-Form-v7.1

	CHANGE REQUEST

	

	(

	51.010-1
	CR
	3255
	(

rev
	-
	(

Current version:
	6.4.1
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	x
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	13.16.1 removal of vibration condition

	
	

	Source:
(

	Nokia

	
	

	Work item code:
(

	GPRS
	
	Date: (

	31/10/2005

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-6

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Ph2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)

     Rel-7
(Release 7)



	
	

	Reason for change:
(

	As part of the L1 performance test reduction plan, it is suggested to remove the requirement for vibration testing in chapter 13 test cases. The technology used today doesn’t show any problems with performance due to mechanical vibration, and thus this requirement wastes a lot of testing time.

	
	

	Summary of change:
(

	The requirement for vibration testing is removed from 13.16.1

	
	

	Consequences if 
(

not approved:
	Unnecessary long testing times

	
	

	Clauses affected:
(

	13.16.1

	
	

	
	Y
	N
	
	

	Other specs
(

	
	x
	 Other core specifications
(

	

	affected:
	
	x
	 Test specifications
	

	
	
	x
	 O&M Specifications
	

	
	

	Other comments:
(

	


How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at http://www.3gpp.org/specs/CR.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.

13.16
GPRS transmitter tests

13.16.1
Frequency error and phase error in GPRS multislot configuration

13.16.1.1
Definition and applicability

The frequency error is the difference in frequency, after adjustment for the effect of the modulation and phase error, between the RF transmission from the MS and either:

-
the RF transmission from the BS; or

-
the nominal frequency for the ARFCN used.

The phase error is the difference in phase, after adjustment for the effect of the frequency error, between the RF transmission from the MS and the theoretical transmission according to the intended modulation.

The requirements and this test apply to all types of GSM 400, GSM 700, GSM 850, GSM 900, DCS 1 800 and PCS 1 900 MS which are capable of GPRS multislot operation on the uplink.

13.16.1.2
Conformance requirement

1.
The MS carrier frequency shall be accurate to within 0,1 ppm compared to signals received from the BS.

1.1
Under normal conditions; 3GPP TS 05.10, subclause 6.1.


1.2
Under extreme conditions; 3GPP TS 05.10, subclause 6.1; 3GPP TS 05.05, subclause 4.4; 3GPP TS 05.05, annex D subclauses D.2.1 and D.2.2.

2.
The RMS phase error (difference between the phase error trajectory and its linear regression on the active part of the time slot) for each burst shall not be greater than 5 degrees.

2.1
Under normal conditions; 3GPP TS 05.05, subclause 4.6.


2.2
Under extreme conditions; 3GPP TS 05.05, subclause 4.6; 3GPP TS 05.05, annex D D.2.1, D.2.2.

3.
The maximum peak deviation during the useful part of each burst shall not be greater than 20 degrees.

3.1
Under normal conditions; 3GPP TS 05.05, subclause 4.6.


3.2
Under extreme conditions; 3GPP TS 05.05, subclause 4.6; 3GPP TS 05.05, annex D subclauses D.2.1 and D.2.2.

13.16.1.3
Test purpose

1.
To verify that in a multislot configuration the MS carrier frequency error does not exceed 0.1 ppm:

1.1
Under normal conditions.


1.2
Under extreme conditions.

2.
To verify that the RMS phase error on the useful parts of the bursts transmitted by the MS in a multislot configuration does not exceed conformance requirement 2:

2.1
Under normal conditions.


2.2
Under extreme conditions.

3.
To verify that the maximum phase error on the useful parts of the bursts transmitted by the MS in a multislot configuration does not exceed conformance requirement 3:

3.1
Under normal conditions.


3.2
Under extreme conditions.

13.16.1.4
Method of the test

NOTE:
In order to measure the accuracy of the frequency and phase error a sampled measurement of the transmitted phase trajectory is obtained. This is compared with the theoretically expected phase trajectory. The regression line of the difference between the expected trajectory and the measured trajectory is an indication of the frequency error (assumed constant through the burst), whilst the departure of the phase differences from this trajectory is a measure of the phase error. The peak phase error is the value furthest from the regression line and the RMS phase error is the root mean square average of the phase error of all samples.

13.16.1.4.1
Initial conditions
The test shall be run under the default GPRS conditions defined in clause 40, with power control parameter ALPHA (α) set to 0.

The SS commands the MS to hopping mode (table 13.6.1, 3GPP TS 11.10).

NOTE:
It is not necessary to test in hopping mode but is done here as a simple means of making the MS change channel, it would be sufficient to test in non hopping mode and to make sure bursts are taken from a few different channels.

The MS shall be operated with it's highest number of uplink slots.

The Test Mode defined in 3GPP TS 04.14 (subclause 5.4) will be utilised. If the MS is capable of both:

Mode (a)
transmitting pseudo-random data sequence in RLC data blocks;

Mode (b)
transmitting looped-back RLC data blocks;

then Mode (a) will be used.

If Mode (b) is used then the SS sends the psuedo-random data sequence specified for Mode (a) on the downlink for loopback on the uplink.

13.16.1.4.2
Procedure 

a)
For one transmitted burst on the last slot of the multislot configuration, the SS captures the signal as a series of phase samples over the period of the burst. These samples are evenly distributed over the duration of the burst with a minimum sampling rate of 2/T, where T is the modulation symbol period. The received phase trajectory is then represented by this array of at least 294 samples.

b)
The SS then calculates, from the known bit pattern and the formal definition of the modulator contained in 3GPP TS 05.04, the expected phase trajectory.

c)
From a) and b) the phase trajectory error is calculated, and a linear regression line computed through this phase trajectory error. The slope of this regression line is the frequency error of the mobile transmitter relative to the simulator reference. The difference between the regression line and the individual sample points is the phase error of that point.

c.1)
The sampled array of at least 294 phase measurements is represented by the vector:


(m = (m(0)...(m(n)


where the number of samples in the array n+1 ( 294.

c.2)
The calculated array, at the corresponding sampling instants, is represented by the vector:


(c = (c(0)...(c(n).

c.3)
The error array is represented by the vector:


(e = {(m(0) - (c(0)}.........{(m(n) - (c(n)} = (e(0)...(e(n).

c.4)
The corresponding sample numbers form a vector t = t(0)...t(n).

c.5)
By regression theory the slope of the samples with respect to t is k where:
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c.6)
The frequency error is given by k/(360 * g), where g is the sampling interval in s and all phase samples 

are measured in degrees.

c.7)
The individual phase errors from the regression line are given by:


(e(j) - k*t(j).

c.8)
The RMS value (e of the phase errors is given by:
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d)
Steps a) to c) are repeated for 20 bursts, not necessarily contiguous.

e)
The SS instructs the MS to its maximum power control level by setting the power control parameter ALPHA (() to 0 and GAMMA_TN ((CH) for each timeslot to the desired power level in the Packet Uplink Assignment message (Closed Loop Control, see 3GPP TS 05.08, clause B.2), all other conditions remaining constant. Steps a) to d) are repeated.

f)
The SS instructs the MS to the minimum power control level, all other conditions remaining constant. Steps a) to d) are repeated.





g)
Steps a) to f) are repeated under extreme test conditions (see annex 1, TC2.2).

13.16.1.5.1
Frequency error

For all measured bursts, the frequency error, derived in step c.6), shall be less than 10E-7.

13.16.1.5.2
Phase error

For all measured bursts, the RMS phase error, derived in step c.8), shall not exceed 5 degrees.

For all measured bursts, each individual phase error, derived in step c.7), shall not exceed 20 degrees.
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