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	Reason for change:
(

	The current specifications require that a mobile station receiving an MBMS session shall listen to the (P)BCCH in parallel to the MBMS p-t-m bearer, in order to receive system information and CS and/or PS paging messages. This, in turn, puts strict requirements on the location on the MBMS p-t-m bearer in order to insure that the mobile stations, with the required multislot capabilities for an MBMS capable mobile station, can receive both the MBMS p-t-m bearer and the (P)BCCH.

In a typical scenario where MBMS p-t-m bearers (using feedback) are located on a carrier with frequency hopping (not on the BCCH carrier), only 3 time slots per carrier would then be possible to use for MBMS. In other words, an MBMS session could not run on more than 3 time slots and an operator could not have more than one (“high bandwidth”) MBMS session per carrier.

The existing requirement on an MBMS capable mobile station, i.e. to support reception of an MBMS session on 4 timeslots, will then not be used in a real network.

	
	

	Summary of change:
(

	The possibility to have MBMS p-t-m bearers where system information and CS and/or PS paging messages are transferred on the PACCH/D is introduced. The mobile station does then not need to listen to the (P)BCCH in parallel to such a bearer. Some clarifications are therefore introduced in this specification.
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not approved:
	It would not (in a typical scenario) be possible to use more than 3 time slots on a carrier for MBMS data and an MBMS session could then not be run on more than 3 time slots.

The existing requirement on an MBMS capable mobile station, i.e. to support reception of an MBMS session on 4 timeslots, will not be used in a real network. There will then be unnecessarily strong requirements on the mobile station.

The strict requirements on the location on the MBMS p-t-m bearer would remain.
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********************** First modified section **************************

3.3.2.1.3
Paging initiation using PACCH

Paging initiation using PACCH, see 3GPP TS 44.060, applies to a mobile station in packet transfer mode or in broadcast/multicast receive mode.

The paging initiation procedure and the message used to carry paging related information on PACCH are specified in 3GPP TS 44.060.

********************** Next modified section **************************

3.5.4.1
General

If access to the network is allowed (sub-clause 3.5.2.1.1), the MBMS packet access is done according to the procedures defined in sub-clauses 3.5.2.1.2 and 3.5.2.1.3, using the single block MBMS access option.

The initiation of the MBMS packet access procedure is defined in 3GPP TS 44.060.

A mobile station shall continue to monitor its paging subchannel on CCCH for PAGING REQUEST messages indicating an establishment of RR connection or a packet paging procedure during the MBMS packet access procedure. A mobile station shall abort the MBMS packet access procedure at the receipt of a PAGING REQUEST message indicating an establishment of RR connection or a packet paging procedure.
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