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	CR 51.010-1-3244 22.8 corrections to the test procedure  (Rel-6)
	Nokia
	7.3.5.1.3

	GP-052465
	CR 51.010-1-3245 test reduction, removal of test cases 13.6, 13.7 and 13.8 (Rel-6)
	Nokia
	7.3.5.1.1

	GP-052466
	CR 51.010-2-0309 part2 test reduction, removal of test cases 13.6, 13.7 and 13.8 (Rel-6)
	Nokia
	7.3.5.10

	GP-052467
	CR 51.010-2-0310 part2 test reduction, change of applicability for 13.1, 13.3 and 13.4 (Rel-6)
	Nokia
	7.3.5.10

	GP-052468
	CR 51.010-1-3246 14.5.1.2 & 14.5.1.3 correction to purpose (Rel-6)
	Nokia
	7.3.5.1.1

	GP-052469
	CR 51.010-1-3247 14.18.3 corrections to the test procedure (Rel-6)
	Nokia
	7.3.5.1.3

	GP-052470
	CR 51.010-2-0311 Separate PICS for GPRS EDA and EGPRS EDA required (Rel-6)
	Rohde & Schwarz
	7.3.5.10

	GP-052471
	CR 51.010-2-0312 PICS for Multiple TBF Release 6 feature missing (Rel-6)
	Rohde & Schwarz
	7.3.5.10

	GP-052472
	CR 51.010-1-3248 section 47.3.1.3.1 Branch A and B redundant (Rel-6)
	Rohde & Schwarz
	7.3.5.2.8

	GP-052473
	CR 51.010-1-3249 section 44.2.10 Incorrect note in Contents of Attach Request message (Rel-6)
	Rohde & Schwarz
	7.3.5.2.5

	GP-052474
	CR 51.010-1-3250 Section 53.1.1.19 Correction of test procedure (Rel-6) WITHDRAWN
	Rohde & Schwarz
	7.3.5.3.4

	GP-052475
	CR 51.010-1-3251 section 26.9.7 PCS1900 MA list incorrect (Rel-6)
	Rohde & Schwarz
	7.3.5.6

	GP-052476
	CR 51.010-1-3252 section 42.9.2.1.1 Incorrect step reference in comments of step 21 (Rel-6)
	Rohde & Schwarz
	7.3.5.2.3

	GP-052477
	CR 44.018-0510 Corrections to UTRAN TDD cell information for 1.28Mcps TDD (Rel-4)
	TD Tech Ltd.
	7.2.5.1

	GP-052478
	CR 44.018-0511 Corrections to UTRAN TDD cell information for 1.28Mcps TDD (Rel-5)
	TD Tech Ltd.
	7.2.5.1

	GP-052479
	CR 44.018-0512 Corrections to UTRAN TDD cell information for 1.28Mcps TDD (Rel-6)
	TD Tech Ltd.
	7.2.5.1

	GP-052480
	CR 44.018-0513 Corrections to UTRAN TDD cell information for 1.28Mcps TDD (Rel-7)
	TD Tech Ltd.
	7.2.5.1

	GP-052481
	CR 44.060-0741 Corrections to UTRAN TDD cell information for 1.28Mcps TDD (Rel-4)
	TD Tech Ltd.
	7.2.5.1

	GP-052482
	CR 44.060-0742 Corrections to UTRAN TDD cell information for 1.28Mcps TDD (Rel-5)
	TD Tech Ltd.
	7.2.5.1

	GP-052483
	CR 44.060-0743 Corrections to UTRAN TDD cell information for 1.28Mcps TDD (Rel-6)
	TD Tech Ltd.
	7.2.5.1

	GP-052484
	CR 44.060-0744 Corrections to UTRAN TDD cell information for 1.28Mcps TDD (Rel-7)
	TD Tech Ltd.
	7.2.5.1

	GP-052485
	CR 44.005-0002 Inclusion of SACCH and SDCCH (Rel-7)
	LG Electronics
	7.2.5.3.5

	GP-052486
	CR 44.018-0514 Provision of MBMS parameters in “GPRS cell options” inband to CS connected DTM capable MS (Rel-6)
	NEC
	7.2.5.2.2

	GP-052487
	CR 44.018-0515 Provision of MBMS parameters in “GPRS cell options” inband to CS connected DTM capable MS (Rel-7)
	NEC
	7.2.5.2.2

	GP-052488
	CR 44.060-0745 Clarification to LINK_QUALITY_MEASUREMENT_MODE interpretation (Rel-7)
	NEC
	7.2.5.3.5, 7.1.5.3

	GP-052489
	CR 44.060-0746 Clarification to N3104 counting procedures for EGPRS header type 1 RLC blocks (Rel-7)
	NEC
	7.2.5.3.5

	GP-052490
	CR 44.031–0142 Correction to the velocity request encoding (Rel-7)
	Qualcomm Europe
	7.2.5.3.4

	GP-052491
	CR 44.031–0143 Fractional Chips definition contradiction (Rel-7)
	Qualcomm Europe
	7.2.5.2.5

	GP-052492
	CR 44.060-0747 Correction to MBMS notification for mobile stations in DTM (Rel-6)
	Telecom Italia S.p.A.
	7.2.5.2.2

	GP-052493
	CR 44.060-0748 Correction to MBMS notification for mobile stations in DTM (Rel-7)
	Telecom Italia S.p.A.
	7.2.5.2.2

	GP-052494
	CR 44.060-0749 Correction to the MS_ID Request Indication field (Rel-6)
	Telecom Italia S.p.A.
	7.2.5.2.2

	GP-052495
	CR 44.060-0750 Correction to the MS_ID Request Indication field (Rel-7)
	Telecom Italia S.p.A.
	7.2.5.2.2

	GP-052496
	CR 44.060-0751 Correction to the conditions triggering MBMS non-DRX mode (Rel-6)
	Telecom Italia S.p.A.
	7.2.5.2.2

	GP-052497
	CR 44.060-0752 Correction to the conditions triggering MBMS non-DRX mode (Rel-7)
	Telecom Italia S.p.A.
	7.2.5.2.2

	GP-052498
	CR 45.008-0281 Improvement of cell reselection to UTRAN with unsuitable neighbour cells (Rel-6)
	T-Mobile
	7.1.5.15

	GP-052499
	CR 45.008-0282 Improvement of cell reselection to UTRAN with unsuitable neighbour cells (Rel-7)
	T-Mobile
	7.1.5.15

	GP-052500
	CR 51.010-1-3253 13.1 removal of vibration condition (Rel-6)
	Nokia
	7.3.5.1.1

	GP-052501
	CR 51.010-1-3254 13.6 removal of vibration condition (Rel-6)
	Nokia
	7.3.5.1.1

	GP-052502
	CR 51.010-1-3255 13.16.1 removal of vibration condition (Rel-6)
	Nokia
	7.3.5.1.2

	GP-052503
	CR 51.010-1-3256 13.17.1 removal of vibration condition (Rel-6)
	Nokia
	7.3.5.1.3

	GP-052504
	CR 51.010-5-0024 Update for latest version of TTCN (Rel-6)
	STF 272
	7.3.5.11

	GP-052505
	MCC Task 272 November 05 Report
	STF 272
	7.3.5.11

	GP-052506
	CR 51.010-5-0025 Correction of approved WI-012 test case 20.22.29 (Rel-6)
	STF 272
	7.3.5.11

	GP-052507
	CR 51.010-5-0026 Corrections to approved GCF WI-10 P4 test cases 60.1 and 60.3a (Rel-6)
	STF 272
	7.3.5.11

	GP-052508
	CR 51.010-5-0027 Corrections to approved IR_G test case 60.3a (Rel-6)
	STF 272
	7.3.5.11

	GP-052509
	CR 51.010-5-0028 Correction to the IR_G test case 60.6 (Rel-6)
	STF 272
	7.3.5.11

	GP-052510
	CR 51.010-5-0029 Summary of regression errors in the wk36 IR_G ATS (Rel-6)
	STF 272
	7.3.5.11

	GP-052511
	CR 51.010-5-0030 Summary of regression results for wk36 version of IR_G ATS V6.3.0 (Rel-6)
	STF 272
	7.3.5.11

	GP-052512
	CR 51.010-5-0031 Summary of regression errors in the wk38 IR_G ATS (Rel-6)
	STF 272
	7.3.5.11

	GP-052513
	CR 51.010-5-0032 Summary of regression errors in the wk38 ATS (Rel-6)
	STF 272
	7.3.5.11

	GP-052514
	CR 44.060-0753 Correction to Dynamic Allocation struct in Packet Timeslot Reconfigure (Rel-6)
	Nokia
	7.2.5.2.5

	GP-052515
	CR 44.060-0754 Correction to Dynamic Allocation struct in Packet Timeslot Reconfigure (Rel-7)
	Nokia
	7.2.5.3.6

	GP-052516
	CR 44.318-0015 RTP packets (Rel-6)
	Nokia
	7.2.5.2.3

	GP-052517
	EGPRS Performance with DARP and MSRD
	Motorola
	7.1.5.5

	GP-052518
	CR 51.010-1-3260 Section 21.4.3 – Editorial Correction To Surplus Statement Added In Recent Update (R98)
	Qualcomm Europe S.A.R.L.
	7.3.5.1.1

	GP-052519
	CR 51.010-1-3261 Sections 42.4.5.3  Need To Allow Multiple Packet SI Status Messages (Rel-4)
	Qualcomm Europe S.A.R.L.
	7.3.5.2.3

	GP-052520
	CR 51.010-1-3262 Section 44.2.2.1.7 - Invalid Test Requirement Set After The Detach Procedure (R97)
	Qualcomm Europe S.A.R.L.
	7.3.5.2.5

	GP-052521
	CR 51.010-2-0314 Section 42.3.3.1.3  - Should Only Apply From Rel-6 And Onwards (R97)
	Qualcomm Europe S.A.R.L.
	7.3.5.10

	GP-052522
	CR 45.008-0283 Removal of cell selection requirement at MS switch on (Rel-7)
	Ericsson
	7.1.5.16

	GP-052523
	CR 51.010-1-3263 26.1.1 - Use of 3 digit MNC in GSM 700, GSM850 (Rel-6)
	Anite
	7.3.5.8

	GP-052524
	CR 051.010-1-3257 Section 41.5.1.1.1.4, 47.3.4.1 and 47.3.4.2 (Rel-6)
	Nokia
	7.3.5.2.8

	GP-052525
	CR 051.010-1-3258 Deletion of testcases 52.1.2.2.1 and 52.1.2.2.6 (Rel-6)
	Nokia
	7.3.5.3.3

	GP-052526
	CR 051.010-1-3259 Deletion of section 52.5.5 “Downlink Transfer / Reestablishment” (Rel-6)
	Nokia
	7.3.5.3.3

	GP-052527
	CR 051.010-2-0313 Removal of testcases 52.1.2.2.1, 51.1.2.2.6, 52.5.5.1, 52.5.5.2 and 52.5.5.3 from table B1 (Rel-6)
	Nokia
	7.3.5.10

	GP-052528
	CR 43.055-0044 RR connection establishment using enhanced DTM CS establishment in response to an encapsulated DTM ASSIGNMENT message (Rel-6)
	Nokia
	7.1.5.16

	GP-052529
	CR 44.060-0755 Correction to list reference in the MBMS DOWNLINK ACK/NACK message (Rel-6)
	Nokia
	7.2.5.2.2

	GP-052530
	CR 44.060-0756 Correction to list reference in the MBMS DOWNLINK ACK/NACK message (Rel-7)
	Nokia
	7.2.5.2.2

	GP-052531
	CR 44.060-0757 Correction to the rules of reporting neighbouring cells in the MBMS DOWNLINK ACK/NACK message (Rel-6)
	Nokia
	7.2.5.2.2

	GP-052532
	CR 44.060-0758 Correction to the rules of reporting neighbouring cells in the MBMS DOWNLINK ACK/NACK message (Rel-7)
	Nokia
	7.2.5.2.2

	GP-052533
	CR 44.060-0759 Inclusion of (BCCH) ARFCN to the PS Handover Radio Resources IE (Rel-6)
	Nokia
	7.2.5.2.4

	GP-052534
	CR 44.060-0760 Inclusion of (BCCH) ARFCN to the PS Handover Radio Resources IE (Rel-7)
	Nokia
	7.2.5.2.4

	GP-052535
	Comments regarding candidate proposals for GERAN Evolution
	Panasonic
	6.2

	GP-052536
	Signalling Transport for MSC in Pool
	Ericsson
	7.2.5.1

	GP-052537
	MBMS cell reselection enhancement
	Ericsson
	7.2.5.2.2

	GP-052538
	MBMS transfer mode concept
	Ericsson
	7.1.5.7, 7.2.5.2.2

	GP-052539
	CR 43.246-0038: MBMS transfer mode (Rel-6)
	Ericsson
	7.1.5.7, 7.2.5.2.2

	GP-052540
	CR 43.318-0010: Clarifications to GAN Stage 2 (Rel-6)
	Ericsson
	7.1.5.14, 7.2.5.2.3

	GP-052541
	CR 43.129-0026: Removal of FFSes related to NAS container (Rel-6)
	Ericsson
	7.1.5.4, 7.2.5.2.4

	GP-052542
	CR 43.129-0027: Security clean-up (Rel-6)
	Ericsson
	7.1.5.4, 7.2.5.2.4

	GP-052543
	CR 43.129-0008 rev4: Transferring of UE RAC and START PS from the MS to the BSC (Rel-6)
	Ericsson
	7.1.5.4, 7.2.5.2.4

	GP-052544
	CR 43.129-0028: Various corrections to TS 43.129 (Rel-6)
	Ericsson
	7.1.5.4, 7.2.5.2.4

	GP-052545
	Service and Congestion triggered Inter-RAT PS Handovers
	Ericsson
	7.2.5.2.4

	GP-052546
	GERAN evolution – service gains using reduced TTI and ACK/NACK enhancements
	Ericsson
	7.1.5.5, 7.2.5.3.3

	GP-052547
	GERAN evolution – On multiplexing legacy mobile stations and shorter TTI enabled mobile stations on same PDTCH
	Ericsson
	7.1.5.5, 7.2.5.3.3

	GP-052548
	GERAN evolution – Event based ACK/NACK performance result (replaced by GP-052901)
	Ericsson
	7.1.5.5, 7.2.5.3.3

	GP-052549
	Early Allocation of TBFs
	Ericsson
	7.2.5.3.5

	GP-052550
	GERAN A/Gb Mode Enhancements for VoIP
	Ericsson
	7.2.5.3.6

	GP-052551
	CR 48.016-0031: Correction to SNS-SIZE procedure (Rel-4)
	Ericsson
	7.2.5.1

	GP-052552
	CR 48.016-0032: Correction to SNS-SIZE procedure (Rel-5)
	Ericsson
	7.2.5.1

	GP-052553
	CR 48.016-0033: Correction to SNS-SIZE procedure (Rel-6)
	Ericsson
	7.2.5.1

	GP-052554
	CR 48.016-0034: Correction to SNS-SIZE procedure (Rel-7)
	Ericsson
	7.2.5.1

	GP-052555
	CR 48.001-0001: Signalling Transport for MSC in Pool (Rel-5)
	Ericsson
	7.2.5.1

	GP-052556
	CR 48.001-0002: Signalling Transport for MSC in Pool (Rel-6)
	Ericsson
	7.2.5.1

	GP-052557
	CR 48.001-0003: Signalling Transport for MSC in Pool (Rel-7)
	Ericsson
	7.2.5.1

	GP-052558
	CR 48.006-0007: Signalling Transport for MSC in Pool (Rel-5)
	Ericsson
	7.2.5.1

	GP-052559
	CR 48.006-0008: Signalling Transport for MSC in Pool (Rel-6)
	Ericsson
	7.2.5.1

	GP-052560
	CR 48.006-0009: Signalling Transport for MSC in Pool (Rel-7)
	Ericsson
	7.2.5.1

	GP-052561
	CR 44.018-0516: MBMS transfer mode (Rel-6)
	Ericsson
	7.2.5.2.2

	GP-052562
	CR 44.018-0517: MBMS transfer mode (Rel-7)
	Ericsson
	7.2.5.2.2

	GP-052563
	CR 44.060-0761: MBMS transfer mode (Rel-6)
	Ericsson
	7.2.5.2.2

	GP-052564
	CR 44.060-0762: MBMS transfer mode (Rel-7)
	Ericsson
	7.2.5.2.2

	GP-052565
	CR 44.318-0016: Clarifications to GAN Stage 3 (Rel-6)
	Ericsson
	7.2.5.2.3

	GP-052566
	CR 44.018-489 rev 1: Fast RACH – Removal of Random Spreading at initiation of Immediate Assignment procedure (Rel-7)
	Ericsson
	7.1.5.15, 7.2.5.3.5

	GP-052567
	CR 44.018-0518: Early Allocation of TBFs (Rel-7)
	Ericsson
	7.2.5.3.5

	GP-052568
	CR 44.060-0736 rev1: Early Allocation of TBFs (Rel-7)
	Ericsson
	7.2.5.3.5

	GP-052569
	Draft CR 44.064: Early Allocation of TBFs
	Ericsson
	7.2.5.3.5

	GP-052570
	CR 44.018-0519: Correction of length for LAI in VGCS Ciphering Parameters (Rel-7)
	Ericsson
	7.2.5.3.5

	GP-052571
	CR 44.006-0007 Repeated SACCH description (Rel-6) WITHDRAWN
	Siemens
	7.2.5.2.5, 7.1.5.15

	GP-052572
	CR 44.018-0520 Measurement Period Length Indicator for repeated SACCH (Rel-6) WITHDRAWN
	Siemens
	7.2.5.2.5, 7.1.5.15

	GP-052573
	CR 44.018-0521 Measurement Period Length Indicator for repeated SACCH (Rel-7) WITHDRAWN
	Siemens
	7.2.5.2.5, 7.1.5.15

	GP-052574
	3GPP TR 45.912 v0.3.0 Feasibility study for evolved GSM/EDGE Radio Access Network (GERAN) (Release 7)
	WI rapporteur
	6.2

	GP-052575
	Specification of Repeated SACCH
	Nokia
	7.1.5.15, 7.2.5.2.5

	GP-052576
	CR 44.006-0006 rev1 Repeated SACCH description  (Rel-6)
	Nokia
	7.1.5.15, 7.2.5.2.5

	GP-052577
	CR 44.004-0012 rev1 Repeated SACCH signalling (Rel-6)
	Nokia
	7.1.5.15, 7.2.5.2.5

	GP-052578
	CR 44.005-0003 Repeated SACCH (Rel-6)
	Nokia
	7.1.5.15, 7.2.5.2.5

	GP-052579
	CR 44.060-0764 Network behaviour on T3107 expiry when sending encapsulated DTM ASSIGNMENT command (Rel-6)
	Siemens
	7.2.5.2.1

	GP-052580
	CR 44.018-0522 Network behaviour on T3107 expiry when sending encapsulated DTM ASSIGNMENT command (Rel-6)
	Siemens
	7.2.5.2.1

	GP-052581
	CR 44.060-0765 Network behaviour on T3107 expiry when sending encapsulated DTM ASSIGNMENT command (Rel-7)
	Siemens
	7.2.5.2.1

	GP-052582
	CR 44.018-0523 Network behaviour on T3107 expiry when sending encapsulated DTM ASSIGNMENT command (Rel-7)
	Siemens
	7.2.5.2.1

	GP-052583
	CR 48.008-0178 Correction to channel type IE (Rel-7)
	Siemens
	7.2.5.3.5

	GP-052584
	CR 44.018-0524 New talker information for pre-empted talker (Rel-7)
	Siemens
	7.2.5.3.2

	GP-052585
	CR 44.018-0525 SMS to group call (Rel-7)
	Siemens
	7.2.5.3.2

	GP-052586
	CR 48.008-0179 SMS to group call (Rel-7)
	Siemens
	7.2.5.3.2

	GP-052587
	DTM Capabilities with Dual Carrier Technology
	Siemens
	7.2.5.3.3, 7.1.5.5

	GP-052588
	CR 48.018-0169 Allowing Extensions to PS Handover target-BSS to source-BSS Transparent Container (Rel-6)
	Siemens
	7.2.5.2.4

	GP-052589
	CR 48.018-0170 Allowing Extensions to PS Handover target-BSS to source-BSS Transparent Container (Rel-7)
	Siemens
	7.2.5.2.4

	GP-052590
	Inter-RAT DTM HANDOVER – Parallel CS and PS Handovers
	Nokia
	7.2.5.3.1

	GP-052591
	DTM Handover- Failure cases
	Nokia
	7.2.5.3.1

	GP-052592
	CR 43.055-0045 Introduction of DTM Handover (Rel-7)
	Nokia
	7.1.5.4, 7.2.5.3.1

	GP-052593
	CR 43.129-0029 Corrections to Source RNC to Target RNC container (Rel-6)
	Nokia
	7.1.5.4, 7.2.5.2.4

	GP-052594
	Critical Priority for PS & DTM Handover
	Siemens
	7.2.5.3.5

	GP-052595
	Draft CR 48.018 Draft Critical Priority for PS Handover
	Siemens
	7.2.5.3.5

	GP-052596
	Draft CR 44.060 Draft Critical Priority for PS Handover
	Siemens
	7.2.5.3.5

	GP-052597
	Draft CR 43.129 Draft Critical Priority for PS Handover
	Siemens
	7.2.5.3.5

	GP-052598
	Variable-sized Radio Blocks
	Siemens
	6.2, 7.1.5.5

	GP-052599
	Introduction of GNSS - WITHDRAWN
	Alcatel
	6.1, 7.2.5.3.6

	GP-052600
	CR 45.010-0034 Introduction of PS handover in TS 45.010 (Rel-6)
	Alcatel
	7.1.5.4

	GP-052601
	CR 44.060-0766 Correction to reference to TS 45.010 for PS handover  (Rel-6)
	Alcatel
	7.2.5.2.4

	GP-052602
	CR 44.060-0767 Correction to reference to TS 45.010 for PS handover  (Rel-7)
	Alcatel
	7.2.5.2.4

	GP-052603
	Handling of Reject frame in case of Repeated Downlink FACCH
	Nortel
	7.2.5.2.5

	GP-052604
	CR 44.006-0008 Handling of Reject frame in case of Repeated Downlink FACCH and miscellaneous corrections (Rel-6)
	Nortel
	7.2.5.2.5

	GP-052605
	CR 45.005-0132 Repeated SACCH performance requirements (Rel-6)
	Nokia
	7.1.5.15

	GP-052606
	CR 45.005-0133 Repeated SACCH performance requirements (Rel-7)
	Nokia
	7.1.5.15

	GP-052607
	CR 44.006-0009 Repeated SACCH description (Rel-7)
	Nokia
	7.1.5.15, 7.2.5.3.5

	GP-052608
	CR 44.004-0013 Repeated SACCH signalling (Rel-7)
	Nokia
	7.1.5.15, 7.2.5.3.5

	GP-052609
	CR 44.005-0004 Repeated SACCH (Rel-7)
	Nokia
	7.1.5.15, 7.2.5.3.5

	GP-052610
	Updates for Dual Symbol Rate section of the Feasibility Study on Future GERAN Evolution
	Nokia
	7.1.5.5

	GP-052611
	Link level interference model for Dual Symbol Rate
	Nokia
	7.1.5.5

	GP-052612
	Issue and solution proposed to manage the RLT counter for serial SACCH
	Motorola
	7.1.5.15

	GP-052613
	CR 45.003-0056 SACCH frames repetition signalling using stealing flags (Rel-6) WITHDRAWN
	Motorola
	7.1.5.15

	GP-052614
	CR 45.003-0057 EPC codewords on 10 bits (Rel-6) WITHDRAWN
	Motorola
	7.1.5.15

	GP-052615
	CR 45.008-0284 RLT Counter management using serial SACCH (Rel-6) WITHDRAWN
	Motorola
	7.1.5.15

	GP-052616
	CR 45.008-0285 RLT Counter management using serial SACCH (Rel-7) WITHDRAWN
	Motorola
	7.1.5.15

	GP-052617
	CR 45.008-0286 RSCP suitability criterion parameters handling (Rel-7)
	Infineon
	7.1.5.2

	GP-052618
	Introducing UE antenna performance requirements into the 3GPP specifications
	TeliaSonera
	7.1.5.8

	GP-052619
	CR 05.08-A382 Accuracy requirements of MS MEAN_BEP estimation (R99)
	BenQ, Infineon
	7.1.5.3

	GP-052620
	CR 45.008-0287 Accuracy requirements of MS MEAN_BEP estimation (Rel-4)
	BenQ, Infineon
	7.1.5.3

	GP-052621
	CR 45.008-0288 Accuracy requirements of MS MEAN_BEP estimation (Rel-5)
	BenQ, Infineon
	7.1.5.3

	GP-052622
	CR 45.008-0289 Accuracy requirements of MS MEAN_BEP estimation (Rel-6)
	BenQ, Infineon
	7.1.5.3

	GP-052623
	CR 45.008-0290 Accuracy requirements of MS MEAN_BEP estimation: removal of brackets (Rel-7)
	BenQ, Infineon
	7.1.5.3

	GP-052624
	Dependency of Dual-Antenna RX Diversity and Interference Cancellation Schemes on Complex Antenna Correlation
	BenQ
	7.1.5.5

	GP-052625
	CR 51.010-1-3264 section 42.4.5.4 Step 18 and 33: Comment deleted (Rel-6)
	Rohde & Schwarz
	7.3.5.2.3

	GP-052626
	CR 51.010-1-3265 section 42.4.5.9 Step 22 and 37: Comment deleted (Rel-6)
	Rohde & Schwarz
	7.3.5.2.3

	GP-052627
	CR 44.060-0716 Re-assembly of upper layer PDUs in RLC non-persistent mode (Rel-6)
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	7.2.5.2.2

	GP-052628
	CR 44.060-0717 Re-assembly of upper layer PDUs in RLC non-persistent mode (Rel-7)
	Siemens
	7.2.5.2.2
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	Siemens
	7.2.5.1

	GP-052630
	No activation of ciphering during UTRAN to GERAN A/Gb mode handover (Rel-6)
	Siemens
	7.2.5.1

	GP-052631
	CR 44.018-0528 No activation of ciphering during UTRAN to GERAN A/Gb mode handover (Rel-7)
	Siemens
	7.2.5.1

	GP-052632
	Early TBF Establishment
	Siemens
	7.2.5.3.5

	GP-052633
	CR 44.060-0768 Early TBF Establishment (Rel-7)
	Siemens
	7.2.5.3.5
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	Fast Ack/Nack reporting
	Siemens
	6.2, 7.1.5.5, 7.2.5.3.3

	GP-052635
	CR 44.005-0005 Priority change for SAPI=3 transmission during Repeated SACCH (Rel-6) WITHDRAWN
	Siemens
	7.2.5.2.5, 7.1.5.15

	GP-052636
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	Siemens
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	TSG GERAN WG2
	4.1

	GP-052640
	Reply LS on Security key set change on PS handover
	TSG RAN WG2
	7.1.4.1, 7.2.4.1

	GP-052641
	Inter-band mobility and potential inter-RAT inter-working problem caused by overlapping UTRAN operating bands
	TSG RAN WG2
	7.2.4.1

	GP-052642
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	TSG SA WG2
	4.1

	GP-052643
	Reply LS on “Use of "pub.3gppnetwork.org" domain” from GSMA
	TSG SA WG2
	4.1

	GP-052644
	Reply Liaison Statement on SA4 FEC Simulation Assumptions for GERAN and Permeable-Layer Receiver
	TSG SA WG4
	4.1, 7.2.4.1

	GP-052645
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	ETSI TC Satellite Earth Stations & Systems
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	GP-052646
	Liaison Statement on "Addressing concerns raised at the GSMOB coordination meeting" (with attached SE7 draft ECC report on the compatibility between GSM onboard aircraft and the terrestrial networks)
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	4.3, 7.1.4.3

	GP-052647
	Channel modelling and parameter selection for MS Receive Diversity
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	7.1.5.5

	GP-052648
	CR 44.018-0529 AMR for VGCS (Rel-7)
	Nortel
	7.2.5.3.2

	GP-052649
	CR 51.010-1-3266 Corrections to GMM test case 44.2.8.1.2 (Rel-6)
	Motorola
	7.3.5.2.5

	GP-052650
	CR 43.064-0033 MBMS transfer mode (Rel-6)
	Ericsson, Siemens
	7.1.5.7

	GP-052651
	CR 43.064-0034 MBMS transfer mode (Rel-7) WITHDRAWN
	Ericsson, Siemens
	7.1.5.7

	GP-052652
	CR 45.001-0044 MBMS transfer mode (Rel-6)
	Ericsson, Siemens
	7.1.5.7

	GP-052653
	CR 45.001-0045 MBMS transfer mode (Rel-7)
	Ericsson, Siemens
	7.1.5.7

	GP-052654
	CR 45.002-0103 MBMS transfer mode (Rel-6)
	Ericsson, Siemens
	7.1.5.7

	GP-052655
	CR 45.002-0104 MBMS transfer mode (Rel-7) WITHDRAWN
	Ericsson, Siemens
	7.1.5.7

	GP-052656
	Performance evaluation of 16QAM and turbo codes
	Ericsson
	7.1.5.5

	GP-052657
	Uplink enhancements for GERAN evolution
	Ericsson
	7.1.5.5

	GP-052658
	On Serial SACCH Repetition
	Ericsson
	7.1.5.15

	GP-052659
	CR 48.018-0171 Deletion of TLLI contexts in BVC-RESET Procedure (Rel-4)
	FLEXTRONICS SOFTWARE SYSTEMS
	7.2.5.1

	GP-052660
	CR 48.018-0172 Deletion of TLLI contexts in BVC-RESET Procedure (Rel-5)
	FLEXTRONICS SOFTWARE SYSTEMS
	7.2.5.1

	GP-052661
	CR 48.018-0173 Deletion of TLLI contexts in BVC-RESET Procedure (Rel-6)
	FLEXTRONICS SOFTWARE SYSTEMS
	7.2.5.1

	GP-052662
	CR 48.018-0174 Deletion of TLLI contexts in BVC-RESET Procedure (Rel-7)
	FLEXTRONICS SOFTWARE SYSTEMS
	7.2.5.1

	GP-052663
	CR 45.008-0291 MS support of EPC (Rel-5) 
	Infineon
	6.4

	GP-052664
	CR 45.008-0292 MS support of EPC (Rel-6) WITHDRAWN
	Infineon
	7.1.5.15

	GP-052665
	CR 45.008-0293 MS support of EPC (Rel-7) WITHDRAWN
	Infineon
	7.1.5.15

	GP-052666
	CR 43.055-0047 SGSNR during DTM (Rel-7)
	Infineon
	7.1.5.15

	GP-052667
	CR 05.05-A248 rev 2 Performance requirements for E-TCH/F32.0 (R99)
	Ericsson, Nokia, Siemens, BenQ, Philips
	7.1.5.11

	GP-052668
	CR 45.005-0117 rev 2 Performance requirements for E-TCH/F32.0 (Rel-4)
	Ericsson, Nokia, Siemens, BenQ, Philips
	7.1.5.11

	GP-052669
	CR 45.005-0118 rev 2 Performance requirements for E-TCH/F32.0 (Rel-5)
	Ericsson, Nokia, Siemens, BenQ, Philips
	7.1.5.11

	GP-052670
	CR 45.005-0119 rev 2 Performance requirements for E-TCH/F32.0 (Rel-6)
	Ericsson, Nokia, Siemens, BenQ, Philips
	7.1.5.11

	GP-052671
	CR 45.005-0120 rev 2 Performance requirements for E-TCH/F32.0 (Rel-7)
	Ericsson, Nokia, Siemens, BenQ, Philips
	7.1.5.11

	GP-052672
	CR 45.005-0130 rev1 Performance requirements for FLO (Rel-6)
	Philips
	7.1.5.6

	GP-052673
	CR 45.005-0131 rev1 Performance requirements for FLO (Rel-7)
	Philips
	7.1.5.6

	GP-052674
	RLT impact of serial SACCH repetition WITHDRAWN
	Philips
	7.1.5.15

	GP-052675
	Discussion paper "Dynamic Slot(s) Allocation"
	Motorola
	6.2

	GP-052676
	CR 48.018-0161 Correction to the reference for the MBMS Session Identity IE coding (Rel-6)
	Telecom Italia S.p.A.
	7.2.3

	GP-052677
	CR 48.018-0162 Correction to the reference for the MBMS Session Identity IE coding (Rel-7)
	Telecom Italia S.p.A.
	7.2.3

	GP-052678
	CR 48.016-0027 Correction of Size and Configuration Procedures for an IP Sub-network (Rel-7)
	Nortel
	7.2.3

	GP-052679
	CR 48.018-0167 Extension of “Service UTRAN CCO” meaning to cover PS Handover (Rel-6)
	Siemens
	7.2.3

	GP-052680
	CR 48.018-0168 Extension of “Service UTRAN CCO” meaning to cover PS Handover (Rel-7)
	Siemens
	7.2.3

	GP-052681
	CR 48.016-0028 Miscellaneous corrections and clean-up (Rel-7)
	Nortel
	7.2.3

	GP-052682
	CR 44.018-0502 rev1 Transparent UMTS specific information in Classmark Change (Rel-5)
	Nortel
	7.2.3

	GP-052683
	CR 44.018-0503 rev1 Transparent UMTS specific information in Classmark Change (Rel-6)
	Nortel
	7.2.3

	GP-052684
	CR 44.018-0504 rev1 Transparent UMTS specific information in Classmark Change (Rel-7)
	Nortel
	7.2.3

	GP-052685
	CR 44.018-0507 Transparent UMTS specific information in Classmark Change (Rel-4)
	Nortel
	7.2.3

	GP-052686
	CR 48.018-0159 rev1 Introduction of the MBMS Session Repetition Number (Rel-6)
	Telecom Italia S.p.A.
	7.2.3

	GP-052687
	CR 44.018-0500 rev1 Introduction of the MBMS Session Repetition Number (Rel-6)
	Telecom Italia S.p.A.
	7.2.3

	GP-052688
	CR 44.018-0501 rev1 Introduction of the MBMS Session Repetition Number (Rel-7)
	Telecom Italia S.p.A.
	7.2.3

	GP-052689
	CR 44.060-0727 rev1 Introduction of the MBMS Session Repetition Number (Rel-6)
	Telecom Italia S.p.A.
	7.2.3

	GP-052690
	CR 44.060-0728 rev1 Introduction of the MBMS Session Repetition Number (Rel-7)
	Telecom Italia S.p.A.
	7.2.3

	GP-052691
	CR 44.018-0508 Condition for sending DTM INFORMATION message (Rel-6)
	Nortel
	7.2.3

	GP-052692
	CR 44.018-0509 Condition for sending DTM INFORMATION message (Rel-7)
	Nortel
	7.2.3

	GP-052693
	CR 44.060-0729 rev1 Introduction of fast reception resumption for MBMS (Rel-6)
	Telecom Italia S.p.A.
	7.2.3

	GP-052694
	CR 44.060-0730 rev1 Introduction of fast reception resumption for MBMS (Rel-7)
	Telecom Italia S.p.A.
	7.2.3

	GP-052695
	CR 48.018-0157 rev3 Handling of START PS and UE RAC during PS handover (Rel-6)
	Ericsson
	7.2.3

	GP-052696
	CR 44.060-0732 rev1 Correction of reference to NAS Container for PS HO IE (Rel-6)
	Ericsson
	7.2.3

	GP-052697
	CR 44.060-0733 rev1 Correction of reference to NAS Container for PS HO IE (Rel-7)
	Ericsson
	7.2.3

	GP-052698
	CR 48.016-0029 rev1 Additional pre-configured IP endpoint in BSS (Rel-6)
	Siemens
	7.2.3

	GP-052699
	CR 48.016-0030 rev1 Additional pre-configured IP endpoint in BSS (Rel-7)
	Siemens
	7.2.3

	GP-052700
	CR 44.060-0737 rev1 LB_MS_TXPWR_MAX_CCH to PSI13 and PSI14 on PACCH (Rel-6)
	Nokia
	7.2.3

	GP-052701
	CR 44.060-0738 rev1 LB_MS_TXPWR_MAX_CCH to PSI13 and PSI14 on PACCH (Rel-7)
	Nokia
	7.2.3

	GP-052702
	CR 44.060-0731 rev1 Permission to access the network during DL TBF (Rel-7)
	Infineon
	7.2.3

	GP-052703
	CR 48.018-0160 rev2 Introduction of the MBMS Session Repetition Number (Rel-7)
	Telecom Italia S.p.A.
	7.2.3

	GP-052704
	CR 48.018-0158 rev3 Handling of START PS and UE RAC during PS handover (Rel-7)
	Ericsson
	7.2.3

	GP-052705
	CR 44.060-0734 rev2 Less Restrictive PS HO Triggers (Rel-6)
	Ericsson
	7.2.3

	GP-052706
	CR 44.060-0735 rev2 Less Restrictive PS HO Triggers (Rel-7)
	Ericsson
	7.2.3

	GP-052707
	CR 48.008-0177 rev2 Correction of reference to 2G-3G handover IE (Rel-7)
	Nortel
	7.2.3

	GP-052708
	CR 44.060-0739 rev1 RR connection establishment using enhanced DTM CS establishment in response to an encapsulated DTM ASSIGNMENT message (Rel-6)
	Nokia
	7.2.3

	GP-052709
	CR 44.060-0740 rev1 RR connection establishment using enhanced DTM CS establishment in response to an encapsulated DTM ASSIGNMENT message (Rel-7)
	Nokia
	7.2.3

	GP-052710
	CR 44.018-0505 rev3 RR connection establishment using enhanced DTM CS establishment in response to an encapsulated DTM ASSIGNMENT message (Rel-6)
	Nokia
	7.2.3

	GP-052711
	CR 44.018-0506 rev3 RR connection establishment using enhanced DTM CS establishment in response to an encapsulated DTM ASSIGNMENT message (Rel-7)
	Nokia
	7.2.3

	GP-052712
	G2-26bis Meeting Report
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	7.2.2

	GP-052713
	CR 51.010-1-3174 cl. 13.4 - Change of measurement window to eliminate test system variations (Rel-6)
	7 Layers
	7.3.5.1.1

	GP-052714
	CR 51.010-1-3175 cl. 13.16.3 - Change of measurement window to eliminate test system variations (Rel-6)
	7 Layers
	7.3.5.1.2

	GP-052715
	CR 51.010-1-3176 cl. 13.17.4 - Change of measurement window to eliminate test system variations (Rel-6)
	7 Layers
	7.3.5.1.3

	GP-052716
	LS on Alignment of information element in BSS PFC procedure messages
	TSG SA WG2
	7.2.4.1

	GP-052717
	Chairman's summary from GERAN2#26bis
	GERAN2 Chairman
	5.1

	GP-052718
	Introduction of A-GNSS
	Nokia
	6.1
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	CR 45.002-0105 Clarification on the transmission of SI1 (Rel-7)
	Siemens
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	Alcatel
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	Siemens
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	Siemens
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	GP-052725
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	Siemens
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	GP-052726
	CR 45.003-0057 Repeated SACCH Signalling using stealing flags of SACCH (Rel-6) WITHDRAWN
	Siemens
	7.1.5.15

	GP-052727
	CR 45.008-0294 Extended measurement period for Repeated SACCH (Rel-6) WITHDRAWN
	Siemens
	7.1.5.15

	GP-052728
	CR 45.008-0295 Extended measurement period for Repeated SACCH (Rel-7) WITHDRAWN
	Siemens
	7.1.5.15

	GP-052729
	CR 45.008-0296 Inter-working between EPC and Repeated SACCH (Rel-6) WITHDRAWN
	Siemens
	7.1.5.15

	GP-052730
	CR 45.008-0297 Inter-working between EPC and Repeated SACCH (Rel-7) WITHDRAWN
	Siemens
	7.1.5.15
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	Improvements for DTM and MBMS using Dual Carrier on the Uplink
	Siemens
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	Siemens
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	Reply to LS on time to MBMS data transfer coding
	TSG CT WG4
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	TSG CT WG4
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	GP-052735
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	TSG CT WG1
	7.2.4.1

	GP-052736
	Fixed rate AMR option for EVGCS calls
	TSG CT WG1
	7.2.4.1

	GP-052737
	Liaison Statement on Permeable-Layer Receiver and Upper Layers
	TSG CT WG1
	4.1, 7.2.4.1
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	Reply LS on NAS expectations on message delivery during PS Handover
	TSG CT WG1
	7.2.4.1
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	Performance criteria for RXQUAL under faded conditions
	TSG GERAN WG3
	7.1.4.1
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	7.1.5.5, 7.2.5.3.3
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	Nokia
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	Nokia 
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	TSG GERAN WG1
	7.1.6

	GP-052746
	CR 05.08-A382 rev1 Accuracy requirements of MS MEAN_BEP estimation (R99)
	BenQ, Infineon
	7.1.5.3

	GP-052747
	CR 45.008-0289 rev1 Accuracy requirements of MS MEAN_BEP estimation (Rel-6)
	BenQ, Infineon
	7.1.5.3

	GP-052748
	CR 45.008-0290 rev1 Accuracy requirements of MS MEAN_BEP estimation: removal of brackets (Rel-7)
	BenQ, Infineon
	7.1.5.3

	GP-052749
	CR 45.010-0034 rev1 Introduction of PS handover in TS 45.010 (Rel-6)
	Alcatel
	7.1.5.4

	GP-052750
	CR 45.008-0286 rev1 RSCP suitability criterion parameters handling (Rel-7)
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	GP-052751
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	G2
	7.2.6
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	CR 44.018-0510 rev 1: Corrections to UTRAN TDD cell information for 1.28Mcps TDD (Rel-4)
	CATT, TD Tech Ltd.
	7.2.5.1

	GP-052753
	CR 44.018-0511 rev 1: Corrections to UTRAN TDD cell information for 1.28Mcps TDD (Rel-5)
	CATT, TD Tech Ltd.
	7.2.5.1

	GP-052754
	CR 44.018-0512 rev 1: Corrections to UTRAN TDD cell information for 1.28Mcps TDD (Rel-6)
	CATT, TD Tech Ltd.
	7.2.5.1

	GP-052755
	CR 44.018-0513 rev 1: Corrections to UTRAN TDD cell information for 1.28Mcps TDD (Rel-7)
	CATT, TD Tech Ltd.
	7.2.5.1

	GP-052756
	CR 44.060-0741 rev 1: Corrections to UTRAN TDD cell information for 1.28Mcps TDD (Rel-4)
	CATT, TD Tech Ltd.
	7.2.5.1

	GP-052757
	CR 44.060-0742 rev 1: Corrections to UTRAN TDD cell information for 1.28Mcps TDD (Rel-5)
	CATT, TD Tech Ltd.
	7.2.5.1

	GP-052758
	CR 44.060-0743 rev 1: Corrections to UTRAN TDD cell information for 1.28Mcps TDD (Rel-6)
	CATT, TD Tech Ltd.
	7.2.5.1

	GP-052759
	CR 44.060-0744 rev 1: Corrections to UTRAN TDD cell information for 1.28Mcps TDD (Rel-7)
	CATT, TD Tech Ltd.
	7.2.5.1
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	Siemens
	7.2.5.1

	GP-052761
	CR 44.060-0764 rev 1: Network behaviour on T3107 expiry when sending encapsulated DTM ASSIGNMENT command (Rel-6)
	Siemens
	7.2.5.2.1

	GP-052762
	CR 44.060-0765 rev 1: Network behaviour on T3107 expiry when sending encapsulated DTM ASSIGNMENT command (Rel-7)
	Siemens
	7.2.5.2.1
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	Inter-RAT DTM HANDOVER – Parallel CS and PS Handovers
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	7.2.5.3.1

	GP-052764
	DTM Handover- Failure cases
	Nokia
	7.2.5.3.1

	GP-052765
	CR 44.018-0522 rev 1: Network behaviour on T3107 expiry when sending encapsulated DTM ASSIGNMENT command (Rel-6)
	Siemens
	7.2.5.2.1

	GP-052766
	CR 44.018-0523 rev 1: Network behaviour on T3107 expiry when sending encapsulated DTM ASSIGNMENT command (Rel-7)
	Siemens
	7.2.5.2.1

	GP-052767
	CR 44.018-0514 rev 1: Provision of MBMS parameters in “GPRS cell options” inband to CS connected DTM capable MS. (Rel-6)
	NEC
	7.2.5.2.2

	GP-052768
	CR 44.018-0515 rev 1: Provision of MBMS parameters in “GPRS cell options” inband to CS connected DTM capable MS. (Rel-7)
	NEC
	7.2.5.2.2

	GP-052769
	CR 44.060-0757 rev 1: Correction to the rules of reporting neighbouring cells in the MBMS DOWNLINK ACK/NACK message (Rel-6)
	Nokia
	7.2.5.2.2

	GP-052770
	CR 44.060-0758 rev 1: Correction to the rules of reporting neighbouring cells in the MBMS DOWNLINK ACK/NACK message (Rel-7)
	Nokia
	7.2.5.2.2
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	CR 51.010-1-3154 rev 1 14.1.3, 14.1.4, 14.4.3 – Tests reduction (tests deleted) (Rel-6)
	Aeroflex
	7.3.5.1.1

	GP-052772
	CR 51.010-1-3232 rev 1 TC 21.3.X: Change of interferer signal (Rel-6) WITHDRAWN
	NOT BenQ Mobile
	7.3.5.1.1

	GP-052773
	CR 51.010-1-3233 rev 1 TC 21.4.X: Change of interferer signal (Rel-6) WITHDRAWN
	BenQ Mobile
	7.3.5.1.1

	GP-052774
	CR 51.010-1-3231 rev 1 Modification of description of testsignal I3 in Annex 5 (Rel-6) WITHDRAWN
	not BenQ Mobile
	7.3.5.12

	GP-052775
	CR 51.010-1-3194 rev 1 42.4.5.4 & 42.4.5.9 - Ready timer is deactivated (Rel-6)
	Anite
	7.3.5.2.3

	GP-052776
	CR 51.010-1-3159 rev 1 14.5.1.4 – Corrections to test procedure (Rel-6)
	Aeroflex
	7.3.5.1.4

	GP-052777
	CR 51.010-1-3139 rev 1 Section 41.3.1.2 TBF Release / Uplink / Normal / MS initiated / Unacknowledged mode (Rel-6)
	setcom
	7.3.5.2.2
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	CR 51.010-1-3140 rev 1 Section 51.3.1.2 TBF Release / Uplink / Normal / MS initiated / unacknowledged mode (Rel-6)
	setcom
	7.3.5.3.2
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	CR 51.010-1-3177 rev 1 Changes in the expected sequence of the testcase 41.3.3 (Rel-6)
	Sasken
	7.3.5.2.2
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	CR 51.010-1-3184 rev 1 Changes in the expected sequence of the testcase 51.3.3 (Rel-6)
	Sasken
	7.3.5.3.2
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	CR 51.010-1-3191 rev 1 41.3.6.8 – All Packet System Information for Cell B is replaced by Packet Downlink Dummy Control Block on PBCCH. The data trigger at Step1 is reduced to 1200 octets (Rel-6)
	Anite
	7.3.5.2.2

	GP-052782
	CR 51.010-1-3192 rev 1 51.3.6.8 - All Packet System Information for Cell B is replaced by Packet Downlink Dummy Control Block on PBCCH. The data trigger at Step1 is reduced to 1200 octets (Rel-6)
	Anite
	7.3.5.3.2

	GP-052783
	CR 51.010-1-3212 rev 1 Section 41.3.6.9 missing steps to prevent retransmission of old LLC PDU and to handle inactive period (Rel-6)
	Rohde & Schwarz
	7.3.5.2.2

	GP-052784
	CR 51.010-1-3213 rev 1 Section 51.3.6.9 missing steps to prevent retransmission of old LLC PDU and to handle inactive period (Rel-6)
	Rohde & Schwarz
	7.3.5.3.2

	GP-052785
	CR 51.010-1-3214 rev 1 Section – 41.5.1.1.2.1 Ambiguous note in step 4 removed (Rel-6)
	Rohde & Schwarz
	7.3.5.2.2

	GP-052786
	CR 51.010-1-3152 rev 1 Correction to TC42.3.3.2.1 (Rel-6)
	NEC
	7.3.5.2.3

	GP-052787
	CR 51.010-1-3147 rev 1 Changes for Extended Dynamic Allocation / Shifted USF test cases (Rel-6)
	Ericsson
	7.3.5.2.3

	GP-052788
	CR 51.010-1-3148 rev 1 Changes to Conformance Statement for Extended Dynamic Allocation test cases (Rel-6)
	Ericsson
	7.3.5.2.3

	GP-052789
	CR 51.010-1-3185 rev 1 Addition of an USF after the uplink assignment in step 3, of the testcase 52.1.2.1.10.1 (Rel-6)
	Sasken
	7.3.5.3.3

	GP-052790
	CR 51.010-1-3166 rev 1 53.1.1.24 – Bad implementation of previous CR (Rel-6)
	Wavecom
	7.3.5.3.4 

	GP-052791
	CR 43.246-0038 rev1 MBMS transfer mode (Rel-6)
	Ericsson
	7.1.5.7, 7.2.5.2.2

	GP-052792
	CR 44.018-0516 rev 1: MBMS transfer mode (Rel-6)
	Ericsson
	7.2.5.2.2

	GP-052793
	CR 44.018-0517 rev 1: MBMS transfer mode (Rel-7)
	Ericsson
	7.2.5.2.2

	GP-052794
	CR 44.060-0761 rev 1: MBMS transfer mode (Rel-6)
	Ericsson, Siemens
	7.2.5.2.2

	GP-052795
	CR 44.060-0762 rev 1: MBMS transfer mode (Rel-7)
	Ericsson, Siemens
	7.2.5.2.2

	GP-052796
	CR 43.318-0010 rev1 Clarifications to GAN Stage 2 (Rel-6)
	Ericsson
	7.1.5.14, 7.2.5.2.3,

	GP-052797
	CR 44.318-0016 rev 1: Clarifications to GAN Stage 3 (Rel-6)
	Ericsson
	7.2.5.2.3

	GP-052798
	CR 44.318-0015 rev 1: RTP packets (Rel-6)
	Nokia
	7.2.5.2.3

	GP-052799
	CR 43.129-0029 rev 1: Corrections to Source RNC to Target RNC container (Rel-6)
	Nokia
	7.2.5.3.1, 7.1.5.4

	GP-052800
	CR 43.129-0028 rev 1: Various corrections to TS 43.129 (Rel-6)
	Ericsson
	7.2.5.2.4, 7.1.5.4

	GP-052801
	LS on Inter-RAT PS Handover Improvements (To: CT4, RAN3)
	GP
	7.2.6

	GP-052802
	CR 48.018-0169 rev 1: Allowing Extensions to PS Handover target-BSS to source-BSS Transparent Container (Rel-6)
	Siemens
	7.2.5.2.4

	GP-052803
	CR 48.018-0170 rev 1: Allowing Extensions to PS Handover target-BSS to source-BSS Transparent Container (Rel-7)
	Siemens
	7.2.5.2.4

	GP-052804
	CR 43.055-0042 rev 1: DTM stage 2 alignments with stage 3 (Rel-7)
	NEC
	7.2.5.3.5, 7.1.5.15

	GP-052805
	Reply LS on Security key set change on PS handover (To: SA3, Cc: CT1, RAN2)
	GP
	7.2.6

	GP-052806
	Draft CR 44.318: Introduction of the definition of UTRAN to GAN handover (Rel-6)
	Vodafone
	7.2.5.2.3

	GP-052807
	CR 44.018-0524 rev 1: New talker information for pre-empted talker (Rel-7)
	Siemens
	7.2.5.3.2

	GP-052808
	CR 44.006-0006 rev 2: Repeated SACCH description (Rel-6)
	Nokia
	7.2.5.2.5, 7.1.5.15

	GP-052809
	CR 44.006-0006 rev 3: Repeated SACCH description (Rel-6)
	Nokia
	7.2.5.2.5, 7.1.5.15

	GP-052810
	CR 44.004-0012 rev 2: Repeated SACCH signalling (Rel-6)
	Nokia
	7.2.5.2.5, 7.1.5.15

	GP-052811
	CR 43.055-0045 rev1 Introduction of DTM Handover (Rel-7)
	Nokia
	7.1.5.4

	GP-052812
	CR 11.21-A162 rev1 Performance requirements for E-TCH/F32.0 (R99)
	Ericsson
	7.1.5.13

	GP-052813
	CR 51.021-026 rev1  Performance requirements for E-TCH/F32.0 (Rel-4)
	Ericsson
	7.1.5.13

	GP-052814
	CR 51.021-027 rev1  Performance requirements for E-TCH/F32.0 (Rel-5)
	Ericsson
	7.1.5.13

	GP-052815
	CR 51.021-028 rev1  Performance requirements for E-TCH/F32.0 (Rel-6)
	Ericsson
	7.1.5.13

	GP-052816
	CR 51.021-030  Performance requirements for E-TCH/F32.0 (Rel-7)
	Ericsson
	7.1.5.13

	GP-052817
	CR 45.008-0278 rev1 Clarification to usage of uplink power control parameters provided on PACCH (Rel-7)
	NEC
	7.1.5.15

	GP-052818
	CR 43.055-0047 rev 1 SGSNR during DTM (Rel-7)
	Infineon
	7.1.5.15

	GP-052819
	Draft CR 24.008 Indication of support for Serial SACCH Repetion (Rel-6)
	Ericsson
	7.1.5.15

	GP-052820
	Draft CR 24.008 Indication of support for Serial SACCH Repetion (Rel-7)
	Ericsson
	7.1.5.15

	GP-052821
	CR 51.010-2-0304 rev 1 Update of the Applicability for some EGPRS TC (Rel-6)
	Wavecom
	7.3.5.10

	GP-052822
	CR 51.010-1-3218 rev 1 section 42.4.5.3 Step B18 and B35: Incorrect comment deleted (Rel-6)
	Rohde & Schwarz
	7.3.5.2.3

	GP-052823
	CR 51.010-1-3219 rev 1 section 42.4.5.5 Step 22: Incorrect comment deleted (Rel-6)
	Rohde & Schwarz
	7.3.5.2.3

	GP-052824
	CR 51.010-1-3220 rev 1 section 42.4.5.7 Step 13: Incorrect comment deleted (Rel-6)
	Rohde & Schwarz
	7.3.5.2.3

	GP-052825
	CR 51.010-1-3264 rev 1 section 42.4.5.4 Step 18 and 33: Comment deleted (Rel-6)
	Rohde & Schwarz
	7.3.5.2.3

	GP-052826
	CR 51.010-1-3265 rev 1 section 42.4.5.9 Step 22 and 37: Comment deleted (Rel-6)
	Rohde & Schwarz
	7.3.5.2.3

	GP-052827
	CR 51.010-1-3239 rev 1 Section 42.4.8.4.5 Correction of Expected Sequence (Rel-6)
	Rohde & Schwarz
	7.3.5.2.3

	GP-052828
	CR 51.010-1-3181 rev 1 Changes in the expected sequence of the testcase 44.2.1.1.5.3 (Rel-6)
	Sasken
	7.3.5.2.5 

	GP-052829
	CR 51.010-1-3249 rev 1 section 44.2.10 Incorrect note in Contents of Attach Request message (Rel-6)
	Rohde & Schwarz
	7.3.5.2.5

	GP-052830
	CR 51.010-1-3141 rev 1 Section 45.2.4.3 Network initiated PDP context activation request for an already activated PDP context (on the MS side) (Rel-6)
	setcom
	7.3.5.2.6

	GP-052831
	CR 51.010-1-3183 rev 1 Changes in the expected sequence of the testcase 46.1.2.2.3.1 (Rel-6)
	Sasken
	7.3.5.2.7 

	GP-052832
	CR 51.010-1-3248 rev 1 section 47.3.1.3.1 Branch A and B redundant (Rel-6)
	Rohde & Schwarz
	7.3.5.2.8

	GP-052833
	CR 51.010-1-3142 rev 1 Section 51.2.5.3 Packet access rejection / Interpretation of Extended RA i / Correct value of Extended RA i (Rel-6)
	setcom
	7.3.5.3.2

	GP-052834
	CR 51.010-1-3235 rev 1 Section 52.1.2.1.9.3 Specific message content (GSM 1800 / GSM 1900) (Rel-6)
	Rohde & Schwarz
	7.3.5.3.3

	GP-052835
	CR 51.010-2-0301 rev 1 Applicability of 14.1.3, 14.1.4, 14.2.9, 14.4.3, 14.7.3, 14.7.4 – Tests reduction (tests deleted) (Rel-6)
	Aeroflex
	7.3.5.10

	GP-052836
	CR 51.010-1-3201 rev 1 70.9.2.1, 70.9.2.2, 70.9.3.1, 70.9.3.2 - Addition of PICS “Support of privacy option” (Rel-6)
	Anite
	7.3.5.8

	GP-052837
	Motorola's analysis of GAN test cases in §81
	Motorola
	7.3.5.4.2

	GP-052838
	CR 51.010-1-3183 rev  2 Changes in the expected sequence of the testcase 46.1.2.2.3.1 (Rel-6) WITHDRAWN
	Sasken
	7.3.5.2.7 

	GP-052839
	Motorola’s analysis of GAN test cases in section 81 of  3GPP TS 51.010-1 V6.4.1 with additional comments from R&S
	Rhode & Schwarz
	7.3.5.4.2

	GP-052840
	CR 51.010-2-0307 rev 1 PICS/PIXIT for new MS-Based A-GPS test cases (Rel-6)
	Qualcomm Europe
	7.3.5.10

	GP-052841
	CR 45.005-0132 rev1 Repeated SACCH performance requirements (Rel-6)
	Nokia
	7.1.5.15

	GP-052842
	CR 44.060-0745 rev1 Clarification to LINK_QUALITY_MEASUREMENT_MODE interpretation (Rel-7)
	NEC
	7.1.5.3, 7.2.5.3.5

	GP-052843
	CR 43.055-0043 rev1 Provision of MBMS parameters in “GPRS cell options” inband to CS connected DTM capable MS (Rel-6)
	NEC
	7.1.5.7

	GP-052844
	CR 43.064-0033 rev1 MBMS transfer mode (Rel-6)
	Ericsson, Siemens
	7.1.5.7

	GP-052845
	CR 45.001-0044 rev1 MBMS transfer mode (Rel-6)
	Ericsson, Siemens
	7.1.5.7

	GP-052846
	CR 45.001-0045 rev1 MBMS transfer mode (Rel-7)
	Ericsson, Siemens
	7.1.5.7

	GP-052847
	CR 45.002-0103 rev1 MBMS transfer mode (Rel-6)
	Ericsson, Siemens
	7.1.5.7

	GP-052848
	CR 43.318 0008 rev1 Introduction of the Inter RAT Handover to GAN definition (Rel-6)
	Vodafone
	7.1.5.14, 7.2.5.2.3

	GP-052849
	CR 45.002-0106 Correction on the transmission of SI1 (Rel-6)
	Siemens
	7.1.5.16

	GP-052850
	LS on Revised UARFCN scheme to solve inter-band mobility and potential inter-RAT inter-working problem caused by overlapping UTRAN operating bands
	TSG RAN WG4
	4.1

	GP-052851
	LS on WB-AMR work plan
	GCF (Contact: Winnie Cheung)
	7.3.4.3

	GP-052852
	CR 51.010-1-3150 rev 1 42.4.4.1 - Increase the value of NC_REPORTING_PERIOD_T (Rel-6)
	Ericsson
	7.3.5.2.3

	GP-052853
	CR 51.010-1-3267 Section 53.1.1.25 Default GAMMA values
	setcom
	7.3.5.3.4

	GP-052854
	WG3 work plan GSM 710 test cases
	Aeroflex
	7.3.7

	GP-052855
	LS on GSM 710 to PTCRB
	G3new
	7.3.7

	GP-052856
	GERAN3new PRD 03 version 3.1: "How to Prepare Change Requests (CRs)"
	3GPP Support
	7.3.5.12

	GP-052857
	CR 51.010-2-0315 Part2, test reduction, change of applicability for test cases 13.6, 13.7 and 13.8
	Nokia
	7.3.5.10

	GP-052858
	CR 51.010-1-3268 20.22.23 Removal of the TC
	Wavecom
	7.3.5.5

	GP-052859
	CR 51.010-2-0316 20.22.23 Removal of the TC
	Wavecom
	7.3.5.10

	GP-052860
	GERAN WG3 action points at end of meeting #27
	Secretary
	7.3.9

	GP-052861
	WB AMR Work Plan
	RIM
	7.3.7

	GP-052862
	LS on Work Plan for L1 test reduction
	GERAN WG3
	7.3.6

	GP-052863
	WG3 work plan for L1 test reduction
	Nokia
	7.3.7

	GP-052864
	GERAN WG3 meeeting #27 report
	GERAN WG3 Secretary
	7.3.9

	GP-052865
	GERAN WG3 meeting#27 slides
	GERAN WG3 Chairman
	7.3.9

	GP-052866
	TR 50.099 GERAN Project plan v 0.48
	Editor (Cingular Wireless)
	10

	GP-052867
	CR 48.018-0169 rev 2: Allowing Extensions to PS Handover target-BSS to source-BSS Transparent Container (Rel-6)
	Siemens
	7.2.5.2.4

	GP-052868
	CR 48.018-0170 rev 2: Allowing Extensions to PS Handover target-BSS to source-BSS Transparent Container (Rel-7)
	Siemens
	7.2.5.2.4

	GP-052869
	CR 44.060-0745 rev1 Clarification to LINK_QUALITY_MEASUREMENT_MODE interpretation (Rel-7)
	NEC
	7.1.5.3, 7.2.5.3.5

	GP-052870
	CR 43.246-0038 rev2 MBMS transfer mode (Rel-6)
	Ericsson, Siemens
	7.1.5.7, 7.2.5.2.2

	GP-052871
	New WID on Mobile Station Receive Diversity (DARP Phase II)
	Cingular Wireless, Ericsson, Intel, Motorola, Nokia, Orange SA, Philips, Research in Motion Limited, TeliaSonera AB, TELECOM ITALIA S.p.A., T-Mobile, Vodafone
	8.1.3

	GP-052872
	New WID on MS conformance test of DARP Phase II (MSRD)
	Cingular Wireless, Ericsson, Intel, Motorola, Nokia, Orange SA, Philips, Research in Motion Limited, TeliaSonera AB, TELECOM ITALIA S.p.A., T-Mobile, Vodafone
	8.1.3

	GP-052873
	New WID on Performance Requirements for Mobile Station Receive Diversity, DARP Phase II
	Cingular Wireless, Ericsson, Intel, Motorola, Nokia, Orange SA, Philips, Research in Motion Limited, TeliaSonera AB, TELECOM ITALIA S.p.A., T-Mobile, Vodafone
	8.1.3

	GP-052874
	New WID on Capability signalling of Mobile Station Receive Diversity, DARP Phase II 
	Cingular Wireless, Ericsson, Intel, Motorola, Nokia, Orange SA, Philips, Research in Motion Limited, TeliaSonera AB, TELECOM ITALIA S.p.A., T-Mobile, Vodafone
	8.1.3

	GP-052875
	New WID on Test Scenarios for Mobile Station Receive Diversity, DARP Phase II
	Cingular Wireless, Ericsson, Intel, Motorola, Nokia, Orange SA, Philips, Research in Motion Limited, TeliaSonera AB, TELECOM ITALIA S.p.A., T-Mobile, Vodafone
	8.1.3

	GP-052876
	Response LS on PSI/SI Information Transfer during inter-RAT PS Handover
	TSG RAN WG3
	4.1

	GP-052877
	CR 44.006-0006 rev 4: Repeated SACCH description (Rel-6)
	Nokia
	8.2.3

	GP-052878
	CR 43.246-0038 rev3 MBMS transfer mode (Rel-6)
	Ericsson, Siemens
	8.2.3

	GP-052879
	CR 44.006-0006 rev 5: Repeated SACCH description (Rel-6)
	Nokia
	8.2.3

	GP-052880
	Not used
	
	

	GP-052881
	Not used
	
	

	GP-052882
	Not used
	
	

	GP-052883
	Not used
	
	

	GP-052884
	Not used
	
	

	GP-052885
	Not used
	
	

	GP-052886
	Not used
	
	

	GP-052887
	Not used
	
	

	GP-052888
	Not used
	
	

	GP-052889
	Not used
	
	

	GP-052890
	Not used
	
	

	GP-052891
	CR 44.005-0003 rev 1: Repeated SACCH (Rel-6)
	Nokia
	7.2.5.2.5, 7.1.5.15

	GP-052892
	CR 24.008 Indication of support for Serial SACCH Repetition (Rel-6) (Rel-6)
	Ericsson
	7.2.5.2.5

	GP-052893
	CR 24.008 Indication of support for Serial SACCH Repetition (Rel-7) (Rel-7)
	Ericsson
	7.2.5.2.5

	GP-052894
	LS on Addition of Repeated SACCH capability indicator
	GP
	7.2.6

	GP-052895
	CR 44.018-0489 rev 2: Fast RACH – Removal of Random Spreading at initiation of Immediate Assignment procedure (Rel-7)
	Ericsson
	7.2.5.3.5, 7.1.5.15

	GP-052896
	CR 44.005-0002 rev 1: Inclusion of SACCH and SDCCH (Rel-7)
	LG Electronics
	7.2.5.3.5

	GP-052897
	CR 44.060-0746 rev 1: Clarification to N3104 counting procedures for EGPRS header type 1 RLC blocks. (Rel-7)
	NEC
	7.2.5.3.5

	GP-052898
	CR 44.060-0768 rev 1: Early TBF Establishment (Rel-7)
	Siemens
	7.2.5.3.5

	GP-052899
	CR 44.018-0529 rev 1: AMR for VGCS (Rel-7)
	Nortel
	7.2.5.3.2

	GP-052900
	Remarks on Back to Back Dynamic Allocation WITHDRAWN
	Panasonic
	7.2.5.3.3, 6.2, 7.1.5.5

	GP-052901
	GERAN evolution – Event based ACK/NACK performance result
	Ericsson
	7.1.5.5, 7.2.5.3.3

	GP-052902
	CR 44.0331-0141 rev 2: Means for selecting between different position determination approaches (Rel-7)
	Motorola
	7.2.5.2.4

	GP-052903
	Inter-RAT DTM HANDOVER – Parallel CS and PS Handovers WITHDRAWN
	Nokia
	7.2.5.3.1

	GP-052904
	LS on Inter-RAT PS Handover Improvements (To: CT4, RAN3)
	GP
	7.2.6

	GP-052905
	LS on Addition of Repeated SACCH capability indicator (To: CT1)
	GP
	7.2.6

	GP-052906
	CR 44.018-0514 rev 2: Provision of MBMS parameters in “GPRS cell options” inband to CS connected DTM capable MS. (Rel-6)
	NEC
	7.2.5.2.2

	GP-052907
	CR 44.018-0515 rev 2: Provision of MBMS parameters in “GPRS cell options” inband to CS connected DTM capable MS. (Rel-7)
	NEC
	7.2.5.2.2

	GP-052908
	CR 44.018-0523 rev 2: Network behaviour on T3107 expiry when sending encapsulated DTM ASSIGNMENT command (Rel-7)
	Siemens
	7.2.5.2.1

	GP-052909
	CR 44.318-0016 rev 2: Clarifications to GAN Stage 3 (Rel-6)
	Ericsson
	7.2.5.2.3

	GP-052910
	CR 44.318-0015 rev 2: RTP packets (Rel-6)
	Nokia
	7.2.5.2.3

	GP-052911
	FDDA : Forward Downlink Dynamic Allocation
	Motorola, Telecom Italia S.p.A., TeliaSonera AB
	7.1.5.5, 7.2.5.3.3

	GP-052912
	CR 45.008-0289 rev2 Accuracy requirements of MS MEAN_BEP estimation (Rel-6)
	BenQ, Infineon
	7.1.5.3

	GP-052913
	CR 45.008-0290 rev2 Accuracy requirements of MS MEAN_BEP estimation: removal of brackets (Rel-7)
	BenQ, Infineon
	7.1..5.3

	GP-052914
	Draft Reply LS on Addressing concerns raised at the GSMOB coordination meeting (GP-02646 /SE7(05)162 rev 1) (To: WGSE PT SE7, Cc: RAN4, ETSI MSG, ETSI ERM TG25,  ETSI TC SES)
	TSG GERAN WG1
	7.1.6

	GP-052915
	Report back from ECC meeting 12, 24 to 28 October 2005, Cascais, Portugal (for information)
	ETSI Radio Competence Centre
	4.2

	GP-052916
	CR 45.008-0289 rev3 Accuracy requirements of MS MEAN_BEP estimation (Rel-6)
	BenQ, Infineon
	7.1.5.3

	GP-052917
	CR 45.008-0290 rev3 Accuracy requirements of MS MEAN_BEP estimation: removal of brackets (Rel-7)
	BenQ, Infineon
	7.1..5.3

	GP-052918
	Outcome of TSG GERAN WG1#27 meeting
	Chairman TSG GERAN WG1
	8.1.1

	GP-052919
	Draft Report of TSG GERAN WG1 meeting during TSG GERAN #27
	MCC
	8.1.1

	GP-052920
	Not used
	
	

	GP-052921
	CR 43.318-0008 rev 2: Introduction of the Inter RAT Handover to GAN definition (Rel-6)
	Vodafone
	7.2.5.2.3

	GP-052922
	CR 44.318-0017: Introduction of the definition of UTRAN to GAN handove (Rel-6)
	Vodafone
	7.2.5.2.3

	GP-052923
	SMS PP transmission timer in bad radio conditions with AMR signalling enhancements
	Nortel
	8.2.2

	GP-052924
	LS on SMS PP transmission timer in bad radio conditions with AMR signalling enhancements (To: CT1, SA1) WITHDRAWN
	Nortel
	8.2.2

	GP-052925
	Presentation from TSG GERAN WG2 (slides)
	Chairman TSG GERAN WG1
	8.2.1

	GP-052926
	Draft Report of TSG GERAN WG2 meeting during TSG GERAN #27
	MCC
	8.2.1

	GP-052927
	
	
	

	GP-052928
	
	
	

	GP-052929
	
	
	

	GP-052930
	
	
	


