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**** First modified section ****
11.2.5a
EGPRS Packet Channel Request

This message may be sent by an EGPRS capable mobile station in a cell supporting EGPRS and where the EGPRS_PACKET_CHANNEL_REQUEST parameter indicates that this message shall be used.

This message is sent in random mode on the PRACH using the PRACH uplink block format or on the RACH (see 3GPP TS 44.018) using the RACH uplink / Uplink access burst block format defined in 3GPP TS 44.004. The order of bit transmission is defined in 3GPP TS 44.004. The numbering, assembling and field mapping conventions defined for RLC/MAC control blocks in sub-clause 10.0b shall apply. The message is coded in 11‑bit format.

The EGPRS capability is indicated using alternative training sequences (see 3GPP TS 45.002).

Table 11.2.5a.1: EGPRS PACKET CHANNEL REQUEST message content

	Training sequence 
(see 3GPP TS 45.002)
	bits
11…...1
	
Packet Channel Access

	TS1
	< EGPRS Packet channel request message content >
	EGPRS with 8PSK capability in uplink

	TS2
	< EGPRS Packet channel request message content >
	EGPRS without 8PSK capability in uplink


Table 11.2.5a.2: EGPRS PACKET CHANNEL REQUEST message content

	< EGPRS Packet channel request message content > ::=


< One Phase Access Request :
0
< MultislotClass : bit (5) >




< Priority : bit (2) >




< RandomBits : bit (3) > >


| < Short Access Request :
100
-- The value 100 was allocated in an earlier version of the protocol and shall not be used by the mobile station



< NumberOfBlocks : bit (3) >




< Priority : bit (2) >




< RandomBits : bit (3) > >


| < Two Phase Access Request :
110000
< Priority : bit (2) > 




< RandomBits : bit (3) > > 


| < Signalling :
110011
< RandomBits : bit (5) > >


| < One phase Access Request in RLC unack mode :
110101
< RandomBits : bit (5) > >


| < Dedicated Channel Request :
110110
< RandomBits : bit (5) > >


| < Emergency call :
110111
< RandomBits : bit (5) > >;



Table 11.2.5a.3: EGPRS PACKET CHANNEL REQUEST details

	MultislotClass (5 bit field)

This information field indicates the EGPRS multislot class of the ME. The coding is defined like for the MultislotClass field in table 11.2.5.3. The semantics of this field is defined in 3GPP TS 45.002.

	Priority (2 bit field)

	NumberOfBlocks (3 bit field)

	RandomBits (3 bit field or 5 bit field)
For the definition of these three last information fields see Packet Channel Request in sec. 11.2.5.


**** Next modified section ****
11.2.18
Packet System Information Type 1

This message is sent by the network on the PBCCH or PACCH giving information for Cell selection, for control of the PRACH, for description of the control channel(s) and global power control parameters. This message shall not be segmented across more than one RLC/MAC control block by using the procedures specified in sub-clause 9.1.12a. Special requirements for the transmission of this message apply on the PBCCH, see 3GPP TS 45.002.

Message type:
PACKET SYSTEM INFORMATION TYPE 1

Direction:
network to mobile station

Classification:
distribution message

Table 11.2.18.1: PSI1 information elements

	< PSI1 message content > ::=


< PAGE_MODE : bit (2) >


< PBCCH_CHANGE_MARK : bit (3) >


< PSI_CHANGE_FIELD : bit (4) >


< PSI1_REPEAT_PERIOD : bit (4) >


< PSI_COUNT_LR : bit (6) >


{ 0 | 1 < PSI_COUNT_HR : bit (4) > }


< MEASUREMENT_ORDER: bit (1) >


< GPRS Cell Options : < GPRS Cell Options IE > >


< PRACH Control Parameters : < PRACH Control Parameters IE > >


< PCCCH Organization Parameters : < PCCCH Organization Parameters IE > >


< Global Power Control Parameters : < Global Power Control Parameters IE > >


< PSI_STATUS_IND : bit >


{ null
| 0



-- Receiver backward compatible with earlier release



| 1



-- Additions in release 99 :



< MSCR : bit >




< SGSNR : bit >




< BAND_INDICATOR : bit >


{ null
| 0


-- Receiver backward compatible with earlier release



| 1



-- Additions in Rel-6 :




{ 0 | 1
< LB_MS_TXPWR_MAX_CCH : bit (5) > }



< padding bits > } } 


! < Distribution part error : bit (*) = < no string > > ;


Table 11.2.18.2: PSI1 information element details

	GPRS Cell Options
This information element is defined in sub-clause 12.24

	Global Power Control Parameters
This information element is defined in sub-clause 12.9.

	MEASUREMENT ORDER (1 bit field)
The MEASUREMENT ORDER field indicates if set = 0 that the mobile station is in control of the cell re-selection in both packet idle mode and packet transfer mode and that the mobile station shall not send any measurement reports to the network (= NC0 in 3GPP TS 45.008). It also indicates that the Optional PSI5 message is not broadcast.
If set = 1 the mobile station shall send measurement reports for cell re-selection to the network. Further cell re-selection and measurement details are included in the PSI5 message.

	PAGE_MODE (2 bit field)
This field describes which type of page mode used, i.e. either normal paging, extended paging, paging reorganization or same as before from the previous page mode. The mobile station shall ignore this field if the message is received on the PACCH. Coding of this field is defined in 3GPP TS 44.018.

	PBCCH_CHANGE_MARK (3 bit field)
The PBCCH_CHANGE_MARK field is a 3 bit counter incremented with one each time information has been changed in one or more of the broadcast PSI2-PSIn messages on PBCCH (n>2).

	PSI_CHANGE_FIELD (4 bit field)
The PSI_CHANGE_FIELD is a 4 bit value reflecting which PSI message or group of instantiated PSI message was most recent updated when the PBCCH_CHANGE_MARK was last incremented. If more than one PSI message or group of instantiated PSI message were changed at the same time, the PSI_CHANGE_FIELD indicates unspecified updates. Range 0 to 15.

Bit

4 3 2 1

0 0 0 0
Update of unspecified PSI message(s);

0 0 0 1
Unknown

0 0 1 0
PSI2 updated

0 0 1 1
PSI3/PSI3bis/PSI3ter/PSI3quater updated

0 1 0 0
Unknown



-- This value was allocated in an earlier version of the protocol and shall not be used

0 1 0 1
PSI5 updated

0 1 1 0
PSI6 updated

0 1 1 1
PSI7 updated

1 0 0 0
PSI8 updated

All other values shall be interpreted as 'Update of unknown SI message type'.



	PSI1_REPEAT_PERIOD (4 bit field)
This field is the binary representation of the PSI1_REPEAT_PERIOD parameter value minus one, see 3GPP TS 45.002. The field is coded according to the following table:

Bit
4 3 2 1
0 0 0 0
PSI1_REPEAT_PERIOD = 1
0 0 0 1
PSI1_REPEAT_PERIOD = 2
. . .
1 1 1 1
PSI1_REPEAT_PERIOD = 16

	PSI_COUNT_LR (6 bit field)
This field is the binary representation of the PSI_COUNT_LR parameter, see 3GPP TS 45.002. The field is coded according to the following table:

Bit
6 5 4 3 2 1
0 0 0 0 0 0

PSI_COUNT_LR = 0
0 0 0 0 0 1

PSI_COUNT_LR = 1
. . .
1 1 1 1 1 1

PSI_COUNT_LR = 63

	PSI_COUNT_HR (4 bit field)
This field is the binary representation of the PSI_COUNT_HR parameter value minus one, see 3GPP TS 45.002. If PSI_COUNT_HR is not included in PSI1 message, the default value PSI_COUNT_HR = 0 applies. The field is coded according to the following table:

Bit
4 3 2 1
0 0 0 0
PSI_COUNT_HR = 1
0 0 0 1
PSI_COUNT_HR = 2
. . .
1 1 1 1
PSI_COUNT_HR = 16

	PCCCH Organization Parameters
This information element is defined in sub-clause 12.25

	PRACH Control Parameters
This information element is defined in sub-clause 12.14.

	PSI_STATUS_IND (1 bit field):
0
The network does not support the PACKET PSI STATUS message;
1
The network supports the PACKET PSI STATUS message.

	MSCR, MSC Release (1 bit field):
0
The MSC is Release '98 or older
1
The MSC is Release '99 onwards

	SGSNR, SGSN Release (1 bit field)
0
The SGSN is Release '98 or older
1
The SGSN is Release '99 onwards

	BAND_INDICATOR (1 bit field) 
See 3GPP TS 45.005 for definition of this field, which is coded as follows:
0
ARFCN indicates 1800 band
1
ARFCN indicates 1900 band

	LB_MS_TXPWR_MAX_CCH (5 bit field)

The LB_MS_TXPWR_MAX_CCH field is coded as the binary representation of the 'power control level' in 3GPP TS 45.005 corresponding to the maximum TX power level a mobile station may use when accessing on a packet control channel. This value shall be used by the mobile station according to 3GPP TS 45.008.


NOTE 1:
The MSC Release bit indicates the version of the MSC specific protocols and is not applicable to access stratum protocols.

NOTE 2:
The SGSN Release bit indicates the version of the SGSN specific protocols and is not applicable to access stratum protocols.

**** Next modified section ****
11.2.21b

Packet System Information Type 3 quater

This message is sent by the network on the PBCCH or PACCH giving information on 3G Neighbour Cells and additional measurement and reporting parameters. This message shall not be segmented across more than one RLC/MAC control block by using the procedures specified in sub-clause 9.1.12a. If not all information fits into one instance of the PSI3quater message, the PSI3quater message can be repeated. Special requirements for the transmission of this message apply on PBCCH, see 3GPP TS 45.002.

Message type:
PACKET SYSTEM INFORMATION TYPE 3 QUATER

Direction:
network to mobile station

Classification:
distribution message

Table 11.2.21b.1: PSI3 quater information elements

	< PSI3 quater message content > ::=


< PAGE_MODE : bit (2) >


< PSI3_CHANGE_MARK : bit (2) >


< PSI3_QUATER_INDEX : bit (4) >


< PSI3_QUATER_COUNT : bit (4) >


{
{ 0 | 1 < GPRS REP_PRIORITY Description : < GPRS REP PRIORITY Description struct >> }


{ 0 | 1 < 3G Neighbour Cells Description : < 3G Neighbour Cells Description struct >> }


{ 0 | 1 < 3G MEASUREMENT Parameters Description :











< 3G MEASUREMENT PARAMETERS Description struct >> }


{ 0 | 1 < 3G Initial Dedicated Mode Reporting Description : 












< 3G Initial Dedicated Mode Reporting Description struct >> }


{ null | 0 bit** < no string>










-- Receiver compatible with earlier release


 | 1 
















-- Additions in release R5:


{ 0 | 1
< GPRS 3G Additional Measurement Parameters Description : 





< GPRS 3G Additional Measurement Parameters Description struct >> }



{ 0 | 1
< GPRS 3G Additional Measurement Parameters Description 2: 





< GPRS 3G Additional Measurement 

Parameters Description 2 struct >> }


{ null | 0
bit** = < no string >

--Receiver compatible with earlier release


| 1









--Additions in Release 6:


< 3G_CCN_ACTIVE : bit >



< padding bits > } } } //

-- truncation at end of message allowed, bits '0' assumed

 ! < Distribution part error : bit (*) = < no string > > ;



	< GPRS REP PRIORITY Description struct > ::=


< Number_Cells : bit(7) > 


{ < REP_PRIORITY : bit > } * (val(Number_Cells)) ;



	< 3G Neighbour Cell Description struct > ::= 


{ 0 | 1 < Index_Start_3G : bit (7) > }

{ 0 | 1 < Absolute_Index_Start_EMR : bit (7) > }

{ 0 | 1 < UTRAN FDD Description : < UTRAN FDD Description struct >> }

{ 0 | 1 < UTRAN TDD Description : < UTRAN TDD Description struct >> } ;



	< UTRAN FDD Description struct > ::=


{ 0 | 1 < Bandwidth_FDD : bit (3) > }

{ 1 < Repeated UTRAN FDD Neighbour Cells : < Repeated UTRAN FDD Neighbour Cells struct >> } ** 0 ;



	< Repeated UTRAN FDD Neighbour Cells struct > ::=

0 < FDD-ARFCN : bit (14) >

-- The value ‘1’ was used in an earlier 











-- version of the protocol and shall not be used.

< FDD_Indic0 : bit >

< NR_OF_FDD_CELLS : bit (5) >

< FDD _CELL_INFORMATION Field : bit(p(NR_OF_FDD_CELLS)) > ; 











-- p(x) defined in table 11.2.9b.2.a/3GPP TS 44.060.



	< UTRAN TDD Description struct > ::=

{ 0 | 1 < Bandwidth_TDD : bit (3) > }

{ 1 < Repeated UTRAN TDD Neighbour Cells : < Repeated UTRAN TDD Neighbour Cells struct >> } ** 0 ;



	< Repeated UTRAN TDD Neighbour Cells struct > ::=

0 < TDD-ARFCN : bit (14) >

-- The value ‘1’ was used in an earlier











-- version of the protocol and shall not be used.

< TDD_Indic0 : bit >

< NR_OF_TDD_CELLS : bit (5) >

< TDD_CELL_INFORMATION Field : bit(q(NR_OF_TDD_CELLS)) > ; 











-- q(x) defined in table 11.2.9b.2.b/3GPP TS 44.060.



	< 3G MEASUREMENT PARAMETERS Description struct > ::=


< Qsearch_P : bit (4) > 

< 3G_SEARCH_PRIO : bit >

( 0 | 1 < FDD_GPRS_Qoffset : bit (4) >




-- FDD information



< FDD_Qmin : bit (3) > }

( 0 | 1 < TDD_GPRS_Qoffset : bit (4) > } ;




-- TDD information


	< 3G Initial Dedicated Mode Reporting Description struct > ::=


< 3G_BA_IND : bit >


< Qsearch_I : bit (4) > 

< Qsearch_C_Initial : bit (1) >

( 0 | 1
< FDD_Qoffset : bit (4) >








-- FDD information



< FDD_REP_QUANT : bit (1) >



< FDD_MULTIRAT_REPORTING : bit (2) > }

( 0 | 1
< TDD_Qoffset : bit (4) >








-- TDD information



< TDD_MULTIRAT_REPORTING : bit (2) > } ;



	< GPRS 3G Additional Measurement Parameters Description struct > ::=


< FDD_Qmin_Offset : bit (3) >











-- FDD information 


< FDD_RSCPmin : bit (4) > ;



	< GPRS 3G Additional Measurement Parameters Description 2 struct > ::=



{ 0 | 1 < FDD_REPORTING_THRESHOLD_2 : bit (6) > } ;



-- FDD information




Table 11.2.21b.2: PSI3 quater information element details

	PAGE_MODE (2 bit field)
See description under PSI3.

	PSI3_CHANGE_MARK (2 bit field)
See description under PSI3.

	PSI3_QUATER_INDEX (4 bit field)
The PSI3_QUATER_INDEX field is used to distinguish individual PSI3 quater messages containing information about different neighbour cells. The field can take the binary representation of the values 0 to n, where n is the index of the last PSI3 quater message. (PSI3 quater count).

	PSI3_QUATER_COUNT (4 bit field)
This field is coded as the binary representation of the PSI3 quater index (in the PSI3 quater message) for the last (highest indexed) individual PSI3 quater message.
Range: 0-15.

	GPRS REP PRIORITY Description 

REP_PRIORITY bit:
0
Normal reporting priority
1
High reporting priority
The use of these bits is defined in sub-clause 5.6.3.5 ("GPRS Report Priority Description").

	3G Neighbour Cell Description
The building of the 3G Neighbour Cell list and the ordering of indices within each Radio Access Technology is described in sub-clause 5.6.3.1.

Index_Start_3G (7 bit)

This optional information element indicates the value of the first index to use to build this instance of the 3G Neighbour Cell list. When missing, the value 0 is assumed. See sub-clause 5.6.3.1.

Absolute_Index_Start_EMR (7 bit)

This parameter indicates the value to be added to the indexes of the 3G Neighbour Cell list for reporting 3G Cells with the PACKET ENHANCED MEASUREMENT REPORT message (see sub-clause 5.6.3.3). If different values are received for this parameter in different instances of this message, the instance with the highest index shall be used. If this parameter is absent in all instances of the message, the value "0" shall be used.
NOTE:
This parameter is not used for reporting 3G Cells with the PACKET MEASUREMENT REPORT message, see sub-clause 11.2.9.

UTRAN FDD Description:
For detailed element definitions see the Packet Measurement Order message with the following exception for the FDD_CELL_INFORMATION Field:

FDD_CELL_INFORMATION Field (p bit field)

If parameter n in table 11.2.9b.2.a is equal to 31, this indicates that the corresponding UARFCN shall be included in the GPRS 3G Cell Reselection list (see sub-clause 5.6.3.7); no index shall be allocated in the 3G Neighbour Cell list.

UTRAN TDD Description:
For detailed element definitions see the Packet Measurement Order message with the following exception for the TDD_CELL_INFORMATION Field:

TDD_CELL_INFORMATION Field (q bit field)

If parameter m in table 11.2.9b.2.b is equal to 31, this indicates that the corresponding UARFCN shall be included in the GPRS 3G Cell Reselection list (see sub-clause 5.6.3.7); no index shall be allocated in the 3G Neighbour Cell list.

	3G MEASUREMENT PARAMETERS Description
The fields of this Description are used for measurements as defined in 3GPP TS 45.008.

	3G Initial Dedicated Mode Reporting Description

These parameters shall only be used in initial 3G neighbour cell reporting in dedicated mode.

3G_BA_IND (1 bit field)

The 3G_BA_IND is needed to identify set of 3G Neighbour Cell information used for reporting in dedicated mode. The value received is reflected in the MEASUREMENT REPORT and ENHANCED MEASUREMENT REPORT messages, see 3GPP TS 44.018 'Parameters for Measurements and Reporting'.

The other fields of this Description are used for measurements as defined in 3GPP TS 45.008.

	GPRS 3G Additional Measurement Parameters Description
The fields of this Description are used for measurements as defined in 3GPP TS 45.008.
If the GPRS 3G Additional MeasurementParameters Description is included in more than one instance of the PSI3quater message, the GPRS 3G Additional MeasurementParameters Description of the instance with the highest PSI3quater_INDEX shall be used.

	3G_CCN_ACTIVE (1 bit field)
This field indicates whether CCN is enabled towards 3G neighbouring cells. It is coded as follows:

0
CCN towards 3G cells is disabled in the cell. 
1
CCN towards 3G cells is enabled in the cell.

	GPRS 3G Additional Measurement Parameters Description 2
The fields of this Description are used for measurements as defined in 3GPP TS 45.008.
If the GPRS 3G Additional Measurement Parameters Description 2 is included in more than one instance of the PSI3quater message, the GPRS 3G Additional Measurement Parameters Description 2 of the instance with the highest PSI3quater_INDEX shall be used.


11.2.21b.1
GPRS REP PRIORITY description

A GPRS REP PRIORITY description construction shall be included in one and only one instance of the PACKET SYSTEM INFORMATION TYPE 3 QUATER message within the consistent set of PACKET SYSTEM INFORMATION TYPE 3 QUATER messages.
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