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Table B.1: Applicability of tests

	First modified section

	21.1
	Signal strength
	Phase 2
	All MS
	A
	

	21.2
	Signal strength selectivity
	Phase 2
	All MS
	A
	

	21.3.1
	Signal quality under static conditions - TCH/FS
	Phase 2


	MS supporting full rate speech
	C345
	

	21.3.2
	Signal quality under static conditions - TCH/HS
	Phase 2
	MS supporting half rate speech
	C346
	

	21.3.3
	Signal quality under static conditions -TCH/AFS – DTX off
	R98
	MS supporting AMR
	C203
	

	21.3.4
	Signal quality under static conditions -TCH/AHS – DTX off
	R98
	MS supporting AMR
	C319
	

	21.3.5
	Signal quality under static conditions -TCH/AFS – DTX on
	R98
	MS supporting AMR
	C203
	

	21.3.6
	Signal quality under static conditions -TCH/AHS – DTX on
	R98
	MS supporting AMR
	C319
	

	21.4.1
	Signal quality under TUhigh propagation conditions
	Phase 2


	All MS supporting speech
	C347
	

	21.4.2
	Signal quality under TUhigh propagation conditions -TCH/AFS
	R98
	MS supporting AMR
	C203
	

	21.4.3
	Signal quality under TUhigh propagation conditions -TCH/AHS
	R98
	MS supporting AMR
	C203
	

	21.9
	8PSK_MEAN_BEP Measurement for PDTCH
	R99
	All EGPRS MS
	C216
	

	22.1
	Transmit power control timing and confirmation, single slot
	R96
	All MS
	A
	

	…………..

	C211
	IF A.2/42 AND NOT A.1/18 THEN A ELSE N/A
	-- TSPC_EGPRS AND TSPC_Type_GPRS_Multislot_operation

	C213
	IF A.1/58 THEN A ELSE N/A
	-- TSPC_COMPACT

	C214
	IF A.2/53 THEN A ELSE N/A
	-- TSPC_ECSD

	C215
	IF A.2/41 THEN A ELSE N/A
	-- TSPC_GPRS

	C216
	IF A.2/42 THEN A ELSE N/A
	-- TSPC_EGPRS

	C220
	IF A.25/109 AND A.25/97 THEN A ELSE N/A
	-- TSPC_AddInfo_MultSMS AND TSPC_AddInfo_MultSMsameRR

	C221
	IF A.2/41 AND A.2/48 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_operation_mode_B

	C222
	IF A.2/41 AND A.25/83 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_Addinfo_1PDP_CA

	C223
	IF A.2/41 AND A.25/84 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_Addinfo_mor1PDP CA

	C224
	IF A.2/41 AND A.25/85 AND A.25/128 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_Addinfo_mor1PDP CA_SAPI AND TSPC_AddInfo_NewULDataInNewPDP_while_ULTransferInOldPDP

	C225
	IF A.2/41 AND A.25/88 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_Addinfo_N_req_PDP_CA

	C226
	IF A.2/41 AND A.2/47 OR A.2/48 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_operation_mode_A OR TSPC_operation_mode_B

	Note 1:
This test case concerns a feature introduced in R97, but it is applicable only for R99 and later  as it has been created late.
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