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FIRST MODIFIED SUB-CLAUSE

---------------------------------------------
6.1.1.5
Address assignment procedure

The assignment of an MS_ID address to a counted mobile station is performed by the network sending an MBMS MS_ID ASSIGNMENT message on the PACCH/D of the point-to-multipoint radio bearer addressed via the MBMS_BEARER_ID. If an MBMS ASSIGNMENT message is sent as a non-distribution message it can contain MS_ID and then no MBMS MS_ID ASSIGNMENT message needs to be sent. On a given point-to-multipoint bearer there is a one-to-one relationship between an MBMS_BEARER_ID + MS_ID combination and the TLLI of the mobile station. The MBMS MS_ID ASSIGNMENT message also includes the timing advance parameters for the addressed mobile station.

The network may request an addressed mobile station to acknowledge, with a PACKET CONTROL ACKNOWLEDGEMENT message, the reception of the MBMS MS_ID ASSIGNMENT message.

The mobile stations are identified with an MBMS_BEARER_ID + MS_ID combination, which is provided within the TFI field. Both the MBMS_BEARER_ID and the MS_ID are variable length fields inside the TFI field. The MBMS_BEARER_ID may range from a 1-bit field up to a 5-bit field (in the latter case no mobile station may be addressed). The MS_ID may range from a 1-bit field up to a 4-bit field. At any time the overall size of the MBMS_BEARER_ID + MS_ID combination is a 5-bit field, i.e. the size of the TFI field. On a PDCH an MBMS bearer is identified by the MBMS_BEARER_ID contained in the most significant bit(s) part of the TFI field; all TFI values whose most significant bits are equal to a given MBMS_BEARER_ID are reserved for this MBMS bearer and shall not be used for any other (E)GPRS TBFs or p-t-m radio bearer on that PDCH. All the mobile stations receiving the MBMS p-t-m radio bearer identified by a given MBMS_BEARER_ID shall try to decode all the RLC/MAC blocks where the TFI field contains this MBMS_BEARER_ID.

The network may modify the lengths of the MBMS_BEARER_ID and the MS_ID fields during an ongoing MBMS session in order to dynamically change the multiplexing of different MBMS p-t-m radio bearers and/or (E)GPRS TBFs on the same PDCH(s). The network performs such identity reassignment of an MBMS radio bearer  by sending an MBMS ASSIGNMENT message as a non-distribution message on the PACCH/D, containing the old and the new MBMS_BEARER_ID and optionally the starting time of the validity of the new MBMS_BEARER_ID. 

The network may reallocate or delete the MS_ID value assigned to a specific MS with an MBMS MS_ID ASSIGNMENT message.
---------------------------------------------
NEXT MODIFIED SUB-CLAUSE

---------------------------------------------
6.1.2
MBMS channel reconfiguration 

The network may modify the channel allocation for an MBMS bearer by sending an MBMS ASSIGNMENT message as a non-distribution message including the relevant MBMS_BEARER_ID. The MS shall use the same MS_ID on the new resource.

The MBMS ASSIGNMENT message includes the new MBMS bearer description, the session duration value indicating the remaining duration of the MBMS session and the MBMS In-band Signalling Indicator (see sub-clause 6.6).
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