3GPP TSG-GERAN Meeting #29


Tdoc GP-060966
San José del Cabo, Mexico, 24th to 28th April 2006
Title:
LS on ACCH capability indicator 
Response to:
None
Release:
Release 6
Work Item:
TEI-6
Source:
GERAN WG2
To:
CT WG1
Cc:
None
Contact Person:  
Name: Lars Klockar


Tel. Number: +46 8 50877584


E-mail Address:
lars.klockar@ericsson.se
Attachments:
Draft CRs on TS 24.008 (GP-060862 and GP-060863), endorsed by GERAN WG2, and for information the approved CR on TS 44.006 (GP-060864).
1. Overall Description:

It has been agreed during GERAN #29 that it is necessary to update the Repeated SACCH capability indicator in MS Classmark 3 IE to also include an indication for MS support for Repeated Downlink FACCH. The purpose for both Repeated Downlink FACCH and Repeated SACCH is to increase the robustness of the control channels and therefore a common capability indicator (i.e. using the existing “Repeated SACCH Capability” indicator to indicate MS support for both these features) is seen as a good solution. 

The reason for the inclusion of a Repeated Downlink FACCH capability indicator is two-fold: 

1. New functionality has been added to the Repeated Downlink FACCH functionality and to be able to use it the network must know that the MS is capable of Repeated Downlink FACCH. This new functionality was agreed at GERAN #29 in CR GP-060864
2. The indication is also needed for a network that wants to use Repeated Downlink FACCH for increasing the spectrum efficiency. The Repeated Downlink FACCH capable MSs would in this case be placed in a channel group with a higher frequency load. 
It is not mandatory for an MS to report the Repeated Downlink FACCH capability to the network, this is to allow for pre-release 6 implementation of the functionality. However, an MS that implements the new functionality (GERAN#29, GP-060864) must indicate to the network that it is Repeated Downlink FACCH capable, in order to make use of the new functionality.

It is suggested that the new name for the capability indicator is “Repeated ACCH” (i.e. rename the existing “Repeated SACCH Capability” indicator to “Repeated ACCH Capability” indicator). 
2. Actions:

To CT1 group
ACTION: GERAN kindly asks CT1 group to review and approve the proposed updates of the Repeated SACCH capability indicator and provide feedback accordingly.
3. Date of Next TSG-GERAN Meetings:

TSG-GERAN Meeting #29bis
22nd – 24th May 2006
Sophia-Antipolis, France.

TSG-GERAN Meeting #30 
26th – 30th June 2006
Lisbon, Portugal.
