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81.2.6.1
Registration Procedure, Deregister, Network Congestion, MS in State GA-CSR DEDICATED

81.2.6.1.1
Conformance requirement

When the MS receives the GA-RC DEREGISTER message, it shall:

-
if the MS is in the process of PLMN selection;

-
ignore the received Register Reject Cause Information Element, and
-
proceed as defined in sub-clause 6.2.4.5.

-
else extract the Reject Cause information element and act as following depending on the value of the Reject Cause IE:

-
'Network Congestion'

-
release all local GAN resources (e.g. MS is in active call over GAN)

-
release the TCP connection towards the current GANC and

-
release the secure connection towards the GANC-SEGW, as defined in sub-clause 4.5


-
create a random value between zero and the received value in IE ‘TU3907 Timer’ and
-
add this value to the received value in IE ‘TU3907 Timer’, and use this as the new value for TU3907

-
start timer TU3907 according to the new calculated value
Reference(s)
3GPP TS 44.318 V6.0.0 sub-clause 6.4.4

81.2.6.1.2
Test purpose

To verify that the MS changes state to GA-RC DEREGISTERED and starts to try to register again after receiving GA-RC DEREGISTER with cause ‘Network Congestion’.

81.2.6.1.3
Method of test

Initial conditions
System Simulator:

-
1 GAN cell, default parameter
-
Public DNS without knowledge of the serving GANC’s FQDN

-
DNS inside of the SEGW associated with the serving GANC

Mobile Station:

-
MS has stored the FQDN to the serving GANC and its SEGW associated with the AP-ID
-
MS in state GA-CSR DEDICATED with an active call

Related PICS/PIXIT Statement(s)
GAN support
Foreseen final state of the MS
The MS will change state to GA-RC DEREGISTERED.

Test procedure
The SS initiates the deregistration by sending GA-RC DEREGISTER with cause ‘Network Congestion’.

The MS is supposed to start the Registration procedure when TU3907 has expired.

Specific Test Parameters
-

Maximum duration of test
1 min.

Expected sequence
	Step
	Direction
	Message
	Comment

	
	MS
	SS
	
	

	1
	
	GA-RC DEREGISTER
	From serving GANC, cause: network congested. TU3907 is set to 10 sec. 

	2
	MS
	
	Release the active call

	3
	MS
	
	Release the TCP connection to the GANC and the secure connection to the SEGW

	4
	MS
	
	
The SS checks that the following step is initiated by the MS within min 10 and 20 sec.

	5
	MS
	
	MS sets up secure connection to the SEGW and establishes a TCP connection to the serving GANC using either IP address or FQDN

	6
	
	GA-RC REGISTER REQUEST
	To serving GANC
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