3GPP TSG-GERAN Meeting #32 
Tdoc (
GP-062009
Sophia Antipolis, France, 13-17 Nov 2006

	CR-Form-v9.2

	CHANGE REQUEST

	

	(

	51.010-1
	CR
	3699
	(

rev
	-
	(

Current version:
	7.3.1
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	PICS/PIXIT and Band Dependency modifications in 35.x to 39.x

	
	

	Source to WG:
(

	RIM

	Source to TSG:
(

	G3new

	
	

	Work item code:
(

	TEI7
	
	Date: (

	29/09/2006

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-7

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)

	
	

	Reason for change:
(

	To modify clause 35.x to 39.x as part of the PICS/PIXIT and Band Dependency workplan

	
	

	Summary of change:
(

	Deleted frequency band requirements in 35.x

	
	

	Consequences if 
(

not approved:
	Inconsistent format in 35.x

	
	

	Clauses affected:
(

	35.x

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	X
	
	 Test specifications
	51.010-2

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	Applicable to Phase 2 and onwards


How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at http://www.3gpp.org/specs/CR.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.

35
Low battery voltage detection

35.1
Definition and applicability

Low battery or shutdown voltage detection is used to trigger inhibition of all RF transmission before the MS supply voltage reaches a level where effective use of the radio frequency spectrum is no longer guaranteed.


35.2
Conformance requirement

1.
The MS shall not make ineffective use of the radio frequency spectrum. In no case shall the MS exceed the transmitted levels as defined in 3GPP TS 05.05 for extreme operation.


3GPP TS 05.05, subclause D.2.2.

2.
The MS shall inhibit all RF transmission when the power supply voltage is below the manufacturer declared approximate shutdown voltage.


3GPP TS 05.05, subclause D.2.2.

35.3
Test purpose

1.
To verify that the MS does not make ineffective use of the RF spectrum.

2.
To verify that the MS inhibits all RF transmission when the battery voltage falls below the manufacturer declared shutdown level.

35.4
Method of test

35.4.1
Initial conditions

The SS transmits a BCCH with a location updating time set to 0,1 hours.

The SS sends a paging request message to the MS.

The MS responds with a channel request message.

The SS sends an immediate assignment message establishing an SDCCH.

35.4.2
Procedure

a)
The SS gradually reduces the power supply voltage until the MS ceases the production of RF output.


The RF output spectrum shall be monitored for any anomalies while the supply voltage is being reduced.

NOTE 1:
The declared approximate shutdown voltage gives an indication of the voltage where the MS will cease RF output.

NOTE 2:
If any anomalies occur, then additional testing using the transmitter tests at the voltage where the anomaly occurred is performed to determine in an objective manner, whether or not the conformance requirement is met.

c)
After 7 minutes, the SS sends a paging message to the MS.

d)
The SS observes whether or not the MS produces any RF output.


This measurement is performed over the relevant transmit band.


The spectrum analyser is set to:


Bandwidth: 3 MHz.


Peak Hold.

e)
The SS modifies the location area of the BCCH.

f)
For 7 minutes, the SS observes whether or not the MS produces any RF output.

NOTE 3:
It is anticipated that the MS might attempt location updating.

g)
The MS is switched off and on.

h)
The SS pages the MS.

i)
The SS observes whether or not the MS produces any RF output.

35.5
Test requirement

1.
In step a) no anomalies shall occur.

2.
In step a), the MS shall cease the production of RF output.

3.
In steps d), f) and i), the MS shall not produce any RF output above -30 dBm.

36
Individual equipment type requirements and interworking - special conformance testing functions

Refer to 3GPP TS 04.14 for complete specification

37 to 39
Void

Void
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