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83.4.1
GPRS Suspension Initiation by the MS, normal Case

83.4.1.1
GPRS Suspension Initiation by the MS

83.4.1.1.1 Conformance requirements

While transitioning to dedicated mode and if unable to support simultaneous CS and PS services, the MS shall request the suspension of the downlink GPRS data transfer by sending a GA-CSR GPRS SUSPENSION REQUEST message to the GANC

Upon receiving a GA-CSR GPRS SUSPENSION REQUEST message from the MS, the GANC completes the GPRS suspend procedure via the Gb interface as defined in [3GPP 48.018].

References

3GPP TS 44.318 V6.3.0, subclauses 8.10.1 & 8.10.2

83.4.1.1.2
Test purpose

To verify that the MS requests the suspension of the downlink GPRS data transfer by sending a GA-CSR GPRS SUSPENSION REQUEST message to the GANC, while the MS is transitioning to dedicated mode and if the MS unable to support simultaneous CS and PS services.

83.4.1.1.3
Method of test

Initial Conditions

System Simulator:

-
1 GAN cell, default parameters

Mobile Station:

-
MS GA-PSR is in the GA-PSR STANDBY state

Related PICS/PIXIT Statement(s)

-
GAN support

-
MS does not support simultaneous CS and PS services

Foreseen Final State of the MS

MS in GA-PSR-STANDBY state in service of GAN cell

Test Procedure

The SS initiates GA-PSR TC, sending the GA-PSR-ACTIVATE-UTC-REQ. The MS responds with GA-PSR-ACTIVATE-UTC-ACK. The SS sends data, sending GA-PSR-UNITDATA. The SS sends GA-CSR PAGING REQUEST, requesting transitioning of the MS to dedicated mode. MS sends GA-CSR GPRS SUSPENSION REQUEST. The SS verifies that the MS requests GPRS suspension.

Maximum Duration of Test

1 min.
Expected Sequence

	Step
	Direction
	Message
	Comments

	
	MS
	SS
	
	

	1
	MS
	
	MS is in GA-PSR STANDBY state

	2
	
	GA-PSR-ACTIVATE-UTC-REQ
	SS initiates GA-PSR TC

	3
	
	GA-PSR-ACTIVATE-UTC-ACK
	

	4
	
	GA PSR UNITDATA
	

	5
	
	GA-CSR PAGING REQUEST
	

	6
	
	GA-CSR GPRS SUSPENSION REQUEST
	SS verifies that the MS sends the GA-PSR-DATA message

	7
	
	GA-PSR-DEACTIVATE-UTC-REQ
	SS deactivates

	8
	
	GS-PSR DEACTIVATE UTC ACK
	


Specific Message Contents

-
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