3GPP TSG-GERAN#32 
(
GP-062321
Sophia-Antipolis, France, Nov 13th to 17th

	CR-Form-v9.2

	CHANGE REQUEST

	

	(

	51.010-2
	CR
	407
	(

rev
	1
	(

Current version:
	7.3.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	x
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	PICS Cleaning for GPRS section 44 in table B1

	
	

	Source to WG:
(

	Wavecom

	Source to TSG:
(

	G3new

	
	

	Work item code:
(

	TEI
	
	Date: (

	02/10/06

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-7

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)

	
	

	Reason for change:
(

	 During GERAN meeting 30, action point 30.12 was raised in order to clean up the PICS and Applicability definition of all test in 51.010-1 and 51.010-2.

	
	

	Summary of change:
(

	GPRS section for GMM (44.2.x) testing is impacted:
1 - Specific PICS are copied from 51.010-1 to “Specific PICS Statement” Column with their technical definition (TSPC_...)

2 – Applicability Limitations defined in 51.010-1 such as “Applicable for Class B MS (only if Class C is not supported)” is translated in table B1b to fit in the “Applicability Limitation” Column

3 – “Multi procedure” test such as 44.2.1.1.6 are split in order to identify properly their specific PICS and Limitations

4 – GEA2/3 are added in 44.2.5.2.1 
5 – A new table (B1c) is added after table B1b to identify the Limitation in the execution of test.

	
	

	Consequences if 
(

not approved:
	Some discrepencies will remain between 51.010-1 and 51.010-2

	
	

	Clauses affected:
(

	Table B1

	
	

	
	Y
	N
	
	

	Other specs
(

	
	x
	 Other core specifications
(

	

	affected:
	x
	
	 Test specifications
	51.010-1 CR3667 for 44.x

	
	
	x
	 O&M Specifications
	

	
	

	Other comments:
(

	Table B1c, must be created after table B1b implemented in CR418.


	43.2.1
	Control Blocks Re-assembly
	R97
	All GPRS MS
	
	C215
	
	

	44.2.1.1.1
	GPRS attach/accepted
	R97
	All GPRS MS
	
	C215
	TSPC_operation_mode_B
TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff
	

	44.2.1.1.2
	GPRS attach/rejected/IMSI invalid/illegal MS
	R97
	All GPRS MS
	LxxB
	C215
	TSPC_operation_mode_B
TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff
	

	44.2.1.1.3
	GPRS attach/rejected/IMSI invalid/GPRS services not allowed
	R97
	All GPRS MS
	
	C215
	TSPC_operation_mode_B
TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff
TSPC_AddInfo_SIMRmv
	

	44.2.1.1.4-p1
	GPRS attach/rejected/PLMN not allowed
	R97
	All GPRS MS
	LxxB
	C215
	TSPC_operation_mode_B
TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff
	

	44.2.1.1.4-p2
	GPRS attach/rejected/PLMN not allowed
	R97
	All GPRS MS
	LxxB
	C215
	TSPC_operation_mode_B
TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff
	

	44.2.1.1.5-p1
	GPRS attach/rejected/roaming not allowed in this location area
	R97
	All GPRS MS
	
	C215
	TSPC_operation_mode_B
TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff
	

	44.2.1.1.5-p2
	GPRS attach/rejected/roaming not allowed in this location area
	R97
	All GPRS MS
	LxxB
	C215
	TSPC_operation_mode_B
TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff
	

	44.2.1.1.5-p3
	GPRS attach/rejected/roaming not allowed in this location area
	R97
	All GPRS MS
	LxxB
	C215
	TSPC_operation_mode_B
TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff
	

	44.2.1.1.5-p4
	GPRS attach/rejected/roaming not allowed in this location area
	R97
	All GPRS MS
	LxxB
	C215
	TSPC_operation_mode_B
TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff
	

	44.2.1.1.6-p1
	GPRS attach/abnormal cases/access barred due to access class control
	R97
	All GPRS MS
	
	C215
	TSPC_operation_mode_B
TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff
	

	44.2.1.1.6-p2
	GPRS attach/abnormal cases/access barred due to access class control
	R97
	All GPRS MS
	LxxB
	C215
	TSPC_operation_mode_B
TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff
	

	44.2.1.1.7
	GPRS attach/abnormal cases/change of cell into new routing area
	R97
	All GPRS MS
	LxxB
	C215
	TSPC_operation_mode_B
TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff
	

	44.2.1.1.8
	GPRS attach/abnormal cases/power off
	R97
	GPRS MS that supports On/Off switch
	
	C317
	TSPC_operation_mode_B
TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP
	

	44.2.1.1.9
	GPRS attach/abnormal cases/GPRS detach procedure collision
	R97
	All GPRS MS
	LxxB
	C215
	TSPC_operation_mode_B
TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff

TSPC_AddInfo_GPRS_Attach_on_NW_Detach_NoCause
	

	44.2.1.1.10
	GPRS attach / rejected / GPRS services not allowed in this PLMN
	R97
	All GPRS MS
	LxxC
	C215
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff
	

	44.2.1.2.1
	Combined GPRS attach/GPRS and non-GPRS attach accepted
	R97
	GPRS MS and Class A or B Mode of Operation
	
	C226
	TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff
	

	44.2.1.2.2-p1
	Combined GPRS attach/GPRS only attach accepted
	R97
	GPRS MS and Class A or B Mode of Operation
	
	C226
	TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff
	

	44.2.1.2.2-p2
	Combined GPRS attach/GPRS only attach accepted
	R97
	GPRS MS and A or B Mode of Operation
	
	C226
	TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff

TSPC_AddInfo_auto_MM_IMSI_AP_on_off
	

	44.2.1.2.3
	Combined GPRS attach/GPRS attach while IMSI attach
	R97
	A Class A or B GPRS MS which do not auto GPRS attach on power up or switch on
	
	C236
	TSPC_Feat_OnOff


	

	44.2.1.2.4
	Combined GPRS attach/rejected/IMSI invalid/illegal ME
	R97
	GPRS MS and Class A or B Mode of Operation
	
	C226
	TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff
TSPC_AddInfo_SIMRmv 
	

	44.2.1.2.5
	Combined GPRS attach/rejected/GPRS services and non-GPRS services not allowed
	R97
	GPRS MS and Class A or B Mode of Operation
	
	C226
	TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff
	

	44.2.1.2.6
	Combined GPRS attach/rejected/GPRS services not allowed
	R97
	GPRS MS and Class A or B Mode of Operation
	
	C226
	TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff
	

	44.2.1.2.7
	Combined GPRS attach/rejected/location area not allowed
	R97
	GPRS MS and Class A or B Mode of Operation
	
	C226
	TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff
TSPC_AddInfo_GPRS_Attach_Attempt_Outstanding
	

	44.2.1.2.8
	Combined GPRS attach/abnormal cases/attempt counter check/miscellaneous reject causes
	R97
	GPRS MS and Class A or B Mode of Operation
	
	C226
	TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff


	

	44.2.1.2.9
	Combined GPRS attach/abnormal cases/GPRS detach procedure collision
	R97
	GPRS MS and Class A or B Mode of Operation
	
	C226
	TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff
TSPC_AddInfo_GPRS_Attach_on_NW_Detach_NoCause
	

	44.2.2.1.1
	GPRS detach/power off/accepted
	R97
	All GPRS MS
	
	C215
	TSPC_operation_mode_B
TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff
	

	44.2.2.1.2
	GPRS detach/accepted
	R97
	All GPRS MS
	
	C215
	TSPC_operation_mode_B
TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff
TSPC_MS_GPRS_RELEASE
	

	44.2.2.1.3
	GPRS detach/abnormal cases/attempt counter check/procedure timeout
	R97
	All GPRS MS
	
	C215
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff
	

	44.2.2.1.4
	GPRS detach/abnormal cases/GMM common procedure collision
	R97
	All GPRS MS
	LxxB
	C215
	TSPC_operation_mode_B
TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff
	

	44.2.2.1.5
	GPRS detach/power off/accepted
	R97
	GPRS MS and Class A or B Mode of Operation
	
	C226
	TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff
	

	44.2.2.1.6
	GPRS detach/accepted/GPRS/IMSI detach
	R97
	All GPRS MS supporting user requested combined circuit switch and packet switch detach without power off.
	
	C274
	TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff
	

	44.2.2.1.7
	GPRS detach/accepted/IMSI detach
	R97
	All GPRS MS supporting user requested non-GPRS detach.
	
	C275
	TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff
	

	44.2.2.1.8
	GPRS detach/abnormal cases/change of cell into new routing area
	R97
	All GPRS MS supporting user requested combined circuit switch and packet switch detach without power off.
	
	C274
	TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff
	

	44.2.2.1.9
	GPRS detach/abnormal cases/GPRS detach procedure collision
	R97
	All GPRS MS supporting user requested combined circuit switch and packet switch detach without power off.
	
	C274
	TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff
	

	44.2.2.2.1
	GPRS detach/re-attach not required/accepted
	R97
	All GPRS MS
	LxxB
	C215
	TSPC_operation_mode_B
TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff
	

	44.2.2.2.2
	GPRS detach/rejected/IMSI invalid/GPRS services not allowed
	R97
	All GPRS MS
	
	C215
	TSPC_operation_mode_B
TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff

TSPC_AddInfo_SIMRmv
	

	44.2.2.2.3
	GPRS detach/IMSI detach/accepted
	R97
	GPRS MS and Class A or B Mode of Operation
	
	C226
	TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff
	

	44.2.2.2.4
	GPRS detach/re-attach requested/accepted
	R97
	GPRS MS and Class A or B Mode of Operation
	
	C226
	TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff
	

	44.2.2.2.5
	GPRS detach/rejected/location area not allowed
	R97
	GPRS MS and Class A or B Mode of Operation
	
	C226
	TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff
TSPC_AddInfo_GPRS_Attach_Attempt_Outstanding
	

	44.2.2.2.6
	GPRS detach / rejected / GPRS services not allowed in this PLMN
	R97
	All GPRS MS
	LxxC
	C215
	TSPC_operation_mode_B
TSPC_operation_mode_C
TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff
	

	44.2.3.1.1
	Routing area updating/accepted
	R97
	All GPRS MS
	
	C215
	TSPC_operation_mode_B
TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff
	

	44.2.3.1.1a
	Routing area updating/accepted / old P-TMSI
	R97
	All GPRS MS
	
	C215
	TSPC_operation_mode_B
TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff
	

	44.2.3.1.2
	Routing area updating/rejected/IMSI invalid/illegal ME
	R97
	All GPRS MS
	LxxB
	C215
	TSPC_operation_mode_B
TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff
TSPC_AddInfo_SIMRmv
	

	44.2.3.1.3
	Routing area updating/rejected/MS identity cannot be derived by the network
	R97
	All GPRS MS
	LxxB
	C215
	TSPC_operation_mode_B
TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff

TSPC_AddInfo_auto_AP_no_MS ID
	

	44.2.3.1.4
	Routing area updating/rejected/location area not allowed
	R97
	All GPRS MS
	
	C215
	TSPC_operation_mode_B
TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff

TSPC_AddInfo_SIMRmv
	

	44.2.3.1.5
	Routing area updating/abnormal cases/attempt counter check/miscellaneous reject causes
	R97
	All GPRS MS
	LxxB
	C215
	TSPC_operation_mode_B
TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff
	

	44.2.3.1.6
	Routing area updating/abnormal cases/change of cell into new routing area
	R97
	All GPRS MS
	
	C215
	TSPC_operation_mode_B
TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff
	

	44.2.3.1.7
	Routing area updating/abnormal cases/change of cell during routing area updating procedure
	R97
	All GPRS MS
	
	C215
	TSPC_operation_mode_B
TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff
	

	44.2.3.1.8
	Routing area updating/abnormal cases/P-TMSI reallocation procedure collision
	R97
	All GPRS MS
	LxxB
	C215
	TSPC_operation_mode_B
TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff
	

	44.2.3.2.1
	Combined routing area updating/combined RA/LA accepted
	R97
	GPRS MS and Class A or B Mode of Operation
	
	C226
	TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff
	

	44.2.3.2.2
	Combined routing area updating/MS in CS operation at change of RA
	R97
	All GPRS MS supporting CS operation
	
	C210
	TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff
	

	44.2.3.2.3-p1
	Combined routing area updating/RA only accepted
	R97
	GPRS MS and Class A or B Mode of Operation
	
	C226
	TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff
	

	44.2.3.2.3-p2
	Combined routing area updating/RA only accepted
	R97
	GPRS MS and Class A or B Mode of Operation
	
	C226
	TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff
TSPC_AddInfo_auto_MM_IMSI_AP_on_off
	

	44.2.3.2.4
	Combined routing area updating/rejected/PLMN not allowed
	R97
	GPRS MS and Class A or B Mode of Operation
	
	C226
	TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff

TSPC_AddInfo_GPRS_Attach_Attempt_Outstanding
	

	44.2.3.2.5-p1
	Combined routing area updating/rejected/roaming not allowed in this location area
	R97
	GPRS MS and Class A or B Mode of Operation
	
	C226
	TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff

TSPC_AddInfo_GPRS_Attach_Attempt_Outstanding
TSPC_MS_GPRS_RELEASE
	

	44.2.3.2.5-p2
	Combined routing area updating/rejected/roaming not allowed in this location area
	R97
	GPRS MS and Class A or B Mode of Operation
	
	C226
	TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff

TSPC_AddInfo_SIMRmv
TSPC_MS_GPRS_RELEASE
	

	44.2.3.2.6-p1
	Combined routing area updating/abnormal cases/access barred due to access class control
	R97
	GPRS MS and Class A or B Mode of Operation
	
	C226
	TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff


	

	44.2.3.2.6-p2
	Combined routing area updating/abnormal cases/access barred due to access class control
	R97
	GPRS MS and Class A or B Mode of Operation
	
	C226
	TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff


	

	44.2.3.2.7
	Combined routing area updating/abnormal cases/attempt counter check/procedure timeout
	R97
	GPRS MS and Class A or B Mode of Operation
	
	C226
	TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff
	

	44.2.3.2.8
	Combined routing area updating/abnormal cases/change of cell into new routing area
	R97
	GPRS MS and Class A or B Mode of Operation
	
	C226
	TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff
	

	44.2.3.2.9
	Combined routing area updating/abnormal cases/change of cell during routing area updating procedure
	R97
	GPRS MS and Class A or B Mode of Operation
	
	C226
	TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff
	

	44.2.3.2.10-p1
	Combined routing area updating/abnormal cases/GPRS detach procedure collision
	R97
	GPRS MS and Class A or B Mode of Operation
	
	C226
	TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff
	

	44.2.3.2.10-p2


	Combined routing area updating/abnormal cases/GPRS detach procedure collision
	R97
	GPRS MS and Class A or B Mode of Operation
	
	C226
	TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff
	

	44.2.3.3.1
	Periodic routing area updating/accepted
	R97
	All GPRS MS 
	
	C215
	TSPC_operation_mode_B
TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff
	

	44.2.3.3.2
	Periodic routing area updating/accepted/T3312 default value
	R97
	GPRS MS and Class B Mode of Operation
	
	C221
	TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff
	

	44.2.3.3.3
	Periodic routing area updating/no cell available/network mode I
	R97
	GPRS MS and Class B Mode of Operation
	
	C221
	TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff
	

	44.2.3.3.4
	Periodic routing area updating/no cell available
	R97
	GPRS MS and Class A or B Mode of Operation
	
	C226
	TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff
	

	44.2.4
	P-TMSI reallocation
	R97
	All GPRS MS
	LxxC
	C215
	TSPC_operation_mode_B
TSPC_operation_mode_C
TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff
	

	44.2.5.1.1
	Authentication accepted
	R97
	All GPRS MS
	
	C215
	TSPC_operation_mode_B
TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff
	

	44.2.5.1.2
	Authentication rejected
	R97
	All GPRS MS
	
	C215
	TSPC_operation_mode_B
TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff
	

	44.2.5.2.1
	Ciphering mode/start ciphering
	R97
	All GPRS MS
	
	C215
	TSPC_operation_mode_B
TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff
TSPC_Feat_GEA2

TSPC_Feat_GEA3
	

	44.2.5.2.2
	Ciphering mode/stop ciphering
	R97
	All GPRS MS
	
	C215
	TSPC_operation_mode_B
TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff
	

	44.2.5.2.3
	Ciphering mode/IMEISV request
	R97
	All GPRS MS
	
	C215
	TSPC_operation_mode_B
TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff
	

	44.2.6.1
	General Identification
	R97
	All GPRS MS
	
	C215
	TSPC_operation_mode_B
TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff
	

	44.2.7-p1
	GMM READY timer handling
	R97
	All GPRS MS
	LxxC
	C215
	TSPC_operation_mode_B
TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff
	

	44.2.7-p2
	GMM READY timer handling
	R97
	All GPRS MS
	LxxB
	C215
	TSPC_operation_mode_B
TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff
	

	44.2.7-p3
	GMM READY timer handling
	R97
	All GPRS MS
	LxxC
	C215
	TSPC_operation_mode_B
TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff
	

	44.2.7-p4
	GMM READY timer handling
	R97
	All GPRS MS
	LxxB
	C215
	TSPC_operation_mode_B
TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff
	

	44.2.7-p5
	GMM READY timer handling
	R97
	All GPRS MS
	LxxC
	C215
	TSPC_operation_mode_B
TSPC_operation_mode_C
TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff
	

	44.2.8.1.1
	Change of cell between two LAs in idle mode / RAU completes first
	R99
	All DTM/GPRS capable MS
	
	C305
	
	

	44.2.8.1.2
	Change of cell between two LAs in idle mode / LAU completes first / SS releases channel
	R99
	All DTM/GPRS capable MS
	
	C305
	
	

	44.2.8.1.3
	Change of cell between two LAs in idle mode / LAU completes first / SS maintains channel
	R99
	All DTM/GPRS capable MS
	
	C305
	
	

	44.2.8.2
	Void
	
	
	
	
	
	

	44.2.9.1.1
	NITZ / GPRS / Timezone, Time and DST Handling
	R97
	All NITZ and GPRS capable MS
	
	C334
	TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff
TSPC_NITZ_DST
TSPC_MS_GPRS_RELEASE
	

	44.2.9.1.2
	NITZ / GPRS / NITZ Parameters / Storage / Deletion
	R97
	All NITZ and GPRS capable MS
	
	C334
	TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff

TSPC_NITZ_Parameters_Deletion
	

	44.2.9.1.3
	NITZ / GPRS / MM and GMM Signalling
	R97
	All NITZ and GPRS capable MS
	
	C334
	TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff

TSPC_NITZ_DST
TSPC_MS_GPRS_RELEASE
	

	44.2.10
	MS Radio Access Capability Interrogation
	R97
	All GPRS MS
	
	C215
	TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff


	

	44.2.11-p1
	Cell Notification – Ready Timer Behaviour
	R99
	All GPRS MS
	LxxC
	C215
	TSPC_operation_mode_B
TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff
	

	44.2.11-p2
	Cell Notification – Use of LLC NULLFrame
	R99
	All GPRS MS
	LxxB
	C215
	TSPC_operation_mode_B
TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP
TSPC_Feat_OnOff
	


[Skipped Part]
Table B.1c: Limited Execution of tests - Conditions definitions

	LxxB
	Executed for ”Class C” MS or “Class B” MS only if “Class C” is not supported.
	-- TSPC_operation_mode_C  OR (TSPC_operation_mode_B and NOT TSPC_operation_mode_C)

	LxxC
	Executed for “Class B” MS or “Class C” MS only if “Class B” is not supported.
	-- TSPC_operation_mode_B  OR (TSPC_operation_mode_C and NOT TSPC_operation_mode_B)
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