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	Reason for change:
(

	 During GERAN meeting 30, action point 30.12 was raised in order to clean up the PICS and Applicability definition of all test in 51.010-1 and 51.010-2.

	
	

	Summary of change:
(

	GPRS section for GMM (45.2.x) testing is impacted:

1 - Specific PICS are copied from 51.010-1 to “Specific PICS Statement” Column with their technical definition (TSPC_...)

2 – Applicability of some TC is modified to be in accordance with 51.010-1

3 – Cxxx and Cyyy and introduced to cover missing applicabilities

	
	

	Consequences if 
(

not approved:
	Some discrepencies will remain between 51.010-1 and 51.010-2

	
	

	Clauses affected:
(

	Table B1

	
	

	
	Y
	N
	
	

	Other specs
(

	
	x
	 Other core specifications
(

	

	affected:
	x
	
	 Test specifications
	51.010-1 CR3668 for 45.x

	
	
	x
	 O&M Specifications
	

	
	

	Other comments:
(

	Applicable to all GPRS MS


	45.2.1.1
	Attach initiated by context activation/QoS Offered by Network is the QoS Requested
	R97
	All GPRS MS
	
	C215
	TSPC_AddInfo_on_auto_GPRS_AP

	

	45.2.1.2.1
	QoS Accepted by MS
	R97 and R98 only
	All GPRS MS supporting user settings of minimum QoS
	
	C248
	
	

	45.2.1.2.2
	QoS Rejected by MS
	R97 and R98 only
	All GPRS MS supporting user settings of minimum QoS
	
	C248
	
	

	45.2.2-c1
	PDP context activation requested by the network, successful and unsuccessful
	R97
	All GPRS MS supporting Network requested PDP context
	
	Cxxx
	
	

	45.2.2-c2
	PDP context activation requested by the network, successful and unsuccessful
	R97
	All GPRS MS not supporting Network requested PDP context activation
	
	C237
	
	

	45.2.4.1
	T3380 Expiry
	R97
	All GPRS MS
	
	C215
	
	

	45.2.4.2-c1
	Collision of MS initiated and network requested PDP context activation
	R97
	All GPRS MS supporting Network requested PDP context
	
	Cxxx
	
	

	45.2.4.2-c2
	Collision of MS initiated and network requested PDP context activation
	R97
	All GPRS MS not supporting Network requested PDP context activation
	
	C237
	
	

	45.2.4.3
	Network initiated PDP context activation request for an already activated PDP context (on the MS side)
	R99
	GPRS MS supporting two or more PDP contexts and GPRS MS supporting Secondary PDP Context Activation
	
	C332
	TSPC_AddInfo_N_req_PDP_CA
	

	45.2.5.1.1
	QoS Offered by Network is the QoS Requested
	R99
	GPRS MS supporting two or more PDP contexts and GPRS MS supporting Secondary PDP Context Activation
	
	C332
	
	

	45.2.5.1.2.1
	QoS accepted by MS
	R99
	GPRS MS supporting two or more PDP contexts and GPRS MS supporting Secondary PDP Context Activation and supporting user settings of minimum QoS
	
	Cyyy
	
	

	45.2.5.1.2.2
	QoS rejected by MS
	R99
	GPRS MS supporting two or more PDP contexts and GPRS MS supporting Secondary PDP Context Activation and supporting user settings of minimum QoS
	
	Cyyy
	
	

	45.2.5.2
	Unsuccessful Secondary PDP Context Activation Procedure Initiated by the MS
	R99
	GPRS MS supporting two or more PDP contexts and GPRS MS supporting Secondary PDP Context Activation
	
	C332
	
	

	45.2.5.3.1
	T3380 Expiry
	R99
	GPRS MS supporting two or more PDP contexts and GPRS MS supporting Secondary PDP Context Activation
	
	C332
	
	

	45.3.1
	Network PDP context modification
	R97 and R98 only
	All GPRS MS supporting user settings of minimum QoS
	
	C248
	
	

	45.3.2.1
	MS initiated PDP Context Modification accepted by network
	R99
	All GPRS MS supporting user settings of minimum QoS
	
	C248
	
	

	45.3.2.2
	MS initiated PDP Context Modification not accepted by the network
	R99
	All GPRS MS 
	
	C215
	
	

	45.3.3.1
	T3381 Expiry
	R99
	All GPRS MS 
	
	C215
	
	

	45.3.3.2
	Collision of MS and network initiated PDP context modification procedures
	R99
	All GPRS MS 
	
	C215
	
	

	45.4.1
	PDP context deactivation initiated by the MS
	R97 
	All GPRS MS
	
	C215
	
	

	45.4.2
	PDP context deactivation initiated by the network
	R97
	All GPRS MS
	
	C215
	
	

	45.4.3.1
	T3390 Expiry
	R97
	All GPRS MS
	
	C215
	
	

	45.4.3.2
	Collision of MS and network initiated PDP context deactivation requests
	R97
	All GPRS MS
	
	C215
	
	

	45.4.4
	PDP context deactivation initiated by the network / Tear down indicator
	R99
	GPRS MS supporting two or more PDP contexts and GPRS MS supporting Secondary PDP Context Activation
	
	C332
	
	

	45.5.1
	Error cases
	R97
	All GPRS MS
	
	C215
	TSPC_MS_GPRS_RELEASE
	


[Skipped Part] 
	C396
	IF A.25/137 AND NOT A.25/132 THEN A ELSE N/A
	TSPC_TCH_WFS AND NOT TSPC_Improv_RX_perform

	C397
	IF A.3/3 AND (A.25/36) AND NOT (A.25/138) THEN A ELSE N/A
	-- TSPC_Serv_TS21 AND TSPC_Addinfo_StoreRcvSMSSIM AND NOT (TSPC_AddInfo_OverwriteRcvClass2SMSSIM)

	Cxxx
	IF A.2/41 AND A.25/88 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_AddInfo_N_req_PDP_CA

	Cyyy
	IF A.2/41 AND A.25/85 AND A.25/115 AND A.25/89  THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_Addinfo_mor1PDP_CA_SAPI AND TSPC_SEC_PDP_CONTEXT AND TSPC_AddInfo_min_QoS

	Note1:
This test case concerns a feature introduced in R97, but it is applicable only for R99 and later as it has been created late.




�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" ��Document numbers� are allocated by the Working Group Secretary.  


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least three digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR was written and (normally) to which it will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


One or more organizations (3GPP Individual Members) which drafted the CR and are presenting it to the Working Group.


For CRs agreed at Working Group level, the identity of the WG.  Use the format "x WGn" where �	x = "CT" for TSG CT, "RAN" for TSG RAN, "SA" for TSG SA, "GERAN" for TSG GERAN; �PAGE \# "'Page: '#'�'"  ���	n = digit identifying the Working Group; for CRs drafted during the TSG meeting itself, use "TSG x". �Examples: "CT WG4", "RAN WG5", "GERAN WG3", "TSG SA".


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, B & C CRs for release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See � HYPERLINK "http://www.3gpp.org/ftp/information/work_plan/" ��http://www.3gpp.org/ftp/information/work_plan/� .


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2002.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed below. For more detailed help on interpreting these categories, see the Technical Report �HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/21900.htm"��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR were to be rejected. It is mandatory necessary to complete this section only if the CR is of category "F" (i.e. correction), though it may well be useful for other categories.


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





