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82.4.2
Traffic Channel assignment / negative cases

82.4.2.1
MS fails to establish the traffic channel

82.4.2.1.1
Conformance requirement

If the MS fails to establish the channel indicated in the GA-CSR ACTIVATE CHANNEL the MS shall:

-
transmit a GA-CSR ACTIVATE CHANNEL FAILURE

-
act as if the GA-CSR ACTIVATE CHANNEL was not received.
Reference(s)

3GPP TS 44.318 V6.3.0 subclause 7.4.5 and 11.2.53

82.4.2.1.2
Test purpose
To verify that if MS fails to establish the traffic channel, it transmits a GA-CSR ACTIVATE CHANNEL FAILURE and act as if the GA-CSR ACTIVATE CHANNEL was not received.
82.4.2.1.3
Method of test
Initial Conditions
System Simulator:

-
1 GAN cell, default parameters

Mobile Station:

-
MS in GA-CSR- IDLE state.

Foreseen Final State of the MS

MS in GA-CSR- IDLE state.

Test Procedure

The SS configures a traffic channel by transmitting corrupted GA-CSR ACTIVATE CHANNEL to the MS. In the corrupted GA-CSR ACTIVATE CHANNEL message “Sample Size” octet 3 is set to “1” (1ms), which is a undefined value.

MS fails to establish the traffic channel and transmits a GA-CSR ACTIVATE CHANNEL FAILURE and acts as if the GA-CSR ACTIVATE CHANNEL was not received.
Specific test parameters

-
Maximum Duration of Test

1 min.
Expected Sequence

	Step
	Direction
	Message
	Comment

	
	MS
	SS
	
	

	1
	MS
	
	MS in GA-CSR-DEDICATED state

	2
	(
	GA-CSR ACTIVATE CHANNEL
	This message has non-supportive configuration, with a “Sample Size” octet 3 set to “1”

	3
	MS
	
	MS fails to establish the traffic channel

	4
	(
	GA-CSR ACTIVATE CHANNEL FAILURE
	IE ‘FAILURE message identity’

	5
	(
	GA-CSR RELEASE
	IE ‘RR cause’ indicates #0

	6
	(
	GA-CSR RELEASE COMPLETE
	MS enters GA-CSR-IDLE state
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