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1. Overall Description
RAN3 thanks CT3 for their Liaison Statement on MBMS-Session-Duration AVP (R3-070321 / C3-070256) and for their proposal related to the definition of the MBMS Session Duration IE:
1- Changing the MBMS-session-duration from unsigned32 (4 bytes) to 3bytes

2- Changing the coding from 1 second granularity, to the coding of TS 25.413 section 9.2.3.40
RAN3 would like to confirm that these changes are in line with the RANAP definition in TS 25.413:
	IE/Group Name
	IE type and reference
	Semantics description

	MBMS Session Duration
	OCTET STRING (SIZE (3))
	Coded same way as the MBMS Session Duration IE as defined in [44].

-bits 0 to 16 (17bits) consists of seconds. Maximum allowed value is 86400 seconds.

- bits 17 to 23 (7bits) consists of days. Maximum allowed value is 18 days.

For the whole session duration the seconds and days are added together and maximum session duration is 19 days. 

- All bits set to zero represents infinite session duration




RAN3 has decided to apply to the RANAP MBMS Session Duration IE the rule already applied to the other RANAP IEs referring to MBMS AVPs defined in TS 29.061, i.e. to have the coding of these IEs only defined in TS 29.061. 
Therefore, RAN3 has agreed the attached Rel-6 / Rel-7 CRs, where the definition of the IE coding has been removed, and kindly asks CT3 to introduce this definition in TS 29.061, if accepted by GERAN2. 
2. Actions
To CT3: 
RAN3 kindly asks CT3 to introduce the definition of the MBMS Session Duration coding copied above in TS 29.061.
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