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********************** First Modified Section ************************

1.2
Definitions and abbreviations

In addition to those below, abbreviations used in the present document are listed in 3GPP TR 21.905.

For the purposes of the present document, the following terms and definitions apply:

BTS: Base Transceiver Station.

CTS-FP: CTS Fixed Part.

CTS-MS: MS operating in CTS mode.

Timing Advance: signal sent by the BTS to the MS which the MS uses to advance its timings of transmissions to the BTS so as to compensate for propagation delay.

Quarter symbol number: timing of quarter symbol periods (12/13 µs or 10/13 µs depending on the actual symbol period used) within a timeslot. A symbol can represent 1 to 5 bits depending upon modulation.

Timeslot number: timing of timeslots within a TDMA frame.

TDMA frame number: count of TDMA frames relative to an arbitrary start point.

Current Serving BTS: BTS on one of whose channels (TCH, DCCH, CCCH or PDCH) the MS is currently operating.

Current Serving CTS-FP: CTS-FP on one of whose channels (TCH or CTS control channels) the CTS-MS is currently operating.

Timebase counters: set of counters which determine the timing state of signals transmitted by a BTS or MS.

MS timing offset: delay of the received signal relative to the expected signal from an MS at zero distance under static channel conditions with zero timing advance. This is accurate to ± 1 symbol, and reported once per SACCH or after a RACH as. required (i.e. at the same rate as timing advance). For example, for an MS with a round trip propagation delay of P symbols, but with a timing advance of T symbols, the reported timing offset will be P‑T quantized to the nearest symbol. For GPRS the MS timing offset is not reported.

Timing Advance Index: Timing Advance Index TAI used for GPRS, which determines the position of the subchannel on PTCCH (see 3GPP TS 45.002) used by the MS to send an access burst, from which the network can derive the timing advance.

Observed Frequency Offset (OFO): difference of frequency of signals received by a CTS-MS from a CTS-FP and a BTS. The Observed Frequency Offset is measured and reported by the CTS-MS on CTS-FP requirement. The Observed Frequency Offset is expressed in ppm with an accuracy of 1/64 ppm (i.e. about 0,016 ppm).

Time group (TG): used for compact, time groups shall be numbered from 0 to 3 and a particular time group shall be referred to by its time group number (TG) (see 3GPP TS 45.002).
Normal Symbol Period: duration of a symbol for transmission using a modulating symbol rate of 1625/6 ksymb/s (see 3GPP TS 45.004); it is equal to 48/13 µsec. This symbol duration is used for transmission of GMSK, 8PSK, 16QAM and 32 QAM modulated bursts on downlink and GMSK, 8PSK and 16QAM modulated bursts on uplink (see 3GPP TS 45.004).
Reduced Symbol Period: duration of a symbol for transmission using a modulating symbol rate of 325 ksymb/s (see 3GPP TS 45.004); it is equal to 40/13 µsec. This symbol duration is used for transmission of QPSK, 16QAM and 32QAM modulated bursts on uplink and downlink (see 3GPP TS 45.004).
Symbol period shall mean Normal Symbol Period unless explicitly clarified to be the Reduced Symbol Period 

********************** Next Modified Section ************************

3
Timebase counters

3.1
Timing state of the signals

The timing state of the signals transmitted by a BTS (for Normal Symbol Period), a MS (for Normal Symbol Period), a CTS-FP, or an Compact BTS and MS is defined by the following counters:

‑
Quarter symbol number QN (0 ‑ 624)
‑
 Symbol number BN (0 ‑ 156);

‑
Timeslot number TN (0 ‑ 7);

‑
TDMA frame number FN (0 to (26 x 51 x 2048) ‑ 1 = 2715647); or

-
for a non attached CTS-MS, TDMA frame number modulo 52 T4 (0 - 51); or

-
for Compact, TDMA frame number FN (0 to (52 x 51 x 1024) -1 = 2715647).

In CTS, the CTS-MS shall manage different sets of counters for CTS operation and GSM operation.
Alternatively, in case of transmission using Reduced Symbol Period, for a BTS or an MS the following counters could have the following ranges:

-
Quarter symbol number QN (0-749)

-
Symbol number BN (0-187)

3.2
Relationship between counters

The relationship between these counters is as follows:

‑
QN increments every 12/13 µs for Normal Symbol Period and every 10/13µs for Reduced Symbol Period;

‑
BN = Integer part of QN/4;

‑
TN increments whenever QN changes from count 624 to 0 for Normal Symbol Periodand whenever QN changes from count 749 to 0 for Reduced Symbol Period;

‑
FN increments whenever TN changes from count 7 to 0; or

-
for a CTS-MS, T4 increments whenever TN changes from count 7 to 0.

5.5
Maximum timing advance value

The maximum timing advance value TAmax shall be 63. If the BTS measures a value larger than this, it shall set the timing advance to 63. In the case of GSM 400 the extended timing advance information element is supported and the maximum timing advance value TAmax shall be 219. If the BTS measures a value larger than this, it shall set the timing advance to 219. (3GPP TR 43.030 defines how the PLMN deals with MS's where the delay exceeds timing advance value 63). 
NOTE: The timing advance is always calculated in terms of number symbols with Normal Symbol Period irrespective of the actual symbol period used on the uplink. 
********************** Next Modified Section ************************

5.7
Timeslot length

Optionally, if the BTS does not support transmission of Reduced Symbol Period bursts, it may use a timeslot length of 157 Normal Symbol Periods on timeslots with TN = 0 and 4, and 156 Normal Symbol Periods on timeslots with TN = 1, 2, 3, 5, 6, 7, rather than 156,25 symbol periods on all timeslots. If the BTS supports Reduced Symbol Period transmissions, it shall use a timeslot length of 187.5 Reduced Symbol Periods on all timeslots for Reduced Symbol Period bursts and a timeslot of length 156.25 Normal Symbol Periods for transmission of Normal Symbol Period bursts. 
********************** Next Modified Section ************************

6.4
Timing of transmission

The MS shall time its transmissions to the BTS according to signals received from the BTS. The MS transmissions to the BTS, measured at the MS antenna, shall be 468,75‑TA Normal Symbol Periods (i.e. 3 timeslots‑TA) behind the transmissions received from the BTS, where TA is the last timing advance received from the current serving BTS. The tolerance on these timings shall be ± 1 Normal Symbol Period. For CTS, the tolerance on these timings shall be ± ½ Normal Symbol Period.
In case of a multislot configuration, the MS shall use a common timebase for transmission of all channels. In this case, if the MS does not support transmission of Reduced Symbol Period bursts, it may optionally use a timeslot length of 157 Normal Symbol Periods on timeslots TN = 0 and 4, and 156 Normal Symbol Periods on timeslots with TN = 1, 2, 3, 5, 6 and 7, rather than 156,25 Normal Symbol Periods on all timeslots. If the MS supports Reduced Symbol Period transmissions, it shall use a timeslot length of 187.5 Reduced Symbol Periods on all timeslots for Reduced Symbol Period bursts and a timeslot of length 156.25 Normal Symbol Periods for transmission of Normal Symbol Period bursts.  
In case of a circuit switched multislot configuration, the common timebase shall be derived from the main channel and the TA values received on other channels shall be neglected. In case of a packet switched multislot configuration the common timebase shall be derived from all timeslots monitored by the MS. In this case, the MS may assume that the BTS uses a timeslot length of 156,25 Normal Symbol periods on all timeslots using Normal Symbol Period and a timeslot length of 187,5 Reduced Symbol Periods on all timeslots using Reduced Symbol Period. In the case of a combination of circuit and packet switched channel configuration the MS may derive the common timebase from the circuit switched channel only. 
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