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This CR applies to R96 and later MS.


Table B.1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Applicability Limitations
	Status
	Specific PICS Statements
	Supported

	11.1.1
	Mobile Terminated (MT) calls
	Phase 2
	Each MT Bearer Service and MT Teleservice supported by the MS
	
	C31
	
	

	11.1.2
	Mobile Originated (MO) calls
	Phase 2
	Each MO Bearer Service and MO Teleservice supported by the MS
	
	C36
	
	

	11.2
	Verification of support of the single numbering scheme
	Phase 2
	MS supporting at least one MT circuit switched basic service
	
	C31
	
	


[… SKIP table …]
	26.13.1.1.1
	Multislot signalling/RR/Measurement symmetric
	R96
	MS supporting Multislot class and CC protocol for at least one Bearer Capability
	
	C87
	TSPC_Type_Multislot_ClassX (where X = 1..18)
	

	26.13.1.1.2
	Multislot signalling/RR/Measurement asymmetric
	R96
	MS supporting Multislot class 2 and above and CC protocol for at least one Bearer Capability
	
	Cxxx
	TSPC_Type_Multislot_ClassX (where X = 2..18)
	

	26.13.1.1.3
	Multislot signalling/RR/Measurement asymmetric/Change of the reported subchannel
	R96
	MS supporting Multislot class 2 and above and CC protocol for at least one Bearer Capability
	
	Cxxx
	TSPC_Type_Multislot_ClassX (where X = 2..18)
	

	26.13.1.2.1
	Multislot signalling/RR/Dedicated assignment/successful case
	R96
	HSCSD Multislot MS
	
	C86
	TSPC_Type_Multislot_ClassX (where X = 1..18)
	

	26.13.1.2.2
	Multislot signalling/RR/Dedicated assignment/failure/general case
	R96
	HSCSD Multislot MS
	
	C86
	TSPC_Type_Multislot_ClassX (where X = 1..18)
	

	26.13.1.3.1
	Multislot signalling/RR/Handover/successful/active call/non-synchronized
	R96
	MS supporting Multislot class and CC protocol for at least one Bearer Capability
	
	C87
	TSPC_Type_Multislot_ClassX (where X = 1..18)
	

	26.13.1.3.2
	Multislot signalling/RR/Handover/successful/call under establishment/non-synchronized/resource upgrading
	R96
	MS supporting Multislot class 2 and above and CC protocol for at least one Bearer Capability
	
	Cxxx
	TSPC_Type_Multislot_ClassX (where X = 2..18)
	

	26.13.1.3.3
	Multislot signalling/RR/Handover/successful/active call/finely synchronized/resource downgrading
	R96
	MS supporting Multislot class 2 and above and CC protocol for at least one Bearer Capability
	
	Cxxx
	TSPC_Type_Multislot_ClassX (where X = 2..18)
	

	26.13.1.3.4
	Multislot signalling/RR/Handover/successful/call under establishment/finely synchronized/relocation of channels
	R96
	MS supporting Multislot class and CC protocol for at least one Bearer Capability
	
	C87
	TSPC_Type_Multislot_ClassX (where X = 1..18)
	

	26.13.1.3.5
	Multislot signalling/RR/Handover/successful/call under establishment/pre- synchronized/resource upgrading
	R96
	MS supporting Multislot class 2 and above and CC protocol for at least one Bearer Capability
	
	Cxxx
	TSPC_Type_Multislot_ClassX (where X = 2..18)
	

	26.13.1.4
	Multislot signalling/RR/Test of the channel mode modify procedure
	R96
	MS supporting Multislot class and CC protocol for at least one Bearer Capability
	
	C87
	TSPC_Type_Multislot_ClassX (where X = 1..18)
	

	26.13.1.5
	Multislot signalling/RR/Early classmark sending
	R96
	HSCSD Multislot MS
	
	C86
	TSPC_Type_Multislot_ClassX (where X = 1..18)
	

	26.13.2.1.1
	Multislot signalling/CC/In-call functions/User initiated service level upgrade/successful
	R96
	MS supporting Multislot class 2 and above and CC protocol for at least one Bearer Capability
	
	Cxxx
	TSPC_Type_Multislot_ClassX (where X = 2..18)
	

	26.13.2.1.2
	Multislot signalling/CC/In-call functions/User initiated service level downgrade/successful
	R96 
	MS supporting Multislot class 2 and above and CC protocol for at least one Bearer Capability
	
	Cxxx
	TSPC_Type_Multislot_ClassX (where X = 2..18)
	

	26.13.2.1.3
	Multislot signalling/CC/In-call functions/User initiated service level upgrade/Time-out of T323
	R96
	MS supporting Multislot class 2 and above and CC protocol for at least one Bearer Capability
	
	Cxxx
	TSPC_Type_Multislot_ClassX (where X = 2..18)
	

	26.13.2.1.4
	Multislot signalling/CC/In-call functions/User initiated service level upgrade/modify reject
	R96
	MS supporting Multislot class 2 and above and CC protocol for at least one Bearer Capability
	
	Cxxx
	TSPC_Type_Multislot_ClassX (where X = 2..18)
	

	26.13.3.1
	Multislot signalling/Structured procedures/MS originated call/early assignment/HSCSD/non-transparent
	R96
	MS supporting Multislot class and at least one MO circuit switched basic service
	
	C88
	TSPC_Type_Multislot_ClassX (where X = 1..18)
	

	26.13.3.2
	Multislot signalling/Structured procedures/MS originated call/late assignment/HSCSD/non-transparent
	R96
	MS supporting Multislot class and at least one MO circuit switched basic service
	
	C88
	TSPC_Type_Multislot_ClassX (where X = 1..18)
	

	26.13.3.3
	Multislot signalling/Structured procedures/MS originated call/early assignment/HSCSD/transparent
	R96
	MS supporting Multislot class and at least one MO circuit switched basic service
	
	C88
	TSPC_Type_Multislot_ClassX (where X = 1..18)
	

	26.13.3.4
	Multislot signalling/Structured procedures/MS terminated call/early assignment/HSCSD/non-transparent
	R96
	MS supporting Multislot class and at least one MT circuit switched basic service
	
	C89
	TSPC_Type_Multislot_ClassX (where X = 1..18)
TSPC_AddInfo_ImmConn
	

	26.13.3.5
	Multislot signalling/Structured procedures/MS terminated call/early assignment/HSCSD/transparent
	R96
	MS supporting Multislot class and at least one MT circuit switched basic service
	
	C89
	TSPC_Type_Multislot_ClassX (where X = 1..18)
TSPC_AddInfo_ImmConn
	


[… SKIP …]
Table B.1a: Applicability of tests - Conditions definitions

	C1
	IF NOT A.25/50 THEN A ELSE N/A
	-- NOT TSPC_AddInfo_ApplAlwaysRun

	C2
	IF A.25/1 THEN A ELSE N/A
	-- TSPC_AddInfo_HalfRate

	C3
	IF A.5/14 AND A.5/13 THEN A ELSE N/A
	-- TSPC_Serv_SS_AoCC AND TSPC_Serv_SS_AoCI


[… SKIP table …]
	C441
	IF A.2/62 AND A.2/81 THEN A ELSE N/A
	-- TSPC_DTM_GPRS AND TSPC_Enhanced_DTM_CS

	C442
	IF (A.25/119 OR A.25/146 OR A.25/147) AND A.2/41 THEN A ELSE N/A
	-- TSPC_GPRS AND (TSPC_NITZ_DST OR TSPC_NITZ_Time_Zone OR TSPC_NITZ_Universal_Time)

	C443
	IF (A.25/145 OR A.25/144) AND A.2/41 THEN A ELSE N/A
	-- TSPC_GPRS AND (TSPC_NITZ_Short_Name OR TSPC_NITZ_Full_Name)

	Cxxx
	IF A.1/15 AND A.25/26 THEN A ELSE N/A
	-- (TSPC_Type_HSCSD_Multislot AND TSPC_Addinfo_CCprotocol_oneBC) AND NOT TSPC_Type_Multislot_Class1

	Note1:
This test case concerns a feature introduced in R97, but it is applicable only for R99 and later as it has been created late.
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