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40.2.4.14
IMMEDIATE ASSIGNMENT messages

40.2.4.14.1
IMMEDIATE ASSIGNMENT message (Packet Downlink Construction):

	L2 pseudo length
	This is the sum of the lengths of all the information elements present in the message except for the IA rest octets and L2 pseudo length IEs. For the default message the L2 pseudo length is 11.

	Protocol Discriminator
	RR Management.

	Skip Indicator
	0000

	Message Type
	00111111

	Page Mode
	

	
- Page Mode
	Normal Paging.

	Dedicated mode or TBF
	

	
- T/D
	Temporary Block Flow

	
- Downlink
	1 Resources assigned in IA Rest Octets

	      - TMA
	0 No meaning

	Packet Channel Description
	Dependant upon the test case.

	Request Reference
	Copy of last received by the SS.

	Timing Advance
	

	
- Timing advance value
	30 bit periods.

	Mobile Allocation
	

	
- Length
	0

	Starting Time
	Not present.

	IA rest octets
	

	
- 
	HH

	
-
	01 (Packet Downlink Assignment)

	
- Packet Downlink Assignment
	

	

- TLLI
	(The value received from MS)

	

- 
	1

	

- TFI_ASSIGNMENT
	Any value not used before

	

- RLC_MODE
	RLC unacknowledged mode

	{0 | 1 < ALPHA > 
	1  ALPHA present

	

- ALPHA }
	0.5

	

- GAMMA
	For GSM 700, T-GSM 810, GSM 850 and GSM 900: +8 dBm

For DCS 1 800 and PCS 1 900: +6 dBm

	           - POLLING
	0   No polling

	           - TA_VALID
	1    Timing Advance value in TA IE  is valid

	{ 0 | 1 < TIMING_ADVANCE_INDEX > }
	0   Timing Advance Index not present

	{ 0 | 1 < TBF_STARTING_TIME > }
	0   TBF Starting Time not present

	{0 | 1}
	0   P0, BTS_PWR_CTRL_MODE, PR_MODE not present

	
- spare padding
	Spare Padding
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