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	The test fails when we execute in FDD Band II and GSM 1900 band. FDD Band II and GSM 1900 band are in the same range with respect to the frequencies used. The problem observed is that because of the interference in the two bands, UE sees a GSM neighbouring cell with energy, though the cell is not existing and not configured by SS.
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The quality and reliability of the testcase will improve, by changing the implementation in TTCN such that the 3G cell created is using the highest UARFCN (9937) in the FDD Band II.
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2 Correction in IR_G testcase 20_25_3
2.1 tc_20_25_3

	Test case name
	tc_20_25_3

	Reason for change
	The test fails when we execute in FDD Band II and GSM 1900 band. FDD Band II and GSM 1900 band are in the same range with respect to the frequencies used. The problem observed is that because of the interference in the two bands, UE sees a GSM neighbouring cell with energy, though the cell is not existing and not configured by SS.

Because of this, the UE does not perform inter RAT cell reselection and the testcase fails.

The quality and reliability of the testcase will improve, by changing the implementation in TTCN such that the 3G cell created is using the highest UARFCN (9937) in the FDD Band II.

	Summary of change
	Change the TTCN implementation to move the WCDMA cell used for the testcase to the farthest in FDD Band II, i.e use the UARFCN 9937.

	Source of change
	Modification


Before changes:
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After changes: 

Instead of tsc_CellA, use a different Cell ID (for example tsc_CellD), which uses the UARFCN based on px_UARFCN_D_High. This is set to 9937 in FDD Band II.
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