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A.4.6
Supplementary Services

The supplier of the implementation shall state the support of the implementation for each of the supplementary services given in the table below.

Table A.5: Supplementary Services

Prerequisite: A.25/29
-- TSPC_AddInfo_SS (3GPP TS 02.04 4, 3GPP TS 02.07 B.2.1, (3GPP TS 22.004 4)).

	Item
	Supplementary Service
	Ref.
	Release
	Status
	Support
	Mnemonic

	1
	Calling Line Identification Presentation.
	3GPP TS 02.04 4

3GPP TS 22.004, 4
	Phase 2
	O
	
	TSPC_Serv_SS_CLIP

	[Text skipped here]
	
	
	
	
	
	

	37
	Support of MO-LR request for a position estimate
	3GPP TS 03.71, 7.13
	R98
	O
	
	TSPC_MOLR_POS

	38
	Support of MO-LR request for transfer to 3rd party
	3GPP TS 03.71, 7.13
	R98
	O
	
	TSPC_MOLR_3RD

	xx
	Support of MT-LR
	3GPP TS 04.30
	R98
	O
	
	TSPC_MTLR

	Comments:


	
	


Annex B (normative):
Applicability of the individual test

[Text skipped here]

Table B.1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Applicability Limitations
	Status
	Specific PICS Statements
	Supported

	11.1.1
	Mobile Terminated (MT) calls
	Phase 2
	Each MT Bearer Service and MT Teleservice supported by the MS
	
	C31
	
	

	[Text skipped here]
	
	
	
	
	
	
	

	70.9.1.1
	MT-LR Location Notification for mobiles supporting MS-Based GPS 
	R98
	All MSs supporting LCS MS-Based GPS and MT-LR
	
	Cxx1
	
	

	70.9.1.2
	MT-LR Location Notification for mobiles supporting MS-Assisted GPS
	R98
	All MSs supporting LCS MS-Assisted GPS and MT-LR
	
	Cxx2
	
	

	70.9.2.1
	MT-LR Privacy Options/Verification- Location Allowed If No Response for MS-Based GPS
	R98
	MSs supporting LCS MS-Based GPS and Privacy Options and MT-LR
	
	C302
	
	

	70.9.2.2
	MT-LR Privacy Options/Verification- Location Allowed If No Response for MS-Assisted GPS
	R98
	MSs supporting LCS MS-Assisted GPS and Privacy Options and MT-LR
	
	C303
	
	

	70.9.3.1
	MT-LR Privacy Options/Verification- Location Not Allowed If No Response for MS-Based GPS
	R98
	MSs supporting LCS MS-Based GPS and Privacy Options and MT-LR
	
	C302
	
	

	70.9.3.2
	MT-LR Privacy Options/Verification- Location Not Allowed If No Response for MS-Assisted GPS
	R98
	MSs supporting LCS MS-Assisted GPS and Privacy Options and MT-LR
	
	C303
	
	

	70.9.4.1
	RRLP Error Handling for MS-Based A-GPS / RRLP Protocol Error
	R98
	All MSs supporting LCS MS-Based GPS
	
	C283
	
	

	70.9.4.2
	RRLP Error Handling for MS-Based A-GPS / RRLP Location Error: Requested Method Not Supported
	R98
	All MSs supporting MS-Based GPS and not supporting MS-Assisted EOTD
	
	C365
	
	

	70.9.4.3
	RRLP Error Handling for MS-Based A-GPS / RRLP Location Error: GPS Assistance Data Missing
	R98
	All MSs supporting LCS MS-Based GPS and supporting a method for resetting stored A-GPS assistance data
	
	C403
	
	

	70.9.4.4
	RRLP Error Handling for MS-Based A-GPS / Multiple RRLP Requests with same Reference Number
	R98
	All MSs supporting LCS MS-Based GPS
	
	C283
	
	

	70.9.4.5
	RRLP Error Handling for MS-Based A-GPS / Multiple RRLP Requests with different Reference Number
	R98
	All MSs supporting LCS MS-Based GPS
	
	C283
	
	

	70.9.4.6
	RRLP Error Handling for MS-Based A-GPS / RR management commands
	R98
	All MSs supporting LCS MS-Based GPS
	
	C283
	
	

	[Text skipped here]
	
	
	
	
	
	
	

	90.1.2
	Transmission of CTM Bearer Code – Mobile Terminated TTY Call
	R99
	All MS supporting TTY text telephony services and MT circuit switched basic service
	
	C408
	
	


Table B.1a: Applicability of tests - Conditions definitions
	C1
	IF NOT A.25/50 THEN A ELSE N/A
	-- NOT TSPC_AddInfo_ApplAlwaysRun

	[Text skipped here]
	
	

	C302
	IF A.2/59 AND A.2/61 AND A.5/xx THEN A ELSE N/A
	-- TSPC_A-GPS_Based AND TSPC_PRIVACY AND TSPC_MTLR

	C303
	IF A.2/60 AND A.2/61 AND A.5/xx THEN A ELSE N/A
	-- TSPC_A-GPS_Assist AND TSPC_PRIVACY AND TSPC_MTLR

	[Text skipped here]
	
	

	C455
	IF (A.1/15 AND A.25/26) AND NOT A.1/22 THEN A ELSE N/A
	-- (TSPC_Type_HSCSD_Multislot AND TSPC_Addinfo_CCprotocol_oneBC) AND NOT TSPC_Type_Multislot_Class1

	Cxx1
	IF A.2/59 AND A.5/xx THEN A ELSE N/A
	-- TSPC_A-GPS_Based AND TSPC_MTLR

	Cxx2
	IF A.2/60 AND A.5/xx THEN A ELSE N/A
	-- TSPC_A-GPS_Assist  AND TSPC_MTLR

	Note1:
This test case concerns a feature introduced in R97, but it is applicable only for R99 and later as it has been created late.
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