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Additional Signalling solution for AoIP
1. Introduction
At GERAN#35 meeting, a new study item 3GPP Study Item “A Interface over IP” was approved [1] (GP-071562) in line with the objective to identify, describe and evaluate the possible solutions in terms of architecture and performance impacts of A-interface over IP transport. After that meeting a technical report on AoIP has been drafted with several solutions [2]. This paper describes a signalling solution for AoIP. We propose to add this solution into the TR as section 7.2.3.
7.2.3 Solution 3
7.2.3.1 BSSMAP

7.2.3.1.1 Assignment Request
	INFORMATION ELEMENT
	REFERENCE
	DIRECTION
	TYPE
	LEN

	Message Type
	3.2.2.1 
	MSC-BSS 
	M
	1

	Channel Type
	3.2.2.11
	MSC-BSS 
	M
	5-10

	Layer 3 Header Information
	3.2.2.9 
	MSC-BSS 
	O (note 3) 
	4

	Priority
	3.2.2.18
	MSC-BSS 
	O
	3

	Circuit Identity Code 
	3.2.2.2 
	MSC-BSS 
	O (note 1) 
	3

	Downlink DTX Flag 
	3.2.2.26
	MSC-BSS 
	O (note 2)
	2

	Interference Band To Be Used
	3.2.2.21
	MSC-BSS 
	O
	2

	Classmark Information 2 
	3.2.2.19
	MSC-BSS 
	O (note 4)
	4-5

	Group Call Reference
	3.2.2.55
	MSC-BSS 
	O (note 5)
	7

	Talker Flag 
	3.2.2.54
	MSC-BSS 
	O (note 6)
	1

	Configuration Evolution Indication
	3.2.2.57
	MSC-BSS
	O (note 7)
	2

	LSA Access Control Suppression
	3.2.2.61
	MSC-BSS
	O (note 8) 
	2

	Service Handover
	3.2.2.75
	MSC-BSS
	O (note 9)
	3

	Encryption Information
	3.2.2.10
	MSC-BSS
	O (note 10)
	3-n

	VSTK_RAND
	3.2.2.83
	MSC-BSS
	O (note 11)
	7

	VSTK
	3.2.2.84
	MSC-BSS
	O (note 12)
	18

	Transport Layer Address
	Enhanced IE, IP Address, UDP Port
	MSC-BSS
	C
	

	Speech SDP Information list
	Enhanced  IE, SDP information of Voice/CS Data codec
	MSC-BSS
	C
	


7.2.3.1.2 Assignment Complete

	INFORMATION ELEMENT 
	REFERENCE
	DIRECTION
	TYPE
	LEN

	Message Type
	3.2.2.1 
	BSS-MSC 
	M
	1

	RR Cause
	3.2.2.22
	BSS-MSC 
	O
	2

	Circuit Identity Code
	3.2.2.2
	BSS-MSC
	O (note 4)
	3

	Cell Identifier 
	3.2.2.17
	BSS-MSC 
	O (note 1)
	3-10

	Chosen Channel
	3.2.2.33
	BSS-MSC 
	O (note 3)
	2

	Chosen Encryption Algorithm 
	3.2.2.44
	BSS-MSC 
	O (note 5)
	2

	Circuit Pool
	3.2.2.45
	BSS-MSC 
	O (note 2)
	2

	Speech Version (Chosen)
	3.2.2.51
	BSS-MSC 
	O (note 6)
	2

	LSA Identifier
	3.2.2.15
	BSS-MSC
	O (note 7)
	5

	Transport Layer Address
	Enhanced IE, IP Address, UDP Port
	BSS-MSC
	C
	

	Speech SDP Information list
	Enhanced  IE, SDP information of Voice/CS Data codec
	BSS-MSC
	C
	


7.2.3.1.3 Handover Request

	INFORMATION ELEMENT
	REFERENCE
	DIRECTION
	TYPE
	LEN

	Message Type
	3.2.2.1 
	MSC-BSS 
	M
	1

	Channel Type
	3.2.2.11
	MSC-BSS 
	M
	5-10 

	Encryption Information
	3.2.2.10
	MSC-BSS 
	M (note 1)
	3-n

	Classmark Information 1 
or
Classmark Information 2
	3.2.2.30
3.2.2.19
	MSC-BSS
 
MSC-BSS
	M# 

M (note 6)
	2 

4-5

	Cell Identifier (Serving) 
	3.2.2.17
	MSC-BSS 
	M (note 20)
	5-10 

	Priority
	3.2.2.18
	MSC-BSS 
	O
	3 

	Circuit Identity Code 
	3.2.2.2 
	MSC-BSS 
	O (note 7)
	3 

	Downlink DTX Flag 
	3.2.2.26
	MSC-BSS 
	O (note 3) 
	2 

	Cell Identifier (Target)
	3.2.2.17
	MSC-BSS 
	M (note 17)
	3-10 

	Interference Band To Be Used
	3.2.2.21
	MSC-BSS 
	O
	2 

	Cause 
	3.2.2.5 
	MSC-BSS 
	O (note 9)
	 3-4 

	Classmark Information 3 
	3.2.2.20
	MSC-BSS 
	O (note 4)
	 3-14

	Current Channel type 1
	3.2.2.49
	MSC-BSS 
	O (note 8) 
	2 

	Speech Version (Used) 
	3.2.2.51
	MSC-BSS 
	O (note 10)
	2

	Group Call Reference
	3.2.2.55
	MSC-BSS 
	O (note 5)
	7

	Talker Flag 
	3.2.2.54
	MSC-BSS 
	O (note 11)
	1

	Configuration Evolution Indication
	3.2.2.57
	MSC-BSS
	O (note 12)
	2

	Chosen Encryption Algorithm (Serving)
	3.2.2.44
	MSC-BSS
	O (note 2)
	2

	Old BSS to New BSS Information
	3.2.2.58
	MSC-BSS
	O (note 13)
	2-n

	LSA Information
	3.2.2.23
	MSC-BSS
	O (note 14)
	3+4n

	LSA Access Control Suppression
	3.2.2.61
	MSC-BSS
	O (note 15) 
	2

	Service Handover
	3.2.2.75
	MSC-BSS
	O (note 21)
	3

	IMSI
	3.2.2.6
	MSC-BSC
	O (note 16)
	3-10

	Source RNC to target RNC transparent information (UMTS)
	3.2.2.76
	MSC-BSS
	O (note 18)
	n-m

	Source RNC to target RNC transparent information (cdma2000)
	3.2.2.77
	MSC-BSS
	O (note 19)
	n-m

	SNA Access Information
	3.2.2.82
	MSC-BSC
	O (note 22)
	2+n

	VSTK_RAND
	3.2.2.83
	MSC-BSS
	O (note 23)
	7

	VSTK
	3.2.2.84
	MSC-BSS
	O (note 23)
	18

	Transport Layer Address
	Enhanced IE, IP Address, UDP Port
	MSC-BSS
	C
	

	Speech SDP Information list
	Enhanced  IE, SDP information of Voice/CS Data codec
	MSC-BSS
	C
	


7.2.3.1.4 Handover Request Acknowledge

	INFORMATION ELEMENT
	REFERENCE
	DIRECTION
	TYPE
	LEN

	Message Type
	3.2.2.1 
	BSS-MSC 
	M
	1

	Layer 3 Information 
	3.2.2.24
	BSS-MSC 
	M (note 1)
	11-n 

	Chosen Channel
	3.2.2.33
	BSS-MSC 
	O (note 4) 
	2

	Chosen Encryption Algorithm 
	3.2.2.44
	BSS-MSC 
	O (note 5)
	2

	Circuit Pool
	3.2.2.45
	BSS-MSC 
	O (note 2)
	2

	Speech Version (Chosen) 
	3.2.2.51
	BSS-MSC 
	O (note 6)
	2

	Circuit Identity Code
	3.2.2.2 
	BSS-MSC 
	O (note 3)
	3

	LSA Identifier
	3.2.2.15
	BSS-MSC
	O (note 7)
	5

	New BSS to Old BSS Information
	3.2.2.80
	BSS-MSC
	O (note 8)
	2-n

	Inter-System Information
	3.2.2.81
	BSS-MSC
	O (note 9)
	2-n

	Transport Layer Address
	Enhanced IE, IP Address, UDP Port
	BSS-MSC
	C
	

	Speech SDP Information list
	Enhanced  IE, SDP information of Voice/CS Data codec
	BSS-MSC
	C
	


7.2.3.1.5 Channel Modify Prepare (new)

This message is used only at IP based A interface.

This message is sent from the BSS to the MSC Sever in order to indicate the BSS start the relevant IP bearer modify procedure, and then MSC Sever shall inform the MGW to insert TC resources.
	INFORMATION ELEMENT
	REFERENCE
	DIRECTION
	TYPE
	LEN

	Message Type
	3.2.2.1
	BSS-MSC
	M
	1

	Cause 
	3.2.2.5
	BSS-MSC
	M
	3-4

	Cell Identifier 
	3.2.2.17
	BSS-MSC
	M (note 5)
	3-10

	Chosen Channel
	3.2.2.33
	BSS-MSC
	O (note 1) 
	2

	Speech Version (Chosen)
	3.2.2.51
	BSS-MSC
	O (note 3)
	2


The Cause IE value may be enhanced to indicate the relevant cause.

7.2.3.1.6 Channel Modify Failure (new)

This message is used only at IP based A interface.

This message is sent from the BSS to the MSC Sever in order to indicate the failure of the relevant IP bearer modify procedure , and then MSC Sever shall inform the MGW to cancel to insert TC resources.
	INFORMATION ELEMENT
	REFERENCE
	DIRECTION
	TYPE
	LEN

	Message Type
	3.2.2.1 
	BSS-MSC 
	M
	1

	Cause
	3.2.2.5
	BSS-MSC
	M
	3-4


The Cause IE value may be enhanced to indicate the relevant cause.
7.2.3.1.7 Channel Modify Prepare Complete(new)

This message is used only at IP based A interface.

This message is sent from the MSC Sever to the BSS in order to inform the MGW is successful to insert TC resources.
	INFORMATION ELEMENT
	REFERENCE
	DIRECTION
	TYPE
	LEN

	Message Type
	3.2.2.1 
	BSS-MSC 
	M
	1

	Transport Layer Address
	Enhanced IE, IP Address, UDP Port
	BSS-MSC
	C
	


7.2.3.2. DTAP

Note: modifications not necessary.

7.2.3.3 VGCS/VBS Protocol

FFS

7.2.3.4 H.248 Protocol

Procedures to seize, modify and release IP terminations for the A over IP interface user plane connection have to be defined
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