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A.4.3
Mobile Station Features

The supplier of the implementation shall state the support of the implementation for each of the questions concerning the mobile station features given in the table below.

Table A.2: Mobile Station Features

	Item
	Mobile Station Feature
	Ref.
	Release
	Status
	Support
	Mnemonic

	1
	Display of Called Number.
	3GPP TS 02.07 B.1.1
	 Phase 2
	C.202
	
	TSPC_Feat_DCN

	2
	Indication of Call Progress Signals.
	3GPP TS 02.07 B.1.2
	 Phase 2
	C.204
	
	TSPC_Feat_CPSind

	3
	Country/PLMN Indication.
	3GPP TS 02.07 B.1.3
	 Phase 2
	C.202
	
	TSPC_Feat_PLMNind


<Skip>

	78
	Support of GERAN FEATURE PACKAGE 2
	3GPP TS 45.008
	Rel-5
	O
	
	TSPC_GERAN_FEATURE_PACKAGE_2

	79
	Support of GAN to UTRAN CS Handover
	3GPP TS 44.318
	Rel-6
	O
	
	TSPC_GAN_TO_UTRAN_CS_Handover

	80
	Support of UTRAN to GAN CS Handover
	3GPP TS 44.318
	Rel-6
	O
	
	TSPC_UTRAN_TO_GAN_CS_Handover

	81
	Support of Enhanced DTM CS
	3GPP TS 43.055
	Rel-6
	O
	
	TSPC_Enhanced_DTM_CS

	Axx
	Support of PS Handover
	3GPP TS 43.129
	Rel-6
	O
	
	TSPC_PS_Handover

	C.201
	IF A.3/1 OR A.3/2 OR A.4/20 OR A.4/21 THEN M ELSE N/A
	-- TSPC_Serv_TS11 OR TSPC_Serv_TS12 OR TSPC_Serv_BS61 OR TSPC_Serv_BS81

	C.202
	IF A.2/27 THEN M ELSE N/A
	-- TSPC_Feat_Alphanum_Display 

	C.203
	IF A.2/27 OR A.2/28 THEN M ELSE N/A
	-- TSPC_AlphaNum_Display OR TSPC_Other_Means_of_Display

	C.204
	IF A.2/29 THEN M ELSE N/A
	-- TSPC_Speech_Indicator

	C.205
	IF A.2/26 OR A.2/40 THEN M ELSE N/A
	-- TSPC_Feat_Autocall

	C.206
	IF A.1/16 OR A.1/17 THEN M ELSE N/A
	-- TSPC_Feat_Ext_TA

	C.207
	IF A.2/41 OR A.2/42 THEN M ELSE N/A
	-- TSPC_GPRS OR TSPC_EGPRS

	C.208
	IF A.2/41 THEN O ELSE N/A
	-- TSPC_GPRS

	C.209
	IF A.2/41 or A.2/42 THEN at least one of these items shall be supported ELSE N/A
	-- TSPC_GPRS OR TSPC_EGPRS

	C.210
	IF A.2/42 THEN O ELSE N/A
	-- TSPC_EGPRS

	C.211
	IF A.3/2 THEN M ELSE N/A
	-- TSPC_Serv_TS12

	C.212
	IF A.2/41 THEN O ELSE N/A
	-- TSPC_GPRS

	C.213
	IF A.2/42 THEN O ELSE N/A
	-- TSPC_EGPRS

	C.214
	IF (A.2/41 AND A.1/51) OR (A.2/42 AND A.1/66)THEN O ELSE N/A
	-- (TSPC_GPRS AND TSPC_Type_GPRS_Multislot_operation)  OR (TSPC_EGPRS AND TSPC_Type_EGPRS_Multislot_operation )

	C.215
	IF A.2/59 OR A.2/60 THEN O ELSE N/A
	-- TSPC_A-GPS_Based OR TSPC_A-GPS_Assist


<Skip>

Table B.1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Applicability Limitations
	Status
	Specific PICS Statements
	Supported

	11.1.1
	Mobile Terminated (MT) calls
	Phase 2
	Each MT Bearer Service and MT Teleservice supported by the MS
	
	C31
	
	

	11.1.2
	Mobile Originated (MO) calls
	Phase 2
	Each MO Bearer Service and MO Teleservice supported by the MS
	
	C36
	
	

	11.2
	Verification of support of the single numbering scheme
	Phase 2
	MS supporting at least one MT circuit switched basic service
	
	C31
	
	


<Skip>

	41.5.5.2
	Reallocation of PS Resources for Uplink and Downlink TBFs
	Rel-6
	All DTM/GPRS capable MS supporting Enhanced DTM CS
	
	C441
	
	

	41.5.5.3
	Change of LA in NW Mode II
	Rel-6
	All DTM/GPRS capable MS supporting Enhanced DTM CS
	
	C441
	
	

	41.5.5.4
	MS Requests PS Release Following Change of LA in NW Mode I
	Rel-6
	All DTM/GPRS capable MS supporting Enhanced DTM CS
	
	C441
	
	

	41.6.1.1
	Intra SGSN PS Handover / Synchronized cell case / successful
	Rel-6
	All GPRS MS supporting PS Handover
	
	Cxxx
	
	

	41.6.2.1
	Intra SGSN PS Handover / Pre-synchronized cell case / successful / RLC reset
	Rel-6
	All GPRS MS supporting PS Handover
	
	Cxxx
	
	

	42.1.1.1
	Packet Channel Request/Message format
	R97
	All GPRS MS
	
	C215
	
	

	42.1.1.2
	Packet Channel Request/Response to Packet Paging
	R97
	All GPRS MS
	
	C215
	TSPC_operation_mode_A

TSPC_operation_mode_B

TSPC_operation_mode_C
	

	42.1.1.4.1
	Packet Channel Request/Access persistence control on PRACH/M+1 attempts
	R97
	All GPRS MS
	
	C215
	
	


<Skip>

Table B.1a: Applicability of tests - Conditions definitions

	C1
	IF NOT A.25/50 THEN A ELSE N/A
	-- NOT TSPC_AddInfo_ApplAlwaysRun

	C2
	IF A.25/1 THEN A ELSE N/A
	-- TSPC_AddInfo_HalfRate

	C3
	IF A.5/14 AND A.5/13 THEN A ELSE N/A
	-- TSPC_Serv_SS_AoCC AND TSPC_Serv_SS_AoCI


<Skip>

	C460
	IF A.2/59 AND A.5/39 THEN A ELSE N/A
	-- TSPC_A-GPS_Based AND TSPC_MTLR

	C461
	IF A.2/60 AND A.5/39 THEN A ELSE N/A
	-- TSPC_A-GPS_Assist  AND TSPC_MTLR

	C462
	IF (A.25/2 OR A.25/3) AND A.5/9 THEN A ELSE N/A
	-- (TSPC_AddInfo_Full_rate_version_1 OR TSPC_AddInfo_Half_rate_version_1) AND TSPC_Serv_SS_CW 

	Cxxx
	IF A.2/41 AND A.2/Axx THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_PS_Handover

	Note1:
This test case concerns a feature introduced in R97, but it is applicable only for R99 and later as it has been created late.
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