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A.4.8
Additional Information

The supplier of the implementation shall state the support of the implementation for each of the questions concerning additional information given in the table below.

Table A.25: Additional Information

	Item
	Additional Information
	Ref.
	Release
	Status
	Support
	Mnemonic

	1
	at least one half rate service.
	3GPP TS 02.06 3.2.2

3GPP TS 22.101, 3.2.2
	Phase 2
	O
	
	TSPC_AddInfo_HalfRate

	2
	Speech supported for Full rate version 1 (GSM FR).
	3GPP TS 04.08, 10.5.4.5

3GPP TS 24.008, 10.5.4.5
	Phase 2
	C.2501
	
	TSPC_AddInfo_Full_rate_version_1
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	139
	Support of Repeated SACCH
	3GPP TS 24.008, Subcluase 10.5.1.7
	Rel-6
	O
	
	TSPC_Repeated_SACCH

	140
	Support for a method for resetting stored A-GPS assistance data
	3GPP TS 03.71, 7.6.1
	R98
	O
	
	TSPC_A-GPS_Data_Reset

	141
	Support of DARP phase 2
	3GPP TS 24.008

3GPP TS 45.005
	Rel-7
	O
	
	TSPC_DARP_Phase2

	142
	Support of Rel-4 acoustic implementation
	3GPP TS 26.131

3GPP TS 26.132
	Rel-4
	O
	
	TSPC_AddInfo_Rel4_Acoustic

	143
	MS with no components having RF performance sensitive to vibration condition during testing
	3GPP TS45.005, D2.3
	R99
	O
	
	TSPC_No_Vibration_Sensitive_Components

	144
	Use of NITZ Full Name
	3GPP TS 2.42

3GPP TS 22.042
	R97
	O
	
	TSPC_NITZ_Full_Name

	145
	Use of NITZ Short Name
	3GPP TS 2.42

3GPP TS 22.042
	R97
	O
	
	TSPC_NITZ_Short_Name

	146
	Use of NITZ Universal Time
	3GPP TS 2.42

3GPP TS 22.042
	R97
	O
	
	TSPC_NITZ_Universal_Time

	147
	Use of NITZ Local Time Zone
	3GPP TS 2.42

3GPP TS 22.042
	R97
	O
	
	TSPC_NITZ_Time_Zone

	148
	MS using a temporary antenna connector
	3GPP TS 51.010-1
	R99
	O.2504
	
	TSPC_AddInfo_TempAntenna

	XXX
	Support of Repeated FACCH
	3GPP TS 24.008, Subclause 10.5.1.7
	Rel-6
	M
	
	TSPC_Repeated_FACCH

	O.2502
	At least one of the requirements shall be supported.
	

	O.2503
	At least one of these items shall be supported.
	

	O.2504
	At least one of these items shall be supported.
	

	C.2501
	IF A.25/3 THEN M ELSE O
	-- TSPC_AddInfo_Half_rate_version_1

	C.2502
	IF A.25/2 THEN O ELSE N/A
	-- TSPC_AddInfo_Full_rate_version_1

	C.2503
	IF A.25/69 OR A.25/70 THEN M ELSE O
	-- TSPC_AddInfo VGCS OR TSPC_AddInfo_VGCS_Talking

	C.2504
	IF A.25/70 THEN M ELSE O
	-- TSPC_AddInfo VGCS

	C.2505
	IF A.3/2 THEN O ELSE N/A
	-- TSPC_Serv_TS12

	C.2506
	IF A.25/79 THEN M ELSE N/A
	-- TSPC_AddInfo_Full_rate_version_3

	C.2507
	IF A.25/144 OR A.25/145 OR A.25/146 OR A.25/147 OR A.25/119 THEN O ELSE N/A
	-- TSPC_NITZ_Full_Name OR TSPC_NITZ_Short_Name OR TSPC_NITZ_Universal_Time OR TSPC_NITZ_Time_Zone OR TSPC_NITZ_DST

	Comments:
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Table B.1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Applicability Limitations
	Status
	Specific PICS Statements
	Supported

	11.1.1
	Mobile Terminated (MT) calls
	Phase 2
	Each MT Bearer Service and MT Teleservice supported by the MS
	
	C31
	
	

	11.1.2
	Mobile Originated (MO) calls
	Phase 2
	Each MO Bearer Service and MO Teleservice supported by the MS
	
	C36
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	14.2.22
	Reference Sensitivity – O-TCH/WFS
	Rel-5
	MS supporting O-TCH/WFS
	
	C366
	
	

	14.2.23
	Reference sensitivity – O-TCH/WHS
	Rel-5
	MS supporting O-TCH/WHS
	
	C383
	
	

	14.2.24
	Reference Sensitivity – TCH/WFS
	Rel-5
	MS supporting TCH/WFS
	
	C387
	
	

	14.2.25
	Reference Sensitivity – Repeated FACCH/F
	Rel-6
	MS supporting Repeated FACCH
	
	Cyyy
	
	

	14.2.26
	Reference Sensitivity – Repeated SACCH
	Rel-6
	MS supporting Repeated SACCH
	
	C414
	
	

	14.2.27
	Reference Sensitivity – TCH/FS – DARP Phase II
	Rel-7
	MS supporting full rate speech and DARP phase II
	
	C451
	
	

	14.3
	Usable receiver input level range
	Phase 2
	MS supporting full rate speech
	
	C24
	
	

	14.4.1
	Co-channel rejection - TCH/FS
	Phase 2
	MS supporting full rate speech
	L3
	C24
	TSPC_DARP_Phase1

TSPC_DARP_Phase2
	

	14.4.2
	Co-channel rejection - TCH/HS
	Phase 2
	MS supporting half-rate speech
	
	C13
	
	

	14.4.3
	Void
	
	
	
	
	
	

	14.4.4
	Co-channel rejection - FACCH/F
	Phase 2
	All MS
	
	A
	
	

	14.4.5
	Co-channel rejection - FACCH/H
	Phase 2
	MS supporting half rate service
	
	C2
	
	

	14.4.6
	Co-channel rejection - TCH/EFS
	Phase 2
	MS supporting EFR speech
	
	C83
	
	

	14.4.7
	Receiver performance in the case of frequency hopping and co-channel interference on one carrier

	R97
	MS supporting speech
	
	C52
	
	

	14.4.8
	Co-channel rejection – TCH/AFS
	R98 AND AMR Loops
	MS supporting AMR and AMR Test-Loops
	L3
	C321
	TSPC_DARP_Phase1

TSPC_DARP_Phase2
	

	14.4.16
	Co-channel rejection – TCH/AHS
	R98 AND AMR Loops
	MS supporting AMR Half Rate and AMR Test-Loops
	R7
	C333
	
	

	14.4.17
	Co-channel rejection – TCH/AFS-INB
	R98 AND AMR Loops
	MS supporting AMR and AMR Test-Loops
	L4
	C321
	TSPC_AddInfo_Half_rate_version_3
	

	14.4.18
	Co-channel rejection – TCH/AHS-INB
	R98 AND AMR Loops
	MS supporting AMR Half Rate and AMR Test-Loops
	
	C333
	
	

	14.4.19
	Co-channel rejection – O-TCH/AHS
	Rel-5
	MS supporting O-TCH/AHS
	
	C358
	
	

	14.4.20
	Co-channel rejection – O-TCH/AHS-INB
	Rel-5 AND AMR Loops
	MS supporting O-TCH/AHS and AMR Test-Loops
	
	C369
	
	

	14.4.21
	Co-channel rejection – O-FACCH/H
	Rel-5
	MS supporting O-TCH/AHS or O-TCH/WHS
	
	C391
	TSPC_O-TCH_WHS

TSPC_O-TCH_AHS
	

	14.4.24
	Co-channel interference – O-TCH/WFS
	Rel-5
	MS supporting O-TCH/WFS
	
	C366
	
	

	14.4.25
	Co-channel interference – O-TCH/WHS
	Rel-5
	MS supporting O-TCH/WHS
	
	C383
	
	

	14.4.26
	Co-channel rejection - O-TCH/WFS-INB
	Rel-5
	MS supporting O-TCH/WFS and AMR Test-Loops
	
	C395
	
	

	14.4.27
	Void
	
	
	
	
	
	

	14.4.28
	Co-channel Interference – TCH/WFS
	Rel-5
	MS supporting TCH/WFS
	
	C387
	TSPC_Type_SmallMS

TSPC_Type_DCS_Class1

TSPC_Type_DCS_Class2

TSPC_Type_DCS_Class3

TSPC_Type_PCS_Class1

TSPC_Type_PCS_Class2
	

	14.4.29
	Co-channel Interference – TCH/WFS-INB
	Rel-5
	MS supporting TCH/WFS
	
	C387
	
	

	14.4.30
	Co-Channel Rejection O-FACCH/F
	Rel-5
	MS supporting O-TCH/WFS
	
	C366
	
	

	14.4.31
	Co-channel rejection – Repeated FACCH/F
	Rel-6
	MS supporting Repeated FACCH
	
	Cyyy
	TSPC_Type_SmallMS

TSPC_Type_DCS_Class1

TSPC_Type_DCS_Class2

TSPC_Type_DCS_Class3

TSPC_Type_PCS_Class1

TSPC_Type_PCS_Class2
	

	14.4.32
	Co-channel rejection – Repeated SACCH
	Rel-6
	MS supporting Repeated SACCH
	
	C414
	TSPC_Type_SmallMS

TSPC_Type_DCS_Class1

TSPC_Type_DCS_Class2

TSPC_Type_DCS_Class3

TSPC_Type_PCS_Class1

TSPC_Type_PCS_Class2
	

	14.5.1.1
	Adjacent channel rejection - speech channels – TCH/FS
	Phase 2
	MS supporting speech
	R12
	C24
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	26.6.13.8
	Handover with starting time and frequency redefinition/failure case/time elapsed
	Phase 2
	All MS
	
	A
	

	26.6.13.9
	Immediate assignment with starting time/successful case/time not elapsed
	Phase 2
	All MS
	
	A
	TSPC_AddInfo_Halfrate 

TSPC_AddInfo_SDCCHOnly

	26.6.13.10
	Immediate assignment with starting time/successful case/time elapsed
	Phase 2
	All MS
	
	A
	TSPC_AddInfo_Halfrate 

TSPC_AddInfo_SDCCHOnly

	26.6.23.1
	Repeated SACCH / Downlink Repeated SACCH
	Rel 6
	All MS supporting Repeated SACCH
	
	C414
	

	26.6.23.2
	Repeated SACCH / Uplink Repeated SACCH
	Rel 6
	All MS supporting Repeated SACCH
	
	C414
	

	26.6.23.3
	Repeated SACCH / Uplink Repeated SACCH with SAPI 3 frames
	Rel 6
	All MS supporting Repeated SACCH
	
	C414
	

	26.7.1
	TMSI reallocation
	Phase 2
	All MS
	
	A
	TSPC_Feat_OnOff
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	26.7.4.6
	Location updating/interworking of attach and periodic
	Phase 2
	All MS
	
	A
	
	

	26.7.5.2
	MM connection/establishment with cipher and repeated FACCH
	Phase 2
	All MS
	
	A
	TSPC_AddInfo_HalfRate


	

	26.7.5.3
	MM connection/establishment without cipher
	Phase 2
	All MS
	
	A
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Table B.1a: Applicability of tests - Conditions definitions

	C1
	IF NOT A.25/50 THEN A ELSE N/A
	-- NOT TSPC_AddInfo_ApplAlwaysRun

	C2
	IF A.25/1 THEN A ELSE N/A
	-- TSPC_AddInfo_HalfRate

	C3
	IF A.5/14 AND A.5/13 THEN A ELSE N/A
	-- TSPC_Serv_SS_AoCC AND TSPC_Serv_SS_AoCI

	C4
	IF A.5/14 THEN A ELSE N/A
	-- TSPC_Serv_SS_AoCC
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	C414
	IF A.25/139 THEN A ELSE N/A
	-- TSPC_Repeated_SACCH

	C415
	IF A.2/41 AND A.2/75 THEN A ELSE N/A
	-- TSPC_GPRS  AND TSPC_Feat_GEA2

	C416
	IF A.2/41 AND A.2/76 THEN A ELSE N/A
	-- TSPC_GPRS  AND TSPC_Feat_GEA3

	C417
	IF A.2/41 AND NOT (A.1/84 OR A.1/95) THEN A ELSE N/A
	-- TSPC_GPRS AND NOT (TSPC_Type_GPRS_Multislot_Class18 OR TSPC_Type_GPRS_Multislot_Class29)

	C418
	IF A.2/41 AND NOT (A.1/84 OR A.1/90 OR A.1/91 OR A.1/92 OR A.1/93 OR A.1/94 OR A.1/95) THEN A ELSE N/A
	-- TSPC_GPRS AND NOT (TSPC_Type_GPRS_Multislot_Class18 OR TSPC_Type_GPRS_Multislot_Class24 OR TSPC_Type_GPRS_Multislot_Class25 OR TSPC_Type_GPRS_Multislot_Class26 OR TSPC_Type_GPRS_Multislot_Class27 OR TSPC_Type_GPRS_Multislot_Class28 OR TSPC_Type_GPRS_Multislot_Class29)

	C419
	IF A.2/41 AND NOT (A.1/67 OR A.1/68 OR A.1/69 OR A.1/70 OR A.1/74 OR A.1/149 OR A.1/150 OR A.1/151 OR A.1/152 OR A.1/153 OR A.1/154 OR A.1/155 OR A.1/156 OR A.1/157 OR A.1/158 OR A.1/159 OR A.1/160 OR A.1/161 OR A.1/162 OR A.1/163 OR A.1/164) THEN A ELSE N/A
	-- TSPC_GPRS AND NOT (TSPC_Type_GPRS_Multislot_Class1 OR TSPC_Type_GPRS_Multislot_Class2 OR TSPC_Type_GPRS_Multislot_Class3 OR TSPC_Type_GPRS_Multislot_Class4 OR TSPC_Type_GPRS_Multislot_Class8 OR TSPC_Type_GPRS_Multislot_Class30 OR … OR TSPC_Type_GPRS_Multislot_Class45)

	C420
	IF A.2/41 AND A.2/70 AND (A.1/153 OR A.1/158 OR A.1/164) THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_ExtendedDynamic_Allocation AND (TSPC_Type_GPRS_Multislot_Class34 OR TSPC_Type_GPRS_Multislot_Class39 OR TSPC_Type_GPRS_Multislot_Class45)

	C421
	IF A.2/42 AND (A.2/47 OR A.2/48) THEN A ELSE N/A
	-- TSPC_EGPRS AND (TSPC_operation_mode_A OR TSPC_operation_mode_B)

	C422
	IF A.2/42 AND A.2/48 THEN A ELSE N/A
	-- TSPC_EGPRS AND TSPC_operation_mode_B

	C423
	IF A.2/42 AND NOT (A.1/113 OR A.1/124) THEN A ELSE N/A
	-- TSPC_EGPRS AND NOT (TSPC_Type_EGPRS_Multislot_Class18 OR TSPC_Type_EGPRS_Multislot_Class29)

	C424
	IF A.2/42 AND NOT (A.1/113 OR A.1/119 OR A.1/120 OR A.1/121 OR A.1/122 OR A.1/123 OR A.1/124) THEN A ELSE N/A
	-- TSPC_EGPRS AND NOT (TSPC_Type_EGPRS_Multislot_Class18 OR TSPC_Type_EGPRS_Multislot_Class24 OR TSPC_Type_EGPRS_Multislot_Class25 OR TSPC_Type_EGPRS_Multislot_Class26 OR TSPC_Type_EGPRS_Multislot_Class27 OR TSPC_Type_EGPRS_Multislot_Class28 OR TSPC_Type_EGPRS_Multislot_Class29)

	C425
	IF A.2/42 AND (A.1/98 OR A.1/100 OR A.1/101 OR A.1/102 OR A.1/104 OR A.1/105 OR A.1/106 OR A.1/107 OR A.1/108 OR A.1/109 OR A.1/110 OR A.1/111 OR A.1/112 OR A.1/113 OR A.1/114 OR A.1/115 OR A.1/116 OR A.1/117 OR A.1/118 OR A.1/119 OR A.1/120 OR A.1/121 OR A.1/122 OR A.1/123 OR A.1/124 OR A.1/166 OR A.1/167 OR A.1/168 OR A.1/169 OR A.1/171 OR A.1/172 OR A.1/173 OR A.1/174 OR A.1/176 OR A.1/177 OR A.1/178 OR A.1/179 OR A.1/180) THEN A ELSE N/A
	-- TSPC_EGPRS AND (TSPC_Type_EGPRS_Multislot_Class3 OR TSPC_Type_EGPRS_Multislot_Class5 OR TSPC_Type_EGPRS_Multislot_Class6 OR TSPC_Type_EGPRS_Multislot_Class7 OR TSPC_Type_EGPRS_Multislot_Class9 OR...OR TSPC_Type_EGPRS_Multislot_Class29 OR TSPC_Type_EGPRS_Multislot_Class31 OR...OR TSPC_Type_EGPRS_Multislot_Class34 OR TSPC_Type_EGPRS_Multislot_Class36 OR...OR TSPC_Type_EGPRS_Multislot_Class39 OR TSPC_Type_EGPRS_Multislot_Class41 OR...OR TSPC_Type_EGPRS_Multislot_Class45)

	C426
	IF A.2/78 THEN A ELSE N/A
	-- TSPC_GERAN_FEATURE_PACKAGE_2

	C427
	IF A.2/78 AND A.1/15 THEN A ELSE N/A
	-- TSPC_GERAN_FEATURE_PACKAGE_2 AND TSPC_Type_HSCSD_Multislot

	C428
	IF A.2/80 THEN A ELSE N/A
	--  TSPC_UTRAN_TO_GAN_CS_Handover

	C429
	IF A.2/79 THEN A ELSE N/A
	--  TSPC_GAN_TO_UTRAN_CS_Handover

	C430
	IF (A.1/56 AND A.27/2 AND A.25/5 AND A.25/72 AND (A.1/1 OR A.1/2 OR A.1/4 OR A.1/16 OR A.1/17 OR A.1/18 OR A.1/55 OR A.1/54 OR A.1/182 OR A.1/183)) THEN A ELSE N/A
	-- TSPC_Type_UTRAN AND TSPC_Streaming_14_4_CSRAB_3_4_SRAB AND TSPC_AddInfo FullRateData AND TSPC_AddInfo_144Data AND (TSPC_TYPE_GSM_P_BAND OR TSPC_TYPE_GSM_E_BAND OR TSPC_TYPE_DCS_BAND OR TSPC_TYPE_GSM_450_BAND OR TSPC_TYPE_GSM_480_BAND OR TSPC_TYPE_PCS_BAND OR TSPC_TYPE_GSM_850_BAND OR TSPC_TYPE_GSM_710_BAND OR TSPC_TYPE_GSM_750_BAND OR TSPC_TYPE_T_GSM_810_BAND)

	C431
	IF (A.1/56 AND ((A.27/3 AND A.25/5 AND A.25/72) OR (A.27/4 AND A.25/5 AND A.25/72)) AND (A.1/1 OR A.1/2 OR A.1/4 OR A.1/16 OR A.1/17 OR A.1/18 OR A.1/55 OR A.1/54 OR A.1/182 OR A.1/183)) THEN A ELSE N/A
	-- TSPC_Type_UTRAN AND ((TSPC_STREAMING_28_8_CSRAB_3_4_SRAB AND TSPC_AddInfo FullRateData AND TSPC_AddInfo_144Data)  OR (TSPC_Streaming_57_6_CSRAB_3_4_SRAB AND TSPC_AddInfo FullRateData AND TSPC_AddInfo_144Data)) AND (TSPC_TYPE_GSM_P_BAND OR TSPC_TYPE_GSM_E_BAND OR TSPC_TYPE_DCS_BAND OR TSPC_TYPE_GSM_450_BAND OR TSPC_TYPE_GSM_480_BAND OR TSPC_TYPE_PCS_BAND OR TSPC_TYPE_GSM_850_BAND OR TSPC_TYPE_GSM_710_BAND OR TSPC_TYPE_GSM_750_BAND OR TSPC_TYPE_T_GSM_810_BAND)

	C432
	IF A.25/57 AND A.25/142 THEN A ELSE N/A
	-- TSPC_AddInfo_SpeechHandset AND TSPC_AddInfo_Rel4_Acoustic

	C433
	IF A.25/57 AND NOT A.25/142 THEN A ELSE N/A
	-- TSPC_AddInfo_SpeechHandset AND NOT TSPC_AddInfo_Rel4_Acoustic

	C434
	IF A.25/79 AND (A.25/132 OR A.25/129 OR A.25/141) THEN A ELSE N/A
	-- TSPC_AddInfo_full_rate_version_3 AND (TSPC_Improv_RX_perform OR TSPC_DARP_Phase1 OR TSPC_DARP_Phase2)

	C435
	IF A.25/112 AND (A.25/132 OR A.25/129 OR A.25/141) THEN A ELSE N/A
	-- TSPC_AddInfo_half_rate_version_3 AND (TSPC_Improv_RX_perform OR TSPC_DARP_Phase1 OR TSPC_DARP_Phase2)

	C436
	IF A.25/137 AND (A.25/132 OR A.25/129 OR A.25/141) THEN A ELSE N/A
	-- TSPC_TCH_WFS AND (TSPC_Improv_RX_perform OR TSPC_DARP_Phase1 OR TSPC_DARP_Phase2)

	C437
	IF A.25/67 AND A.5/29 THEN A ELSE N/A
	-- TSPC_AddInfo_VBS_Originating AND TSPC_Serv_UTDI 

	C438
	IF A.25/70 AND A.5/29 THEN A ELSE N/A
	-- TSPC_AddInfo_VGCS_Originating AND TSPC_Serv_UTDI 

	C439
	IF A.25/67 AND A.5/30 THEN A ELSE N/A
	-- TSPC_AddInfo_VBS_Originating AND TSPC_Serv_Compr_UTDI 

	C440
	IF A.25/70 AND A.5/30 THEN A ELSE N/A
	-- TSPC_AddInfo_VGCS_Originating AND TSPC_Serv_Compr_UTDI 

	C441
	IF A.2/62 AND A.2/81 THEN A ELSE N/A
	-- TSPC_DTM_GPRS AND TSPC_Enhanced_DTM_CS

	C442
	IF (A.25/119 OR A.25/146 OR A.25/147) AND A.2/41 THEN A ELSE N/A
	-- TSPC_GPRS AND (TSPC_NITZ_DST OR TSPC_NITZ_Time_Zone OR TSPC_NITZ_Universal_Time)

	C443
	IF (A.25/145 OR A.25/144) AND A.2/41 THEN A ELSE N/A
	-- TSPC_GPRS AND (TSPC_NITZ_Short_Name OR TSPC_NITZ_Full_Name)

	C444
	IF A.2/59 AND A.5/37 THEN A ELSE N/A
	-- TSPC_A-GPS_Based AND TSPC_MOLR_POS

	C445
	IF A.2/60 AND A.5/37 THEN A ELSE N/A
	-- TSPC_A-GPS_Assist AND TSPC_MOLR_POS

	C446
	IF A.2/59 AND A.5/38 THEN A ELSE N/A
	-- TSPC_A-GPS_Based AND TSPC_MOLR_3RD

	C447
	IF A.2/60 AND A.5/38 THEN A ELSE N/A
	-- TSPC_A-GPS_Assist AND TSPC_MOLR_3RD

	C448
	IF A.2/41 AND A.25/141 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_DARP_Phase2

	C449
	IF A.2/42 AND A.25/141 THEN A ELSE N/A
	-- TSPC_EGPRS AND TSPC_DARP_Phase2

	C450
	IF A.25/19 AND A.5/23 THEN A ELSE N/A
	-- TSPC_Addinfo_MTsvc AND TSPC_Serv_SS_UUS

	C451
	IF A.25/2 AND A.25/141 THEN A ELSE N/A
	-- TSPC_AddInfo_Full_rate_version_1 AND TSPC_DARP_Phase2

	C452
	Void
	

	C453
	IF A.25/79 AND A.25/113 AND A.25/141 THEN A ELSE N/A
	-- TSPC_AddInfo_Full_rate_version_3 AND TSPC_AMR_LoopBack AND TSPC_DARP_Phase2

	C454
	IF A.25/112 AND A.25/113 AND A.25/141 THEN A ELSE N/A
	-- TSPC_AddInfo_Half_rate_version_3 AND TSPC_AMR_LoopBack AND TSPC_DARP_Phase2

	C455
	IF (A.1/15 AND A.25/26) AND NOT A.1/22 THEN A ELSE N/A
	-- (TSPC_Type_HSCSD_Multislot AND TSPC_Addinfo_CCprotocol_oneBC) AND NOT TSPC_Type_Multislot_Class1

	C456
	IF A.2/41 AND A.25/2  THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_AddInfo_Full_rate_version_1

	C457
	IF A.5/20 OR A.25/26 THEN A ELSE N/A
	-- TSPC_Serv_SS_unstruct OR TSPC_Addinfo_CCprotocol_oneBC

	C458
	IF A.25/97 AND A.25/26 THEN A ELSE N/A
	-- TSPC_AddInfo_MultSMsameRR AND TSPC_Addinfo_CCprotocol_oneBC

	C459
	IF A.2/41 AND (A.2/47 OR A.2/48) AND A.25/19 THEN A ELSE N/A
	-- TSPC_GPRS AND (TSPC_operation_mode_A OR TSPC_operation_mode_B) AND TSPC_AddInfo_MTsvc

	C460
	IF A.2/59 AND A.5/39 THEN A ELSE N/A
	-- TSPC_A-GPS_Based AND TSPC_MTLR

	C461
	IF A.2/60 AND A.5/39 THEN A ELSE N/A
	-- TSPC_A-GPS_Assist  AND TSPC_MTLR

	C462
	IF (A.25/2 OR A.25/3) AND A.5/9 THEN A ELSE N/A
	-- (TSPC_AddInfo_Full_rate_version_1 OR TSPC_AddInfo_Half_rate_version_1) AND TSPC_Serv_SS_CW 

	Cyyy
	IF A.25/xxx THEN A ELSE N/A
	-- TSPC_Repeated_FACCH

	Note1:
This test case concerns a feature introduced in R97, but it is applicable only for R99 and later as it has been created late.
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