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FOR INFORMATION ONLY!

5.2.1
Temporary Block Flow

A Temporary Block Flow (TBF) is a physical connection used by the two RR entities to support the unidirectional transfer of upper layer PDUs on packet data physical channels.

The TBF is allocated radio resources on one or more assigned PDCHs and comprises a number of RLC/MAC blocks carrying one or more upper layer PDUs. If Downlink Dual Carrier is supported by both the mobile station and the network, the assigned PDCHs for a given TBF may be on one or two radio frequency channels. A TBF is temporary and is maintained only for the duration of the data transfer (i.e. until there are no more RLC/MAC blocks to be transmitted and, in RLC acknowledged mode, all of the transmitted RLC/MAC blocks have been successfully acknowledged by the receiving entity).

A TBF may operate in either GPRS TBF mode or EGPRS TBF mode. For Downlink Dual Carrier configurations TBFs shall operate in EGPRS TBF mode. The network sets the TBF mode in the PACKET UPLINK ASSIGNMENT, MULTIPLE TBF UPLINK ASSIGNMENT, PACKET DOWNLINK ASSIGNMENT, MULTIPLE TBF DOWNLINK ASSIGNMENT, PACKET TIMESLOT RECONFIGURE, MULTIPLE TBF TIMESLOT RECONFIGURE, IMMEDIATE ASSIGNMENT or PACKET CS RELEASE INDICATION message. The EGPRS TBF mode is only supported by EGPRS capable MSs. 

If a mobile station is assigned concurrent TBFs, these shall be in the same TBF mode.

A TBF in EGPRS mode operates using one of four groups of modulation and coding schemes:

-
EGPRS-GMSK only (applicable to uplink TBFs only): this comprises MCS-1 to MCS-4

-
EGPRS: this comprises MCS-1 to MCS-9

-
EGPRS2-A: for uplink TBFs, this comprises MCS-1 to MCS-6 and UAS-7 to UAS-11; for downlink TBFs, this comprises MCS-1 to MCS-4 and DAS-5 to DAS-12

-
EGPRS2-B: for uplink TBFs, this comprises MCS-1 to MCS-4 and UBS-5 to UBS-12; for downlink TBFs, this comprises MCS-1 to MCS-4 and DBS-5 to DBS-12.

The group of modulation and coding schemes to be used for a TBF is indicated in the assignment message. The EGPRS-GMSK only group applies if the aggregate timeslot allocation is not within the indicated EGPRS multislot class, but is within the indicated GPRS multislot class.

The use of the EGPRS2-A group for uplink or downlink is only supported by MSs which are capable of EGPRS2-A or EGPRS2-B in that direction. The EGPRS2-B group is only supported by MSs which are capable of EGPRS2-B in that direction. If a mobile station supports EGPRS2, the same group of modulation and coding schemes shall be used for all TBFs in a given direction.

If a mobile station indicates support of Reduced Latency (see 3GPP TS 24.008), it may be assigned TBFs with FANR activated (see sub-clause 9.1.14), either in BTTI configuration or in RTTI configuration. The network shall ensure that, if a mobile station is assigned a TBF with FANR activated, FANR shall be activated for all concurrent TBFs assigned to that mobile station.
For the case where a mobile station supports multiple TBF procedures the maximum number of TBFs it can support concurrently is not specified. Mobile station implementations are expected to ensure that the mobile station can support a sufficient number of TBFs to operate all the PDP contexts it has activated. As such, a mobile station may choose to release, modify or activate one or more PDP contexts when prioritizing the services it wants to operate concurrently. The network is not required to consider any potential complexity limitations regarding the number of concurrent TBFs when establishing an uplink or downlink TBF for a mobile station that supports multiple TBF procedures. 

The following messages are used only if both the mobile station and the network support multiple TBF procedures: 

-
MULTIPLE TBF UPLINK ASSIGNMENT

-
MULTIPLE TBF DOWNLINK ASSIGNMENT

-
MULTIPLE TBF TIMESLOT RECONFIGURE.

first change
8.1.1
Uplink RLC data block transfer

For a TBF operating in BTTI configuration, prior to the initiation of RLC data block transfer on the uplink, the network assigns the following parameters to characterise the uplink TBF in the uplink assignment (e.g. PACKET UPLINK ASSIGNMENT, MULTIPLE TBF UPLINK ASSIGNMENT, PACKET TIMESLOT RECONFIGURE, MULTIPLE TBF TIMESLOT RECONFIGURE or PACKET CS RELEASE INDICATION) message:

-
a Temporary Flow Identity (TFI). The mobile station shall set the TFI field of each uplink RLC data block to the TFI value assigned to the mobile station for that uplink TBF;

-
a set of PDCHs to be used for the uplink transfer;

-
a TBF Starting Time indication (optional in case of a dynamic or extended dynamic allocation and not applicable for dual carrier, BTTI with FANR activated, and EGPRS2 configurations);

-
the PFI associated with each allocated TBF if the network and the mobile station both support multiple TBF procedures. 

In case the RTTI configuration is supported by the network and the mobile station and an uplink TBF operating in RTTI configuration is assigned, the following parameters shall be provided by the network in the assignment message (e.g. PACKET UPLINK ASSIGNMENT, MULTIPLE TBF UPLINK ASSIGNMENT, PACKET TIMESLOT RECONFIGURE, MULTIPLE TBF TIMESLOT RECONFIGURE or PACKET CS RELEASE INDICATION). 

-
a Temporary Flow Identity (TFI). The mobile station shall set the TFI field of each uplink RLC data block to the TFI value assigned to the mobile station for that uplink TBF;

 -
one or more PDCH-pairs to be used for the uplink transfer; 

-
the PFI associated with each allocated TBF if the network and the mobile station both support multiple TBF procedures. 

-
BTTI USF or RTTI USF mode to be used when receiving USFs.

For each PDCH-pair forming part of an assignment for an uplink TBF operating in RTTI configuration, the network may additionally assign a corresponding downlink PDCH-pair which shall be monitored by the mobile station for the USF (see sub-clause 7.1.3.6). 

The network may, at any time during uplink packet transfer, change the TTI configuration or USF mode (BTTI USF mode or RTTI USF mode) as well as the corresponding downlink PDCH-pairs of an already established uplink TBF by sending on the downlink PACCH, an uplink TBF assignment message (e.g. PACKET UPLINK ASSIGNMENT, MULTIPLE TBF UPLINK ASSIGNMENT, PACKET TIMESLOT RECONFIGURE, MULTIPLE TBF TIMESLOT RECONFIGURE or PACKET CS RELEASE INDICATION). The mobile station shall begin using the new parameters within the reaction time defined in 3GPP TS 45.010.

In a Downlink Dual Carrier configuration, one or more PDCHs are assigned to a single mobile station on each of two different radio frequency channels. A mobile station with a Downlink Dual Carrier configuration shall not be allocated radio blocks on both radio frequency channels during any given radio block period.

All the RLC data blocks of an uplink TBF initiated by one phase access shall each contain a TLLI (in A/Gb mode) or a G-RNTI (in Iu mode) field in the RLC data block header until the contention resolution is completed on the mobile station side (see sub-clause 7.1.2.3 and 3GPP TS 44.160). After the reaction time specified in 3GPP TS 45.010 no other RLC data blocks shall contain a TLLI field (in A/Gb mode) or a G-RNTI (in Iu mode), except for those retransmitted RLC data blocks that originally contained a TLLI (in A/Gb mode) or a G-RNTI (in Iu mode), which will be repeated including the same TLLI (in A/Gb mode) or G-RNTI (in Iu mode) (see sub-clause 7.1.2.3a and 3GPP TS 44.160). The TLLI_BLOCK_CHANNEL_CODING parameter in the PACKET UPLINK ASSIGNMENT or in the MULTIPLE TBF UPLINK ASSIGNMENT message indicates whether a RLC data block containing a TLLI (in A/Gb mode) or a G-RNTI (in Iu mode) field in the RLC data block header shall be encoded using CS‑1 in GPRS TBF mode, or MCS-1 in EGPRS TBF mode, or using the commanded modulation and channel coding scheme (see 3GPP TS 45.003). In GPRS TBF mode, the mobile station shall send all other RLC data blocks using the commanded channel coding scheme.

In EGPRS TBF mode, RLC data blocks that are transmitted for the first time shall be transmitted with the commanded MCS, except if the commanded mode is MCS-5-7, in which case the data block shall be transmitted with MCS‑5, or if the commanded mode is MCS-6-9, in which case the data block shall be transmitted with MCS-6. In the case of a Downlink Dual Carrier configuration the commanded MCS shall apply to both of the carriers. In EGPRS TBF mode, a MS may choose an alternate MCS than the one commanded, for the initial transmission of the last RLC data blocks of the TBF under the following conditions:

-
the alternate MCS is more robust than the commanded MCS;

-
the alternate MCS has already been commanded by the network during the TBF or was available for selection by the MS during the TBF according to the MCS selection rules for retransmissions; and

-
the TBF requires no more radio blocks for initial transmission of the RLC data blocks using the alternate MCS than would be required when using the commanded MCS.

For a TBF with FANR activated, if the commanded MCS is MCS-9 (respectively MCS-4), the initial transmission of the RLC data block(s) shall be done with MCS-8 (respectively MCS-3) if a PAN field is included in the radio block. 
A RESEGMENT bit is included within each PACKET UPLINK ACK/NACK, PACKET UPLINK ASSIGNMENT, MULTIPLE TBF UPLINK ASSIGNMENT, PACKET TIMESLOT RECONFIGURE, MULTIPLE TBF TIMESLOT RECONFIGURE or PACKET CS RELEASE INDICATION messages. For initial transmissions of new RLC blocks the channel coding commanded is applied. The RESEGMENT bit is used to set the ARQ mode to type I or type II (incremental redundancy) for uplink TBFs. For retransmissions, setting the RESEGMENT bit to '1' (type I ARQ) requires the mobile station to use an MCS within the same family as the initial transmission and the payload may be split (refer to table 8.1.1.1). For retransmissions, setting the RESEGMENT bit to '0' (type II ARQ) requires the mobile station to use an MCS within the same family as the initial transmission without splitting the payload even if the network has commanded it to use MCS‑1, MCS‑2 or MCS‑3 for subsequent RLC blocks (refer to table 8.1.1.2), see note. In RLC unacknowledged mode, RESEGMENT bit shall be ignored and default value 0 should be used.

NOTE:
This bit is particularly useful for networks with uplink IR capability since it allows combining on retransmissions.

Table 8.1.1.1: Choice of MCS for retransmissions with re-segmentation (EGPRS)

	Scheme used for initial transmission
	Scheme to use for retransmissions after switching to a different MCS

	
	MCS-9 Commanded
	MCS-8 Commanded
	MCS-7 Commanded
	MCS-6-9 Commanded
	MCS-6 Commanded
	MCS-5-7 Commanded
	MCS-5 Commanded
	MCS-4 Commanded
	MCS-3 Commanded
	MCS-2 Commanded
	MCS-1 Commanded

	MCS-9
	MCS-9
	MCS-6
	MCS-6
	MCS-6
	MCS-6
	MCS-3
	MCS-3
	MCS-3
	MCS-3
	MCS-3
	MCS-3

	MCS-8
	MCS-8
	MCS-8
	MCS-6
(pad)
	MCS-6
(pad)
	MCS-6
(pad)
	MCS-3
(pad)
	MCS-3
(pad)
	MCS-3
(pad)
	MCS-3
(pad)
	MCS-3
pad)
	MCS-3
(pad)

	MCS-7
	MCS-7
	MCS-7
	MCS-7
	MCS-5
	MCS-5
	MCS-5
	MCS-5
	MCS-2
	MCS-2
	MCS-2
	MCS-2

	MCS-6
	MCS-9
	MCS-6
	MCS-6
	MCS-9
	MCS-6
	MCS-3
	MCS-3
	MCS-3
	MCS-3
	MCS-3
	MCS-3

	MCS-5
	MCS-7
	MCS-7
	MCS-7
	MCS-5
	MCS-5
	MCS-7
	MCS-5
	MCS-2
	MCS-2
	MCS-2
	MCS-2

	MCS-4
	MCS-4
	MCS-4
	MCS-4
	MCS-4
	MCS-4
	MCS-4
	MCS-4
	MCS-4
	MCS-1
	MCS-1
	MCS-1

	MCS-3
	MCS-3
	MCS-3
	MCS-3
	MCS-3
	MCS-3
	MCS-3
	MCS-3
	MCS-3
	MCS-3
	MCS-3
	MCS-3

	MCS-2
	MCS-2
	MCS-2
	MCS-2
	MCS-2
	MCS-2
	MCS-2
	MCS-2
	MCS-2
	MCS-2
	MCS-2
	MCS-2

	MCS-1
	MCS-1
	MCS-1
	MCS-1
	MCS-1
	MCS-1
	MCS-1
	MCS-1
	MCS-1
	MCS-1
	MCS-1
	MCS-1

	NOTE:
MCS to use for retransmissions when re-segmentation (RESEGMENT bit set to ‘1') is carried out (specified as a function of the scheme used for the initial transmission).


Table 8.1.1.2: Choice of MCS for retransmissions without re-segmentation (EGPRS)

	Scheme used for

Initial transmission
	Scheme to use for retransmissions after switching to a different MCS

	
	MCS-9

Commanded
	MCS-8

Commanded
	MCS-7

Commanded
	MCS-6-9 Commanded
	MCS-6

Commanded
	MCS-5-7 Commanded
	MCS-5

Commanded
	MCS-4

Commanded
	MCS-3

Commanded
	MCS-2

Commanded
	MCS-1

Commanded

	MCS-9
	MCS-9
	MCS-6
	MCS-6
	MCS-6
	MCS-6
	MCS-6
	MCS-6
	MCS-6
	MCS-6
	MCS-6
	MCS-6

	MCS-8
	MCS-8
	MCS-8
	MCS-6

(pad)
	MCS-6

(pad)
	MCS-6

(pad)
	MCS-6

(pad)
	MCS-6

(pad)
	MCS-6

(pad)
	MCS-6

(pad)
	MCS-6

(pad)
	MCS-6

(pad)

	MCS-7
	MCS-7
	MCS-7
	MCS-7
	MCS-5
	MCS-5
	MCS-5
	MCS-5
	MCS-5
	MCS-5
	MCS-5
	MCS-5

	MCS-6
	MCS-9
	MCS-6
	MCS-6
	MCS-9
	MCS-6
	MCS-6
	MCS-6
	MCS-6
	MCS-6
	MCS-6
	MCS-6

	MCS-5
	MCS-7
	MCS-7
	MCS-7
	MCS-5
	MCS-5
	MCS-7
	MCS-5
	MCS-5
	MCS-5
	MCS-5
	MCS-5

	MCS-4
	MCS-4
	MCS-4
	MCS-4
	MCS-4
	MCS-4
	MCS-4
	MCS-4
	MCS-4
	MCS-4
	MCS-4
	MCS-4

	MCS-3
	MCS-3
	MCS-3
	MCS-3
	MCS-3
	MCS-3
	MCS-3
	MCS-3
	MCS-3
	MCS-3
	MCS-3
	MCS-3

	MCS-2
	MCS-2
	MCS-2
	MCS-2
	MCS-2
	MCS-2
	MCS-2
	MCS-2
	MCS-2
	MCS-2
	MCS-2
	MCS-2

	MCS-1
	MCS-1
	MCS-1
	MCS-1
	MCS-1
	MCS-1
	MCS-1
	MCS-1
	MCS-1
	MCS-1
	MCS-1
	MCS-1

	NOTE:
MCS to use for retransmissions when re-segmentation is not (RESEGMENT bit set to ‘0') allowed (specified as a function of the scheme used for the initial transmission).


Table 8.1.1.3: Choice of modulation and coding scheme for retransmissions with re-segmentation (EGPRS2-A)

	Scheme used for Initial transmission
	Scheme to use for retransmissions after switching to a different modulation and coding scheme (MCS or UAS)

	
	UAS-11 Commanded
	UAS-10 Commanded
	UAS-9 Commanded
	UAS-8 Commanded
	UAS-7 Commanded
	MCS-6 Commanded
	MCS-5 Commanded
	MCS-4 Commanded
	MCS-3 Commanded
	MCS-2 Commanded
	MCS-1 Commanded

	UAS-11
	UAS-11
	UAS-8
	UAS-8
	UAS-8
	MCS-6

(pad)
	MCS-6

(pad)
	MCS-3

(pad)
	MCS-3

(pad)
	MCS-3

(pad)
	MCS-3

(pad)
	MCS-3

(pad)

	UAS-10
	UAS-10
	UAS-10
	UAS-7
	UAS-7
	UAS-7
	MCS-5
	MCS-5
	MCS-2
	MCS-2
	MCS-2
	MCS-2

	UAS-9
	UAS-9
	UAS-9
	UAS-9
	MCS-6
	MCS-6
	MCS-6
	MCS-3
	MCS-3
	MCS-3
	MCS-3
	MCS-3

	UAS-8
	UAS-11
	UAS-8
	UAS-8
	UAS-8
	MCS-6
(pad)
	MCS-6
(pad)
	MCS-3
(pad)
	MCS-3
(pad)
	MCS-3
(pad)
	MCS-3
(pad)
	MCS-3
(pad)

	UAS-7
	UAS-10
	UAS-10
	UAS-7
	UAS-7
	UAS-7
	MCS-5
	MCS-5
	MCS-2
	MCS-2
	MCS-2
	MCS-2

	MCS-6
	UAS-9
	UAS-9
	UAS-9
	MCS-6
	MCS-6
	MCS-6
	MCS-3
	MCS-3
	MCS-3
	MCS-3
	MCS-3

	MCS-5
	UAS-10
	UAS-10
	UAS-7
	UAS-7
	UAS-7
	MCS-5
	MCS-5
	MCS-2
	MCS-2
	MCS-2
	MCS-2

	MCS-4
	MCS-4
	MCS-4
	MCS-4
	MCS-4
	MCS-4
	MCS-4
	MCS-4
	MCS-4
	MCS-1
	MCS-1
	MCS-1

	MCS-3
	MCS-3
	MCS-3
	MCS-3
	MCS-3
	MCS-3
	MCS-3
	MCS-3
	MCS-3
	MCS-3
	MCS-3
	MCS-3

	MCS-2
	MCS-2
	MCS-2
	MCS-2
	MCS-2
	MCS-2
	MCS-2
	MCS-2
	MCS-2
	MCS-2
	MCS-2
	MCS-2

	MCS-1
	MCS-1
	MCS-1
	MCS-1
	MCS-1
	MCS-1
	MCS-1
	MCS-1
	MCS-1
	MCS-1
	MCS-1
	MCS-1


Table 8.1.1.4: Choice of modulation and coding scheme for retransmissions without re-segmentation (EGPRS2-A)

	Scheme used for Initial transmission
	Scheme to use for retransmissions after switching to a different modulation and coding scheme (MCS or UAS)

	
	UAS-11 Commanded
	UAS-10 Commanded
	UAS-9 Commanded
	UAS-8 Commanded
	UAS-7 Commanded
	MCS-6 Commanded
	MCS-5 Commanded
	MCS-4 Commanded
	MCS-3 Commanded
	MCS-2 Commanded
	MCS-1 Commanded

	UAS-11
	UAS-11
	UAS-8
	UAS-8
	UAS-8
	MCS-6
(pad)
	MCS-6
(pad)
	MCS-6
(pad)
	MCS-6
(pad)
	MCS-6
(pad)
	MCS-6
(pad)
	MCS-6
(pad)

	UAS-10
	UAS-10
	UAS-10
	UAS-7
	UAS-7
	UAS-7
	MCS-5
	MCS-5
	MCS-5
	MCS-5
	MCS-5
	MCS-5

	UAS-9
	UAS-9
	UAS-9
	UAS-9
	MCS-6
	MCS-6
	MCS-6
	MCS-6
	MCS-6
	MCS-6
	MCS-6
	MCS-6

	UAS-8
	UAS-11
	UAS-8
	UAS-8
	UAS-8
	MCS-6
(pad)
	MCS-6
(pad)
	MCS-6
(pad)
	MCS-6
(pad)
	MCS-6
(pad)
	MCS-6
(pad)
	MCS-6
(pad)

	UAS-7
	UAS-10
	UAS-10
	UAS-7
	UAS-7
	UAS-7
	MCS-5
	MCS-5
	MCS-5
	MCS-5
	MCS-5
	MCS-5

	MCS-6
	UAS-9
	UAS-9
	UAS-9
	MCS-6
	MCS-6
	MCS-6
	MCS-6
	MCS-6
	MCS-6
	MCS-6
	MCS-6

	MCS-5
	UAS-10
	UAS-10
	UAS-7
	UAS-7
	UAS-7
	MCS-5
	MCS-5
	MCS-5
	MCS-5
	MCS-5
	MCS-5

	MCS-4
	MCS-4
	MCS-4
	MCS-4
	MCS-4
	MCS-4
	MCS-4
	MCS-4
	MCS-4
	MCS-4
	MCS-4
	MCS-4

	MCS-3
	MCS-3
	MCS-3
	MCS-3
	MCS-3
	MCS-3
	MCS-3
	MCS-3
	MCS-3
	MCS-3
	MCS-3
	MCS-3

	MCS-2
	MCS-2
	MCS-2
	MCS-2
	MCS-2
	MCS-2
	MCS-2
	MCS-2
	MCS-2
	MCS-2
	MCS-2
	MCS-2

	MCS-1
	MCS-1
	MCS-1
	MCS-1
	MCS-1
	MCS-1
	MCS-1
	MCS-1
	MCS-1
	MCS-1
	MCS-1
	MCS-1


Table 8.1.1.5: Choice of modulation and coding scheme for retransmissions with re-segmentation (EGPRS2-B)

	Scheme used for Initial transmission
	Scheme to use for retransmissions after switching to a different modulation and coding scheme (MCS or UBS)

	
	UBS-12 Commanded
	UBS-11 Commanded
	UBS-10 Commanded
	UBS-9 Commanded
	UBS-8 Commanded
	UBS-7 Commanded
	UBS-6 Commanded
	UBS-5 Commanded
	MCS-4 Commanded
	MCS-3 Commanded
	MCS-2 Commanded
	MCS-1 Commanded

	UBS-12
	UBS-12
	UBS-10
	UBS-10
	UBS-8
	UBS-8
	UBS-6
	UBS-6
	MCS-3
	MCS-3
	MCS-3
	MCS-3
	MCS-3

	UBS-11
	UBS-11
	UBS-11
	UBS-10
(pad)
	UBS-8
(pad)
	UBS-8
(pad)
	UBS-6
(pad)
	UBS-6
(pad)
	MCS-3
(pad)
	MCS-3
(pad)
	MCS-3
(pad)
	MCS-3
(pad)
	MCS-3
(pad)

	UBS-10
	UBS-12
	UBS-10
	UBS-10
	UBS-8
	UBS-8
	UBS-6
	UBS-6
	MCS-3
	MCS-3
	MCS-3
	MCS-3
	MCS-3

	UBS-9
	UBS-9
	UBS-9
	UBS-9
	UBS-9
	UBS-7
	UBS-7
	UBS-5
	UBS-5
	MCS-2
	MCS-2
	MCS-2
	MCS-2

	UBS-8
	UBS-12
	UBS-10
	UBS-10
	UBS-8
	UBS-8
	UBS-6
	UBS-6
	MCS-3
	MCS-3
	MCS-3
	MCS-3
	MCS-3

	UBS-7
	UBS-9
	UBS-9
	UBS-9
	UBS-9
	UBS-7
	UBS-7
	UBS-5
	UBS-5
	MCS-2
	MCS-2
	MCS-2
	MCS-2

	UBS-6
	UBS-12
	UBS-10
	UBS-10
	UBS-8
	UBS-8
	UBS-6
	UBS-6
	MCS-3
	MCS-3
	MCS-3
	MCS-3
	MCS-3

	UBS-5
	UBS-9
	UBS-9
	UBS-9
	UBS-9
	UBS-7
	UBS-7
	UBS-5
	UBS-5
	MCS-2
	MCS-2
	MCS-2
	MCS-2

	MCS-4
	MCS-4
	MCS-4
	MCS-4
	MCS-4
	MCS-4
	MCS-4
	MCS-4
	MCS-4
	MCS-4
	MCS-1
	MCS-1
	MCS-1

	MCS-3
	MCS-3
	MCS-3
	MCS-3
	MCS-3
	MCS-3
	MCS-3
	MCS-3
	MCS-3
	MCS-3
	MCS-3
	MCS-3
	MCS-3

	MCS-2
	MCS-2
	MCS-2
	MCS-2
	MCS-2
	MCS-2
	MCS-2
	MCS-2
	MCS-2
	MCS-2
	MCS-2
	MCS-2
	MCS-2

	MCS-1
	MCS-1
	MCS-1
	MCS-1
	MCS-1
	MCS-1
	MCS-1
	MCS-1
	MCS-1
	MCS-1
	MCS-1
	MCS-1
	MCS-1


Table 8.1.1.6: Choice of modulation and coding scheme for retransmissions without re-segmentation (EGPRS2-B)

	Scheme used for Initial transmission
	Scheme to use for retransmissions after switching to a different modulation and coding scheme (MCS or UBS)

	
	UBS-12 Commanded
	UBS-11 Commanded
	UBS-10 Commanded
	UBS-9 Commanded
	UBS-8 Commanded
	UBS-7 Commanded
	UBS-6 Commanded
	UBS-5 Commanded
	MCS-4 Commanded
	MCS-3 Commanded
	MCS-2 Commanded
	MCS-1 Commanded

	UBS-12
	UBS-12
	UBS-10
	UBS-10
	UBS-8
	UBS-8
	UBS-6
	UBS-6
	UBS-6
	UBS-6
	UBS-6
	UBS-6
	UBS-6

	UBS-11
	UBS-11
	UBS-11
	UBS-10
(pad)
	UBS-8
(pad)
	UBS-8
(pad)
	UBS-6
(pad)
	UBS-6
(pad)
	UBS-6
(pad)
	UBS-6
(pad)
	UBS-6
(pad)
	UBS-6
(pad)
	UBS-6
(pad)

	UBS-10
	UBS-12
	UBS-10
	UBS-10
	UBS-8
	UBS-8
	UBS-6
	UBS-6
	UBS-6
	UBS-6
	UBS-6
	UBS-6
	UBS-6

	UBS-9
	UBS-9
	UBS-9
	UBS-9
	UBS-9
	UBS-7
	UBS-7
	UBS-5
	UBS-5
	UBS-5
	UBS-5
	UBS-5
	UBS-5

	UBS-8
	UBS-12
	UBS-10
	UBS-10
	UBS-8
	UBS-8
	UBS-6
	UBS-6
	UBS-6
	UBS-6
	UBS-6
	UBS-6
	UBS-6

	UBS-7
	UBS-9
	UBS-9
	UBS-9
	UBS-9
	UBS-7
	UBS-7
	UBS-5
	UBS-5
	UBS-5
	UBS-5
	UBS-5
	UBS-5

	UBS-6
	UBS-12
	UBS-10
	UBS-10
	UBS-8
	UBS-8
	UBS-6
	UBS-6
	UBS-6
	UBS-6
	UBS-6
	UBS-6
	UBS-6

	UBS-5
	UBS-9
	UBS-9
	UBS-9
	UBS-9
	UBS-7
	UBS-7
	UBS-5
	UBS-5
	UBS-5
	UBS-5
	UBS-5
	UBS-5

	MCS-4
	MCS-4
	MCS-4
	MCS-4
	MCS-4
	MCS-4
	MCS-4
	MCS-4
	MCS-4
	MCS-4
	MCS-4
	MCS-4
	MCS-4

	MCS-3
	MCS-3
	MCS-3
	MCS-3
	MCS-3
	MCS-3
	MCS-3
	MCS-3
	MCS-3
	MCS-3
	MCS-3
	MCS-3
	MCS-3

	MCS-2
	MCS-2
	MCS-2
	MCS-2
	MCS-2
	MCS-2
	MCS-2
	MCS-2
	MCS-2
	MCS-2
	MCS-2
	MCS-2
	MCS-2

	MCS-1
	MCS-1
	MCS-1
	MCS-1
	MCS-1
	MCS-1
	MCS-1
	MCS-1
	MCS-1
	MCS-1
	MCS-1
	MCS-1
	MCS-1


In EGPRS, if these rules require a transmission (either original transmission or retransmission) in a) MCS-7 or b) MCS-8 or c) MCS‑9, but there is only one RLC block that can be transmitted in that MCS, the MS shall send that block in either MCS-5 for case a) or MCS-6 for case b) or case c). In case b), padding is permitted.

In EGPRS2, if these rules require a transmission (either original transmission or retransmission) in a modulation and coding scheme where there are fewer than the maximum number of RLC blocks that can be transmitted, the mobile station shall use the modulation and coding scheme specified in tables 8.1.1.7 and 8.1.1.8.

Table 8.1.1.7: Retransmissions with fewer RLC blocks (EGPRS2-A)

	Modulation and Coding Scheme specified
	Modulation/Coding scheme to be used (only 1 block can be transmitted)
	Modulation/Coding scheme to be used (only 2 blocks can be transmitted)

	UAS-7
	MCS-5
	n/a

	UAS-8
	MCS-6 (padding permitted)
	n/a

	UAS-9
	MCS-6
	n/a

	UAS-10
	MCS-5
	UAS-7

	UAS-11
	MCS-6 (padding permitted)
	UAS-8


Table 8.1.1.8: Retransmissions with fewer RLC blocks (EGPRS2-B)

	Modulation and Coding Scheme specified
	Modulation/Coding scheme to be used (only 1 block can be transmitted)
	Modulation/Coding scheme to be used (only 2 blocks can be transmitted)
	Modulation/Coding scheme to be used (only 3 blocks can be transmitted)

	UBS-7
	UBS-5
	n/a
	n/a

	UBS-8
	UBS-6
	n/a
	n/a

	UBS-9
	UBS-5
	UBS-7
	n/a

	UBS-10
	UBS-6
	UBS-8
	n/a

	UBS-11
	UBS-6 (padding permitted)
	UBS-8 (padding permitted)
	UBS-10 (padding permitted)

	UBS-12
	UBS-6
	UBS-8
	UBS-10 


Modulation and coding schemes to be used for retransmissions after a transition from EGPRS (or EGPRS-GMSK only) to EGPRS2-A or EGPRS2-B or from EGPRS2-A or EGPRS2-B to EGPRS (or EGPRS-GMSK only) are specified in sub-clause 8.1.1.7.2.
For a TBF with FANR activated, if these rules require a retransmission in MCS-9 and a PAN field is included in an EGPRS RLC/MAC block for data transfer, the mobile station shall use MCS-6. If these rules require a retransmission in MCS-4, a PAN field is to be included in an EGPRS RLC/MAC block for data transfer and re-segmentation is allowed, the mobile station shall use MCS-1. If these rules require a retransmission in MCS-4 and re-segmentation is not allowed, the mobile station shall use MCS-4 and shall not include a PAN field in this retransmission.
Upon receipt of a command from the network to change channel coding scheme, the mobile station shall react in accordance with the time specified in 3GPP TS 45.010.

Upon receipt of any message containing an uplink assignment (e.g. PACKET UPLINK ASSIGNMENT, MULTIPLE TBF UPLINK ASSIGNMENT, PACKET TIMESLOT RECONFIGURE, MULTIPLE TBF TIMESLOT RECONFIGURE, PACKET UPLINK ACK/NACK or PACKET CS RELEASE INDICATION message), the mobile station shall be ready to transmit in accordance with the requirements given in 3GPP TS 45.010.

The mobile station shall transmit RLC/MAC blocks with the following priority:

-
RLC/MAC control blocks containing a PACKET CS REQUEST message;

-
RLC/MAC control blocks containing a PACKET CELL CHANGE NOTIFICATION message;

-
Other RLC/MAC control blocks, except 

-
Packet Uplink Dummy Control Blocks; and 

-
RLC/MAC control block containing an EGPRS PACKET DOWNLINK ACK/NACK or EGPRS PACKET DOWNLINK ACK/NACK TYPE 2 message, when the mobile station is polled for a PAN (see sub-clause 10.4.4a);

-
RLC data blocks (including a PAN field if required. See sub-clauses 8.1.2.2, 9.1.8.2.1 and 9.1.14.3.);

-
when the mobile station is polled for a PAN (see sub-clause 10.4.4a), RLC/MAC control block containing an EGPRS PACKET DOWNLINK ACK/NACK or EGPRS PACKET DOWNLINK ACK/NACK TYPE 2 message;

-
RLC/MAC control blocks containing Packet Uplink Dummy Control Blocks.

NOTE:
Within the respective reaction times specified in 3GPP TS 45.010 at uplink assignment, change of coding scheme and completion of the contention resolution at one phase access, the mobile station may send RLC/MAC control blocks containing Packet Uplink Dummy Control Blocks, if there is no other block ready to be transmitted.

In A/Gb mode, during the TBF, if the countdown procedure has not started or the TBF is operated in the extended uplink TBF mode (see sub-clause 9.3.1b) and multiple TBF procedures are not supported (i.e. the mobile station or the network does not support multiple TBF procedures) the mobile station shall ask for new or different radio resources, by sending a PACKET RESOURCE REQUEST message (sub-clauses 8.1.1.1.2), in the following cases;

-
When the mobile station has indicated Page Response, Cell update or Mobility Management procedure as access type in the PACKET CHANNEL REQUEST message and it has data to send;

-
When the mobile station has data to send with a lower priority than indicated in the PACKET CHANNEL REQUEST or EGPRS PACKET CHANNEL REQUEST message;

When the mobile station has indicated 'Signalling' as access type in the EGPRS PACKET CHANNEL REQUEST message and it has data to send.

In A/Gb mode or Iu mode, a mobile station that supports multiple TBF procedures shall send a PACKET RESOURCE REQUEST message to a network supporting multiple TBF procedures (see sub-clause 8.1.1.1.2), if it has data to send for one or more PFCs (A/Gb mode) or RBs (Iu mode) for which no uplink TBFs are established.

next change
8.1.1.1.2.1
Abnormal cases

The following abnormal cases apply:

-
If the mobile station receives an uplink assignment message (e.g. PACKET UPLINK ASSIGNMENT, MULTIPLE TBF UPLINK ASSIGNMENT, PACKET TIMESLOT RECONFIGURE, MULTIPLE TBF TIMESLOT RECONFIGURE or PACKET CS RELEASE INDICATION message) and detects an invalid Frequency Parameters information element in the message, the mobile station shall perform an abnormal release with system information (see sub-clause 8.7.3), performing a partial acquisition of system information messages containing frequency information;

-
If the mobile station receives an uplink assignment message (e.g. PACKET UPLINK ASSIGNMENT, MULTIPLE TBF UPLINK ASSIGNMENT, PACKET TIMESLOT RECONFIGURE, MULTIPLE TBF TIMESLOT RECONFIGURE or PACKET CS RELEASE INDICATION message) specifying frequencies that are not all in one frequency band then the mobile station shall perform an abnormal release with access retry (see sub-clause 8.7.2);

-
If the information in the PACKET UPLINK ASSIGNMENT or the MULTIPLE TBF UPLINK ASSIGNMENT message does not properly specify an uplink PDCH or violates the mobile station’s multislot capabilities, the mobile station shall perform an abnormal release with access retry (see sub-clause 8.7.2);

-
If the information in the PACKET TIMESLOT RECONFIGURE, MULTIPLE TBF TIMESLOT RECONFIGURE or PACKET CS RELEASE INDICATION message does not properly specify an uplink and downlink PDCH or violates the mobile station’s multislot capabilities, the mobile station shall perform an abnormal release with access retry (see sub-clause 8.7.2);

-
If the mobile station receives a PACKET UPLINK ASSIGNMENT or a MULTIPLE TBF UPLINK ASSIGNMENT message containing a Frequency Parameters information element specifying a frequency that is in a frequency band not supported by the mobile station then the mobile station shall perform an abnormal release with access retry (see sub-clause 8.7.2);

-
If a mobile station in dual transfer mode receives a PACKET UPLINK ASSIGNMENT, MULTIPLE TBF UPLINK ASSIGNMENT, PACKET TIMESLOT RECONFIGURE or MULTIPLE TBF TIMESLOT RECONFIGURE message including the Frequency Parameters information element, the mobile station shall perform an abnormal release with access retry (see sub-clause 8.7.2); 

-
If a mobile station receives a PACKET UPLINK ASSIGNMENT, MULTIPLE TBF UPLINK ASSIGNMENT, PACKET TIMESLOT RECONFIGURE or MULTIPLE TBF TIMESLOT RECONFIGURE message indicating a change of EGPRS level which is forbidden (see sub-clause 8.1.1.7), the mobile station shall perform an abnormal release with access retry (see sub-clause 8.7.2);
-
If a failure in the uplink assignment message (e.g. PACKET UPLINK ASSIGNMENT, MULTIPLE TBF UPLINK ASSIGNMENT, PACKET TIMESLOT RECONFIGURE, MULTIPLE TBF TIMESLOT RECONFIGURE or PACKET CS RELEASE INDICATION message) is due to any other reason, the mobile station shall perform an abnormal release with access retry (see sub-clause 8.7.2);

-
If both the mobile station and the network support multiple TBF procedures and if any given uplink assignment message provides an uplink TBF allocation for a PFI not indicated in the PACKET RESOURCE REQUEST message and not associated with any ongoing uplink TBF, the mobile station shall abort the procedure and perform an abnormal release with access retry (see sub-clause 8.7.2).

NOTE:
An uplink assignment message (e.g. PACKET UPLINK ASSIGNMENT, MULTIPLE TBF UPLINK ASSIGNMENT, PACKET TIMESLOT RECONFIGURE, MULTIPLE TBF TIMESLOT RECONFIGURE or PACKET CS RELEASE INDICATION message) received by a multi-band mobile station shall not be considered invalid if it indicates new frequencies that are all in a different frequency band to that of the PDCH(s) on which the assignment was received. The assignment may however be rendered invalid for some other reason.

next change
8.1.1.7

Change of EGPRS level

8.1.1.7.1

Change of EGPRS level for downlink TBFs

The network may indicate to the mobile station that the group of modulation and coding schemes (see sub-clause 5.2.1) applicable to a downlink TBF shall be changed. The mobile station shall not consider any transition (to or from any EGPRS level) to be an error, provided that the mobile station supports the new EGPRS level in the downlink.
8.1.1.7.2

Change of EGPRS level for uplink TBFs

The network may indicate to the mobile station that the group of modulation and coding schemes (see sub-clause 5.2.1) applicable to an uplink TBF shall be changed. The transitions which can be perfomed are shown in table 8.1.1.7.2.1.

Table 8.1.1.7.2.1: Permitted EGPRS level changes

	Current EGPRS level
	New EGPRS Level
	Note

	EGPRS-GMSK only
	EGPRS
	see Note 1

	EGPRS-GMSK only
	EGPRS2-A
	see Note 1

	EGPRS-GMSK only
	EGPRS2-B
	see Note 1

	EGPRS
	EGPRS2-A
	

	EGPRS
	EGPRS2-B
	

	EGPRS2-B
	EGPRS or EGPRS-GMSK only
	see Note 1

	EGPRS2-A
	EGPRS or EGPRS-GMSK only
	see Note 1

	NOTE 1: The EGPRS-GMSK only group applies if the aggregate timeslot allocation is not within the indicated EGPRS multislot class, but is within the indicated GPRS multislot class. If this condition is not met, then the EGPRS level is either determined from the EGPRS Level IE in the assignment message (if present) or is EGPRS (if no EGPRS Level IE is present).



Transitions not listed in Table 8.1.1.7.2.1 are not permitted.
The modulation and coding scheme to be used for retransmissions in case of a transition from EGPRS to EGPRS2-A (respectively EGPRS2-B) is shown in Table 8.1.1.7.2.2 (respectively Table 8.1.1.7.2.3) below.
Table 8.1.1.7.2.2 Choice of modulation and coding scheme for retransmissions (initial transmission EGPRS or EGPRS-GMSK only, level changed to EGPRS2-A)
	Scheme used for Initial transmission
	Scheme to use for retransmissions after switching to EGPRS2-A (MCS or UAS)

	
	UAS-11 Commanded
	UAS-10 Commanded
	UAS-9 Commanded
	UAS-8 Commanded
	UAS-7 Commanded
	MCS-6 Commanded
	MCS-5 Commanded

	MCS-9
	UAS-9
	UAS-9
	UAS-9
	MCS-6
	MCS-6
	MCS-6
	MCS-6

	MCS-8
	Not applicable

	MCS-7
	UAS-10*
	UAS-10*
	UAS-7
	UAS-7
	UAS-7
	MCS-5
	MCS-5

	MCS-6
	UAS-9
	UAS-9
	UAS-9
	MCS-6
	MCS-6
	MCS-6
	MCS-6

	MCS-5
	UAS-10
	UAS-10
	UAS-7
	UAS-7
	UAS-7
	MCS-5
	MCS-5

	MCS-4
	MCS-4
	MCS-4
	MCS-4
	MCS-4
	MCS-4
	MCS-4
	MCS-4

	MCS-3
	MCS-3
	MCS-3
	MCS-3
	MCS-3
	MCS-3
	MCS-3
	MCS-3

	MCS-2
	MCS-2
	MCS-2
	MCS-2
	MCS-2
	MCS-2
	MCS-2
	MCS-2

	MCS-1
	MCS-1
	MCS-1
	MCS-1
	MCS-1
	MCS-1
	MCS-1
	MCS-1

	NOTE 1: If MCS-1 to MCS-4 is commanded, see Table 8.1.1.1 or Table 8.1.1.2 as appropriate.


Table 8.1.1.7.2.3 Choice of modulation and coding scheme for retransmissions (initial transmission EGPRS or EGPRS-GMSK only, level changed to EGPRS2-B)
	Scheme used for Initial transmission
	Scheme to use for retransmissions after switching to EGPRS2-B (MCS or UAS)

	
	UBS-12 Commanded
	UBS-11 Commanded
	UBS-10 Commanded
	UBS-9 Commanded
	UBS-8 Commanded
	UBS-7 Commanded
	UBS-6 Commanded
	UBS-5 Commanded

	MCS-9
	UBS-11
	UBS-10
	UBS-10
	UBS-8
	UBS-8
	UBS-6
	UBS-6
	UBS-6

	MCS-8
	UBS-11 
	UBS-11
	UBS-10
	UBS-8
	UBS-8
	UBS-6
	UBS-6
	UBS-6

	MCS-7
	UBS-9
	UBS-9
	UBS-9
	UBS-9
	UBS-7
	UBS-7
	UBS-5
	UBS-5

	MCS-6
	UBS-12
	UBS-10
	UBS-10
	UBS-8
	UBS-8
	UBS-6
	UBS-6
	UBS-6

	MCS-5
	UBS-9
	UBS-9
	UBS-9
	UBS-9
	UBS-7
	UBS-7
	UBS-5
	UBS-5

	MCS-4
	MCS-4
	MCS-4
	MCS-4
	MCS-4
	MCS-4
	MCS-4
	MCS-4
	MCS-4

	MCS-3
	MCS-3
	MCS-3
	MCS-3
	MCS-3
	MCS-3
	MCS-3
	MCS-3
	MCS-3

	MCS-2
	MCS-2
	MCS-2
	MCS-2
	MCS-2
	MCS-2
	MCS-2
	MCS-2
	MCS-2

	MCS-1
	MCS-1
	MCS-1
	MCS-1
	MCS-1
	MCS-1
	MCS-1
	MCS-1
	MCS-1

	NOTE 1: If MCS-1 to MCS-4 is commanded, see Table 8.1.1.1 or Table 8.1.1.2 as appropriate.


The modulation and coding scheme to be used for retransmissions in case of a transition from EGPRS2-A (respectively EGPRS2-B) to EGPRS (or EGPRS-GMSK only) is shown in Table 8.1.1.7.2.4 (respectively Table 8.1.1.7.2.5) below.

Table 8.1.1.7.2.4 Choice of modulation and coding scheme for retransmissions (initial transmission EGPRS2-A, level changed to EGPRS or EGPRS-GMSK only)
	Scheme used for Initial transmission
	Scheme to use for retransmissions after switching to EGPRS (MCS)

	
	MCS-9 Commanded
	MCS-8 Commanded
	MCS-7 Commanded
	MCS-6 Commanded
	MCS-5 Commanded

	UAS-11
	MCS-6
(NOTE 2)
	MCS-6
(NOTE 2)
	MCS-6
(NOTE 2)
	MCS-6
(NOTE 2)
	MCS-6
(NOTE 2)

	UAS-10
	MCS-7
	MCS-7
	MCS-7
	MCS-5
	MCS-5

	UAS-9
	MCS-9
	MCS-6
	MCS-6
	MCS-6
	MCS-6

	UAS-8
	MCS-6
(NOTE 2)
	MCS-6
(NOTE 2)
	MCS-6
(NOTE 2)
	MCS-6
(NOTE 2)
	MCS-6
(NOTE 2)

	UAS-7
	MCS-7
	MCS-7
	MCS-7
	MCS-5
	MCS-5

	MCS-6
	MCS-9
	MCS-6
	MCS-6
	MCS-6
	MCS-6

	MCS-5
	MCS-7
	MCS-7
	MCS-7
	MCS-5
	MCS-5

	MCS-4
	MCS-4
	MCS-4
	MCS-4
	MCS-4
	MCS-4

	MCS-3
	MCS-3
	MCS-3
	MCS-3
	MCS-3
	MCS-3

	MCS-2
	MCS-2
	MCS-2
	MCS-2
	MCS-2
	MCS-2

	MCS-1
	MCS-1
	MCS-1
	MCS-1
	MCS-1
	MCS-1

	NOTE 1: If MCS-1 to MCS-4 is commanded, see Table 8.1.1.1 or Table 8.1.1.2 as appropriate.

NOTE 2: In this case, 10 octets of padding is used


Table 8.1.1.7.2.5 Choice of modulation and coding scheme for retransmissions (initial transmission EGPRS2-B, level changed to EGPRS or EGPRS-GMSK only)
	Scheme used for Initial transmission
	Scheme to use for retransmissions after switching to EGPRS (MCS)

	
	MCS-9 Commanded
	MCS-8 Commanded
	MCS-7 Commanded
	MCS-6 Commanded
	MCS-5 Commanded

	UBS-12
	MCS-9
	MCS-6
	MCS-6
	MCS-6
	MCS-6

	UBS-11
	MCS-8
	MCS-8
	MCS-6
	MCS-6
	MCS-6

	UBS-10
	MCS-8 / MCS-9 (NOTE 2)
	MCS-8 / MCS-6 (NOTE 2)
	MCS-6
	MCS-6
	MCS-6

	UBS-9
	MCS-7
	MCS-7
	MCS-7
	MCS-5
	MCS-5

	UBS-8
	MCS-8 / MCS-9 (NOTE 2)
	MCS-8 / MCS-6 (NOTE 2)
	MCS-6
	MCS-6
	MCS-6

	UBS-7
	MCS-7
	MCS-7
	MCS-7
	MCS-5
	MCS-5

	UBS-6
	MCS-8 / MCS-9 (NOTE 2)
	MCS-8 / MCS-6 (NOTE 2)
	MCS-6
	MCS-6
	MCS-6

	UBS-5
	MCS-7
	MCS-7
	MCS-7
	MCS-5
	MCS-5

	MCS-4
	MCS-4
	MCS-4
	MCS-4
	MCS-4
	MCS-4

	MCS-3
	MCS-3
	MCS-3
	MCS-3
	MCS-3
	MCS-3

	MCS-2
	MCS-2
	MCS-2
	MCS-2
	MCS-2
	MCS-2

	MCS-1
	MCS-1
	MCS-1
	MCS-1
	MCS-1
	MCS-1

	NOTE 1: If MCS-1 to MCS-4 is commanded, see Table 8.1.1.1 or Table 8.1.1.2 as appropriate.

NOTE 2: If the original transmission was with padding, then MCS-8 is used; otherwise, the alternative coding scheme specified above is used.


next change

10.4.8a.2
Header type 2

Table 10.4.8a.2.1: Coding and Puncturing Scheme indicator field for Header type 2

	bits
321
	(first block)
CPS

	000
	MCS-6/P1

	001
	MCS-6/P2

	010
	MCS-6/P1 with 6 byte padding

	011
	MCS-6/P2 with 6 byte padding

	100
	MCS-5/P1 

	101
	MCS-5/P2 

	110
	MCS-6/P1 with 10 byte padding (note 2)

	111
	MCS-6/P2 with 10 byte padding (note 2)

	NOTE 1:
The bit numbering is relative to the field position.
NOTE 2:
MCS-6 with 10 bytes of padding is used only after a transition from EGPRS2-A to EGPRS (see sub-clause 8.1.1.7.2)



In EGPRS2 downlink, if the Downlink EGPRS Level assigned (see Table 11.2.7.1 and Table 12.10f.1) is EGPRS2-A, the Coding and Puncturing Scheme indicator field indicates the kind of channel coding and puncturing used for data block as defined in table 10.4.8a.2.2.

Table 10.4.8a.2.2: Coding and Puncturing Scheme indicator field for 
Header type 2 in downlink EGPRS2-A TBF mode

	bits
321
	CPS

	000
	DAS-7/P1 

	001
	DAS-7/P2

	010
	DAS-5/P1 

	011
	DAS-5/P2

	100
	DAS-6/P1 

	101
	DAS-6/P2

	
	All the other values are reserved for future use

	NOTE:
The bit numbering is relative to the field position.


In EGPRS2 downlink, if the Downlink EGPRS Level assigned (see Table 11.2.7.1 and Table 12.10f.1) is EGPRS2-B, the Coding and Puncturing Scheme indicator field indicates the kind of channel coding and puncturing used for data block as defined in table 10.4.8a.2.3.

Table 10.4.8a.2.3: Coding and Puncturing Scheme indicator field for 
Header type 2 in downlink EGPRS2-B TBF mode

	bits
321
	CPS

	000
	MCS-6/P1

	001
	MCS-6/P2

	010
	DAS-5/P1 

	011
	DAS-5/P2

	100
	DAS-6/P1 

	101
	DAS-6/P2

	
	All the other values are reserved for future use

	NOTE:
The bit numbering is relative to the field position.


In EGPRS2 uplink, the Coding and Puncturing Scheme indicator field indicates the kind of channel coding and puncturing used for data block as defined in table 10.4.8a.2.1. 
next change

10.4.8a.3
Header type 3

Table 10.4.8a.3.1: Coding and Puncturing Scheme indicator field for Header type 3

	bits
4321
	First block
CPS

	0000
	MCS-4/P1 

	0001
	MCS-4/P2 

	0010
	MCS-4/P3 

	0011
	MCS-3/P1 

	0100
	MCS-3/P2 

	0101
	MCS-3/P3 

	0110
	MCS-3/P1 with padding

	0111
	MCS-3/P2 with padding

	1000
	MCS-3/P3 with padding

	1001
	MCS-2/P1 

	1010
	MCS-2/P2 

	1011
	MCS-1/P1 

	1100
	MCS-1/P2 

	1101
	MCS-2/P1 with padding 

	1110
	MCS-2/P2 with padding 

	1111
	MCS-0

	NOTE:
The bit numbering is relative to the field position.


The number of padding octets for uplink is indicated by the SPB field (see sub clause 10.4.8b). 
next change

10.4.8b
Split Block indicator field (SPB)

In EGPRS and EGPRS2 uplink, the Split Block indicator is only used in header type 3 to indicate if some user data is retransmitted using 2 block resegmentation (see clause 9).

Table 10.4.8b.1: Split Block indicator field 

	bits
2 1
	SPB

	0 0
	No retransmission

	0 1
	Retransmission - first part of block with 10 octet padding

	1 0
	Retransmission - first part of block with no padding or 6 octet padding

	1 1
	Retransmission - second part of block

	NOTE:
The bit numbering is relative to the field position.


In downlink EGPRS2, the Split Block indicator is only used in header type 3 to indicate if some user data is retransmitted using 2 or 3 block resegmentation (see clause 9).

Table 10.4.8b.2: Split Block indicator field (EGPRS2) 

	bits
2 1
	SPB

	0 0
	No retransmission

	0 1
	Retransmission - third part of block

	1 0
	Retransmission - first part of block

	1 1
	Retransmission - second part of block

	NOTE:
The bit numbering is relative to the field position.
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