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**** FIRST MODIFIED SECTION ****

GANSS Signals

For each supported GANSS system, the MS shall and SMLC may indicate which signals are supported. This is represented using a bit string with one bit per signal where a one value indicates support and a zero value no support.  The individual signals are denoted generically as signal1, signal2 etc. in the ASN.1 in clause 5.l. Table A.59 shows the signal correspondence for each defined GANSS system. Unfilled table entries indicate no assignment and shall either not be included or set to zero if included.

The GANSS Signal Correspondence in Table A.59 is also used when a single signal is addressed (e.g., when reporting GANSS measurements or providing GANSS assistance data). In this case, an Integer value is used to indicate the signal, and the values 0 to 7 correspond to GANSS Signal 1 to 8, respectively.

Table A.59: GANSS Signal Correspondence

	GANSS System
	Signal 1
	Signal 2
	Signal 3
	Signal 4
	Signal 5
	Signal 6
	Signal 7
	Signal 8

	Galileo
	E1
	E5a
	E5b
	E6
	E5a+E5b
	
	
	

	Modernized GPS
	(Note 1)
	
	L1C
	L2C
	L5
	
	
	
	

	
	(Note 2)
	L1C/A
	L1C
	L2C
	L5
	
	
	
	

	SBAS
	L1
	
	
	
	
	
	
	

	QZSS
	QZS-L1
	QZS-L1C
	QZS-L2C
	QZS-L5
	
	
	
	

	GLONASS
	G1
	G2
	G3
	
	
	
	
	

	NOTE 1: This interpretation is valid for GANSS Signal ID

NOTE 2: This interpretation is valid for GANSS Signals bit mask
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