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	Reason for change:
(

	Some new messages for AoIP are reusing some already existing message types 

	
	

	Summary of change:
(

	Message types for AoIP messages are corrected 

	
	

	Consequences if 
(

not approved:
	Interworking issues after the introduction of AoIP
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	x
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	Other comments:
(

	Even if message types duplications should be strictly avoided only among messages going in the same direction, it is proposed to assign globally unique message types to all the impacted AoIP messages


3.2.2.1
Message Type

Message Type uniquely identifies the message being sent. It is a single octet element, mandatory in all messages.

Bit 8 is reserved for future extension of the code set. All unassigned codes are spare.

	
	8 7 6 5 4 3 2 1
	

	
	0 0 0 0 0 0 0 0
	Reserved.

	ASSIGNMENT MESSAGES
	
	

	
	0 0 0 0 0 0 0 1
	ASSIGNMENT REQUEST

	
	0 0 0 0 0 0 1 0
	ASSIGNMENT COMPLETE

	
	0 0 0 0 0 0 1 1
	ASSIGNMENT FAILURE

	
	0 0 0 0 1 0 0 0
	CHANNEL MODIFY REQUEST

	HANDOVER MESSAGES
	
	

	
	0 0 0 1 0 0 0 0
	HANDOVER REQUEST 

	
	0 0 0 1 0 0 0 1
	HANDOVER REQUIRED

	
	0 0 0 1 0 0 1 0
	HANDOVER REQUEST ACKNOWLEDGE

	
	0 0 0 1 0 0 1 1
	HANDOVER COMMAND

	
	0 0 0 1 0 1 0 0
	HANDOVER COMPLETE

	
	0 0 0 1 0 1 0 1
	HANDOVER SUCCEEDED

	
	0 0 0 1 0 1 1 0
	HANDOVER FAILURE

	
	0 0 0 1 0 1 1 1
	HANDOVER PERFORMED

	
	0 0 0 1 1 0 0 0
	HANDOVER CANDIDATE ENQUIRE

	
	0 0 0 1 1 0 0 1
	HANDOVER CANDIDATE RESPONSE

	
	0 0 0 1 1 0 1 0
	HANDOVER REQUIRED REJECT

	
	0 0 0 1 1 0 1 1
	HANDOVER DETECT

	
	0 1 1 1 0 0 0 0
	INTERNAL HANDOVER REQUIRED

	
	0 1 1 1 0 0 0 1
	INTERNAL HANDOVER REQUIRED REJECT

	
	0 1 1 1 0 0 1 0
	INTERNAL HANDOVER COMMAND

	
	0 1 1 1 0 0 1 1
	INTERNAL HANDOVER ENQUIRY

	RELEASE MESSAGES
	
	

	
	0 0 1 0 0 0 0 0
	CLEAR COMMAND

	
	0 0 1 0 0 0 0 1
	CLEAR COMPLETE

	
	0 0 1 0 0 0 1 0
	CLEAR REQUEST

	
	0 0 1 0 0 0 1 1
	RESERVED

	
	0 0 1 0 0 1 0 0
	RESERVED

	
	0 0 1 0 0 1 0 1
	SAPI "N" REJECT

	
	0 0 1 0 0 1 1 0
	CONFUSION

	OTHER CONNECTION RELATED MESSAGES
	
	

	
	0 0 1 0 1 0 0 0
	SUSPEND

	
	0 0 1 0 1 0 0 1
	RESUME

	
	0 0 1 0 1 0 1 0
	Reserved (See note)

	
	0 0 1 0 1 0 1 1
	PERFORM LOCATION REQUEST

	
	0 0 1 0 1 1 0 0
	LSA INFORMATION 

	
	0 0 1 0 1 1 0 1
	PERFORM LOCATION RESPONSE

	
	0 0 1 0 1 1 1 0
	PERFORM LOCATION ABORT

	
	0 0 1 0 1 1 1 1
	COMMON ID

	GENERAL MESSAGES
	
	

	
	0 0 1 1 0 0 0 0
	RESET

	
	0 0 1 1 0 0 0 1
	RESET ACKNOWLEDGE

	
	0 0 1 1 0 0 1 0
	OVERLOAD

	
	0 0 1 1 0 0 1 1
	RESERVED

	
	0 0 1 1 0 1 0 0
	RESET CIRCUIT

	
	0 0 1 1 0 1 0 1
	RESET CIRCUIT ACKNOWLEDGE

	
	0 0 1 1 0 1 1 0
	MSC INVOKE TRACE

	
	0 0 1 1 0 1 1 1
	BSS INVOKE TRACE

	
	0 0 1 1 1 0 1 0
	CONNECTIONLESS INFORMATION

	
	0 0 1 1 1 1 0 1
	RESET RESOURCE

	
	0 0 1 1 1 1 1 0
	RESET RESOURCE ACKNOWLEDGE

	TERRESTRIAL RESOURCE MESSAGES
	
	

	
	0 1 0 0 0 0 0 0
	BLOCK

	
	0 1 0 0 0 0 0 1
	BLOCKING ACKNOWLEDGE

	
	0 1 0 0 0 0 1 0
	UNBLOCK

	
	0 1 0 0 0 0 1 1
	UNBLOCKING ACKNOWLEDGE

	
	0 1 0 0 0 1 0 0
	CIRCUIT GROUP BLOCK

	
	0 1 0 0 0 1 0 1
	CIRCUIT GROUP BLOCKING ACKNOWLEDGE

	
	0 1 0 0 0 1 1 0
	CIRCUIT GROUP UNBLOCK

	
	0 1 0 0 0 1 1 1
	CIRCUIT GROUP UNBLOCKING ACKNOWLEDGE

	
	0 1 0 0 1 0 0 0
	UNEQUIPPED CIRCUIT

	
	0 1 0 0 1 1 1 0
	CHANGE CIRCUIT

	
	0 1 0 0 1 1 1 1
	CHANGE CIRCUIT ACKNOWLEDGE

	RADIO RESOURCE MESSAGES
	
	

	
	0 1 0 1 0 0 0 0
	RESOURCE REQUEST

	
	0 1 0 1 0 0 0 1
	RESOURCE INDICATION

	
	0 1 0 1 0 0 1 0
	PAGING

	
	0 1 0 1 0 0 1 1
	CIPHER MODE COMMAND

	
	0 1 0 1 0 1 0 0
	CLASSMARK UPDATE

	
	0 1 0 1 0 1 0 1
	CIPHER MODE COMPLETE

	
	0 1 0 1 0 1 1 0
	QUEUING INDICATION

	
	0 1 0 1 0 1 1 1
	COMPLETE LAYER 3 INFORMATION

	
	0 1 0 1 1 0 0 0
	CLASSMARK REQUEST

	
	0 1 0 1 1 0 0 1
	CIPHER MODE REJECT

	
	0 1 0 1 1 0 1 0
	LOAD INDICATION

	VGCS/VBS
	
	

	
	0 0 0 0 0 1 0 0
	VGCS/VBS SETUP

	
	0 0 0 0 0 1 0 1
	VGCS/VBS SETUP ACK

	
	0 0 0 0 0 1 1 0
	VGCS/VBS SETUP REFUSE

	
	0 0 0 0 0 1 1 1
	VGCS/VBS ASSIGNMENT REQUEST

	
	0 0 0 1 1 1 0 0
	VGCS/VBS ASSIGNMENT RESULT

	
	0 0 0 1 1 1 0 1
	VGCS/VBS ASSIGNMENT FAILURE

	
	0 0 0 1 1 1 1 0
	VGCS/VBS QUEUING INDICATION

	
	0 0 1 1 1 0 1 1
	VGCS/VBS ASSIGNMENT STATUS

	
	0 0 1 1 1 1 0 0
	VGCS/VBS AREA CELL INFO

	
	0 0 0 1 1 1 1 1
	UPLINK REQUEST

	
	0 0 1 0 0 1 1 1
	UPLINK REQUEST ACKNOWLEDGE

	
	0 1 0 0 1 0 0 1
	UPLINK REQUEST CONFIRMATION

	
	0 1 0 0 1 0 1 0
	UPLINK RELEASE INDICATION

	
	0 1 0 0 1 0 1 1
	UPLINK REJECT COMMAND

	
	0 1 0 0 1 1 0 0
	UPLINK RELEASE COMMAND

	
	0 1 0 0 1 1 0 1
	UPLINK SEIZED COMMAND

	
	0 1 1 0 0 0 0 0
	VGCS ADDITIONAL INFORMATION

	
	0 1 1 0 0 0 0 1
	VGCS SMS

	
	0 1 1 0 0 0 1 0
	NOTIFICATION DATA

	
	0 1 1 0 0 0 1 1 
	UPLINK APPLICATION DATA

	NOTE:
This value was allocated in an earlier phase of the protocol and shall not be used in the future.
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