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A.4.2.6.1
GANSS Common Assistance Data

GANSS Common Assistance Data element contains GNSS constellation independent information elements that can be applied on any specific GNSS or on a combination of GNSS. GANSS Common Assistance Data fields are included in GANSS Assistance Data only once. This element can contain one or more of the fields listed in table A.31 below. As Table A.31 shows, all fields are optional.
Table A.31: GANSS Common Assistance Data content

	Field
	Presence
	Repetition

	GANSS Reference Time
	O
	No

	GANSS Reference Location
	O
	No

	GANSS Ionospheric Model
	O
	No

	GANSS Additional Ionospheric Model
	O
	No

	GANSS Earth Orientation Parameters
	O
	No


GANSS Reference Time
This field specifies the GANSS Time Of Day (TOD) with uncertainty and relationship between GANSS Reference Time and air-interface timing of the BTS transmission in the reference cell. These fields occur once per message; some are mandatory and some are optional, as shown in Table A.33. 

When GANSS TOD -GSM Time association is present, GANSS TOD and BCCH/BSIC/FNm/TN/BN IEs provide a valid relationship between GANSS TOD and GSM time, as seen at the approximate location of the MS, i.e. the propagation delay from BTS to MS shall be compensated for by the SMLC. Depending on implementation, the relation between GANSS TOD and GSM time may have varying accuracy. Therefore, the uncertainty of the timing relation is provided in GANSS TOD Uncertainty. If the propagation delay from BTS to MS is not accurately known, the SMLC shall use the best available approximation of the propagation delay and take the corresponding delay uncertainty into account in the calculation of the field GANSS TOD Uncertainty. When GANSS TOD -GSM Time association is not present, GANSS TOD is an estimate of current GANSS TOD at time of reception of the RRLP segment containing this data by the MS. The SMLC should achieve an accuracy of +/- 3 seconds for this estimate including allowing for the transmission delay between SMLC and MS of the RRLP segment containing GANSS TOD. Note that the MS should further compensate GANSS TOD for the time between the reception of the segment containing GANSS TOD and the time when the GANSS TOD field is used. 

Table A.33: GANSS Reference Time

	Parameter
	# Bits
	Scale Factor
	Range
	Units
	Incl.

	GANSS Reference Time Information (once per message)

	GANSS Day
	13
	1
	0 - 8191
	day
	O

	GANSS TOD
	17
	1
	0 - 86399
	sec
	M

	GANSS TOD Uncertainty
	7
	-
	0…127
	-
	O

	GANSS_TIME_ID
	3
	---
	---
	---
	O (note 3)

	GANSS TOD - GSM Time Association (once per message)

	BCCH Carrier
	10
	1
	0 - 1023
	---
	O (note 1)

	BSIC
	6
	1
	0 - 63
	---
	O (note 1)

	FNm
	21
	1
	0 - (221-1)
	frames
	O (note 1)

	TN
	3
	1
	0 - 7
	timeslots
	O (note 1)

	BN
	8
	1
	0 - 156
	bits
	O (note 1)

	FN1
	7
	2-30
	-5.9605e-8 - +5.8673e-8
	sec/sec
	O (note 2)

	NOTE 1:
All of these fields shall be present together, or none of them shall be present.

	NOTE 2:
This field can be optionally included if GANSS TOD - GSM Time association is present.

	NOTE 3.
Absence of this field means Galileo system time.


GANSS Day

This field specifies the sequential number of days from the origin of the GNSS system time indicated by GANSS_TIME_ID modulo 8192 days (about 22 years). The GNSS system time origin is defined in Table A.34 for each GANSS. This field is optional. 

Range: 
0 - 8191 days 
GANSS TOD

Integer number of GANSS TOD seconds within the current day.

Range: 
0 - 86399 s.

GANSS TOD Uncertainty

GANSS TOD uncertainty value as described in 3.2.9. This field is optional.
GANSS_TIME_ID

This field specifies the GNSS system time used in GANSS Reference Time. The SMLC shall set the GANSS_TIME_ID only to system times for corresponding GANSSs supported by the MS.

Table A.34: GANSS_TIME_ID

	GANSS_TIME_ID
	Indication
	GNSS System Time Origin

	Galileo System Time
	(default)
	August 22, 1999; 00:00:00 UTC (BIPM)

	GPS System Time
	0
	January 6, 1980; 00:00:00 UTC(USNO)

	QZSS System Time
	1
	January 6, 1980; 00:00:00 UTC(USNO)

	GLONASS System Time
	2
	January 1, 1996; 03:00:00 UTC(RU)

	Reserved for future use
	3 - 7
	–


BCCH Carrier/BSIC/FNm/TN/BN/FN1
These fields specify the state of the GSM frame number, respectively, of the reference BTS with the specified BCCH carrier and BSIC at the time that correspond to GANSS TOD. Also, the drift rate of the frame timing, FN1, with respect to the GANSS TOD is optionally given. The SMLC shall use the current serving BTS as the reference BTS. The target MS has the option of rejecting a GANSS position request or GANSS assistance data if the reference BTS is not the serving BTS. If FNm field is present in the assistance, cellular time parameters FNm/TN/BN shall be aligned with the integer GANSS TOD second given in GANSS TOD field.
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