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FIRST MODIFIED SECTION!

5.1a.1.3.5.4
Puncturing Loop Parameter Calculation

The parameters eplus,  eminus,, e2plus and e2minus are as defined in Table 0a using the parameters calculated in Section 5.1a.1.3.5.3.
Table 0a: Rate Matching Loop Parameters
	
	eplus
	eminus
	e2plus
	e2minus

	Stream 1
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	Stream 2
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	Stream 3
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Also eini , e2ini are calculated for the stream 1 bits as
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NOTE:
Given two integer numbers a and b, a mod b is defined as a – floor(a/b)*b if b is inequal to 0, where floor(a/b) rounds a/b to the nearest integer towards minus infinity. By convention, a mod 0 is a. 
Similarly, the values of 
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 are calculated for stream 2 and stream 3 bits.
NEXT MODIFIED SECTION!

5.1a.1.3.5.7.1

Without PAN

The parameter values used for rate matching are swap=0.0, 
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=674. Using these parameters, we calculate the following parameters using the equations in section 5.1a.1.3.5.2.1:
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Placing these values in Table 0a gives values as follows:

[e_ini_s,e_plus_s,e_minus_s]        = [674, 674,0]
[e_ini_p1,e_plus_p1,e_minus_p1] = [674,1348,1322]
[e_ini_p2,e_plus_p2,e_minus_p2] = [674, 674,661]
[e2_ini_s,e2_plus_s,e2_minus_s] = [674, 674,0]
[e2_ini_p1,e2_plus_p1,e2_minus_p1] = [13,26,0]
[e2_ini_p2,e2_plus_p2,e2_minus_p2] = [13,13,0]

For P1, flip=0 and T(m)=0 for every m. So, the first ten puncture pattern bits for each stream are

For stream 1 bits: 1 1 1 1 1 1 1 1 1 1

For stream 2 bits: 0 0 0 0 0 0 0 0 0 0

For stream 3 bits: 1 0 0 0 0 0 0 0 0 0

For the P2, Type 2 is used in this case as
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. The parameters are calculated in a similar manner using the equation in section 5.1a.1.3.5.2.3

[e_ini_s,e_plus_s,e_minus_s] = [0,0,0]
[e_ini_p1,e_plus_p1,e_minus_p1] = [221,1322,622]
[e_ini_p2,e_plus_p2,e_minus_p2] = [441,661,311]
[e2_ini_s,e2_plus_s,e2_minus_s] = [0,0,0]
[e2_ini_p1,e2_plus_p1,e2_minus_p1] = [117,700,0]
[e2_ini_p2,e2_plus_p2,e2_minus_p2] = [234,350,0]
For P2, flip=0, and T(m) vector is the output from P1. Therefore the first ten puncture pattern bits are

For stream 1 bits: 0 0 0 0 0 0 0 0 0 0

For stream 2 bits: 0 1 0 1 0 1 0 1 0 1

For stream 3 bits: 0 1 0 1 0 1 0 1 0 1

For the P3, the parameters are calculated in a similar manner using the equation in section 5.1a.1.3.5.2.1, where the ‘r’ value in calculating 
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 in subsection 5.1a.1.3.5.4 is equal 1.

[e_ini_s,e_plus_s,e_minus_s] = [674, 674,202]
[e_ini_p1,e_plus_p1,e_minus_p1] = [674,1348,1120]
[e_ini_p2,e_plus_p2,e_minus_p2] = [674, 674,560]
[e2_ini_s,e2_plus_s,e2_minus_s] = [472,472,0]
[e2_ini_p1,e2_plus_p1,e2_minus_p1] = [114,228,0]
[e2_ini_p2,e2_plus_p2,e2_minus_p2] = [114, 114,0]
For P3, flip=0, and T(m)=0 for every m. swap is 30%. Therefore, the first ten puncture pattern bits are

For stream 1 bits: 1 1 1 0 1 1  0 1 1 1
END!
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