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A.2.2.1a
GANSS Positioning Method Element

This bit map indicates the satellite systems allowed by the SMLC corresponding to allowance of ‘GPS’ in the Positioning Methods field. Each bit is of type Boolean, where TRUE (‘1’) means the particular satellite system is allowed. For example EOTD + Galileo method can be indicated by setting ‘E-OTD or GPS’ in Positioning Methods and setting only the ‘bit 1’ to TRUE value in the GANSS Positioning Method element. The MS shall not request assistance data or report measurements for the systems that are not indicated in the bit map.

'bit 0': 
GPS;

'bit 1': 
Galileo; 

’bit 2’:
SBAS (WAAS, EGNOS, MSAS, GAGAN);

’bit 3’:
Modernized GPS (L1C, L2C, L5);

’bit 4’:
QZSS;

‘bit 5’:
GLONASS;

'bit 6-15': 
Reserved for future GNSSes.

A.3
Measure Position Response

A.3.1
General

The Measure Position Response is a RRLP component from the MS to the network. It is the response to the Measure Position Request. It contains the following elements. One of the five elements containing measurement data or location estimate (E-OTD Measurement Information, Location Information, GPS Measurement Information, GANSS Measurement Information or GANSS Location Information) or Location Information Error element must be included.

Table A.2: Measure Position Response component content

	Element
	Type/Reference
	Presence

	Multiple Sets 
	Multiple Sets 3.2.1
	O

	Reference BTS Identity 
	Reference BTS Identity 3.2.2
	O

	E-OTD Measurement Information
	E-OTD Measurement Information 3.2.3
	O

	Location Information 
	Location Information 3.2.4
	O

	GPS Measurement Information
	GPS Measurement Information 3.2.5
	O

	Location Information Error
	Location Information Error 3.2.6
	C

	GPS Time Assistance Measurements
	GPS Time Assistance Measurements 3.2.6a
	O

	Velocity Estimate
	Velocity Estimate 3.2.6b
	O

	Extended Reference
	Extended Reference 3.2.7
	C

	Uplink RRLP Pseudo Segmentation Indication
	Uplink RRLP Pseudo Segmentation Indication 3.2.8
	C

	GANSS Location Information
	GANSS Location Information 3.2.9
	O

	GANSS Measurement Information 
	GANSS Measurement Information 3.2.10
	O


A.4.2.6.2
GANSS Generic Assistance Data

/***** parts omitted *******/
GANSS Orbit Model

GANSS Orbit Model IE contains the following presentation: Satellite Navigation Model Using Keplerian Parameters or Satellite Navigation Model Using Earth-Centered, Earth-fixed Parameters as described in Table A.49.2. 
Table A.49.2: GANSS Orbit Model 

	Parameter
	# Bits
	Scale Factor
	Units
	Incl.

	One of the following models can be included:

	Model-1:

	Satellite Navigation Model Using Keplerian Parameters

	toe
	14(u)
	60
	sec
	C

	 (
	32
	2-31
	semi-circles
	C

	(n
	16
	2-43
	semi-circles/sec
	C

	M0
	32
	2-31
	semi-circles
	C

	OMEGAdot
	24
	2-43
	semi-circles/sec
	C

	e
	32(u)
	2-33
	---
	C

	Idot
	14
	2-43
	semi-circles/sec
	C

	sqrtA
	32(u)
	2-19
	meters1/2
	C

	i0
	32
	2-31
	semi-circles
	C

	OMEGA0
	32
	2-31
	semi-circles
	C

	Crs
	16
	2-5
	meters
	C

	Cis
	16
	2-29
	radians
	C

	Cus
	16
	2-29
	radians
	C

	Crc
	16
	2-5
	meters
	C

	Cic
	16
	2-29
	radians
	C

	Cuc
	16
	2-29
	radians
	C

	Model-2:

	Satellite Navigation Model Using NAV Keplerian Parameters 

	URA Index
	4
	--
	--
	C

	Fit Interval Flag
	1
	--
	Boolean
	C

	toe
	16
	24
	sec
	C

	 (
	32
	2-31
	semi-circles
	C

	(n
	16
	2-43
	semi-circles/sec
	C

	M0
	32
	2-31
	semi-circles
	C

	OMEGAdot
	24
	2-43
	semi-circles/sec
	C

	e
	32(u)
	2-33
	---
	C

	Idot
	14
	2-43
	semi-circles/sec
	C

	sqrtA
	32(u)
	2-19
	meters1/2
	C

	i0
	32
	2-31
	semi-circles
	C

	OMEGA0
	32
	2-31
	semi-circles
	C

	Crs
	16
	2-5
	meters
	C

	Cis
	16
	2-29
	radians
	C

	Cus
	16
	2-29
	radians
	C

	Crc
	16
	2-5
	meters
	C

	Cic
	16
	2-29
	radians
	C

	Cuc
	16
	2-29
	radians
	C

	Model-3:

	Satellite Navigation Model Using CNAV/CNAV-2 Keplerian Parameters

	top
	11
	300
	seconds
	C

	URAoe Index
	5
	---
	---
	C

	A
	26
	2-9
	meters
	C

	A_dot
	25
	2-21
	meters/sec
	C

	n0
	17
	2-44
	semi-circles/sec
	C

	n0_dot
	23
	2-57
	semi-circles/sec2
	C

	M0-n
	33
	2-32
	semi-circles
	C

	en
	33
	2-34
	---
	C

	n
	33
	2-32
	semi-circles
	C

	0-n
	33
	2-32
	semi-circles
	C

	_dot
	17
	2-44
	semi-circles/sec
	C

	io-n
	33
	2-32
	semi-circles
	C

	i0-n_dot
	15
	2-44
	semi-circles/sec
	C

	Cis-n
	16
	2-30
	radians
	C

	Cic-n
	16
	2-30
	radians
	C

	Crs-n
	24
	2-8
	meters
	C

	Crc-n
	24
	2-8
	meters
	C

	Cus-n
	21
	2-30
	radians
	C

	Cuc-n
	21
	2-30
	radians
	C

	Model-4:

	Satellite Navigation Model Using GLONASS Earth-Centered, Earth-fixed Parameters

	En
	5(u)
	1
	days
	C

	P1
	2(u)
	--
	---
	C

	P2
	1(u)
	1
	---
	C

	M
	2(u)
	1
	---
	O
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	27
	2-11
	kilometers
	C
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	24
	2-20
	kilometres/second
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	5
	2-30
	kilometres/second2
	C
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	2-20
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	2-11
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	5
	2-30
	kilometres/second2
	C

	Model-5:

	Satellite Navigation Model Using SBAS Earth-Centered, Earth-fixed Parameters

	t0
	13
	16
	seconds
	O(1)

	Accuracy
	4
	--
	--
	C

	XG
	30
	0.08
	meters
	C

	YG
	30
	0.08
	meters
	C

	ZG
	25
	0.4
	meters
	C

	XG Rate‑of‑Change
	17
	0.000625
	meters/sec
	C

	YG Rate‑of‑Change
	17
	0.000625
	meters/sec
	C

	ZG Rate‑of‑Change
	18
	0.004
	meters/sec
	C

	XG Acceleration
	10
	0.0000125
	meters/sec2
	C

	YG Acceleration
	10
	0.0000125
	meters/sec2
	C

	ZG Acceleration
	10
	0.0000625
	meters/sec2
	C

	Note 1: If GANSS Clock Model-5 is not included, this field shall be present.

	NOTE u:
unsigned parameter
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