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********************* First modified subclause *****************

13.2
Network and MS Support for VAMOS

A network supporting VAMOS may assign a mobile station not indicating explicit support for VAMOS on a VAMOS pair provided the training sequence assigned on the corresponding VAMOS subchannel is chosen from TSC Set 1 (see 3GPP TS 45.002).

An MS may explicitly indicate support for VAMOS (see 3GPP TS 24.008). Such an MS shall support Shifted SACCH mapping (see 3GPP TS 45.002) and the set of training sequences in TSC Set 2 in addition to TSC Set 1 (see 3GPP TS 45.002). 
******************** Second modified subclause *******************
13.3.3
Associated Control Channels

13.3.3.1
FACCH

The channel coding for FACCH associated to a TCH in VAMOS mode is identical to the corresponding coding for the single user case, i.e. FACCH/F for full rate or FACCH/H for half rate. (see 3GPP TS 45.002 and 3GPP TS 45.003). Repeated FACCH may be used in downlink.

13.3.3.2
SACCH

The channel coding for SACCH associated to a TCH in VAMOS mode is identical to the corresponding coding for the single user case, i.e. SACCH/TF, SACCH/TPF for full rate or SACCH/TH, SACCH/TPH for half rate (see 3GPP TS 45.002 and 3GPP TS 45.003). The TDMA frame mapping for SACCH in VAMOS mode is done as described in 3GPP TS 45.002. Repeated SACCH may be used in downlink.
Shifted SACCH is an enhancement that maintains the relative performance between TCH and corresponding SACCH in VAMOS mode. The TDMA frame mapping for SACCH is shifted within 26-multiframe so that the SACCH frames are transmitted while the TCH frames are being transmitted in the corresponding VAMOS subchannel simultaneously in VAMOS mode. Shifted SACCH shall be used when a physical channel capable of VAMOS is assigned a training sequence in TSC Set 2. 

******************** Last modified subclause *******************
13.4.2
Associated Control Channels

13.4.2.1
FACCH

In uplink FACCH transmission associated to a TCH in VAMOS mode is identical to the single user case, i.e. FACCH/F for full rate or FACCH/H for half rate (see 3GPP TS 45.002 and 3GPP TS 45.003). 

13.4.2.2
SACCH

In uplink the channel coding of SACCH associated to a TCH in VAMOS mode is identical to the single user case, i.e. SACCH/TF or SACCH/TPF for full rate and SACCH/TH or SACCH/TPH for half rate (see 3GPP TS 45.002 and 3GPP TS 45.003). The TDMA frame mapping for SACCH in VAMOS mode is done as described in 3GPP TS 45.002.Repeated SACCH may be used in uplink.
Shifted SACCH is an enhancement that maintains the relative performance between TCH and corresponding SACCH in VAMOS mode. The TDMA frame mapping for SACCH is shifted within 26-multiframe so that the SACCH frames are transmitted while the TCH frames are being transmitted in the corresponding VAMOS subchannel simultaneously in VAMOS mode. Shifted SACCH shall be used when a physical channel capable of VAMOS is assigned a training sequence in TSC Set 2. 
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