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10.20  Positioning Data IE
This is a variable length information element providing positioning data associated with a successful or unsuccessful location attempt for a target MS.
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	Octet 1
	IEI

	Octet 2
	Length indicator 

	Octet 3
	spare
	Positioning Data Discriminator

	Octets 4 to 4+m-1
	Positioning Method 1

	
	

	Octets 4+nm-m to 4+nm-1
	Positioning Method n


Figure 10.20.1: Positioning Data IE

The positioning data discrminator (bits 4-1 of octet 3) defines the type of data and number of octets m provided for each positioning method:

0000
indicate usage of each positioning method that was attempted either successfully or unsuccessfully; 1 octet of data is provided for each positioning method included

all other values are reserved.

Coding of the positioning method octets for positioning data discriminator = 0000:

	Octet x
	positioning method
	usage


Coding of positioning method (bits 8-4):

00000
Timing Advance

00001
Reserved (Note)

00010
Reserved (Note)

00011
Mobile Assisted E-OTD

00100
Mobile Based E-OTD

00101
Mobile Assisted GPS

00110
Mobile Based GPS

00111
Conventional GPS

01000
LMU-based
01001
Reserved for UTRAN use only

01010
Reserved for UTRAN use only

01011
Reserved for UTRAN use only

01100
Cell ID

01101

to
reserved for GSM

01111

10000

to
reserved for network specific positioning methods

11111

Coding of usage (bits 3-1)

000
Attempted unsuccessfully due to failure or interruption

001
Attempted successfully: results not used to generate location

010
Attempted successfully: results used to verify but not generate location

011
Attempted successfully: results used to generate location

100
Attempted successfully: case where MS supports multiple mobile based positioning methods and the actual method or methods used by the MS cannot be determined

NOTE:
These values of the codepoints shall not be used as they were used in an earlier version of the protocol.
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