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	Reason for change:
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	Introduction of new Latency Reduction test cases and introducing Applicability statement.

	
	

	Summary of change:
(

	1. Adding applicability for new test cases for eCall – 

26.9.6A.2.1 Registration of eCall only capable ME

26.9.6A.2.3 eCall using eCall capable MS with “eCall only” subscription on SIM
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	Lack of test coverage for eCall testing.
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	Other comments:
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	1. New conditions Cxxx and Cyyy  added in Table B.1a.
2  New conditions Axxx , Ayyy  and Azzz added in Table A.2.




Table B.1: Applicability of tests

	[Skip in table]

	26.9.5
	Structured procedures/MS terminated call/late assignment
	Phase 2
	MS supporting at least one teleservice (except emergency call and dual service)
	
	C131
	TSPC_AddInfo_Full_rate_version_1

TSPC_AddInfo_Half_rate_version_1

TSPC_AddInfo_ImmConn
	

	26.9.6.1.1
	Structured procedures/emergency call/idle updated/preferred channel rate
	Phase 2
	MS supporting speech
	
	C52
	TSPC_AddInfo_Half_rate_version_1

TSPC_R99_Emerg
	

	26.9.6.1.2
	Structured procedures/emergency call/idle updated, non-preferred channel rate
	Phase 2
	MS supporting half-rate speech
	
	C13
	TSPC_AddInfo_Half_rate_version_1

TSPC_R99_Emerg
	

	26.9.6.2.1
	Structured procedures/emergency call/idle, no IMSI/accept case
	Phase 2
	MS supporting speech
	
	C52
	
	

	26.9.6.2.2
	Structured procedures/emergency call/idle, no IMSI/reject case
	Phase 2
	MS supporting speech
	
	C52
	
	

	26.9.6A.2.1
	Registration of eCall only capable ME
	Rel-8
	MS supporting eCall only Capability
	
	Cxxx
	
	

	26.9.6A.2.3
	eCall using eCall capable MS with “eCall only” subscription on SIM
	Rel-8
	MS supporting eCall
	
	Cyyy
	
	

	26.9.7
	Directed Retry/Mobile Originated Call
	Phase 2
	MS supporting at least one teleservice (except emergency call and dual service)
	
	C131
	TSPC_AddInfo_Half_rate_version_1
	

	26.9.8
	Directed Retry/Mobile Terminated Call
	Phase 2
	MS supporting at least one teleservice (except emergency call and dual service)
	
	C131
	TSPC_AddInfo_Half_rate_version_1

TSPC_AddInfo_ImmConn
	

	26.10.2.1
	E-GSM or R-GSM signalling/RR/Measurement
	Phase 2
	MS supporting E-GSM or R-GSM and supporting CC protocol for at least one Bearer Capability
	L5
	C123
	TSPC_Type_GSM_R_Band
	

	26.10.2.2
	E-GSM or R-GSM signalling/RR/Immediate assignment
	Phase 2
	MS supporting E-GSM or R-GSM
	L5
	C124
	TSPC_Type_GSM_R_Band
	


Table B.1a: Applicability of tests – Conditions definitions
	[Skip in table]

	C479
	IF A.2/70 AND A.2/ 85 THEN A ELSE N/A
	-- TSPC_Extended_Dynamic_Allocation  AND TSPC_Downlink_DualCarrier

	C480
	IF A.2/84 AND A.2/85 THEN A ELSE N/A
	-- TSPC_Latency_Reductions AND

TSPC_Downlink_DualCarrier



	C481
	IF A.2/69 AND A.2/85 THEN A ELSE N/A
	-- TSPC_DTM_EGPRS AND

TSPC_Latency_Reductions 


	Cxxx
	IF (A.2/Axxx  AND A.2/Azzz) OR (A.2/Axxx  AND NOT A.2/Azzz )THEN A ELSE N/A
	--( TSPC_eCallOnly_Equipment AND ecall push mode) OR (TSPC_eCallOnly_Equipment AND NOT ecall push mode)

	Cyyy
	IF (A.2/Ayyy  AND A.2/Azzz) OR (A.2/Ayyy  AND NOT A.2/Azzz )THEN A ELSE N/A
	--( TSPC_eCallCapableMS AND ecall push mode) OR (TSPC_eCallCapableMS AND NOT ecall push mode)


Table A.2: Mobile Station Features

	[Skip in table]

	83
	Support of simultaneous CS and PS services in GAN
	3GPP TS 44.318
	Rel-6
	C.216
	
	TSPC_Simult_CS_PS_GAN

	84
	Support of Latency reductions
	3GPP TS 43.064 3.3.5
	Rel-7
	O
	
	TSPC_Latency_Reductions

	85
	Support of Downlink Dual Carrier
	3GPP TS 44.060
	Rel-7
	O
	
	TSPC_Downlink_DualCarrier

	Axxx
	eCall only equipment
	3GPP TS 24.008
	Rel-8
	O
	
	TSPC_eCallOnly_Equipment

	Ayyy
	eCall Support on MS
	3GPP TS 24.008
	Rel-8
	O
	
	TSPC_eCallCapableMS

	Azzz
	ecall push mode
	3GPP TS 24.008
	Rel-8
	O
	
	TSPC_eCallPushMode
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