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**** start of modified subclause ****

10.5.2.70
SI10bis Rest Octets

Table 10.5.2.70.1: SI10bis Rest Octets 

	<SI10bis Rest Octets> ::=

< SI10bis Sequence : bit (2) >

{ H 
<Position in SI5 list : bit(5)>



{ 0 | 1  < BCCH ARFCN : bit (10) > }



{ 0 | 1 < BSIC : bit (6) > }



< SI10bis Neighbour Cell Info >  } ** L

<spare padding>;

<SI10bis Neighbour Cell Info> ::=
< Group Channel Description >

{ 0 

-- no additional frequency list is included 

| 1
{ 0 < Frequency Short List : bit (64) >


| 1 < Frequency List : <bit string>> } }< CELL_GLOBAL_COUNT : bit (2) >

< B22_COUNT : bit >

{ 0

-- all following parameters are same as in current cell

| 1
{  0  

-- talker priority not supported


| 1  < Priority Uplink access : bit > }



{ 0 | 1
{ 0 | 1 < FR AMR Config : bit (4) > }





{ 0 | 1 < HR AMR Config : bit (4) > } }



{ 0 | 1
< SMS Data Confidentiality Ind : bit (1) > 





< SMS Guaranteed Privacy Ind : bit (1) >}



{ 0 | 1 < Max retrans : bit (2) > < Tx-Integer : bit (4) > }


};

<bit string> ::= null | bit <bit string> ;




SI10bis Sequence

This sequence number identifies a consistent set of SI10bis/SI10ter messages.

Position in SI5 list

This is coded as the first frequency field as specified in sub-clause 10.5.2.44

BCCH ARFCN

The BCCH ARFCN number field is coded as the binary representation of the BCCH carrier's absolute RF channel number.

BSIC

This field is optional and need only to be included to distinguish two cells which have the same BCCH ARFCN value.

Group Channel Description

This is coded as the Group Channel Description field as specified in sub-clause 9.1.21a. If the hopping sequence for the group channel is specified by means of the Frequency List, then neither the Mobile Allocation nor the Frequency Short List shall be included in the Group Channel Description. 
Frequency Short List

This field is syntactically and semantically equivalent to octets 1-8 of the Frequency Short List 2 information element. See sub-clause 10.5.2.14a.

Frequency List

This field is syntactically and semantically equivalent to octets 2-n of the Frequency List information element. See sub-clause 10.5.2.13.

CELL_GLOBAL_COUNT, B22_COUNT
These are coded as specified in sub-clause 9.1.21a.

Priority Uplink access, FR AMR Config, HR AMR Config, SMS Data Confidentiality Ind, SMS Guaranteed Privacy Ind

These are coded as specified in sub-clause 10.5.2.22c.

Max retrans, Tx-Integer

These are coded as specified in sub-clause 10.5.2.29.

**** end of modified subclause ****

**** start of modified subclause ****

10.5.2.71

SI10ter Rest Octets

Table 10.5.2.71.1: SI10ter Rest Octets 

	<SI10ter Rest Octets> ::=

< SI10bis Sequence : bit (2) >


{
0
<Position in SI5 list : bit(5) >

 

| 1  < BCCH ARFCN : bit (10) > }


{ 0 | 1 < BSIC : bit (6) > }  


<NCH Position : bit (5)>    -- see SI1 rest octets, 44.018 / 10.5.2.32

<spare padding>;


Position in SI5 list

This is coded as the first frequency field as specified in sub-clause 10.5.2.44

BCCH ARFCN

The BCCH ARFCN number field is coded as the binary representation of the BCCH carrier's absolute RF channel number.

BSIC

This field is optional and need only to be included to distinguish two cells which have the same BCCH ARFCN value.

SI10bis Sequence

This sequence number identifies a consistent set of SI10bis/SI10ter messages. 

**** end of modified subclause ****
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