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7.5.2
Test Case

If Slow Frequency Hopping (SFH) is supported by the BSS, it shall be disabled during this measurement, except when performing tests using propagation conditions with ideal SFH.

When SFH is used in the test, the BSS shall hop over the maximum range and number of ARFCNs possible for the test environment and which are available in the BSS configuration. If SFH is not supported, the test shall be performed on the specified number of ARFCNs. As a minimum, one time slot shall be tested on one TRX.

The tests shall be performed in a single-antenna configuration except in case of packet-switched channels with higher symbol rate where two-antenna configuration with no correlation or gain difference between the branches is used.

Two input signals shall be connected to the respective receiver connector via a combining network. When testing each signal shall be connected through a Multipath Fading Simulator (MFS) as described in annex B.1, except in the cases of frequency offsets of the interfering signal from the wanted signal of 400kHz or greater, where the interferer shall be static, unless otherwise stated in table 19 and 19a. The multipath fading propagation conditions shall be uncorrelated.

The referred power level for both signals shall be the average power into the BSS RX antenna connector. This shall be measured by taking the mean powers of the sum of the individual paths.

For GMSK modulated circuit switched channels except AMR-WB, the wanted signal shall have the power level as defined in table 18. It shall have normal GSM modulation. In the case of a pico-BTS, the power level defined in table 18 (*) shall be 4dB greater for measurements performed with interferer offsets of 400kHz or greater.

For packet switched channels, ECSD and for AMR-WB, and for 8-PSK modulated AMR and AMR-WB channels, the wanted signal level shall be (X-9dB+Ir), where "X" is the power level defined in table 18 and "Ir" is the co-channel interference ratio defined in table 19b. As an exception, the wanted signal level shall be (X+9dB+Iar) for packet-switched channels with QPSK, 16-QAM and 32-QAM modulation in the case of 200 kHz adjacent channel interference, where "X" is the power level defined in table 18 and “Iar” the interference ratio in table 19c.

Table 18: Test signal average input level for Reference Interference Level measurements

	BTS Type
	Test signal average input level to receiver

	GSM 400/GSM850/GSM900/DCS1800/PCS 1900/MXM 850/MXM 1900/GSM700  BTS
	‑84 dBm

	GSM900/GSM850/MXM 850/GSM700 micro‑BTS M1
	‑77 dBm

	GSM900/GSM850/MXM 850/GSM700 micro‑BTS M2
	‑72 dBm

	GSM900/GSM850/MXM 850/GSM700 micro‑BTS M3
	‑67 dBm

	GSM900/GSM850/MXM 850/GSM700 pico-BTS P1
	‑68 dBm *

	DCS1800/PCS 1900/ MXM 1900 micro‑BTS M1
	‑82 dBm

	DCS1800/PCS 1900/ MXM 1900 micro‑BTS M2
	‑77 dBm

	DCS1800/PCS 1900/ MXM 1900 micro‑BTS M3
	‑72 dBm

	DCS1800/PCS 1900/ MXM 1900 pico-BTS P1
	-75 dBm *


The interfering signal shall be continuous and have GSM modulation of a pseudo‑random bitstream without midamble. If the TRX supports 8-PSK, 16-QAM or 32-QAM at normal symbol rate it shall be tested with the interfering signal having GMSK modulation and with the interfering signal having 8-PSK modulation, unless it can be demonstrated that it is sufficient to test either with GMSK or 8-PSK modulated interfering signal. 
If the wanted signal has higher symbol rate, the TRX shall be tested for adjacent (200 kHz) channel interference performance with an interfering signal at higher symbol rate, using the same modulation and pulse shaping filter as the wanted signal, while co-channel interference performance and adjacent (400 kHz) channel interference performance shall be tested with the interfering signal having GMSK modulation and with the interfering signal having 8-PSK modulation. 
If the TRX does not support 8-PSK it shall be tested with the interfering signal having GMSK modulation. For SFH this interferer shall consist of either one signal which hops in synchronization with the time slot under test or a number of fixed frequency signal sources. In the latter case the number of interfering sources determines the number of frequencies over which the time slot under test can hop in the test environment irrespective of the upper limit of the BTS.

For packet-switched channels only BTTI without PAN need to be tested.

When testing 16-QAM, 32-QAM (both normal and higher symbol rate) and QPSK modulated channels TSC-6 shall be used for the wanted signal.

For GMSK modulated circuit switched channels except AMR-WB, the test shall be performed with frequency offsets of the interfering signal from the wanted signal, for a relative level of interfering signal above the wanted signal as specified in table 19. In some cases a second requirement is specified, where the interference ratio in table 19 shall be increased or decreased by 3 dB. In these cases the Error measures are noted as FER@+3dB or FER@-3dB respectively.

For packet switched channels, ECSD and AMR-WB, and 8-PSK modulated AMR and AMR-WB channels, the test shall be performed with frequency offsets of the interfering signal from the wanted signal, for a carrier to interferer ratio, relative to the co-channel interference ratio (C/Ic), as specified in table 19a. The minimum co-channel interference ratio (C/Ic) for all the combinations of packet switched logical channel type and propagation condition are as specified in table 19b.

In the case of Slow Frequency Hopping (SFH) the interfering signal shall be on the same ARFCN as the wanted signal over the useful part of the time slot burst. For offsets greater than 0 kHz only the multipath propagation condition TU50 (no SFH) need be tested for normal and micro-BTS systems, and only the multipath propagation condition TI5 (no SFH) need be tested for pico-BTS systems.

Table 19: Co-channel and adjacent channel interference rejections for circuit switched channels except ECSD and AMR-WB channels, and 8-PSK modulated AMR and AMR-WB channels

	Interferers offset:
	Carrier to Interferer Ratio:
	Fading of interferer

	
	Normal and Micro-BTS
	Pico-BTS
	

	0 kHz
	9 dB
	13 dB
	yes

	200 kHz
	‑9 dB
	‑5 dB
	yes

	400 kHz
	‑41 dB
	-37dB
	no


Table 19a: Co-channel and adjacent channel interference ratios for packet switched channels, for ECSD and for AMR-WB channels, and for 8-PSK modulated AMR and AMR-WB channels

	Modulation of wanted signal
	GMSK
	8-PSK
	16-QAM and 32-QAM with normal symbol rate
	QPSK, 16-QAM and 32-QAM with higher symbol rate
	

	Interferers offset:
	Carrier to Interferer Ratio 
	Carrier to Interferer Ratio 
	Carrier to Interferer Ratio
	Carrier to Interferer Ratio
	Fading of interferer

	0 kHz
	C/Ic (table 19b)
	C/Ic (table 19b)
	C/Ic (table 19b)
	C/Ic (table 19b)
	yes

	200 kHz
	C/Ic - 18 dB
	Table 19c
	Table 19c
	Table 19c
	yes

	400 kHz
	C/Ic - 50 dB
	C/Ic - 50 dB 
	C/Ic – 48 dB
	[tbd]
	yes


For QPSK, 16-QAM and 32-QAM modulated channels with higher symbol rate, the wanted signal shall be generated with wide pulse shaping filter when testing for co-channel and adjacent (400 kHz) channel performance. For tests of adjacent (200 kHz) channel performance the input signals shall be generated with pulse shaping filters according to table 19c.
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