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Downlink Dual Carrier for DTM Capability (1 bit field)

This field indicates whether the mobile station supports DTM during downlink dual carrier operation. 

Bit
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The mobile station does not support DTM during downlink dual carrier operation

1

The mobile station supports DTM during downlink dual carrier operation
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	This CR applies to Rel-7 and later MS.


A.4.3
Mobile Station Features

The supplier of the implementation shall state the support of the implementation for each of the questions concerning the mobile station features given in the table below.

Table A.2: Mobile Station Features

	Item
	Mobile Station Feature
	Ref.
	Release
	Status
	Support
	Mnemonic

	1
	Display of Called Number.
	3GPP TS 02.07 B.1.1
	 Phase 2
	C.202
	
	TSPC_Feat_DCN

	2
	Indication of Call Progress Signals.
	3GPP TS 02.07 B.1.2
	 Phase 2
	C.204
	
	TSPC_Feat_CPSind

	3
	Country/PLMN Indication.
	3GPP TS 02.07 B.1.3
	 Phase 2
	C.202
	
	TSPC_Feat_PLMNind
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	69
	Support of DTM/EGPRS
	3GPP TS 24.008 10.5.1.7
	R99
	C.213
	
	TSPC_DTM_EGPRS

	70
	Support of Extended dynamic allocation
	3GPP TS 45.002, B.1
	R99
	C.214
	
	TSPC_Extended_Dynamic_Allocation

	71
	Support of GAN
	3GPP TS 44.318
	Rel-6
	O
	
	TSPC_GAN

	72
	Support of GERAN FEATURE PACKAGE 1
	3GPP TS 44.060 5.5.1.1a, 9.3.1b.1
	Rel-4
	M
	
	TSPC_GERAN_FEATURE_PACKAGE_1

	73
	Support of Encryption A5/3
	3GPP TS 43.020
	Rel-6
	M
	
	TSPC_Feat_A53

	74
	Support of Fine Time Assistance
	3GPP TS 44.031 A.4.2.4
	Rel-4
	C.215
	
	TSPC_Fine_Time_Assist

	75
	Support of Encryption GEA2
	3GPP TS 43.020
	R97
	O
	
	TSPC_Feat_GEA2

	76
	Support of Encryption GEA3
	3GPP TS 43.020
	Rel-6
	M
	
	TSPC_Feat_GEA3

	77
	Use of R99 Emergency numbers
	3GPP TS 22.101 8
	Phase2

up to R98
	O
	
	TSPC_R99_Emerg

	78
	Support of GERAN FEATURE PACKAGE 2
	3GPP TS 45.008
	Rel-5
	O
	
	TSPC_GERAN_FEATURE_PACKAGE_2

	79
	Support of GAN to UTRAN CS Handover
	3GPP TS 44.318
	Rel-6
	O
	
	TSPC_GAN_TO_UTRAN_CS_Handover

	80
	Support of UTRAN to GAN CS Handover
	3GPP TS 44.318
	Rel-6
	O
	
	TSPC_UTRAN_TO_GAN_CS_Handover

	81
	Support of Enhanced DTM CS
	3GPP TS 43.055
	Rel-6
	O
	
	TSPC_Enhanced_DTM_CS

	82
	Support of PS Handover
	3GPP TS 43.129
	Rel-6
	O
	
	TSPC_PS_Handover

	83
	Support of simultaneous CS and PS services in GAN
	3GPP TS 44.318
	Rel-6
	C.216
	
	TSPC_Simult_CS_PS_GAN

	84
	Support of Latency reductions
	3GPP TS 43.064 3.3.5
	Rel-7
	O
	
	TSPC_Latency_Reductions

	85
	Support of Downlink Dual Carrier
	3GPP TS 44.060
	Rel-7
	O
	
	TSPC_Downlink_DualCarrier

	86
	Support of UEA2 and UIA2
	3GPP TS 25.331
	Rel-7
	O
	
	TSPC_UEA2_UIA2

	87
	Support of Encryption A5/4
	3GPP TS 43.020
	Rel-9
	O
	
	TSPC_Feat_A54

	88
	Support of Encryption GEA4
	3GPP TS 43.020
	Rel-9
	O
	
	TSPC_Feat_GEA4

	89
	Support of EGPRS2A
	3GPP TS 44.060
	Rel-7
	O
	
	TSPC_EGPRS2A

	90
	Support of EGPRS2B
	3GPP TS 44.060
	Rel-7
	O
	
	TSPC_EGPRS2B

	91
	eCall only equipment
	3GPP TS 24.008
	Rel-8
	O
	
	TSPC_eCallOnly_Equipment

	92
	eCall Support on MS
	3GPP TS 24.008
	Rel-8
	O
	
	TSPC_eCallCapableMS

	XX
	Support of DTM during Downlink Dual Carrier
	3GPP TS 24.008
	Rel-7
	O
	
	TSPC_DTM_During_DLDC

	C.201
	IF A.3/1 OR A.3/2 OR A.4/20 OR A.4/21 THEN M ELSE N/A
	-- TSPC_Serv_TS11 OR TSPC_Serv_TS12 OR TSPC_Serv_BS61 OR TSPC_Serv_BS81

	C.202
	IF A.2/27 THEN M ELSE N/A
	-- TSPC_Feat_Alphanum_Display 

	C.203
	IF A.2/27 OR A.2/28 THEN M ELSE N/A
	-- TSPC_AlphaNum_Display OR TSPC_Other_Means_of_Display

	C.204
	IF A.2/29 THEN M ELSE N/A
	-- TSPC_Speech_Indicator

	C.205
	IF A.2/26 OR A.2/40 THEN M ELSE N/A
	-- TSPC_Feat_Autocall

	C.206
	IF A.1/16 OR A.1/17 THEN M ELSE N/A
	-- TSPC_Feat_Ext_TA

	C.207
	IF A.2/41 OR A.2/42 THEN M ELSE N/A
	-- TSPC_GPRS OR TSPC_EGPRS

	C.208
	IF A.2/41 THEN O ELSE N/A
	-- TSPC_GPRS

	C.209
	IF A.2/41 or A.2/42 THEN at least one of these items shall be supported ELSE N/A
	-- TSPC_GPRS OR TSPC_EGPRS

	C.210
	IF A.2/42 THEN O ELSE N/A
	-- TSPC_EGPRS

	C.211
	IF A.3/2 THEN M ELSE N/A
	-- TSPC_Serv_TS12

	C.212
	IF A.2/41 THEN O ELSE N/A
	-- TSPC_GPRS

	C.213
	IF A.2/42 THEN O ELSE N/A
	-- TSPC_EGPRS

	C.214
	IF (A.2/41 AND A.1/51) OR (A.2/42 AND A.1/66)THEN O ELSE N/A
	-- (TSPC_GPRS AND TSPC_Type_GPRS_Multislot_operation)  OR (TSPC_EGPRS AND TSPC_Type_EGPRS_Multislot_operation )

	C.215
	IF A.2/59 OR A.2/60 THEN O ELSE N/A
	-- TSPC_A-GPS_Based OR TSPC_A-GPS_Assist

	C.216
	IF A.2/71 THEN O ELSE N/A
	-- TSPC_GAN
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Table B.1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Applicability Limitations
	Status
	Specific PICS Statements
	Supported

	11.1.1
	Mobile Terminated (MT) calls
	Phase 2
	Each MT Bearer Service and MT Teleservice supported by the MS
	
	C31
	
	

	11.1.2
	Mobile Originated (MO) calls
	Phase 2
	Each MO Bearer Service and MO Teleservice supported by the MS
	
	C36
	
	

	11.2
	Verification of support of the single numbering scheme
	Phase 2
	MS supporting at least one MT circuit switched basic service
	
	C31
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	58b.2.1
	Concurrent Downlink Dual Carrier TBF / Reconfigure Frequency Parameters
	Rel-7
	MS supporting Downlink Dual Carrier

	
	C472
	TSPC_Type_Multislot_Capability_Reduction_for_Downlink_Dual_Carrier_of_0_or_1_Timeslots

TSPC_Type_Multislot_Capability_Reduction_for_Downlink_Dual_Carrier_of_2_or_more_Timeslots

TSPC_Type_GPRS_Multislot_ClassX (where X = 1..45)
	

	58b.2.2
	Concurrent Downlink Dual Carrier TBF / Change in Modulation and Coding Schemes
	Rel-7
	MS supporting Downlink Dual Carrier

	
	C472
	TSPC_Type_Multislot_Capability_Reduction_for_Downlink_Dual_Carrier_of_0_or_1_Timeslots

TSPC_Type_Multislot_Capability_Reduction_for_Downlink_Dual_Carrier_of_2_or_more_Timeslots

TSPC_Type_GPRS_Multislot_ClassX (where X = 1..45)
	

	58b.2.3
	Concurrent Downlink Dual Carrier TBF /  Frequency Hopping
	Rel-7
	MS supporting Downlink Dual Carrier

	
	C472
	TSPC_Type_Multislot_Capability_Reduction_for_Downlink_Dual_Carrier_of_0_or_1_Timeslots

TSPC_Type_Multislot_Capability_Reduction_for_Downlink_Dual_Carrier_of_2_or_more_Timeslots

TSPC_Type_GPRS_Multislot_ClassX (where X = 1..45)
	

	58b.2.4
	Concurrent Downlink Dual Carrier TBF / Downlink Dual Carrier Configuration / Channel Quality Reporting
	Rel-7
	MS supporting Downlink Dual Carrier

	
	C472
	TSPC_Type_Multislot_Capability_Reduction_for_Downlink_Dual_Carrier_of_0_or_1_Timeslots

TSPC_Type_Multislot_Capability_Reduction_for_Downlink_Dual_Carrier_of_2_or_more_Timeslots

TSPC_Type_GPRS_Multislot_ClassX (where X = 1..45)
	

	58b.2.5
	Concurrent Downlink Dual Carrier TBF / Downlink Dual Carrier Configuration in Dual Transfer Mode.
	Rel-7
	All DTM/EGPRS capable MS supporting Downlink Dual Carrier 
	
	C478
	TSPC_Type_Multislot_Capability_Reduction_for_Downlink_Dual_Carrier_of_0_or_1_Timeslots

TSPC_Type_Multislot_Capability_Reduction_for_Downlink_Dual_Carrier_of_2_or_more_Timeslots

TSPC_Type_GPRS_Multislot_ClassX (where X = 1..45)
	

	58b.2.6
	Concurrent Downlink Dual Carrier TBF / Extended Dynamic allocation
	Rel-7
	MS supporting Extended Dynamic allocation and Downlink Dual Carrier

	
	C479
	TSPC_Type_Multislot_Capability_Reduction_for_Downlink_Dual_Carrier_of_0_or_1_Timeslots

TSPC_Type_Multislot_Capability_Reduction_for_Downlink_Dual_Carrier_of_2_or_more_Timeslots

TSPC_Type_GPRS_Multislot_ClassX (where X = 1..45)
	

	58b.2.7
	Concurrent Downlink Dual Carrier TBF / Downlink Dual Carrier Configuration/ Extended RLC/MAC control message segmentation.
	Rel-7
	MS supporting Downlink Dual Carrier

	
	C472
	TSPC_Type_Multislot_Capability_Reduction_for_Downlink_Dual_Carrier_of_0_or_1_Timeslots

TSPC_Type_Multislot_Capability_Reduction_for_Downlink_Dual_Carrier_of_2_or_more_Timeslots

TSPC_Type_GPRS_Multislot_ClassX (where X = 1..45)
	

	58b.2.8
	Concurrent Downlink Dual Carrier TBF/Dual Carrier Uplink TBF/USF granularity 4
	Rel-7
	MS supporting Downlink Dual Carrier

	
	C472
	TSPC_Type_Multislot_Capability_Reduction_for_Downlink_Dual_Carrier_of_0_or_1_Timeslots

TSPC_Type_Multislot_Capability_Reduction_for_Downlink_Dual_Carrier_of_2_or_more_Timeslots

TSPC_Type_GPRS_Multislot_ClassX (where X = 1..45)
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Table B.1a: Applicability of tests – Conditions definitions

	C1
	IF NOT A.25/50 THEN A ELSE N/A
	-- NOT TSPC_AddInfo_ApplAlwaysRun

	C2
	IF A.25/1 THEN A ELSE N/A
	-- TSPC_AddInfo_HalfRate

	C3
	IF A.5/14 AND A.5/13 THEN A ELSE N/A
	-- TSPC_Serv_SS_AoCC AND TSPC_Serv_SS_AoCI
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	C470
	IF (A.25/57 AND A.25/142) AND (NOT A.25/150) AND (NOT A.25/108) AND (NOT A.25/78) THEN A ELSE N/A
	-- (TSPC_AddInfo_SpeechHandset AND TSPC_AddInfo_Rel4_Acoustic) AND (NOT TSPC_AddInfo_HATS) AND (NOT TSPC_AddInfo_Ear_type33) AND (NOT TSPC_AddInfo_Ear_type34)

	C471
	IF A.25/57 and A.25/150 THEN A ELSE N/A
	-- TSPC_AddInfo_SpeechHandset AND TSPC_AddInfo_HATS

	C472
	IF A.2/85  THEN A ELSE N/A
	-- TSPC_Downlink_DualCarrier

	C473
	IF (A.25/41 OR A.25/42) AND A2/20 THEN A ELSE N/A
	-- (TSPC_AddInfo_ID1 OR TSPC_AddInfo_PlugIn) AND TSPC_Feat_AD

	C474
	IF A.1/18 AND (A.1/1 OR A.1/2 OR A.1/4) THEN A ELSE N/A
	-- TSPC_Type_PCS_Band AND (TSPC_Type_GSM_E_Band OR TSPC_Type_GSM_P_Band OR TSPC_Type_DCS_Band)

	C475
	IF A.2/81 AND A.2/84 THEN A ELSE N/A
	-- TSPC_Enhanced_DTM_CS AND TSPC_Latency_Reductions

	C476
	IF A.2/84 AND A.2/70 AND (A.1/109 OR A.1/110 OR A.1/111 OR A.1/112 OR A.1/113 OR A.1/116 OR A.1/117 OR A.1/118 OR A.1/121 OR A.1/122 OR A.1/123 OR A.1/124 OR A.1/112 OR A.1/113 OR A.1/114 OR A.1/115 OR A.1/116 OR A.1/117 OR A.1/118 OR A.1/119 OR A.1/120 OR A.1/121 OR A.1/122 OR A.1/123 OR A.1/124 OR A.1/168 OR A.1/169 OR A.1/173 OR A.1/174 OR A.1/178 OR A.1/179 OR A.1/180) THEN A ELSE N/A
	-- TSPC_Latency_Reductions AND TSPC_ExtendedDynamic_Allocation AND (TSPC_Type_EGPRS_Multislot_Class14 OR...OR TSPC_Type_EGPRS_Multislot_Class18 OR TSPC_Type_EGPRS_Multislot_Class21 OR...OR TSPC_Type_EGPRS_Multislot_Class23 OR TSPC_Type_EGPRS_Multislot_Class26 OR...OR TSPC_Type_EGPRS_Multislot_Class29 OR

TSPC_Type_EGPRS_Multislot_Class33 OR
TSPC_Type_EGPRS_Multislot_Class34 OR
TSPC_Type_EGPRS_Multislot_Class38 OR
TSPC_Type_EGPRS_Multislot_Class39 OR TSPC_Type_EGPRS_Multislot_Class43 OR...OR TSPC_Type_EGPRS_Multislot_Class45)

	C477
	IF A.25/65 AND A.25/3 THEN A ELSE N/A
	-- TSPC_AddInfo_Full_rate_version_2 AND TSPC_AddInfo_Half_rate_version_1

	C478
	IF A.2/XX AND A.2/85 THEN A ELSE N/A
	-- TSPC_DTM_During_DLDC AND

TSPC_Downlink_DualCarrier



	C479
	IF A.2/70 AND A.2/ 85 THEN A ELSE N/A
	-- TSPC_Extended_Dynamic_Allocation  AND TSPC_Downlink_DualCarrier

	C480
	IF A.2/84 AND A.2/85 THEN A ELSE N/A
	-- TSPC_Latency_Reductions AND

TSPC_Downlink_DualCarrier



	C481
	IF A.2/69 AND A.2/85 THEN A ELSE N/A
	-- TSPC_DTM_EGPRS AND

TSPC_Latency_Reductions 



	C482
	IF A.2/41 AND A.2/88 THEN A ELSE N/A
	-- TSPC_GPRS  AND TSPC_Feat_GEA4

	C483
	IF A.2/41 AND A.1/56 AND A.2/86 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_Type_UTRAN AND TSPC_UEA2_UIA2

	C484
	IF (A.2/86 AND A.1/56 AND A.27/1 AND (A.25/2 OR A.25/3 OR A.25/65 OR A.25/79) AND (A.1/1 OR A.1/2 OR A.1/4 OR A.1/16 OR A.1/17 OR A.1/18 OR A.1/55 OR A.1/54 OR A.1/182 OR A.1/183)) THEN A ELSE N/A
	--TSPC_UEA2_UIA2 AND TSPC_Type_UTRAN AND TSPC_Conversational_12_2_CSRAB_3_4_SRAB AND (TSPC_AddInfo_Full_rate_version_1 OR TSPC_AddInfo_Half_rate_version_1  OR TSPC_AddInfo_Full_rate_version_2  OR TSPC_AddInfo_Full_rate_version_3) AND (TSPC_TYPE_GSM_P_BAND OR TSPC_TYPE_GSM_E_BAND OR TSPC_TYPE_DCS_BAND OR TSPC_TYPE_GSM_450_BAND OR TSPC_TYPE_GSM_480_BAND OR TSPC_TYPE_PCS_BAND OR TSPC_TYPE_GSM_850_BAND OR TSPC_TYPE_GSM_710_BAND OR TSPC_TYPE_GSM_750_BAND OR TSPC_TYPE_T_GSM_810_BAND)

	C485
	IF A.2/41 AND A.1/56 AND A.2/86 AND A.2/88 THEN A ELSE N/A
	-- TSPC_GPRS AND TSPC_Type_UTRAN AND TSPC_UEA2_UIA2 AND TSPC_Feat_GEA4

	C486
	IF (A.2/87 AND A.2/86 AND A.1/56 AND A.27/1 AND (A.25/2 OR A.25/3 OR A.25/65 OR A.25/79) AND (A.1/1 OR A.1/2 OR A.1/4 OR A.1/16 OR A.1/17 OR A.1/18 OR A.1/55 OR A.1/54 OR A.1/182 OR A.1/183)) THEN A ELSE N/A
	--TSPC_UEA2_UIA2 AND TSPC_Feat_A54 AND TSPC_Type_UTRAN AND TSPC_Conversational_12_2_CSRAB_3_4_SRAB AND (TSPC_AddInfo_Full_rate_version_1 OR TSPC_AddInfo_Half_rate_version_1  OR TSPC_AddInfo_Full_rate_version_2  OR TSPC_AddInfo_Full_rate_version_3) AND (TSPC_TYPE_GSM_P_BAND OR TSPC_TYPE_GSM_E_BAND OR TSPC_TYPE_DCS_BAND OR TSPC_TYPE_GSM_450_BAND OR TSPC_TYPE_GSM_480_BAND OR TSPC_TYPE_PCS_BAND OR TSPC_TYPE_GSM_850_BAND OR TSPC_TYPE_GSM_710_BAND OR TSPC_TYPE_GSM_750_BAND OR TSPC_TYPE_T_GSM_810_BAND)

	C487
	IF A.2/89 THEN A ELSE N/A
	-- TSPC_EGPRS2A

	C488
	IF A.2/81 AND A.2/89 THEN A ELSE N/A
	-- TSPC_Latency_Reductions AND TSPC_EGPRS2A



	C489
	IF A.2/91 THEN A ELSE N/A
	-- TSPC_eCallOnly_Equipment 



	C490
	IF A.2/92 THEN A ELSE N/A
	-- TSPC_eCallCapableMS 



	C491
	IF (A.1/56 AND A.1/64 AND A.27/1 AND A.25/2 AND (A.1/1 OR A.1/2 OR A.1/4 OR A.1/16 OR A.1/17 OR A.1/18 OR A.1/53 OR A.1/55 OR A.1/54 OR A.1/182 OR A.1/183)) THEN A ELSE N/A
	-- TSPC_Type_UTRAN_TDD AND TSPC_Conversational_12_2_CSRAB_3_4_SRAB AND TSPC_AddInfo_Full_rate_version_1 AND (TSPC_TYPE_GSM_P_BAND OR TSPC_TYPE_GSM_E_BAND OR TSPC_TYPE_DCS_BAND OR TSPC_TYPE_GSM_450_BAND OR TSPC_TYPE_GSM_480_BAND OR TSPC_TYPE_PCS_BAND OR TSPC_TYPE_GSM_700_BAND OR TSPC_TYPE_GSM_850_BAND OR TSPC_TYPE_GSM_710_BAND OR TSPC_TYPE_GSM_750_BAND OR TSPC_TYPE_T_GSM_810_BAND)

	Note1:
This test case concerns a feature introduced in R97, but it is applicable only for R99 and later as it has been created late.
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